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Abstract

This thesis is about the performance modelling and evaluation of all-optical

switching techniques for the wavelength-division multiplexed layer. We clas-

sify an all-optical approach to switching as either optical burst switching

(OBS), optical circuit switching (OCS) or optical packet switching. The

scope of this thesis is con�ned to OBS and OCS as well as hybrid approaches

that are derived by combining the two to allow for a polymorphic optical

layer. We develop teletra�c performance models for several forms of OCS

and OBS, including:

� Wavelength-routing;

� Distributively and centrally controlled variants of dynamic OCS, where

we de�ne dynamic OCS as any form of OCS capable of statistically

multiplexing wavelength capacity on at least a millisecond timescale;

� Time-slotted forms of dynamic OCS;

� OBS with limited and full wavelength conversion; and,

� OBS with de
ection routing.

All the models we develop are open-loop loss models either for abackbone

network or a stand-alone link. Our generic model for a backbone network

consists of edge routers at which packets are enqueued and a core of optical

cross-connects that are interconnected via wavelength-division multiplexed

links. We particularise this generic model by specifying how packets are

switched from one edge router to another. For the particular models we
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develop, we derive analytical approximations for the threeimportant tele-

tra�c performance measures of: end-to-end blocking probability; the pre-

transmission queuing delay distribution experienced by a packet enqueued

at an edge router, or the mean of this distribution if the distribution itself is

too di�cult to accurately approximate; and, wavelength capacity utilisation.

Computer simulation is used to verify the accuracy of each approximation.

As such, we divide the task of performance evaluation into threesteps: model

development, model analysis and analysis veri�cation. Most chapters in this

thesis are devoted to implementing this simple three-step recipe for a particu-

lar switching technique. The exceptions are Chapters 3, 8 and10. Chapter 3

is devoted to the cross-layer optimisation of the logical topology, and routing

and wavelength assignment in a wavelength-routed network, while Chap-

ter 10 proposes a new approximation for blocking probabilityin over
ow

loss networks. And in Chapter 8, we use our performance models to quan-

tify how well OBS stacks up against OCS from a teletra�cist's viewpoint.

We see that a two dimensional delay/blocking plot can be divided into four

quadrants corresponding to OBS-only and OCS-only quadrants,an OBS or

OCS quadrant and a quadrant encompassing unattainable delay/blocking.

We are able to determine which of OBS or OCS should be used to achieve

a prescribed delay/blocking while maximising utilisation. Wealso see that

sacri�cing an assurance of no blocking at each optical cross-connect with

the use of OBS is not as attractive in optical networks as its analogue of

tell-and-go was in ATM networks. The main contribution of this thesis is a

comprehensive suite of approximations and exact analytical results that can

be used for dimensioning and quantitative evaluation. We present several

such applications and numerical examples at the end of each chapter.
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Preface

This thesis presents much of the work I have undertaken during my three

and a half year PhD candidature. The content of each chapter is closely

aligned with one or more research papers that I have co-authored during my

candidature. Therefore, much of the content of this thesis has already been

peer reviewed. In most chapters, I have presented fewer numerical results

than in the corresponding research papers. Furthermore, I haveincluded

substantially more background in this thesis.

The order of chapters almost corresponds to the chronologicalorder in

which I have pursued my research. The only exception is that Chapter 8

and Chapter 10 should have been swapped. I decided against this though to

improve the continuity between Chapter 8, which quanti�es how well OBS

stacks up against OCS, and the preceding chapters, which focus either on

OBS or OCS.

The structure and organisation of each chapter beyond Chapter3 is simi-

lar. A typical chapter in this thesis begins with the development of a network

or stand-alone link model for a certain optical switching technique. Then,

using the analytical approach to performance evaluation, approximations for

otherwise computationally intractable teletra�c performance measures are

derived. Finally, the accuracy of each approximation is veri�ed with com-

puter simulation. As such, a typical chapter comprises three parts: model

development, model analysis and analysis veri�cation.

All the performance models developed in this thesis are open-loop loss

models. There has been interest recently in \closing the loop" by modelling

the presence of a retransmission protocol. Closed loop models arenot con-

sidered in this thesis.
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Chapters 4 and 5 apply this three-part approach to OBS, whileChapters

6 and 7 to OCS and Chapter 9 to optical hybrid switching. Chapter 8 is

a culmination of the four preceding chapters in that it relies on the models

developed in these chapters to quantify how well OBS stacks up against OCS.

The exceptions are Chapters 2, 3 and 10. In Chapter 2, I outline the

focus and contributions of this thesis. Chapter 3 covers my early work on the

design and optimisation of wavelength-routed optical networks. And Chapter

10 presents a new approach for analysing general network loss models with

over
ow, such as the model for OBS with de
ection routing developed in

Chapter 5. I have included some background on OBS with an emphasis on

performance modelling aspects at the beginning of Chapter 4.I have decided

to include this short survey because the performance modellingof OBS is a

relatively new area on which hundreds of research papers havebeen published

recently.

One of the most tedious tasks in compiling this thesis was ensuring that

notation and nomenclature remain consistent from chapter to chapter. Al-

though I have devoted countless hours to this task, some terms are used

interchangeably. For example, an edge router, edge bu�er, edge node and

source router all refer to one and the same thing in this thesis. An inevitable

consequence of ensuring notational consistency has been that the notation

used in a particular chapter rarely matches up with the notation used in the

research papers corresponding to that chapter.

I have taken for granted many of the fundamental ideas that have been

postulated by experts working in the area of photonics and become ingrained

in the pencil-and-paper research community to which I belonged during my

candidature. For example, I have taken for granted that limitations on elec-

tronic processing speeds will indeed gives rise to electronic bottlenecks that

can be overcome with photonics. And I have taken for granted that a clear

divide exists between the edge and core of a network. There areseveral oth-

ers that I could list. Whether or not these assumptions are valid is beyond

the scope of a thesis that is primarily grounded in teletra�c modelling.

This thesis is just as much my own as it is the many people who have

made substantial contributions to the work herein. The contributions of the
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these people have been acknowledged in Section 2.4. The outline of this thesis

and its contributions by chapter have been summarised in Section 2.1.

vii



viii



Acknowledgments

I wish to express my sincere appreciation to the small group with whom I

worked with at CUBIN during my candidature:

Eric

Hai

Moshe

Zvi

(listed in alphabetical order)

I wish to especially thank my principal supervisor, Professor MosheZuk-

erman. Professor Zukerman made possible both my enrolment and stipend.

Without him, both of them would have been out of my reach.

He was instrumental in the publishing of my �rst paper. He was instru-

mental in the publishing of my second paper. He was instrumental in the

publishing of my nth paper.

Andrew Zalesky
Melbourne, June 2006

ix



x



Contents

Abstract i

Declaration iii

Preface v

Acknowledgments ix

1 Introduction 1

1.1 The First and Second Generations . . . . . . . . . . . . . . . . 3

1.1.1 The Synchronous Optical Network . . . . . . . . . . . 3

1.1.2 To Packet or Circuit Switch? . . . . . . . . . . . . . . . 4

1.1.3 Second Generation Optical Networks . . . . . . . . . . 8

1.2 The Third Generation . . . . . . . . . . . . . . . . . . . . . . 14

1.2.1 Optical Packet Switching . . . . . . . . . . . . . . . . . 14

1.2.2 Optical Burst Switching and Optical Circuit

Switching . . . . . . . . . . . . . . . . . . . . . . . . . 18

1.2.3 Optical Burst Switching . . . . . . . . . . . . . . . . . 20

1.2.4 Dynamic Optical Circuit Switching . . . . . . . . . . . 23

2 Thesis Focus, Outline and Contributions 27

2.1 Thesis Contributions by Chapter . . . . . . . . . . . . . . . . 30

2.2 Publications by Author related to Thesis . . . . . . . . . . . . 41

2.3 Other Publications by Author . . . . . . . . . . . . . . . . . . 44

2.4 Acknowledgement of Contributions to Thesis . . . . . . . . . . 45

xi



3 Design of Wavelength-Routed Networks 47

3.1 The Design Problem . . . . . . . . . . . . . . . . . . . . . . . 49

3.1.1 The Logical Topology Design Subproblem . . . . . . . 50

3.1.2 The Routing and Wavelength Assignment Subproblem 55

3.2 Linear Formulation of the Design Problem . . . . . . . . . . . 59

3.2.1 Notation . . . . . . . . . . . . . . . . . . . . . . . . . . 59

3.2.2 Given Parameters . . . . . . . . . . . . . . . . . . . . . 60

3.2.3 Decision Variables . . . . . . . . . . . . . . . . . . . . 60

3.2.4 Objective . . . . . . . . . . . . . . . . . . . . . . . . . 61

3.2.5 Constraints . . . . . . . . . . . . . . . . . . . . . . . . 62

3.3 Solution Space Reduction . . . . . . . . . . . . . . . . . . . . 64

3.3.1 The Framework . . . . . . . . . . . . . . . . . . . . . . 67

3.4 Illustrative Example . . . . . . . . . . . . . . . . . . . . . . . 69

3.5 Larger Example . . . . . . . . . . . . . . . . . . . . . . . . . . 72

3.6 Chapter Summary . . . . . . . . . . . . . . . . . . . . . . . . 74

4 Modelling Optical Burst Switching 77

4.1 OBS in a Nutshell . . . . . . . . . . . . . . . . . . . . . . . . . 81

4.2 Erlang's Fixed-Point Approximation . . . . . . . . . . . . . . 88

4.3 Limited Wavelength Conversion . . . . . . . . . . . . . . . . . 95

4.3.1 Blocking Probability for a Stand-Alone Link . . . . . . 98

4.3.2 End-to-End Blocking Probability . . . . . . . . . . . . 105

4.3.3 Numerical Evaluation . . . . . . . . . . . . . . . . . . . 107

4.4 Shared Wavelength Conversion . . . . . . . . . . . . . . . . . 114

4.4.1 Switch Architecture . . . . . . . . . . . . . . . . . . . . 116

4.4.2 Blocking Probability for a Stand-Alone Link . . . . . . 118

4.5 Chapter Summary . . . . . . . . . . . . . . . . . . . . . . . . 121

5 Stabilisation of De
ection Routing 125

5.1 A De
ection Routing Policy for OBS . . . . . . . . . . . . . . 130

5.2 Stabilising Optical Burst Switching . . . . . . . . . . . . . . . 133

5.2.1 Wavelength Reservation . . . . . . . . . . . . . . . . . 135

5.2.2 Preemptive Priority . . . . . . . . . . . . . . . . . . . . 138

xii



5.3 End-to-End Blocking Probabilities . . . . . . . . . . . . . . . . 140

5.3.1 Step One: Link O�ered Loads . . . . . . . . . . . . . . 141

5.3.2 Step Two: Link Blocking Probabilities . . . . . . . . . 146

5.3.3 Step Three: End-to-End Blocking Probabilities . . . . 147

5.4 Numerical Evaluation . . . . . . . . . . . . . . . . . . . . . . . 150

5.5 Chapter Summary . . . . . . . . . . . . . . . . . . . . . . . . 157

6 Delay Analysis of Dynamic OCS 161

6.1 OCS with Dynamic Burst Length . . . . . . . . . . . . . . . . 164

6.2 Modelling of OCS with Dynamic Burst Length . . . . . . . . . 168

6.3 Numerical Evaluation . . . . . . . . . . . . . . . . . . . . . . . 178

6.4 Conventional Dynamic OCS . . . . . . . . . . . . . . . . . . . 181

6.4.1 Model and Analysis . . . . . . . . . . . . . . . . . . . . 182

6.4.2 Numerical Evaluation . . . . . . . . . . . . . . . . . . . 187

6.5 Chapter Summary . . . . . . . . . . . . . . . . . . . . . . . . 188

7 Delay Analysis of Time-Slotted OCS 191

7.1 Performance Model Formulation . . . . . . . . . . . . . . . . . 193

7.2 A Single Logical Queue . . . . . . . . . . . . . . . . . . . . . . 196

7.2.1 De�nition and Ergodicity . . . . . . . . . . . . . . . . 196

7.2.2 Queue Length Probability Generating Function . . . . 198

7.2.3 Expected Queue Length . . . . . . . . . . . . . . . . . 199

7.2.4 Queue Length Distribution . . . . . . . . . . . . . . . . 200

7.2.5 Delay Distribution . . . . . . . . . . . . . . . . . . . . 201

7.3 A Network of Edge Routers . . . . . . . . . . . . . . . . . . . 202

7.4 An Example of a Circuit Allocation Policy . . . . . . . . . . . 204

7.5 Practical Considerations . . . . . . . . . . . . . . . . . . . . . 207

7.6 Adaptive Circuit Allocation . . . . . . . . . . . . . . . . . . . 208

7.7 Numerical Evaluation and Examples . . . . . . . . . . . . . . 210

7.8 Chapter Summary . . . . . . . . . . . . . . . . . . . . . . . . 217

7.9 Chapter Appendices . . . . . . . . . . . . . . . . . . . . . . . 218

7.9.1 Derivation ofG(z) . . . . . . . . . . . . . . . . . . . . 218

7.9.2 Properties ofG(z) . . . . . . . . . . . . . . . . . . . . 219

xiii



7.9.3 Derivation of Delay Distribution for � (i ) = � . . . . . . 220

8 To Burst or Circuit Switch? 225

8.1 OBS Model . . . . . . . . . . . . . . . . . . . . . . . . . . . . 228

8.1.1 OBS Edge Bu�er Model . . . . . . . . . . . . . . . . . 228

8.1.2 OBS Core Network Model . . . . . . . . . . . . . . . . 230

8.2 OCS Model . . . . . . . . . . . . . . . . . . . . . . . . . . . . 232

8.2.1 OCS Edge Bu�er Model . . . . . . . . . . . . . . . . . 233

8.2.2 OCS Core Network Model . . . . . . . . . . . . . . . . 234

8.3 Analysis of OBS Model . . . . . . . . . . . . . . . . . . . . . . 235

8.3.1 Analysis of OBS Edge Bu�er Model . . . . . . . . . . . 237

8.3.2 Analysis of OBS Core Network Model . . . . . . . . . . 240

8.4 Analysis of OCS Model . . . . . . . . . . . . . . . . . . . . . . 249

8.4.1 Analysis of OCS Edge Bu�er Model . . . . . . . . . . . 250

8.4.2 Analysis of OCS Core Network Model . . . . . . . . . . 252

8.5 Numerical Evaluation . . . . . . . . . . . . . . . . . . . . . . . 253

8.6 Discussion and Conclusions . . . . . . . . . . . . . . . . . . . 256

8.7 The Burst Scheduler . . . . . . . . . . . . . . . . . . . . . . . 259

8.7.1 The Model . . . . . . . . . . . . . . . . . . . . . . . . . 262

8.7.2 Analysis . . . . . . . . . . . . . . . . . . . . . . . . . . 265

8.7.3 Numerical Evaluation . . . . . . . . . . . . . . . . . . . 267

8.8 Chapter Summary . . . . . . . . . . . . . . . . . . . . . . . . 271

9 Optical Hybrid Switching 275

9.1 Stand-Alone Link Model . . . . . . . . . . . . . . . . . . . . . 277

9.2 Analysis of the Un-Prioritised Case . . . . . . . . . . . . . . . 280

9.2.1 Exact Blocking Probabilities . . . . . . . . . . . . . . . 280

9.2.2 First Approximation . . . . . . . . . . . . . . . . . . . 282

9.2.3 Second Approximation . . . . . . . . . . . . . . . . . . 284

9.3 Analysis of the Prioritised Case . . . . . . . . . . . . . . . . . 286

9.3.1 Exact Blocking Probabilities . . . . . . . . . . . . . . . 286

9.3.2 An Approximation for the Prioritised Case . . . . . . . 288

9.4 Numerical Evaluation . . . . . . . . . . . . . . . . . . . . . . . 290

xiv



9.5 Dimensioning . . . . . . . . . . . . . . . . . . . . . . . . . . . 291

9.6 Other Forms of Optical Hybrid Switching . . . . . . . . . . . . 294

9.7 A Last Word on the Generalised Engset System . . . . . . . . 297

9.7.1 The Model . . . . . . . . . . . . . . . . . . . . . . . . . 299

9.7.2 The Approximations . . . . . . . . . . . . . . . . . . . 300

9.7.3 Numerical Results . . . . . . . . . . . . . . . . . . . . 306

9.8 Chapter Summary . . . . . . . . . . . . . . . . . . . . . . . . 307

10 An Advanced Analysis Technique 309

10.1 An Over
ow Loss Network Model . . . . . . . . . . . . . . . . 314

10.1.1 Erlang's Fixed Point Approximation . . . . . . . . . . 315

10.1.2 Strengthened Formulations of Erlang's Fixed-PointAp-

proximation . . . . . . . . . . . . . . . . . . . . . . . . 319

10.2 The New Approximation . . . . . . . . . . . . . . . . . . . . . 323

10.2.1 Intuition Supporting PM T � PM F . . . . . . . . . . . . 326

10.2.2 Intuition Supporting jPM F � ~PM F j � j PM T � ~PM T j . . . 327

10.2.3 Analysis of the Fictitious Model . . . . . . . . . . . . . 329

10.2.4 Some Rigorous Results . . . . . . . . . . . . . . . . . . 332

10.3 Alternative Routing . . . . . . . . . . . . . . . . . . . . . . . . 335

10.3.1 A Symmetric Fully-Meshed Circuit-Switched

Network . . . . . . . . . . . . . . . . . . . . . . . . . . 335

10.3.2 Other Circuit-Switched Networks . . . . . . . . . . . . 339

10.4 Chapter Summary . . . . . . . . . . . . . . . . . . . . . . . . 348

10.5 Chapter Appendices . . . . . . . . . . . . . . . . . . . . . . . 349

10.5.1 Some Background on the Analysis of Over
ow Networks349

10.5.2 Proof of Proposition 10.1 . . . . . . . . . . . . . . . . . 352

10.5.3 Proof of Lemma 10.3 . . . . . . . . . . . . . . . . . . . 353

10.5.4 Proof of Proposition 10.2 . . . . . . . . . . . . . . . . . 354

10.5.5 Summary of Notation used in Chapter 10 . . . . . . . . 356

11 Thesis Summary 357

Bibliography 359

xv



xvi



List of Tables

3.1 Congestion (arbitrary units) obtained with integer rounding in

comparison to solving the MILP for a benchmark case com-

prising 14 logical nodes and a randomly generated tra�c de-

mand [141] . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 55

3.2 Tra�c demand matrix . . . . . . . . . . . . . . . . . . . . . . 70

3.3 Total number of enumerated routesj [ m2M Pm j . . . . . . . . 71

3.4 Congestion (arbitrary units) obtained when routes not satis-

fying certain features are pruned from the solution space; four

node physical topology . . . . . . . . . . . . . . . . . . . . . . 71

3.5 Congestion (arbitrary units) obtained when routes not sat-

isfying certain features are pruned from the solution space;

physical topology given by NSFNET . . . . . . . . . . . . . . 73

4.1 Four possible forms of OBS . . . . . . . . . . . . . . . . . . . 84

4.2 Average blocking probability and end-to-end blocking proba-

bility for each of 12 source and destination pairs [147] . . . . . 96

4.3 Three sets of source and destination pairs . . . . . . . . . . . 109

5.1 Formulae to computebl and ql . . . . . . . . . . . . . . . . . . 146

5.2 Speci�cations of randomly generated network . . . . . . . . .151

7.1 Maximum error margin . . . . . . . . . . . . . . . . . . . . . . 215

8.1 Base case set of parameters . . . . . . . . . . . . . . . . . . . 254

8.2 Set of parameters . . . . . . . . . . . . . . . . . . . . . . . . . 268

xvii



9.1 Models for a stand-alone OCS and OBS link comprisingK

wavelength channels that are fed byM input wavelength chan-

nels, where each of theM input wavelength channels behaves

as an on/o� source . . . . . . . . . . . . . . . . . . . . . . . . 279

9.2 Call Congestion,� = 1 . . . . . . . . . . . . . . . . . . . . . . 306

10.1 Formulations of EFPA . . . . . . . . . . . . . . . . . . . . . . 321

10.2 Example of notational convention . . . . . . . . . . . . . . . . 325

10.3 Guide to Numerical Results . . . . . . . . . . . . . . . . . . . 342

10.4 Summary of Notation . . . . . . . . . . . . . . . . . . . . . . . 356

xviii



List of Figures

1.1 Internet downloads, Australia [2] . . . . . . . . . . . . . . . . 1

1.2 Typical node architectures . . . . . . . . . . . . . . . . . . . . 8

1.3 Possible OXC architecture with a shared pool of wavelength

converters and an electronic switch to cope with local add/drop

tra�c . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9

1.4 An example explicating the 
exibility provided by wavelength

conversion functionality: to set up a third lightpath from OXC

1 to OXC 3, wavelength conversion functionality is required

in OXC 2 to convert wavelength� 1 to wavelength � 2. Other-

wise, wavelength continuity constraints preclude the set up of

a third lightpath from OXC 1 to OXC 3. . . . . . . . . . . . . 12

1.5 Typical OPS node architecture incorporating both �bre delay

lines and a pool of shared wavelength converters to resolve

contention; a set ofN variable length �bre delay lines are

dedicated to each output �bre, resulting in possible delays of

0; T; : : : ; NT . . . . . . . . . . . . . . . . . . . . . . . . . . . . 17

1.6 Timing diagram for a typical form of OBS using delayed reser-

vation; the burst traverses three nodes labelledn1; n2 and n3,

the header is represented by a solid line,� denotes the switch

recon�guration time, � denotes the per-node processing delay

and c denotes the propagation time from one node to another 22

xix



1.7 Timing diagram for a particular form of OCS; the burst tra-

verses three nodes labelledn1; n2 and n3, the header is rep-

resented by a solid line,� denotes the switch recon�guration

time, � denotes the per-node processing delay andc denotes

the propagation time from one node to another . . . . . . . . 24

1.8 Possible timeline for the evolution of approaches to optical

switching shown in terms of the timescale at which statistical

multiplexing is performed at the optical layer . . . . . . . . . 26

3.1 Example of a cyclic and non-cyclic route; each edge represents

a logical link . . . . . . . . . . . . . . . . . . . . . . . . . . . . 66

3.2 Partitioning of the solution space according to three features . 68

3.3 Four node physical topology; each edge represents a physical

link . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 70

4.1 The JET and JIT forms of OBS . . . . . . . . . . . . . . . . . 84

4.2 Network topology, each solid line represents two links aligned

in opposing directions . . . . . . . . . . . . . . . . . . . . . . . 108

4.3 Blocking probability averaged across all 12 source and desti-

nation pairs for d 2 f 0; 1; 2; 3; 1g . . . . . . . . . . . . . . . . 111

4.4 Minimum number of wavelengths required to ensure blocking

probability is less than a prescribed value for a stand-alone link112

4.5 Quantifying the error owing to the assumption that the WDM

spectrum wraps around . . . . . . . . . . . . . . . . . . . . . . 113

4.6 Schematic of a DSC switch architecture with control logic

omitted . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 117

4.7 Blocking probability computed numerically forC = 8, K = 1,

Jd = 6 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 121

4.8 Blocking probability computed with simulation for C = 25,

K = 4, Jd = 20 . . . . . . . . . . . . . . . . . . . . . . . . . . 122

5.1 Four-node ring network . . . . . . . . . . . . . . . . . . . . . . 127

5.2 Blocking probability and carried load as a function of o�ered

load . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 127

xx



5.3 Augmented route tree where loss nodes have been depicted

with an asterisk . . . . . . . . . . . . . . . . . . . . . . . . . . 132

5.4 Stabilising a four-node symmetrical OBS network . . . . . . . 136

5.5 Blocking probability as a function of load o�ered to eachsource

and destination pair for a randomly generated network; con�-

dence intervals are commensurate to one standard deviation . 153

5.6 Relative error in estimating blocking probability as a func-

tion of load o�ered to each source and destination pair for

a randomly generated network; con�dence intervals are com-

mensurate to one standard deviation . . . . . . . . . . . . . . 154

5.7 Average end-to-end blocking probability as a function ofad-

ditional hop-count of de
ection routes . . . . . . . . . . . . . . 158

5.8 Average end-to-end blocking probability as a function ofload

o�ered to each source and destination pair for varying reser-

vation thresholds . . . . . . . . . . . . . . . . . . . . . . . . . 159

6.1 Timing diagram for OCS with dynamic burst length . . . . . . 165

6.2 The �ve possible ways a burst's ARP can be updated at an

intermediate node . . . . . . . . . . . . . . . . . . . . . . . . . 166

6.3 Updating the ARP of the (K + 1)th active source listed in the

random allocation order . . . . . . . . . . . . . . . . . . . . . 173

6.4 Mean packet delay computed analytically and with computer

simulation for M = 5, K = 3 and T = B = 10 . . . . . . . . . 179

6.5 Packet delay distribution computed analytically and with com-

puter simulation for M = 5, K = 3 and T = B = 10 . . . . . . 180

6.6 Edge router with M = ni edge bu�ers; all outgoing �bres

terminate at a single optical cross-connect of the core network183

6.7 PDF of the delay of an arbitrary packet. . . . . . . . . . . . . 186

6.8 Probability that a burst/packet is blocked for TRT P = 5; 10; 15

ms with 1=� = 4 � s andRin =� = 400 B . . . . . . . . . . . . . 188

6.9 Probability that a burst/packet is blocked for 1=� = 2; 4; 6 � s

with TRT P = 10 ms and Rin =� = 400 B . . . . . . . . . . . . 189

xxi



7.1 Test instance (S1), expected B-bit delay in units ofT as a

function of proportionality between arrival bit rate and service

bit rate . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 212

7.2 Test instance (A1) and (A2), expected B-bit delay in units of

T as a function of proportionality between arrival bit rate and

service bit rate . . . . . . . . . . . . . . . . . . . . . . . . . . 213

7.3 Test instance (A3), expected B-bit delay in units ofT as a

function of proportionality between arrival bit rate and service

bit rate . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 213

7.4 Test instance (R1), expected B-bit delay in units ofT as a

function of proportionality between arrival bit rate and service

bit rate . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 214

7.5 Test instance (R2), expected B-bit delay in units ofT as a

function of proportionality between arrival bit rate and service

bit rate . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 214

7.6 Expected B-bit delay in units ofT as a function of the thresh-

old t of the randomised threshold allocation policy . . . . . . . 217

8.1 Typical edge bu�er service cycle, shaded regions representpe-

riods in which arriving packets are blocked due to bu�er over
ow229

8.2 OBS signalling timing diagram for a lightpathn = ( n1; n2; n3),

where the header is represented with a solid line, � denotes

the length of the electronic processing period at each switch,c

denotes propagation delay and� denotes switch con�guration

time; switch ni begins to con�gure at time t i . . . . . . . . . . 232

8.3 OCS signalling timing diagram for a lightpathn = ( n1; n2; n3),

where control signaling is represented with a solid line,� de-

notes the length of the electronic processing period at the

central controller, � denotes propagation delay from an edge

bu�er to the central controller and � denotes switch con�gu-

ration time; switch ni begins to con�gure at time t i . . . . . . 236

8.4 Stand-alone lightpath model . . . . . . . . . . . . . . . . . . . 241

xxii



8.5 Transition diagram for S3; state transitions depicted with a

dashed line correspond to completion of a burst transmission

and occur with normalised rate one . . . . . . . . . . . . . . . 243

8.6 Base case as de�ned by the set of parameters shown in Table

8.1 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 256

8.7 Length of central controller processing period,�, reduced to

100 ms, an order of magnitude reduction from base case . . . . 257

8.8 OCS-to-OBS packet threshold ratio,M=M , increased to 15

and number of switches traversed,N , reduced to 3, equivalent

to a two hop route . . . . . . . . . . . . . . . . . . . . . . . . 257

8.9 OCS-to-OBS packet threshold ratio,M=M , increased to 15

and number of switches traversed,N , reduced to 2, equivalent

to a one hop route; note that sinceN = 2, path and link

decomposition are identical . . . . . . . . . . . . . . . . . . . . 258

8.10 OBS model consisting ofJ edge bu�ers, a stand-alone link

comprisingC wavelength channels and its associated scheduler 261

8.11 Packet blocking probability as a function of scheduler bu�er

size;M=K = 0:625 with a scheduler bu�er size of about 10 is

optimal . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 269

8.12 Packet blocking probability as a function of mean packet queue-

ing and aggregation delay;M=K = 0:625 . . . . . . . . . . . . 269

8.13 Bounds given byPs, Pe and Pb computed analytically and

compared toP = 1 � (1 � Ps)(1 � Pe)(1 � Pc) as computed

via simulation; M=K = 0:625 . . . . . . . . . . . . . . . . . . 270

8.14 Packet blocking probability as a function of scheduler bu�er

size for three di�erent pairs ofM andK such that M=K =0.625;

the optimal scheduler bu�er size seems to depend only on

M=K rather than M and K individually . . . . . . . . . . . . 272

xxiii



9.1 Blocking probability as a function of the normalised intended

tra�c load for the un-prioritised case, computed using simu-

lation, the exact results (assuming exponentially distributed

on and o� periods) presented in Section 9.2.1 and the approx-

imation presented in Section 9.2.2 . . . . . . . . . . . . . . . 292

9.2 Intended o�ered load,T, and o�ered load, Tc, as a function of

blocking probability; � = 0:1 (upper), � = 0:3 (lower) . . . . . 294

9.3 Minimum number of wavelengths required to satisfy a pre-

scribed blocking probability;M = 15, � b = 102� c, � 2 f 0:1; 0:2; 0:3g295

9.4 Call congestion versus normalised tra�c intensity,� = 1 . . . 307

10.1 Gauging the relative error in estimating blocking probability

with EFPA and its strengthened formulations forN = 10 . . . 322

10.2 A conceptual depiction of the TM and FM convention . . . . .324

10.3 Conceptual depiction of our new approximation . . . . . . .. 326

10.4 Gauging the relative error in estimating blocking probability

via the TM and FM estimate for N = 10 . . . . . . . . . . . . 333

10.5 Switching o�ce pair ( i; j ) of a fully-meshed circuit-switched

network using alternative routing . . . . . . . . . . . . . . . . 336

10.6 Estimating blocking probability in a fully-meshed circuit-switched

network using alternative routing, N = 4, K = 10 . . . . . . . 340

10.7 Eight node ring network . . . . . . . . . . . . . . . . . . . . . 343

10.8 Nine node wheel network . . . . . . . . . . . . . . . . . . . . . 344

10.9 NSF network . . . . . . . . . . . . . . . . . . . . . . . . . . . 345

10.10Network topologies . . . . . . . . . . . . . . . . . . . . . . . . 346

10.11An example in which OPCA performs poorly . . . . . . . . . . 347

11.1 Summary by chapter . . . . . . . . . . . . . . . . . . . . . . . 358

xxiv



Chapter 1

Introduction

The Internet is growing at an astronomical rate. Within Australia alone,

the number of households with access to the Internet has quadrupled from

1.1 million to 4.4 million households since 1998 [1]. More thanone in two

Australian households have access to the Internet today.

It is not only the Internet's level of penetration that is growing. The

Internet is also growing tremendously in terms of the amount oftra�c it

carries per user. Within the US, Internet tra�c has on average doubled

every year since 1997 [34]. The doubling-every-year phenomenon has been

coined as a kind of Moore's Law for the Internet. As shown in Fig.1.1,

Australia has not bucked this trend.
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The complementary relation between the next big `killer' application and

technological advances is the biggest factor fuelling Internet growth. During

1995, the coinciding and rapid proliferation of the World Wide Web and

email placed huge demands on the telephony network, which atthat time

formed the infrastructure for the Internet. In response, a new market was

opened up for digital subscriber lines (DSL) [169] and cable modems, which

provide bandwidths per user in the order of 1 Mb/s, contrasted tothe 56

Kb/s available over a dial-up line. The cost of bandwidth fellin the years

that followed, which spurred the creation of a new generationof even more

bandwidth hungry applications, namely �le sharing and streaming video,

though neither of these applications have been as popular as the Web and

email. As new technology continues to be rolled-out, history dictates that

the cost of bandwidth will fall further and the cycle will repeat with the

creation of new applications.

Voice over IP [67, 193] is touted as the next big application.It promises

unlimited and un-timed phone calls to far-
ung destinationsthat cost nothing

above a broadband 
at-rate access fee. As voice over IP proliferates, Internet

tra�c is set to skyrocket due to migration of tra�c from telepho ny networks

and lack of cost disincentives to keep the frequency and duration of calls to

a minimum. Furthermore, a voice over IP call requires a bandwidth of 90

kb/s, whereas a traditional call typically uses only 64 kb/s.

The telecommunications researcher and the telecommunications industry

had a bonanza in the golden decade preceding the dot-com bust in 2000. Fi-

bre transmission technology advanced to provide higher bit-rates over longer

distances. Wavelength division multiplexing (WDM) [122] was rolled-out as a

complementary approach to �xed time-division multiplexing. WDM allowed

transmission on multiple carrier wavelengths within a �bre. A 10 Gb/s link

could be achieved with 4 WDM channels at 2.5 Gb/s each instead of a single

mode �bre at 10 Gb/s. Today, WDM �bres providing 1 Tb/s are in com-

mercial use [143]. While in 2001, NEC set a record by providing 10.9 Tb/s

over 117 kilometres using 273 WDM channels at 40 Gb/s each [55].

During the golden decade, the optical transmission layer underwent an

evolution that spanned three generations of optical networks. The �rst and
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second generations are in commercial use and provide much of the infrastruc-

ture for the Internet today. While the third generation is still largely con�ned

to research laboratories. With each new generation, more and more function-

ality traditionally provided by upper layers in the protocol stack1 migrated

to the optical layer and certain higher layers disappeared all together.

Third generation optical networks promise unsurpassed bandwidth to

inspire the next big application and sustain the growth of existing ones.

Whether or not there is another `killer' application on the horizon is another

question all together|some have doubts. In the meantime though, giant

strides are being taken to develop cost-e�ective enabling technologies. It is

these giant strides that lie at the cutting edge of present-day telecommuni-

cations research.

1.1 The First and Second Generations

First generation optical networks use single mode optical �bresimply as

an alternative transmission medium to copper cable. Fibre provides higher

bandwidths and lower bit error rates than copper. The optical layer is there-

fore a network of point-to-point `pipes' that provide a certain bandwidth to

the layer residing above it.

1.1.1 The Synchronous Optical Network

In �rst generation optical networks, the SONET (Synchronous Optical Net-

work) [106, 143] layer resides above the optical layer and is still predominantly

used today in the US, while the closely related SDH (SynchronousDigital

Hierarchy) is used in Europe and Japan.

SONET provides several functions [143]. It provides and manages end-

to-end circuit-switched connections that may traverse multiple spans of �-

1The protocol stack is imagined as set of layers stacked vertically. Eachlayer is respon-
sible for providing certain functions to higher layers. These functions include switching,
routing, providing quality of service (QoS) guarantees, restoration in the event of failures
and multiplexing. The optical layer resides at the bottom of the protocol stack. See
[106, 169].



4 CHAPTER 1. INTRODUCTION

bre. Each connection guarantees a �xed amount of bandwidth once set

up. SONET provides �xed time-division multiplexing to interleave low-speed

streams. For example, low-speed 64 kb/s voice streams or 1.5 Gb/sprivate

lines can be multiplexed up to 2.5 Gb/s or even 10 Gb/s for transmission

across a circuit-switched connection [143]. SONET also provides functional-

ity to support restoration in the event of failures and extensive monitoring

abilities to allow veri�cation of connections. All the functions provided by

SONET are performed electronically.

The infrastructure of �rst generation optical networks consists of sin-

gle mode �bres terminating at transponders and interconnected by SONET

add/drop multiplexers (ADM). A SONET ADM is able to drop one or more

low-speed streams from their parent multiplexed stream, and conversely, add

one or more low-speed streams to a high-speed multiplexed stream.

A transponder provides the interface between the optical andSONET

layer. Its primary function is to modulate an optical signal suitable for

transmission across a �bre with a high-speed multiplexed stream. This is

performed using an electrical-to-optical (E/O) converter,while the reverse

operation of recovering a high-speed multiplexed stream froman optical sig-

nal is performed using an optical-to-electrical (O/E) converter.

Residing above the SONET layer is a network layer that is responsible for

performing functions such as statistical time-division multiplexing, routing

and possibly providing quality of service (QoS) guarantees. To the network

layer, the SONET layer below is perceived as a set of virtual circuit-switched

connections between client layer network elements. It is thenetwork layer's

job to aggregate a variety of low-speed voice, data and private line services

and use the functionality provided by the layers residing below to perform

the end-to-end routing of these services by taking them from their source

and delivering them to their destination.

1.1.2 To Packet or Circuit Switch?

The network layer can o�er either connection-oriented or connectionless ser-

vices. The di�erence between the two lies in the way tra�c is switched from
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one virtual circuit-switched connection to another. Connection-oriented ser-

vices use circuit switching. A circuit-switched network provides an end-to-

end circuit-switched connection from a source to a destinationthat guaran-

tees a certain bandwidth, delay and bit error rate once set up.

The traditional telephony network is an example of a circuit-switched

network. It provides a connection between two end users that guarantees a

�xed bandwidth of typically 64 kb/s for the duration of a phone call. The

SONET layer itself is another example. It provides virtual circuit-switched

connections to the network layer residing above. Private line services are

an example of gigabit circuit-switched connections that areleased by car-

riers to customers demanding a connection o�ering guaranteed QoS over a

long period. Guaranteed end-to-end delay is a feature of connection-oriented

services that is essential to voice and other real-time applications such as

streaming video.

Bandwidth utilisations of less than one tenth of a percent are not uncom-

mon for circuit-switched connections [128, 164]. This is because a circuit-

switched connection is allocated a �xed amount of bandwidth equal to the

peak bandwidth demand that is expected throughout its duration. However,

some applications generate tra�c that demands a lot of bandwidth for a

short period and no bandwidth during the silent periods that lie in between.

The Web is the predominant application generating this bursty [104] kind

of tra�c. Even the shortest circuit-switched connections in �r st and second

generation optical networks are usually of a duration that islong enough

to span many silent periods. Bandwidth is tied-up but not utilised by a

circuit-switched connection during each silent period.

Connectionless services are intended to improve bandwidth utilisation

with statistical multiplexing at the expense of the guaranteedend-to-end

delay provided by connection-oriented services. Connectionless services use

the store-and-forward approach of packet switching. In a packet-switched

network, tra�c streams are segmented into packets of �xed or variable size.

Associated with each packet is a header that speci�es the packet's intended

destination. At each intermediate node, a packet is bu�ered in random access

memory (RAM) while its header is read to determine which outgoing link
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the packet should be switched to next enroute to its destination. Packets

owing to a particular tra�c stream are reassembled and reordered at their

destination.

Statistical time-division multiplexing is possible in a packet-switched net-

work because the active periods during which a lot of tra�c is generated and

the silent periods that lie in between are rarely synchronised among tra�c

streams. Bandwidth utilisation is improved by provisioning each link only

with su�cient bandwidth to cope with the average bandwidth demand it can

expect, as opposed to the peak demand provisioned for in a circuit-switched

network. The tradeo� is that it is possible that some packets mayrequire

further bu�ering beyond the time required to read a header ifthey are to be

switched to an outgoing link that already has all of its bandwidth utilised

by other packets. Therefore, end-to-end delay cannot be guaranteed because

a packet may undergo a random queueing delay at each intermediate node

that depends on how many packets are queued ahead of it. A packet-switched

network is said to provide best-e�ort service because the best is done to keep

end-to-end delay to a minimum, but no guarantee is possible dueto random

queueing delays.

Three standards exist for the network layer. SONET was the �rst and

provides a connection-oriented service in the form of virtual circuit-switched

connections. SONET is adept to voice and private line services.

Telephony and data networks have traditionally been separate. ATM

(Asynchronous Transfer Mode) [56, 106, 144, 169] is a network layer that

was introduced in the mid-eighties with the intention of integrating existing

telephony networks with the emerging data networks to gain economies of

scale. If data and voice tra�c were to share the same network, QoSwould

have to be allocated on a per application basis to ensure a guaranteed end-

to-end delay for voice and other real-time tra�c and e�cient bandwidth

utilisation for best-e�ort tra�c. ATM provides a connection- oriented service

that is able to support QoS guarantees such as bandwidth and delay on a per

application basis, even while using statistical multiplexing ofpackets to make

e�cient use of bandwidth [143]. ATM results in a packet-switched network

that uses virtual circuits to discriminate between packets with di�erent QoS
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requirements. The main network element in an ATM network is anATM

switch and the basic transmission unit is a 53 byte cell.

The rise of the Web saw the composition of tra�c undergo a massive

shift from voice to data. Some claim that by the end of 1994, Webtra�c

formed more than half of the volume of commercial tra�c [34].IP (Internet

Protocol) [61, 106] is a packet-switched network layer that gained dominance

as the composition of tra�c began to shift. Due to the success of the Internet,

IP has emerged as the dominant network layer today. IP is a best-e�ort

service that does not o�er the QoS support provided by ATM. The main

network element in an IP network is an IP router and the basic transmission

unit is an IP packet.

Today, an ATM and IP layer often reside above the SONET layer. The

SONET layer provides a set of virtual circuit-switched connections between

ATM switches or IP routers. This is referred to as ATM or IP over SONET

over optical. Using SONET as an intermediate layer is a legacy ofthe heavy

investment carriers made into SONET and the ability of SONET to provide

functionality to support QoS, restoration in the event of failures and exten-

sive monitoring abilities to allow veri�cation of connections. SONET is also

directly used for private line services.

Many carriers today are in the business of providing best-e�ortservices

that render super
uous much of the functionality provided bySONET. It

is anticipated that as better QoS support is developed for IP in the near

future, IP over optical without an intermediate SONET layer will emerge as

the predominant architecture [61]. In the meantime, the network layer will

remain a mishmash of SONET, ATM and IP. SONET provides a coarse level

of granularity to cater for high-speed tra�c streams demanding strict QoS

support, while IP provides a �ner level of granularity to cater for best-e�ort

low-speed tra�c streams that can bene�t from statistical multip lexing.

ATM was initially intended as a replacement for IP as it provided better

QoS support. However, ATM never really blossomed and it seems thatit is

set to wither as MPLS (Multiprotocol Label Switching) [5, 143] is deployed

to provide QoS support for IP.

Fig. 1.2(a) shows a typical node architecture for �rst generation optical
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networks.
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Figure 1.2: Typical node architectures

The key de�ciency of �rst generation optical networks is thatall tra�c

passing through a node is switched electronically within the SONET ADM.

With new �bre technologies allowing for rapid increases in �bre bit-rates, it

became clear that electronic switches would not provide su�cient capacity

to switch all the tra�c passing through a node. An approach was needed to

allow pass through tra�c to bypass electronic switches via the optical layer.

It would then only be the comparatively small volume of add/drop tra�c

that is local to a node that would be switched electronically.Without an

optical bypass for pass though tra�c, electronic switches weredestined to

become the foci of network congestion.

1.1.3 Second Generation Optical Networks

The evolution from �rst to second generation optical networkswas driven

by the necessity to reduce the burden placed on electronics. Theadvent of

the optical cross-connect (OXC) [30, 143] and WDM allowed thisevolution

to take place. An OXC comprises an optical switch capable of waveband

switching or switching on a per wavelength basis. An electronic switch and
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other electronic processing capabilities usually reside abovean OXC to cope

with local add/drop tra�c, to groom low-speed tra�c streams, to regener-

ate an optical signal and to provide wavelength conversion functionality in

the case that an optical signal requires conversion from one wavelength to

another. Wavelength conversion functionality can also be provided optically

[47] by sharing a pool of wavelength converters or dedicatinga wavelength

converter to each ingoing WDM wavelength channel [49]. Fig.1.3 shows a

possible OXC architecture with a shared pool of wavelength converters and

an electronic switch to cope with local add/drop tra�c.
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WDM
Channels
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� 1� 2� 3

� 1� 2� 3
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Figure 1.3: Possible OXC architecture with a shared pool of wavelength
converters and an electronic switch to cope with local add/drop tra�c

In the beginning, an OXC was referred to as an optical add/drop mul-

tiplexer (OADM). The term OXC came into use as it became possible to

select the desired wavelength channels to be added and droppedon the 
y.

The �rst types of OADM were static devices for which dynamic recon�gu-

ration with remote software control was not possible. Instead, they required

manual recon�guration. Today, the term OXC is usually reserved for an op-

tical switch that is capable of terminating multiple WDM �bre s and that is

dynamically recon�gurable on at least a millisecond timescalewith remote
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software control.

Micro-electromechanical systems (MEMS) [16, 30] technologyis a process

for device fabrication that has been used commercially to produce optical

cross-connects that are highly scalable and o�er a switch recon�guration time

in the order of 50 ms [80]. Recon�guration times in the order of a nanosecond

have been experimentally demonstrated [57] using a 4� 4 OXC fabricated

with semiconductor optical ampli�er (SOA) gates. The disadvantage of an

SOA-based OXC is that it is polarisation sensitive, does not o�er the same

scalability as a MEMS-based OXC and requires coupling devicesthat may

degrade the optical signal [143].

OADM usually refers to a static optical switch in which only a speci�c

number of �xed wavelengths can be added or dropped. An OXC gives carriers

the 
exibility to adjust their networks to shifting tra�c dema nds over short

timescales with the minimum of fuss. This 
exibility has led to coining of

the term automatically switched optical network (ASON) [79], which is used

to describe optical network architectures that are evermorereliant on the

dynamic switching capabilities of the OXC.

Fig. 1.2(b) shows a typical node architecture for second generation op-

tical networks. To avoid the shortcomings of SONET, architectures are in

commercial use today in which ATM and IP reside directly above the optical

WDM layer, while SONET remains to support voice and private line tra�c.

Second generation optical networks rely on the concept of a lightpath

[28, 120]. A lightpath is an optical connection from one nodeto another

that is set up by using an OXC to switch a common wavelength provided

by WDM through each intermediate node traversed by the connection. A

lightpath is akin to a virtual circuit-switched connection provided by the

SONET layer, except that it is switched optically at each intermediate node

instead of electronically.

A lightpath can be used to set up an all-optical connection fromone IP

router to another instead of using a virtual circuit-switched connection pro-

vided by SONET. Using a lightpath in favour of a SONET connection o�ers

two bene�ts. First, tra�c passing through intermediates nodes enroute to

the destination IP router does no require electronic switching. An electronic
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switch is usually designed to cope with a certain switching capacity, an opti-

cal switch is bit-rate independent and only limited by the number of ports it

contains [143]. For example, a hundred port optical switch can switch either

a hundred 2.5 Gb/s or a hundred 10 Gb/s WDM channels, whereas anelec-

tronic switch with a total switching capacity of 100 Gb/s cannot sustain the

latter. Second, a lightpath o�ers transparency to the particular transmission

protocol used. For example, it can switch either a 10 Gb/s Ethernet signal,

a 10 Gb/s SONET signal or a 10 Gb/s ATM signal. In contrast, an elec-

tronic switch requires separate port cards for each interfacetype to convert

the signal into a format suitable for the switch fabric [143].

Some other bene�ts of allowing switching functionality to migrate to the

optical layer include a reduction in power consumption, portcost, equipment

cooling cost and footprint size. The cost of a port on an optical switch is bit-

rate independent, whereas the cost of a port on an electronic switch increases

with bit-rate, uses a larger footprint, consumes more power and dissipates

more heat. Therefore, switching optically o�ers a range of bene�ts that will

gain weight as bit-rates are scaled up. The main disadvantage is a reduced

signal performance monitoring capability.

Wavelength conversion [28, 47] is a functionality that allows greater 
ex-

ibility in the process of setting up a lightpath and ultimately improves the

utilisation of WDM channels. Wavelength conversion functionality provides

the ability to switch an ingoing wavelength to a di�erent outgoing wave-

length. Without wavelength conversion at each node, a lightpath is con-

strained to a common wavelength within each link it traverses. This is re-

ferred to as the wavelength continuity constraint [153]. Including wavelength

conversion functionality allows relaxation of the wavelength continuity con-

straint. Therefore, setting up a lightpath only requires some wavelength to be

available within each link, whereas without the functionality of wavelength

conversion, a common wavelength must be available within eachlink. Fig.

1.4 shows an example explicating this di�erence.

Converting one WDM wavelength to another can be achieved electroni-

cally or with use of a wavelength converter. Electronic conversion is simple to

implement but defeats the transparency and all-optical nature of a lightpath.
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Figure 1.4: An example explicating the 
exibility provided by wavelength
conversion functionality: to set up a third lightpath from OXC 1 to OXC 3,
wavelength conversion functionality is required in OXC 2 to convert wave-
length � 1 to wavelength � 2. Otherwise, wavelength continuity constraints
preclude the set up of a third lightpath from OXC 1 to OXC 3.

Electronic conversion is achieved by passing the ingoing signalthrough an

O/E and using the resulting electrical signal to modulate an optical signal

on the desired outgoing wavelength.

A wavelength converter is an optical device that provides the same func-

tionality optically by employing techniques such as four-wave mixing in semi-

conductor optical ampli�ers, cross-gain modulation and cross-phase modu-

lation [47]. Due to ine�ciencies of these techniques, wavelength converters

usually only provide a limited conversion range. For example,to maintain a

satisfactory signal-to-noise ratio (SNR), conversion of an ingoing wavelength

is usually restricted to the neighbouring two or three wavelengths in the

WDM spectrum that reside above and below [42, 153].

Deploying wavelength conversion in every node is an overkillfor partic-

ular network topologies. For example, it has been proven thatutilisation

in any ring network cannot be improved by providing more thanone node

with wavelength conversion functionality [142]. The cost andtechnological

immaturity of wavelength converters has precluded them from commercial

use today.

Lightpaths form the basis of the predominant wavelength-routed net-

works [59, 120] of today. Wavelength-routed networks gave rise to the term

all-optical and form part of a more general class of optical networks called

optical circuit-switched networks. The term all-optical refers to the fact that

ideally a lightpath provides an end-to-end transparent `pipe' that ensures

a tra�c bearing signal remains con�ned to the optical layer throughout its
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transmission. In practice however, this is usually not the case. Electronic

processing may be required to periodically regenerate an optical signal or

to convert an optical signal from one wavelength to another. Moreover, a

su�cient number of wavelength channels may not be available to dedicate

an end-to-end lightpath to each source and destination pair. And even if

there were a su�cient number of wavelength channels to do so, the indivisi-

ble bandwidth granularity of a WDM channel may be far too coarse to ensure

e�cient bandwidth utilisation.

The scarcity and coarse granularity of WDM channels means onlya se-

lect number of source and destination pairs can be connected via end-to-end

lightpaths. The others are connected via a route consisting of acontiguous

sequence of lightpaths that begin and/or end at intermediatenodes. Rout-

ing of an optical signal at an intermediate node to an adjacentlightpath is

performed electronically via an IP router or ATM switch. Thisrequires O/E

and E/O conversion as well as an additional port. To improve utilisation, a

lightpath that begins and ends at an intermediate node is electronically time-

division multiplexed using the IP or ATM layer between multiple source and

destination pairs. Therefore, the design of wavelength-routed networks in-

volves a tradeo� between dedicating an end-to-end lightpath to each source

and destination pair, which results in a truly all-optical network with possi-

bly many poorly utilised WDM channels, or setting up lightpathsbetween

intermediate nodes, which requires fewer WDM channels, improves utilisa-

tion, but requires additional ports, reduces transparency and increases the

burden placed on electronics.

The IP or ATM layer perceive a wavelength-routed network as alogical

topology that is interconnected via lightpaths. The logicaltopology is in turn

set up over the physical �bre topology provided by the optical WDM layer. A

node of the physical topology at which a lightpath does not begin or end does

not appear in the logical topology. The design of wavelength-routed networks

involves determining an optimal logical topology, routingthe logical topology

over the physical �bre topology and assigning a wavelength to each lightpath

without violating any wavelength continuity constraints. The �rst problem is

referred to as the lightpath topology design (LTD) problem [141]. Routing a
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lightpath topology over the underlying physical �bre topology and assigning

wavelengths to each lightpath is referred to as the routing and wavelength

assignment (RWA) problem [140].

1.2 The Third Generation

The lightpaths underpinning second generation networks areset up on a

semi-permanent basis and usually have a lifetime spanning several months

or years. They are set up and torn down manually. This is unlikely to be the

case for much longer though. Present-day optical cross-connects fabricated

using MEMS technology [16, 30] allow recon�guration of a logical topology

on a millisecond timescale [80] under remote software control.Short recon�g-

uration times open up the possibility of performing statisticaltime-division

multiplexing at the optical layer, rather than at the IP or AT M layer. An

optical network that performs statistical multiplexing at the optical layer is

considered a third generation network. The evolution from second to third

generation optical networks has yet to take place.

Although a long way of yet, third generation optical networksare ulti-

mately headed towards providing a packet-switched service. This is referred

to as optical packet switching (OPS) [17, 76]. One bene�t of OPS is that it of-

fers a connectionless service that is potentially capable of switching hundreds

of Tb/s of tra�c, whereas an electronic packet-switched service is limited to

about 1 Tb/s, which is total switching capacity of present-day electronic

switches [143].

1.2.1 Optical Packet Switching

OPS will essentially provide another packet-switched layer that resides below

the existing packet-switched layer provided by IP or ATM. The additional

statistical multiplexing gain achievable with a second packet-switched layer

depends on whether or not tra�c reaching the optical layer remains bursty

enough to bene�t from a second round of statistical multiplexing. Some argue

that the aggregation and multiplexing performed at the electronic layer will
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deliver almost constant bit-rate tra�c to the optical layer, i n which case a

second round of statistical multiplexing is useless, whereas it iswell-known

that the aggregation of self-similar [104] tra�c streams results in an aggregate

stream that is no less bursty than its constituent streams [52, 143].

OPS is not likely in the near future. Technologies enabling OPS either

do not exist or surrogates developed in their absence are eitherimmature,

expensive or bulky. For example, true OPS requires a form of optical RAM

to bu�er a packet for a �xed amount of time at an intermediate node while

its header is read to determine which outgoing link the packet should be

switched to next enroute to its destination. A packet may require further

bu�ering for a variable amount of time until a suitable wavelength in the

desired outgoing link is free for an unbroken period spanning the packet's

transmission time.

Optical RAM capable of bu�ering a packet inde�nitely does not exist.

Fibre delay lines have been proposed as a surrogate for opticalRAM. A �bre

delay line is essentially a long length of �bre that provides a �xed amount

of delay. Delay times are simply given by the product of the length of �bre

used and the speed of light. For example, three kilometres of �bre provides

a delay of about ten microseconds. Using a length of �bre in a feedback

loop can provide a longer delay by recirculating the signal again and again

through the length of �bre, but the maximum delay is still limi ted due to

signal degradation, crosstalk and synchronisation errors. Dedicating several

kilometres of �bre to each ingoing wavelength at each intermediate node is

costly and gives rise to a bulky design. Furthermore, di�erent lengths of

separate �bre are required to achieve delays of di�erent length.

Instead of delaying a packet until a suitable wavelength in thedesired

outgoing link is free, an alternative is to convert and switchthe packet to a

di�erent wavelength channel that is free in the desired outgoing link. This

requires use of a wavelength converter though.

A second alternative to delaying a packet involves intentionally switch-

ing the packet to an outgoing link other than its desired outgoing link that

contains a suitable wavelength channel that is free. This is called de
ec-

tion routing because a packet is de
ected from its preferred route and is
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forced to traverse a usually longer alternative route to its destination. De-


ection routing introduces several problems including increased delay due to

packets traversing longer routes, decreased throughput, packets arriving out

of sequence at their destination and positive feedback that results when a

de
ected packet triggers the de
ection of several other packets [189].

Fig. 1.5 shows a typical OPS node architecture that uses both �bre delay

lines and a pool of shared wavelength converters [49] to resolve contention.

A set of N variable length �bre delay lines is dedicated to each output�bre.

The �bre delay lines are based on WDM and can simultaneously delay pack-

ets corresponding to di�erent wavelengths. The shortest delay available is

T, which in synchronous OPS is set equal to the slot length, while in asyn-

chronous OPS,T is a parameter to be optimised. A packet may undergo a

maximum delay ofNT by passing through the longest length �bre delay line.

The outputs of each set ofN variable length �bre delay lines are combined

and the resulting WDM signal is applied to the corresponding output �bre.

In the case that two packets contend for a common wavelength ina common

output �bre, either one of the packets is delayed until the other completes

transmission or one of the packets is converted and switched to a di�erent

wavelength channel that is free in the desired outgoing link.

The OPS node architecture in Fig. 1.5 has been shown [21] to perform

well for synchronous OPS with �xed packet lengths, where time is there-

fore slotted and switching is performed at slot boundaries. However, IP

packets are variable-sized. In the more realistic case of asynchronous OPS

with variable-sized packets, more sophisticated architectures are required to

attain acceptable packet blocking probabilities. Most popular are architec-

tures comprising of multiple stages of variable length �bre delay lines that

allow cascading of any combination of �bre delay lines from each stage on a

per packet basis. Each of theN stages consists ofM �bre delays lines, where

stagen = 1; : : : ; N can produce any delay equal to

0; M N � nT;2M N � nT;3M N � nT; : : : ; (M � 1)M N � nT:

By cascading the appropriate �bre delay line at each stage, alldelays that are
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Figure 1.5: Typical OPS node architecture incorporating both �bre delay
lines and a pool of shared wavelength converters to resolve contention; a
set of N variable length �bre delay lines are dedicated to each output �bre,
resulting in possible delays of 0; T; : : : ; NT

multiples of T in the range 0 to (M � 1)M N T
P N

n=1 M � n can be produced.

Each stage is interconnected via anM � M switch. The advantage of a

multistage architecture is that a �ner delay granularity is achievable without

resulting in a substantial reduction in the total delay range.

For example, if there are three stages consisting of four �bre delay lines

each, the following delay matrix shows which �bre delay line should be cas-

caded at each stage to produce the desired delay:

n=1 n=2 n=3

m = 1 0 0 0

m = 2 T 4T 16T

m = 3 2T 8T 32T

m = 4 3T 12T 48T

To achieve a delay of say 47T, the 3T, 12T and 32T �bre delay lines in each

of the respective stages should be cascaded. The maximum achievable delay

is 54T, which is achieved by cascading the 3T, 12T and 48T �bre delay lines.
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The total amount of �bre required is equivalent to a single �bre delay line

that would produce a delay of 128T. In contrast, a maximum delay of 15T

is achievable in a single stage architecture providing the samegranularity of

T and not using more �bre than would be required by a single �bre delay

line producing a delay of 128T.

Lack of optical RAM is not the only technological constraint holding back

the advancement of OPS. True OPS requires the processing of a packet's

header to be performed optically. However, the optical control logic required

for this purpose exists only in a primitive state. Headers are therefore pro-

cessed electronically in today's experimental OPS setups [57]. Electronically

controlled optical switches fabricated in lithium niobate are most commonly

used [143]. A packet's destination is read from its header electronically and

the OXC is then recon�gured to ensure the packet is switched to its desired

outgoing link soon after, assuming the absence of contention. The key point

is though that the technology required to process headers optically is unlikely

in the near future. True OPS is therefore set to remain a pipedream for some

time yet.

Another problem with OPS is that switch recon�guration times o�ered

by MEMS technology is about one order of magnitude greater than the time

required to transmit a small packet. This results in poor bandwidth util-

isation. For example, a packet of size 1.5 kB can be transmitted in just

over 12 � s at 10 Gb/s, whereas the switch recon�guration time of present-

day MEMS-based technology is in the order of about 50 ms [80]. Switching

groups of packets together as a single entity is one way to reduce switching

overheads.

1.2.2 Optical Burst Switching and Optical Circuit

Switching

OPS is not the only switching technique that performs statistical multi-

plexing at the optical layer. Several alternative switchingtechniques have

been portended as possible candidates to underpin third generation networks.

They are aimed at overcoming some of the shortcomings of OPS andmay be
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considered an intermediate stepping stone in the optical network evolution

that is ultimately headed towards the era of OPS, which is sometime away

yet due technological constraints. These alternative switching techniques

fall under one of the two umbrella terms of optical burst switching (OBS)

[80, 136] and optical circuit switching (OCS)2. Most switching techniques

that allow for statistical multiplexing at the optical layer can be classi�ed as

belonging to either the OBS or OCS family.

There is no mutually agreed upon set of characteristics that determine

whether a switching technique belongs to the OCS or OBS family. The

characteristic predominantly used to distinguish between OCS and OBS is

whether or not a packet can be blocked at an intermediate node. A switching

technique for which blockingis possible at an intermediate node falls under

the classi�cation of OBS, whereas a switching technique for which blocking

is not possible at an intermediate node falls under the classi�cation of OCS.

Equivalently, a switching technique falls under the classi�cation of OBS

if bandwidth is reserved using a one-way unacknowledged process whereby

packets begin transmission without any guarantee that su�cientbandwidth

is available on each link required to complete end-to-end transmission, while

a switching technique falls under the classi�cation OCS if bandwidth is re-

served using a two-way acknowledged process whereby packets only begin

transmission after a delay during which a guarantee that su�cient band-

width is available on each link required to complete end-to-end transmission

is given. In this way, OBS trades o� an assurance of no blocking at each

intermediate node for a reduction in delay.

Whether a switching technique relies on acknowledged or unacknowledged

transmission is not a universally accepted classi�er to distinguishbetween

OCS and OBS. For example, according to this classi�er, wavelength-routed

2OCS is also used to refer to wavelength routing in second generation optical networks.
To avoid confusion, OCS in the context of wavelength routing is usually called static
OCS, while OCS in third-generation optical networks is called either dynamic or fastOCS.
The key di�erence between static and dynamic OCS is that the latter allows statistical
multiplexing at the optical layer, while the former does not. Both however provide a
connection-oriented circuit-switched service at the optical layer. Throughout this thesis,
OCS is always used in the context of dynamic OCS and never to refer to wavelength
routing.
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OBS (WROBS) [44] belongs to the OCS family because it relies onacknowl-

edged transmission; however, as the name suggests, WROBS is considered by

many, including those that proposed it, as a switching technique belonging

to the OBS family because it satis�es other characteristics common to OBS.

An all-optical switching technique is not necessarily amenableto classi�-

cation as either OCS or OBS. For example, wavelength-routednetworks are

all-optically switched but they do not belong to either the dynamic OCS or

OBS family because lightpaths are set up on a semi-permanent basis, which

does not allow for statistical multiplexing. In summary, most all-optical

switching techniques that allow for statistical multiplexingbelong to either

the OCS or OBS family, depending on whether they rely on acknowledged or

unacknowledged transmission, respectively. However, this classi�er has not

been universally adopted across the research community.

1.2.3 Optical Burst Switching

OBS emerged in the late nineties as an all-optical switching technique allow-

ing for statistical multiplexing without the need for optical RAM and the

unrealistically short switch recon�guration times demanded by OPS.

Bursts are the basic most transmission unit of OBS. A burst is a group of

packets sharing a common destination that have been grouped together at a

common source. Associated with each burst is a header. A source generates

a header each time a su�cient number of packets have been grouped together

to constitute a burst. Each burst is separated in time from its header. Switch-

ing groups of packets together instead of individually and separation in time

between headers and their payloads are the two fundamental di�erences be-

tween OPS and OBS. By amortising switching overheads, the �rst di�erence

allows for longer switch recon�guration times without decreasing bandwidth

utilisation. The second di�erence averts the need for opticalRAM. In par-

ticular, the second di�erence renders OBS a cut-through approach, which is

in contrast to the store-and-forward approach of OPS.

A header precedes its burst at all times and a burst always traverses

the same sequence of intermediate nodes enroute to its destination as did its
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header. At each intermediate node, a header is processed electronically at the

IP layer and then forwarded to the next intermediate node viaan out-of-band

wavelength. Processing a header involves reserving a wavelength channel

for the soon to arrive burst and recon�guring the switch accordingly. The

switch can be recon�gured either immediately after the header is processed or

recon�guration can be delayed until just before the burst is expected to arrive.

The latter is called delayed reservation and may o�er better performance

than the former because a wavelength is not unnecessarily tied-up during

the period beginning from the time the switch is recon�gured and ending at

the time the burst arrives. This period is referred to as the residual o�set

period.

A header usually contains a �eld specifying the length of its corresponding

burst. This ensures that a reserved wavelength channel can be released as

soon as the burst for which it was reserved passes.

To fully exploit the bene�t of delayed reservation, computationally inten-

sive scheduling algorithms [181] are required to utilize the voids that arise

between consecutive reservation periods. Ultimately, a store-and-forward

approach overcomes the hindrances of both the former and thelatter cut-

through approaches. Therefore, if optical RAM was no limitation, separating

a header from its burst in time should be avoided.

The processing of a header at each intermediate node is not instantaneous.

It requires O/E and E/O conversion of the header, reading a destination and

other �elds such as QoS requirements from the header, searching a look-

up table to determine the required outgoing link and runninga scheduling

algorithm to determine a reservation period. Therefore, a header is delayed

at each intermediate node for a �xed amount of time to allow these processes

to take place. To accommodate for this per node processing delay, a burst

is preceded in time by its header to ensure it cannot reach an intermediate

node at which its header has yet sought to reserve a wavelength channel.

Separation of a burst and its header is achieved by delaying a burst at its

edge bu�er for an o�set period that is equal to the sum of per nodeprocess-

ing delays its header incurs. Separation is maximum at an edgebu�er and

decreases incrementally by one per node processing delay at each subsequent
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intermediate node.

Fig. 1.6 is a timing diagram for a typical form of OBS using delayed

reservation. A burst that traverses three intermediate nodes enroute to its

destination is shown. The three intermediate nodes are labelledn1; n2 and n3.

The header is represented by a solid line,� denotes the switch recon�guration

time, � denotes the per-node processing delay andc denotes the propagation

time from one node to another. The switch at nodeni begins to recon�gure

at time t i . Therefore, the base o�set period is 3� + � , while the minimum

residual o�set period at nodeni is (3� i )�+ � . The minimum residual o�set

is the minimum separation in time between burst and header at a given

intermediate node.
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Figure 1.6: Timing diagram for a typical form of OBS using delayed reser-
vation; the burst traverses three nodes labelledn1; n2 and n3, the header
is represented by a solid line,� denotes the switch recon�guration time, �
denotes the per-node processing delay andc denotes the propagation time
from one node to another

Numerous variations of the basic OBS technique have been proposed over

the last decade. Current journals and conference proceedings in the area of

optical communications and the allied �elds are littered with variations of

the basic OBS concept that claim to o�er order of magnitude improvements

in blocking performance, better utilisation or reduced delays.

A shortcoming of OBS is that a burst may be blocked at any intermediate

node due to contention. A burst that is blocked at an intermediate node
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plunders the bandwidth that was reserved for it at each of the preceding

nodes. This plundered bandwidth could have been utilised by other bursts.

As with OPS, de
ection routing and wavelength conversion can be used to

resolve contention and improve blocking performance. New approaches to

contention resolution that are speci�cally tailored to OBS have also been

portended. Burst segmentation [41, 167] is an example. The need to manage

potentially high blocking probabilities is one of the limitations of OBS and

was a key factor driving the development of OCS.

1.2.4 Dynamic Optical Circuit Switching

OCS averts the possibility of packet blocking at an intermediate node at

the expense of increased delay. Numerous forms of OCS exist. Someforms

closely resemble OBS and di�er only in that headers are obligedto make the

return journey back to the source from which they were issued. The process

of grouping packets together into bursts remains. Upon returning, the header

acknowledges that a wavelength channel has been reserved in each link that

is to be traversed by the awaiting burst. To ensure the possibilityof blocking

is averted, a burst cannot begin transmission until its header returns with

an acknowledgement. Fig. 1.7 is a timing diagram for this particular form

of OCS.

The tradeo� for acknowledgement is that a burst must be delayedat its

source for the sum of per node processing delays plus the time required for

the header to propagate from source to destination and return.In particular,

if N denotes the number of intermediate nodes traversed from source to

destination, a burst is delayed at its source for a period of length N � +

2(N � 1)c. In contrast, using OBS, a burst is delayed by the base o�set

period N � + � . The switch recon�guration time is much smaller than the

round trip propagation delay; that is, � � 2(N � 1)c. Wether or not this form

of OCS is to be favoured over OBS depends on the magnitude of propagation

delay from source to destination, which in turn depends on network diameter.

Round trip propagation delay can be substantial relative to the transmission

time of a burst in networks of large diameter. For example, thetransmission
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time of a burst comprising 2000 ATM cells is about 85� s at 10 Gb/s, whereas

the round trip propagation delay for a source and destination separated by

100 km of �bre is in the order of a millisecond.
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Figure 1.7: Timing diagram for a particular form of OCS; the burst traverses
three nodes labelledn1; n2 and n3, the header is represented by a solid line,�
denotes the switch recon�guration time, � denotes the per-node processing
delay andc denotes the propagation time from one node to another

To maintain a throughput commensurate to that attainable with OBS,

this form of OCS requires use of bursts consisting of a greater number of

packets to counteract the reduction in throughput caused by increased pre-

transmission delay. However, increasing burst size introduces thedetrimental

side-e�ect of reducing the granularity at which statistical multiplexing is

performed. Whether or not bandwidth acknowledgement is worth waiting

for is therefore not a clear-cut issue.

Other forms of OCS are centrally controlled and essentially provide a form

of dynamic wavelength routing that allows rapid adaption ona millisecond

timescale. Lightpaths are set up and torn-down by a central controller as

requested by sources. Some time after signalling an intention toestablish a

lightpath, a source receives a return signal either acknowledging or renounc-

ing establishment of the lightpath from the central controller. In the case

that a request is renounced, another request is issued, possibly after an ex-
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ponential back-o� time. Centralised control o�ers a speci�c advantage in

optical communications due to its ability to reduce blocking attributable to

wavelength continuity constraints.

To provide di�erentiated services at the optical layer, hybrid approaches

to all-optical switching have been proposed [168]. Wavelength routing, OCS

and OBS can coexist to provide a polymorphic [135] optical layer that o�ers

both guaranteed end-to-end delay for voice and other real-time services and

signi�cant statistical multiplexing for best-e�ort tra�c. For example, data

and voice could be switched using OBS and OCS, respectively, while private

lines could be wavelength routed. OCS is typically given priority to network

resources, thereby relegating OBS to play the role of a scavenger. OBS

scavenges the remaining network resources, which have not beenutilised by

OCS, to switch best-e�ort tra�c. Better statistical multiplexi ng is achievable

with a polymorphic optical layer in contrast to dedicating network resources

to multiple monomorphic layers, each of which o�ers a QoS tailored to a

particular application.

In summary, Fig. 1.8 shows a possible timeline for the evolution of ap-

proaches to optical switching in terms of the timescale at which statisti-

cal multiplexing is performed at the optical layer. OPS provides the �nest

granularity of statistical multiplexing, while SONET-based point-to-point

approaches provide the coarsest.
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Figure 1.8: Possible timeline for the evolution of approachesto optical switch-
ing shown in terms of the timescale at which statistical multiplexing is per-
formed at the optical layer



Chapter 2

Thesis Focus, Outline and

Contributions

Whether developing a green�eld solution or upgrading a legacy network,

telecommunications carriers in a free market economy must develop business

models at whose heart lies a question that reads along the following lines.

Given a strategic business time frame and subject to an agreed

QoS, how should tra�c be switched across an optical communi-

cations network to maximise the accrued revenue less the accrued

operational and capital costs?

It would be far from the truth to claim that this thesis provides an utterly

comprehensive treatment of this question. Indeed the scope of this thesis is

con�ned to the perspective of a teletra�cist, whereas the scopeof this ques-

tion stretches far beyond the con�nes of teletra�c. In particular, the focus

of this thesis is on the development and analysis of performance models for

the classical teletra�c metrics of blocking probability, delay and utilisation.

The QoS part of this question translates straightforwardly to constraints

on blocking probability and delay. However, to answer this question holisti-

cally, one would have to develop complementary economic models that bolt

alongside the performance models developed in this thesis. Developing eco-

nomic models is a nontrivial task that requires insight into the pricing strate-

gies employed by telecommunications carriers and equipment vendors. Even

27
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quantifying present-day capital and operational costs is a nontrivial task be-

cause carriers and equipment vendors withhold this information from the

public domain due to proprietary considerations. This is one of the reasons

for not considering economic models in this thesis.

The focus of this thesis is notonly on the development and analysis

of performance models for several popular all-optical switching techniques.

Other contributions include the proposal of new switching techniques that

counter de�ciencies uncovered in the course of modelling existing techniques

and the development of an entirely new performance analysis methodology

that is even applicable to the age-old performance models for classical circuit-

switched telephony networks. Furthermore, emphasis is placedon addressing

the practical issues relating to the design, optimisation and dimensioning of

optical networks and their associated subsystems.

The performance models developed in this thesis are analysed using an-

alytical methodologies largely belonging to the area of operations research.

The random nature of tra�c almost always calls for stochastic models that

are grounded in queueing theory. There are two complementary approaches

to the analytical approach adopted in this thesis: computer simulation and

rules of thumb.

The ever-increasing size and complexity of present-day optical communi-

cations networks gives rise to performance models that are both large and

complex. These two factors often rule out the use of computer simulation

as a feasible approach to performance analysis due to prohibitive execution

speeds. As for rules of thumb, there are numerous examples wherethe re-

liance on rules of thumb and ad hoc performance analysis methodologies

has led to commercial design disasters and dramatic misinterpretations of

observed performance.

Analytical performance modelling is not without its limitations though.

For one, the high complexity of the performance models developed in this

thesis usually precludes an exact analysis. Therefore, the usualdiscourse is

to invoke a set of assumptions making possible a tractable analysisthat pro-

vides either a tight bound or simply and approximation for theperformance

metric under consideration. For example, a recurring approximation invoked
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throughout this thesis is the stochastic decomposition approximation [87, 89]

whereby network elements are assumed to be statistically independent of each

other. Computer simulation is used to gauge the error attributable to this

assumption, though it is not a foolproof means of validating the accuracy of

an approximation because pathologically bad scenarios are possible in which

certain assumptions introduce unusually large errors.

Another drawback of the analytical approach is that it limitsthe 
exibility

of performance models to rather simplistic characterisationsof tra�c. For

example, models in which packets arrive at network elementsaccording to a

Poisson process and depart after an exponentially distributed period of time

can be developed to a high level of intricacy by making use of the Markov

property. Although calls arriving at a telephone exchange are well-modelled

by a Poisson process, IP packets arriving at an IP router or ATM cells arriving

at ATM switch are generally not well-characterised by a Poisson process [52].

However, corresponding models in which packets arrive according to a more

realistic self-similar process [104] and depart after a period of time that obeys

a heavy-tailed distribution cannot be developed to the same level of intricacy.

The analytical approach to performance modelling is on the decline. Ever-

increasing computer processing speeds are favourable to computer simulation.

Furthermore, the perseverance and often lengthy amount of time required

to develop and validate analytical approximations is incompatible with the

demand to generate outcomes in the shortest time frame possible to ensure

carriers maintain a competitive edge.

The principal purpose of the performance models developed and analysed

in this thesis is to quantitatively answer fundamental dimensioning questions

and `what if' type scenarios. For example, how many wavelengthchannels

should be provisioned to attain a prescribed end-to-end blocking probability

and delay for an expected tra�c demand that is switched using OBS? What

if dynamic OCS is used instead, or what if OBS is enhanced with wavelength

conversion and de
ection routing? Or, what if the expected tra�c demand

doubles? Does the amount of bandwidth that should be provisioned also

double?
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This thesis also seeks to shed some light on the broader qualitative issues

confronting carriers. For example, which of OCS or OBS provide the most

cost-e�ective stepping stone to OPS? Will a stepping stone reallybe required

if today's wavelength-routed networks can hold-o� until OPS is technologi-

cally practical?

Throughout this thesis, a black-box approach is adopted to model network

elements. For example, a wavelength converter is simply viewed as a black-

box that is capable of switching an ingoing wavelength channel to a di�erent

outgoing wavelength channel. The di�erent physical e�ects and impairments

that may result as a consequence of the conversion process are disregarded

insofar as they do not have a direct bearing on the performancemetrics under

consideration.

That said, it would be foolish to develop models with total disregard for

realistic physical limitations and e�ects. For example, although this thesis

does not directly model the signal impairments resulting as a consequence

of the conversion process, an e�ort is made to indirectly model signal im-

pairments by limiting the range of conversion to neighbouring wavelength

channels that reside within a certain limited range of the ingoing wave-

length channel. This captures the physical e�ect observed with some conver-

sion techniques in which signal degradation increases with conversion range

[47, 153].

2.1 Thesis Contributions by Chapter

Chapter 3 considers the design of wavelength-routed networks. We see

that the design of wavelength-routed networks is divided into two subprob-

lems, logical topology design (LTD) and routing and wavelength assignment

(RWA). Each subproblem can be formulated as a mixed integer linear pro-

gram (MILP), each of which has been traditionally solved independent of the

other.

We formulate the combined LTD and RWA problem as a MILP. Our

formulation overcomes drawbacks inherent to several other integer program

formulations of the combined LTD and RWA problem. In particular, we
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provide a linear formulation, we do not determine a wavelength assignment

for logical links a priori and we permit a physical link to comprise multiple

�bres.

To solve the MILP we formulate for problem instances of realistic size,

we develop an approach based on pruning certain solutions fromthe solution

space that are identi�ed with possibly undesirable features. Cyclic routes

are an example of one such feature in which tra�c is routed backand forth

over the same physical link. Excluding cyclic routes from the solution space

reduces the computation time required to solve the MILP.

We describe a framework that prescribes which features should be pruned

from the solution space given the maximum permitted computation time.

With the ability to exclude a range of features from the solution space, our

framework is shown to o�er several di�erent tradeo�s between solution qual-

ity and computation time.

The contributions of Chapter 3 are:

1) A better MILP formulation of the combined LTD and RWA probl em

2) A framework to assist in the design of wavelength-routed networks that

o�ers several di�erent tradeo�s between design optimality and the time

required to compute a design

Chapter 4 is the �rst of several chapters that make advances in the

performance modelling of OBS networks. We restrict our attention in this

chapter to estimating end-to-end blocking probabilities inOBS networks of-

fering di�erent forms of wavelength conversion.

We begin by reviewing the basics of OBS and the common strategies pro-

posed for resolving wavelength contention in OBS networks. We continue

by discussing how the conventional Erlang's �xed-point approximation pro-

posed for circuit-switched telephony networks can be adaptedto compute

end-to-end blocking probabilities in an OBS network with full wavelength

conversion. We see that from the perspective of Erlang's �xed-point approx-

imation and given an assumption about residual o�set periods, OBSnetworks

and circuit-switched networks are not too di�erent. The onlymajor di�er-

ence is that the load o�ered to a link owing to a certain route is reduced
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according to the blocking probability on each of the links preceding that link

in the route, whereas in a circuit-switched network both the links preceding

and succeedinghave a bearing on the amount by which the o�ered load is re-

duced. This is because in a circuit-switched network the load carried by each

link of a route is constant, whereas this is not the case in an OBSnetwork

because a burst can be blocked at any link of its route.

We derive an approximation for estimating end-to-end blocking probabil-

ities in an OBS network in which the conversion of an ingoing wavelength is

restricted to a limited range of neighbouring wavelengths. Tothis end, the

biggest task is to derive an estimate of the probability that a burst is blocked

at a stand-alone link. This estimate is used in the same way as the Erlang B

formula is used to estimate the probability that a call is blocked at a particu-

lar trunk group in the conventional Erlang's �xed-point approximation. The

Erlang B formula is applicable only to the case of full wavelength conversion.

We then turn our attention to the case of OBS networks in which the

outgoing wavelengths at each node share a pool of limited range wavelength

converters. We develop and analyse a model that is a generalisation of ex-

isting models in that we allow any subset of the shared convertersto be

dynamically concatenated to yield a wider conversion range for a burst that

would otherwise be blocked because all unused wavelengths in its desired

output �bre lie outside the range of a single converter.

The contributions of Chapter 4 are:

1) A new approximation to estimate the end-to-end blocking probability

for each source and destination pair in OBS networks in which the

conversion of an ingoing wavelength to a di�erent outgoing wavelength

is restricted to a limited range

2) Proposal and analysis of a shared wavelength conversion architecture

that allows any subset of the shared converters to be concatenated to

yield a wider conversion range for a burst that would otherwise be

blocked because all unused wavelengths in its desired output �bre lie

outside the range of a single converter

Chapter 5 considers de
ection routing as a strategy for resolving wave-
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length contention in OBS. We verify that de
ection routing can destabilise

OBS in the same way as it is known to destabilise circuit-switchedtelephony

networks. This destabilising e�ect may result in higher blocking probabilities

than if bursts were not de
ected but simply blocked.

We propose and evaluate the performance of a new approach to protect

OBS networks against destabilisation. This approach is based onenforcing

preemptive priority between �rst-choice bursts and de
ectedbursts, where

a �rst-choice burst is de�ned as a burst that has not been de
ected and a

de
ected burst is de�ned complementarily. With this approach, a header as-

sociated with a �rst-choice burst is given the right to preempt an overlapping

reservation that has been scheduled for a de
ected burst.

We develop a new approximation to estimate the end-to-end blocking

probabilities in OBS networks that have been stabilised with either wave-

length reservation or preemptive priority. Wavelength reservation is analo-

gous to trunk reservation in circuit switching, which is the usual approach

of protecting circuit-switched networks against destabilisation. We see that

preemptive priority is an approach suited only to best-e�ort networks.

Using our approximation, we numerically verify that preemptive priority

consistently yields lower blocking probabilities than wavelength reservation.

We also argue that preemptive priority is guaranteed to stabilise de
ection

routing, whereas the stabilising properties of trunk reservation are highly

dependent on the choice of reservation threshold.

The contributions of Chapter 5 are:

1) Veri�cation that de
ection routing may destabilise OBS networks

2) Proposal and analysis of a new approach based on preemption topro-

tect OBS networks against the destabilising e�ects of de
ection routing

3) A new approximation to estimate the end-to-end blocking probability

for each source and destination pair in OBS networks using de
ection

routing that have been protected with either wavelength reservation or

preemptive priority

Chapter 6 is the �rst of two chapters in which we turn our attention to
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OCS. In Chapter 6, we propose a new form of OCS in which the number of

packets comprising a burst is dynamically determined at the burst's source

based on the bandwidth on o�er during the time the burst is to be sent.

Our new form of OCS is called OCS with dynamic burst length and

requires two-way communication between the source and each intermediate

node that lies along the burst's route. In the forward direction, the source

uses a header to issue a request for a reservation period that is at least

equal to the time required to transmit all the packets comprising the burst.

Then in the reverse direction, an acknowledgement packet is returned to the

source that informs the source of the actual time that has been reserved

and therefore the number of packets that can actually be transmitted. The

actual time that is reserved is determined according to the link along the

burst's route for which the maximum amount of time a wavelength channel

can be reserved is shortest. Based on this information, the sourceremoves

just enough packets from the burst before the burst is sent.

We develop a simpli�ed model for our new form of OCS that consistsof

multiples sources connected to a stand-alone link. We analyse our model to

determine the pre-transmission queueing delay distribution ofan arbitrary

packet.1 We make an assumption to simplify our analysis and numerically

verify with simulation that the error owing to this assumption is fairly small.

Our analysis relies on the use of order statistics and an involvedanalysis of

a TDMA system presented in [126, 127].

In this chapter and the one that follows, the reader may noticethat the

performance models we develop are analysed with the purpose ofestimat-

ing packet delay distributions, whereas in Chapters 4 and 5 we focussed on

estimating end-to-end blocking probabilities. It thereforeshould come as

no suprise that this chapter and the one that follows consider OCS in one

form or another, whereas Chapters 4 and 5 deal with OBS. In particular, the

possibility of packet blocking at an intermediate node is not possible with

OCS|a feature that comes at the expense of increased delay required to wait

1The derivation of the distribution of D1 and D2 presented in this chapter has been
substantially improved from the original derivation presented in Section 3B of the confer-
ence version of this work. Note that in the conference version of this work,D1 and D2 are
lumped into the single random variable D = D1 + D2.
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for a bandwidth acknowledgment to propagate from destination to source.

This is the reason why the delay experienced by a packet is an important

performance measure for OCS, whereas end-to-end blocking probability is

probably a more important measure for OBS.

The contributions of Chapter 6 are:

1) Proposal of a new form of dynamic OCS in which the number of packets

comprising a burst is dynamically set at the burst's source based on

the bandwidth on o�er during the time the burst is to be sent

2) Development of a performance model for OCS with dynamic burst

length and the derivation of the pre-transmission queueing delay dis-

tribution of an arbitrary packet in this model

Chapter 7 considers an alternative form of OCS to the form of OCS

considered in Chapter 6|the key di�erence being that in this chapter, the

subset of source and destination pairs that can transmit packets during a

particular transmission slot is determined by a central controller, whereas we

considered distributive control in Chapter 6.

We develop a performance model consisting of a constant bit-rate 
uid

packet arrival process, packet queueing at each source router and time-slotted

circuit-switched transmission between source and destination pairs. At the

boundary of each transmission slot, a central controller executes a circuit

allocation policy to determine which subset of bu�ers is allocated end-to-end

circuits during the next transmission period.

For this performance model, we derive the delay distributionof an ar-

bitrary packet given a circuit allocation policy in which circuits are proba-

bilistically allocated to a subset of source and destination pairs at which the

most number of packets are enqueued.

To ensure our analysis is computationally tractable, we decouple each of

the sources into independent sub-systems using slack variables. Therefore, we

turn the analysis of a network of inter-dependent sources intothe analysis of

several independent stand-alone sources. We quantify the errorattributable

to this approximation as well as the other assumptions made in our analysis

with computer simulation.
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The contributions of Chapter 7 are:

1) Development of a performance model for a centrally controlled and

time-slotted form of OCS

2) Derivation of the delay distribution of an arbitrary packet for a certain

circuit allocation policy

Chapter 8 tackles the question of which of OBS or OCS represent the

best stepping stone to the envisaged OPS era. We shed light on this question

from the perspective of a teletra�cist. We bear in mind that a teletra�cist's

perspective is only one of many perspectives that would require consideration

in the formulation of a comprehensive answer to this question|atask that

we acknowledge is well beyond the scope of this chapter. Nonetheless, with

the foundations laid in Chapters 4, 5, 6 and 7, we are well positioned to make

some inroads.

We develop, analyse and then numerically compare performance models

of a centrally controlled form of OCS with a conservative formof OBS. We

compare OCS with OBS in terms of the classical teletra�c performance

measures: namely, packet blocking probability due to edge bu�er over
ow

and blocking at intermediate nodes in the case of OBS; mean packet queuing

delay at edge bu�ers; and, wavelength capacity utilisation.

We adopt the same model of OBS developed in Chapter 4. The only

di�erence is that we explicitly model the burst aggregation process, whereas

in Chapter 4, we viewed the burst aggregation process a black-box that

generates bursts according to a Poisson process.

To match up against OBS, we develop a model for a fast adapting and

centrally controlled form of OCS bearing resemblance to our OCS with dy-

namic burst length proposed in Chapter 6. However, unlike the forms of

OCS considered in Chapters 6 and 7, we do not consider a time-slotted ap-

proach. This means an edge bu�er need not wait until the boundary of a

slot to signal its intention to establish a lightpath. We see that this ensures

the fairest comparison.

For the �rst time, we consider a uni�ed model comprising both edge

bu�ers and either burst-switched or circuit-switched transmission across a
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core network. In contrast, previously analysed models of OCS and OBS

have either been for a stand-alone edge bu�er or a core networkwithout

edge bu�ering.

Also for the �rst time, we derive the exact blocking probability for a

multi-hop stand-alone OBS route, assuming Kleinrock's independence. We

see that this is not simply a matter of summing the stationary distribution

of an appropriate Markov process over all blocking states, as has been shown

to be the case for an OCS route.

Our main �nding is that sacri�cing an assurance of no blocking ateach

intermediate node with the use of OBS is not as attractive in optical networks

as its analogue of tell-and-go was in ATM. We see that this is because OBS

is less apt at dealing with wavelength continuity constraintsthan centrally

controlled forms of OCS.

To end this chapter, we investigate the validity of the commonly held

assumption that header queueing delays in an OBS scheduler bu�er are neg-

ligible. In doing so, we dimension a bu�er in which headers are enqueued

during times an OBS scheduler is overwhelmed.

The contributions of Chapter 8 are:

1) Development and analysis of uni�ed models for OBS and OCS tothe

detail of packet queueing and aggregation at edge bu�ers with either

burst-switched or circuit-switched transmission across a core network

2) Derivation of a numerical procedure to compute the exact blocking

probability for a multi-hop stand-alone OBS route, assuming Klein-

rock's independence

3) Comparison of OBS with OCS in terms of packet blocking probability,

packet queuing delay at edge bu�ers and wavelength capacityutilisa-

tion

4) A method to dimension a bu�er in which headers are enqueued during

times an OBS scheduler is overwhelmed

Chapter 9 investigates the advantages of a polymorphic optical layer

that o�ers applications both a best-e�ort OBS option and a premium OCS
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option. In previous chapters, we only consider a monomorphic optical layer

providing either pure OBS or pure OCS.

We have already discussed that allowing OBS and OCS to coexist is an

approach that is called optical hybrid switching (OHS). The main advantage

of OHS is that it creates the 
exibility to provide both guaranteed end-to-

end delay for voice and other real-time services and signi�cant statistical

multiplexing for best-e�ort tra�c.

We develop and analyse a model for a stand-alone link in an OHS network.

Unlike the models for a stand-alone link developed in the previous chapters,

we develop a more realistic �nite source model for which the Poisson arrivals

assumption is no longer valid. A �nite source model is more realistic because

it yields zero blocking probability if the number of wavelengths comprising

a link exceeds or is equal to the number of input wavelengths feeding the

link. In contrast, if the Poisson arrivals assumption is made, we arrive at

the unsatisfying result that blocking probability is not zero if the number of

wavelengths comprising the link exceeds the number of input wavelengths.

We see that the conventional Engset system, which has served as a pop-

ular �nite source model for almost a century, is not a suitable link model

for OBS. This is because the conventional Engset system assumes a blocked

burst is dumped in zero time. To overcome this unsuitability, we review an

augmented Engset system in which a source enters a so-called frozen state

immediately after it has generated a blocked burst and remains in the frozen

state until all the packets in the blocked burst are dumped.

We generalise this augmented Engset system to the case of a stand-alone

OHS link. We foremost determine the exact circuit and burst blocking prob-

abilities and then proceeded to develop scalable approximations that can be

used to dimension OHS networks of realistic size.

Our approximations are based on lumping together states of theunder-

lying Markov process to form a combined state, thereby reducing the dimen-

sionality of the state-space. An input wavelength feeding burstsand circuits

to our link can either be in the frozen state, o� state, on state corresponding

to the transmission of a burst or on state corresponding to the transmission

of a circuit. Our �rst approximation is based on lumping together both types
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of on states, while our second �xed-point approximation is basedon lumping

together the o� state and the frozen state.

Throughout, we assume that burst transmission times, circuit holding

times and the o� periods between any two consecutive on periods are expo-

nentially distributed. We use computer simulation to test the sensitivity of

our results to non-exponentially distributed on and o� periods.

We analyse the case in which circuits are given preemptive priority over

bursts and the corresponding un-prioritised case. We see that theformer

case ensures that existing levels of service provided by an existing pure OCS

network are maintained as the network is hybridised to allow for OBS. The

bene�t of hybridising a pure OCS network is to improve bandwidth utilisa-

tion by allowing OBS to scavenge any scraps of redundant bandwith for the

purpose of transmitting best-e�ort services.

Finally, we propose a procedure to dimension our stand-alone OHSlink.

We see that the conventional approach of dimensioning for a given o�ered

load is not feasible because o�ered load is state-dependent in our model.

For dimensioning purposes, we therefore use the intended o�eredload as a

surrogate for o�ered load. We verify numerically that any over-provisioning

resulting from dimensioning in terms of the intended o�ered load instead of

o�ered load is negligible.

The contributions of Chapter 9 are:

1) Analysis and development of a �nite source model for a stand-alone

OHS link supporting OCS with preemptive priority over OBS as well

as the corresponding un-prioritised case

2) Development of scalable approximations that allow for theestimation

of the probability that a burst or circuit is blocked in a stand-alone

OHS link of realistic dimensions

Chapter 10 presents a new approximation for the age-old problem of

estimating end-to-end blocking probabilities inover
ow loss networks. For

more than 40 years, the conventional approach to this problemhas been

Erlang's �xed-point approximation (EFPA).
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The OBS networks with de
ection routing considered in Chapter 5 and

classical circuit-switched networks with alternative or leastloaded routing

are both examples of over
ow loss networks. In contrast, the OBSnetworks

with a single �xed route considered in Chapter 4 are an example of a pure

loss network. Upon comparing the numerical results presented inChapters

4 and 5, it is evident that the accuracy of EFPA deteriorates when moving

from the �xed routing case to the de
ection routing case. Indeed, it is has

been long established that the accuracy of EFPA is generally poorer for an

over
ow loss network compared to a pure loss network.

We present a new approximation that is complimentary to EFPA for es-

timating blocking probabilities in over
ow loss networks and systems. Given

a system for which an estimate of blocking probability is sought,we �rst con-

struct a second system to act as a surrogate for the original system. We see

that estimating blocking probability in the second system with EFPA pro-

vides a better estimate for blocking probability in the original system than

if we were to use the conventional approach of directly using EFPA in the

original system.

We refer to our new approximation as the over
ow priority classi�cation

approximation. This name comes about because we obtain the second system

from the original system by imposing preemptive priorities on the original

system. In particular, to obtain the second system, we classify calls in the

original system according to how many times they have over
owed and then

we allow a new call to preempt an existing call from a server if the existing

call has over
owed more times than the new call.

We present a combination of numerical and theoretical resultsthat indi-

cate our new approximation o�ers a better estimate than EFPA for a certain

pure over
ow loss network. Moreover, we demonstrate the accuracy of our

new approximation for OCS networks using alternative routing. We argue

that the success of our new approximation is due to its ability to utilise con-

gestion information imbedded in over
ow tra�c, whereas the conventional

EFPA approach fails to utilise such information.

The contribution of Chapter 10 is:

1) A new approximation to compute end-to-end blocking probabilities in
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Chapter 3

Design of Wavelength-Routed

Networks

Lightpaths that are set up over a permanent or semi-permanent time frame

form the basis of the predominant wavelength-routed networks [3, 59, 120]

of today. A lightpath provides an end-to-end all-optical `pipe' from an IP

router, ATM switch or SONET ADM to another. The term all-optical refers

to the fact that ideally a lightpath provides a connection that ensures a

tra�c bearing signal remains con�ned to the optical layer throughout its

transmission.

The IP, ATM or SONET layer perceive a wavelength-routed network as

a logical topology that is interconnected via lightpaths. The logical topology

is set up over the physical �bre topology provided by the optical WDM layer.

Each node of the logical topology corresponds to an IP router,ATM switch

or SONET ADM. Each link of the physical topology consists of one or more

�bres, which in turn consists of multiple wavelength channels.

This chapter considers the design of wavelength-routed networks. This

involves determining an optimal logical topology, routingthe logical topology

over the physical �bre topology and assigning a wavelength to each lightpath

without violating any wavelength continuity constraints. The �rst problem

is referred to as the logical topology design (LTD) problem [141]. Routing

a logical topology over the underlying physical �bre topology and assigning

47
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wavelengths to each lightpath is referred to as the routing and wavelength

assignment (RWA) problem [140].

An ordered pair of IP routers, ATM switches or SONET multiplexers

that seek to establish a connection from one to another is calleda source and

destination pair. In a fully-meshed logical topology, at leastone dedicated

lightpath is set up for each source and destination pair. Multiple lightpaths

are set up between those source and destination pairs demanding abit rate

greater than that provided by a single wavelength.

Lightpaths that are set up between the same source and destination pair

can be routed over the physical topology di�erently. In particular, each

lightpath that is set up for the same source and destination pair may tra-

verse a di�erent sequence of links in the physical topology. A logical link

is a collection of lightpaths that are set up between the same source and

destination pair. The collection of all established logical links is called the

logical topology.

The scarcity and coarse granularity of a wavelength [141] means that in

practice only a select number of source and destination pairs can be connected

via dedicated lightpaths. The others are connected via a route consisting of

a contiguous sequence of lightpaths that begin and/or end at intermediate

nodes. In other words, a multi-hop lightpath network is necessary. Routing

of an optical signal at an intermediate node to an adjacent lightpath is per-

formed electronically via an IP router or ATM switch. This requires O/E

and E/O conversion as well as an additional port. To improve utilisation, a

lightpath that begins and ends at an intermediate node is multiplexed elec-

tronically using the IP or ATM layer between multiple source and destination

pairs.

The design of wavelength-routed networks involves a tradeo�between

dedicating an end-to-end lightpath to each source and destination pair, which

results in a truly all-optical network with possibly many poorly utilised wave-

lengths, or setting up lightpaths between intermediate nodes,which requires

fewer wavelengths, improves utilisation, but requires additional ports, re-

duces transparency and increases the burden placed on electronics.
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3.1 The Design Problem

The design of a wavelength-routed network can be subdivided into three

subproblems:

1) Design of a logical topology capable of providing the bandwidth de-

manded from each source and destination pair;

2) Routing each lightpath comprising the logical topology over the phys-

ical �bre topology; and

3) Assigning a unique wavelength to each lightpath comprising the logical

topology without violating any wavelength continuity constraints.

The �rst subproblem is referred to as logical topology design (LTD) [141],

while the second and third subproblem combined are commonly referred to

as routing and wavelength assignment (RWA) [140].

All three subproblems are dependent on each other. Therefore,optimising

each subproblem independently is likely to preclude the enforcement of a

global optimisation criterion [98, 133].

The �nal design of a wavelength-routed network speci�es a logical topol-

ogy and wavelength assignment for each lightpath constitutingeach logical

link of the logical topology as well as a set of routes over the logical topology

for each source and destination pair. An optimal design must furthermore

optimise a certain objective function. Congestion is a commonobjective

function that is de�ned as the maximum amount of tra�c carrie d by any

logical link in the logical topology. Seeking to minimise congestion on the

maximally congested logical link tends to encourage lightpaths to be set up

for source and destination pairs that carry a heavy tra�c load [92]. Min-

imising the number of wavelengths required to set up a logical topology is

another common objective.

The combined LTD and RWA problem can be de�ned as follows. Consider

a directed graphGp = ( Vp; Ep), where Gp represents the physical topology.

Each node inVp represents an OXC that may possibly require an electronic

router. An electronic router refers to either an IP router, ATM switch or
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SONET ADM. Each edge inEp represents a physical link comprising one or

more �bres.

Consider another directed graphGl = ( Vl ; E l ), where Gl represents the

logical topology. Each node inVl represents an OXC that requires an elec-

tronic router. Each edge inE l represents a logical link. The set of nodesVl

is a subset ofVp and can be further partitioned into two mutually exclusive

sets of nodes. The �rst set only includes nodes corresponding to a source

and destination pair. A tra�c demand matrix � s;d quanti�es the peak tra�c

demand, in Gb/s say, from sources to destination d. The remaining nodes

in Vl are intermediate nodes at which an optical signal is routed from one

lightpath to an adjacent one via an electronic router. No route begins or

ends at an intermediate node. Nodes inVp that are not in Vl do not require

an electronic router.

According to this notation, the design of a wavelength-routednetwork

involves determining a graphGl , routing � over Gl and routing each link in

Gl over Gp.

In the beginning, the LTD and RWA problem were solved independently.

The LTD problem was formulated as a mixed integer linear program (MILP)

[124] that, for problems of realistic size, was solved using one of many heuris-

tics to determine Gl . The RWA problem was then formulated as a separate

MILP, which was also solved using one of many heuristics to route the logical

topology Gl determined in the LTD phase over the physical �bre topology

Gp without violating any wavelength continuity constraints.

3.1.1 The Logical Topology Design Subproblem

The LTD problem has been formulated as a MILP in [32, 98, 107, 141]. To

formulate the LTD problem as a MILP, some further notation needs to be

de�ned. Let x i;j be a binary decision variable indicating whether or not a

logical link is to be set up from nodei to j , where i; j 2 Vl . In particular,

x i;j = 1 if a logical link is set up from nodei to nodej , otherwisex i;j = 0. The

logical topology can be recovered by noting which of the decision variables

x i;j is equal to one.
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Furthermore, let the decision variable� s;d
i;j denote the fraction of � s;d that

is routed over the logical link from nodei to j , where i; j 2 Vl . Constraints

are required to ensurex i;j = 1, if � s;d
i;j > 0 for any source and destination

pair, otherwise without such constraints, tra�c may be routed over a logical

link that does not exist. A set of routes over the logical topology from source

s to destination d can be recovered by noting which of� s;d
i;j > 0.

The total tra�c that is routed over the logical link from node i to j is
P

s;d � s;d
i;j , which is de�ned as the lightpath's congestion. The congestion on

the maximally congested logical link is given by� max = max i;j 2 Vl

P
s;d � s;d

i;j .

The maximally congested logical link is the bottleneck at which packets must

queue the longest before transmission. For example, assuming thatpackets

arrive at the bottleneck logical link according to a Poisson process and the

time required to transmit each packet follows an independentexponential

distribution with mean 1=� , the bottleneck logical link can be modelled as

an M/M/1 queue for which the mean queueing delay is 1=(� � � max ) [143].

Therefore, minimising congestion on the maximally congested logical link is

closely tied to minimising queueing delay.

Constraints are usually included to ensure the required numberof input

or output ports per router does not exceed �. In particular, the ingoing

and outgoing degree of each node inGl is constrained to �. This indirectly

constrains the cost of an IP router or ATM switch and constrains the total

cost of lightpaths, assuming that the cost of a lightpath is independent of its

start and end point. This also assumes a logical link requires a single input

and output port, which is not the case for logical links containing multiple

lightpaths.

With this notation in place, the LTD problem can be formulated as a

MILP taking the form:

min � max



52 CHAPTER 3. DESIGN OF WAVELENGTH-ROUTED NETWORKS

subject to

X

i 2 Vl

� s;d
i;j �

X

i 2 Vl

� s;d
j;i =

8
><

>:

� � s;d; s = j;

� s;d; d = j;

0; s; d 6= j;

8j 2 Vl ; s; d; (3.1)

X

s;d

� s;d
i;j � � max ; 8i; j 2 Vl ; (3.2)

� s;d
i;j � � s;dx i;j ; 8i; j 2 Vl ; s; d; (3.3)

X

i 2 Vl

x i;j � � ; 8i 2 Vl ; (3.4)

X

j 2 Vl

x i;j � � ; 8j 2 Vl ; (3.5)

� s;d
i;j � 0; 8i; j 2 Vl ; s; d; (3.6)

x i;j 2 f 0; 1g; 8i; j 2 Vl : (3.7)

The objective function min� max seeks to minimise the maximally congested

logical link.

Constraint (3.1) is a 
ow conservation constraint that is typical of mul-

ticommodity 
ow problems [14, 68]. In this context, the tra� c demand for

each source and destination pair corresponds to the 
ow of a commodity.

The left-hand side of (3.1) is the net 
ow for nodej 2 Vl for a commodity

corresponding to a particular source and destination pair. Net 
ow is de�ned

as the di�erence between the total ingoing 
ow and the total outgoing 
ow.

The right-hand side of (3.1) forces the net 
ow for nodej 2 Vl equal to

zero if nodej is neither the source nor the destination. This ensures none

of the commodity vanishes at nodej , which would violate 
ow conservation.

Otherwise, if nodej 2 Vl is the source, that iss = j , the total ingoing 
ow

is zero and the total outgoing 
ow is � s;d. Thus, the net 
ow is � � s;d. And

if node j 2 Vl is the destination, that is d = j , the total outgoing 
ow is zero

and the total ingoing 
ow is � s;d. Thus, the net 
ow is � s;d.

Constraint (3.2) forces� max to equal the congestion on the maximally

congested lightpath. In this way,� max provides the tightest possible bound

on congestion. Constraint (3.3) ensures that tra�c cannot be routed over a
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lightpath that has not been set up. The logical link from nodei to nodej has

not been set up ifx i;j = 0. In this case, the right-hand side of (3.3) is zero,

thereby ensuring� s;d
i;j = 0 for all source and destination pairs. Otherwise,

if x i;j = 1, the right-hand side of (3.3) is equal to �s;d, which imposes no

restriction on � s;d
i;j because it is always the case that� s;d

i;j � � s;d for all source

and destination pairs.

Constraints (3.4) and (3.5) ensure the required number of input or output

ports per router does not exceed �. Constraint (3.6) is a nonnegativity

constraint, while constraint (3.7) is a binary constraint that forces the set up

of a lightpath to a yes or no decision.

Several commercial software packages can be used to solve the MILP for-

mulation of the LTD problem. However, unless the number of logical nodes

jVl j and the number of source and destination pairs is unrealistically small,

a solution can rarely be obtained within a reasonable amount ofcomputa-

tion time. This is because any MILP belongs to a larger class of problems

called NP-hard [68]. There is no known e�cient algorithm that can solve an

arbitrary NP-hard problem.

Therefore, over the years, a plethora of heuristics and meta-heuristics

have been developed and applied to obtain approximate solutions for the

LTD MILP. Some popular heuristics for the LTD problem have been surveyed

in [107]. The performance of a heuristic is measured in terms ofits running

time and how well it compares to the optimal solution or a boundfor the

optimal solution.

Integer rounding is a popular meta-heuristic that was �rst considered in

the context of the LTD MILP in [141] and later considered in [92]. The LTD

problem reduces to a linear program (LP) if constraint (3.7) is relaxed to

0 � x i;j � 1 for all i; j 2 Vl . There are well-known algorithms that can

be used to solve very large instances of an LP in a reasonable amount of

computation time. The problem is that if (3.7) is relaxed, solutions of the

resulting LP may be such thatx i;j takes on a fractional value, which does

not translate to a yes or no decision.

The integer rounding meta-heuristic consists of two phases. The �rst

phase involves �nding an optimal solution for the LP that results when (3.7)
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is relaxed to 0� x i;j � 1 for all i; j 2 Vl . The possibly fractional values of

x i;j constituting the optimal solution are arranged into a list that is sorted in

decreasing order. In this order, eachx i;j is rounded to one if doing so does not

violate either of the port constraints given by (3.4) and (3.5). Otherwise, if

rounding x i;j to one does violate either of the port constraints,x i;j is rounded

to zero. This rounding heuristic is based on the intuition thatpriority should

be given to setting up those logical links for whichx i;j is closest to one. The

�rst phase yields the logical topologyGl but does not specify how the tra�c

demand should be routed overGl .

A second phase is required to route the tra�c demand over the logical

topology Gl found in the �rst phase. The second phase involves solving

another LP that is obtained by removing constraint (3.7) and �xing the

values ofx i;j to their binary values that were determined in the �rst phase.

Therefore, eachx i;j becomes an input parameter rather than a binary decision

variable. Solving this LP yields a set of routes over the logical topology

determined in the �rst phase, which can be recovered by noting which of

� s;d
i;j > 0.

The performance of integer rounding in the context of the LTDMILP has

been quanti�ed in [92, 141]1. In [141], a benchmark case comprising 14 logical

nodes and a randomly generated tra�c demand �s;d was used to quantify

the congestion obtained with integer rounding in comparison to solving the

MILP directly using no more than 107 iterations of a branch and bound

routine. About 50 hours of computation time were required to perform 107

iterations. The test was repeated for di�erent values of �. Solving the LP

that results when (3.7) is relaxed to 0� x i;j � 1 for all i; j 2 Vl provides

a lower bound on any possible integer solution. This is called the LP lower

bound. Table 3.1 presents the results of this comparison.

Table 3.1 shows that integer rounding often outperforms the approach of

solving the MILP directly using no more than 107 iterations of a branch and

bound routine. Furthermore, as the port constraint becomes less stringent,

the di�erence between the solution obtained with integer rounding and the

LP lower bound decreases. In particular, for � � 6, the di�erence is less

1Integer rounding is called the LPLDA heuristic in [141].
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Table 3.1: Congestion (arbitrary units) obtained with integer rounding in
comparison to solving the MILP for a benchmark case comprising 14logical
nodes and a randomly generated tra�c demand [141]

� LP Lower Bound MILP Integer Rounding

2 126.18 209.17 243.43

3 85.53 103.03 102.82

4 63.43 76.94 82.03

5 50.75 59.37 53.49

6 42.29 46.27 44.45

7 36.25 39.27 36.55

8 31.72 33.24 32.27

than 5%.

Integer rounding is not the only approach that has been considered to

solve large instances of the LTD MILP within a constrained computation

time. Several alternative heuristics and meta-heuristics have been surveyed

in [107]. For example, in [98], a search space reduction technique is proposed

to cope with large instances of the LTD problem. The search spaceof the

MILP is pruned by permitting only the shortest route for each source and

destination pair.

3.1.2 The Routing and Wavelength Assignment Sub-

problem

The RWA problem can also be formulated as a MILP that takes as input the

logical topologyGl determined in the LTD phase and the routing of the tra�c

demand � s;d over Gl speci�ed by � s;d
i;j , also determined in the LTD phase.

The RWA problem entails routing the logical topologyGl determined in the

LTD phase over the physical topologyGp without violating any wavelength

continuity constraints. The physical topology is given. A common objective

function is to minimise the total number of wavelengths required.

To formulate the RWA problem as a MILP, some further notation is

required. For simplicity, we assume each link inE l consists of a single �bre
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comprisingW wavelength channels, each providing a capacity ofC, say Gb/s.

Let W denote the set of wavelength channels.

Let � i;j =
P

s;d � s;d
i;j , which is the total tra�c demand routed over the log-

ical link from node i to nodej , wherei; j 2 Vl . Furthermore, let the decision

variable pi;j
m;n (w) denote the fraction of � i;j that is routed over wavelength

w 2 W in the �bre from node m to node n, where m; n 2 Vp. Constraints

are required to ensurepi;j
m;n (w) = 0 for all i; j 2 Vl and all w 2 W if there

is no �bre from node m to n in Ep. Finally, let ym;n (w) be a binary de-

cision variable indicating whether or not wavelengthw is used in the �bre

from node m to node n. In particular, ym;n (w) = 1 if tra�c is routed over

wavelengthw in the �bre from node m to node n, otherwiseym;n (w) = 0.

With this notation in place, the RWA problem can be formulated as a

MILP taking the form:

min
X

m;n

X

w2W

ym;n (w)

subject to

X

m2 Vp

pi;j
m;n (w) �

X

m2 Vp

pi;j
n;m (w) = 0 8n 2 Vp; w 2 W ; i; j 6= n (3.8)

X

w2W

X

m2 Vp

pi;j
i;m (w) = � i;j ; 8i; j; (3.9)

X

w2W

X

n2 Vp

pi;j
n;j (w) = � i;j ; 8i; j; (3.10)

X

i;j

yi;j
m;n (w) � 1(m;n )2 Gp ; 8w 2 W ; m; n; (3.11)

pi;j
m;n (w) � Cyi;j

m;n (w); 8w 2 W ; m; n; i; j; (3.12)

pi;j
m;n (w) � 0; 8w 2 W ; m; n; i; j; (3.13)

yi;j
m;n (w) 2 f 0; 1g; 8w 2 W ; m; n; i; j: (3.14)

The objective function seeks to minimise the total number of wavelengths

required.
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Constraints (3.8), (3.9) and (3.10) are analogous to the 
ow conservation

constraint given by (3.1) in Subsection 3.1.1. Constraint (3.11) serves two

purposes. First, it ensures that tra�c is not routed over a �bre that does

not exist in the physical topologyGp. The indicator function 1(m;n )2 Gp is

equal to zero if there is no �bre from nodem to noden, otherwise it is equal

to one. Second, (3.11) ensures at most one lightpath is assigned to each

wavelength comprising a �bre. The left-hand side of (3.11) would exceed one

if multiple lightpaths were to be assigned to the same wavelength, whereas

the right-hand side is always either one or zero as dictated bythe indicator.

Constraint (3.12) also serves two purposes. First, it ensures that the

tra�c carried by a wavelength does not exceed the capacity ofa wavelength.

Second, it forces the binary decision variableyi;j
m;n (w) to equal one if tra�c

owing to the logical link from nodei to node j is routed over wavelength

w in the �bre from node m to node n. Otherwise, yi;j
m;n (w) equals zero to

ensure the minimum numbers of wavelengths are used. Constraint(3.13) is

a nonnegativity constraint, while constraint (3.14) is a binary constraint.

As with the LTD MILP, solving the RWA MILP for problems of realist ic

size is intractable. A range of heuristics have been developedin [60, 92, 143,

194], many of which are based on existing heuristics for the graph colouring

problem [68].

The graph colouring problem is equivalent to the wavelengthassignment

part of RWA. The wavelength assignment part of RWA can be solved as

the colouring of the path graphP(Gl ) in which each lightpath in the logical

topology is a node inP(Gl ) and two nodes inP(Gl ) are connected via an

edge if the corresponding lightpaths traverse a common �bre inthe physical

topology Gp. Wavelength assignment is equivalent to colouring the vertices

of P(Gl ) such that adjacent vertices are not assigned the same colour [115].

Each colour corresponds to a wavelength.

For example, in [92], a two step heuristic was developed. The �rst step

uses an integer rounding approach to set up a logical topology with a ten-

tative wavelength assignment that may violate some wavelengthcontinuity

constraints. The second step employs a graph colouring heuristicto satisfy

all the wavelength continuity constraints violated by the logical topology
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determined in the �rst step. A drawback of this two step heuristicis that

the second step may require provisioning of additional wavelengths to ensure

a clash free wavelength assignment. An alternative heuristic forthe RWA

problem that does not rely on graph colouring was developed in [115].

It was soon recognised that the strategy of solving the LTD and RWA

problems independently precludes the enforcement of a global optimisation

criterion [98]. For example, although a certain logical topology design may

minimise congestion, performing RWA for that topology may require sub-

stantially more wavelengths than another logical topology design for which

congestion is marginally greater. In other words, the optimality of the LTD

problem can be detrimental to the optimality of the RWA problem.

Recognising the limitation of solving the LTD and RWA problemsinde-

pendently, both linear and nonlinear mixed integer programs were formu-

lated for the combined LTD and RWA design problem in [8, 65, 92,120].

In [8, 120], the combined problem was formulated as a nonlinear integer

program. A nonlinear constraint involving the product of twovariables is

required to ensure wavelength continuity constraints are satis�ed. The prob-

lem is that solving a nonlinear integer program is substantially more di�cult

than solving a MILP. The nonlinear constraint can be removed ifeach node

in Vp is equipped with wavelength conversion functionality. However, today's

wavelength-routed networks do not include any form of optical wavelength

conversion.

In [65], the combined problem is formulated as a MILP. A set of can-

didate routes for each source and destination pair is determined a priori as

well as a wavelength assignment for all logical links. The MILP is solved

to determine how the tra�c demand should be distributed over the set of

candidate routes to maximise throughput. The drawback of this approach is

that optimality is limited to the set of candidate routes and the wavelength

assignment determined a priori. Higher throughout may be obtained with a

di�erent set of candidate routes or a di�erent wavelength assignment.

In [92], the combined problem is formulated as a MILP. Wavelength conti-

nuity constraints are enforced with a linear constraint; however, it is required

that a link does not contain multiple �bres. The wavelength continuity con-
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straints become more complicated if a link is permitted to contain multiple

�bres because the maximum number of lightpaths that can be assigned to a

particular wavelength in a link is no longer one, but rather the number of

�bres in the link. For large problem instances, the integer rounding approach

is employed in [92].

In the next part of this chapter, we formulate the combined LTD and RWA

design problem as a MILP. To overcome the weaknesses of the formulations

given in [8, 65, 92, 120], for the �rst time, we provide a completely linear

formulation, we do not determine a wavelength assignment for logical links

a priori and we permit a link to comprise multiple �bres. We consider an

objective function that seeks to minimise congestion.

3.2 Linear Formulation of the Multi-Fibre

Combined Design Problem

In this section, we formulate the combined LTD and RWA problemas a

MILP. We permit a link to comprise multiple �bres and we enforce wave-

length continuity constraints linearly.

3.2.1 Notation

We use the following notation for indexing:

m source and destination pair requiring bandwidth;

n node in Vl or Vp;

j link in the physical topology Gp;

f �bre in a physical link;

w wavelength in a �bre;

l logical link in the logical topologyGl ;

i lightpath in a logical link; and

p route for a source and destination pair.
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3.2.2 Given Parameters

We assume the following sets are known a priori:
M source and destination pairs;

N nodes inVl and Vp;

J links in the physical topologyGp, (J = Ep);

F �bres in a physical link;

W wavelengths in a �bre;

L all conceivable logical links in the logical topologyGl ;

Pm all conceivable routes for source and destination pairm 2 M ;

H l
m routes for source and destination pairm 2 M

that traverse logical link l 2 L , (H l
m � P m );

K l physical links traversed by logical linkl 2 L , (K l � J );

Oj logical links traversed by physical linkj 2 J , (Oj � L );

D in
n logical links incident to noden, (D in

n � L ); and

Dout
n logical links incident from noden, (Dout

n � L ).
The set Pm is constructed fromL . Each route in Pm consists of a se-

quence of contiguous logical links chosen fromL . The setPm contains every

conceivable route that can be constructed fromL .

Solving the MILP provides an optimal subset of routesPm � P m and a

corresponding subset of logical linksL � L . Lightpaths are con�gured for

all l 2 L so that each logical linkl contains a su�cient number of lightpaths

to sustain the tra�c that is routed over it.

Furthermore, we assume the following parameters are known:
� maximum number of input or output ports per router;

C wavelength capacity, Gb/s say;

� l bound on the maximum number of lightpaths that a

logical link can contain; (� = jWjjFj ); and

� m peak tra�c demand for source and destination pairm 2 M .

3.2.3 Decision Variables

The MILP is formulated with the following integer, binary and fractional

variables:
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� i
w;l � i

w;l = 1 if lightpath i in logical link l is assigned

to wavelengthw, otherwise� i
w;l = 0;

� i
j;w;l � i

j;w;l = 1 if lightpath i in logical link l traversing physical

link j is assigned to wavelengthw, otherwise� i
j;w;l = 0;

� f
j;w;l � f

j;w;l = 1 if logical link l is assigned to wavelengthw

on �bre f of physical link j , otherwise� f
j;w;l = 0;

� l � l 2 f 0; : : : ; � lg is the number of `active' lightpaths

in logical link l assigned to a wavelength;

� m;p 0 � � m;p � � m is the amount of tra�c from source and

destination pair m that is routed over path p 2 M m ; and

� � is the maximum amount of tra�c carried by any

logical link in L .

The � -group of binary variables specify a subset of logical linksL � L that

correspond to an optimal logical topology. They also specify a wavelength

assignment for each `active' lightpath in a logical link. The integer variable

� l enumerates the total number of `active' lightpaths in logical link l. The

� -group of fractional variables specify a subset of routesPm � P m that cor-

respond to an optimal routing for the tra�c demand. They also specify how

the tra�c demand for source and destination pair m should be distributed

across each route inPm .

3.2.4 Objective

min �

This objective seeks to minimise network congestion.
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3.2.5 Constraints

Tra�c Routing Constraints

X

p2P m

� m;p = � m 8m 2 M (3.15)

X

m2M

X

p2H l
m

� m;p � C� l 8l 2 L (3.16)

X

m2M

X

p2H l
m

� m;p � � 8l 2 L (3.17)

Constraint (3.15) forces tra�c for source and destination pairm to be par-

titioned across a subset of the routes inPm , while (3.16) ensures that the

amount of tra�c routed over any logical link does not exceed its capacity.

The capacity of a logical link is given by the product of the capacity of a

wavelength and the number of `active' lightpaths comprisingthe logical link.

Constraint (3.17) forces� to equal the congestion on the maximally con-

gested logical link. In this way,� provides the tightest possible bound on

congestion.

Logical Topology Degree Constraints

X

l2D in
n

� l � � 8n 2 N (3.18)

X

l2D out
n

� l � � 8n 2 N (3.19)

Constraints (3.18) and (3.19) ensure that the number of lightpaths incident

to and from noden does not exceed �. For a �-regular logical topology [92],

the inequalities in (3.18) and (3.19) are replaced with equalities. These two

constraints are included to ensure the required number of input or output

ports per router does not exceed �. This indirectly constrains the cost of an
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IP router or ATM switch.

Wavelength Constraints

X

w2W

� i
w;l � 1 8l 2 L ; i 2 f 1; : : : � g (3.20)

�X

i =1

X

w2W

� i
w;l = � l 8l 2 L (3.21)

Constraint (3.20) ensures no more than one wavelength is assigned to a light-

path, while (3.21) enumerates the number of `active' lightpaths in a logical

link.

Fibre Constraints

X

l2O j

� f
j;w;l � 1 8j 2 J ; f 2 F ; w 2 W (3.22)

X

l2O j

�X

i =1

� i
j;w;l � jF j 8 j 2 J ; w 2 W (3.23)

X

f 2F

� f
j;w;l =

�X

i =1

� i
j;w;l 8l 2 L ; j 2 K l ; w 2 W (3.24)

Constraint (3.22) ensures no more than one logical link can be assigned to a

particular wavelength in a �bre. Constraint (3.23) ensures that the number of

lightpaths in a physical link that are assigned the same wavelength does not

exceed the number of �bres in that physical link. Constraint (3.24) ensures

that each `active' lightpath is assigned to only one �bre.
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Continuity of Logical Link Constraint

X

j 2K l

� i
j;w;l � jK l j� i

w;l 8l 2 L ; i 2 f 1; : : : ; � g; w 2 W (3.25)

Constraint (3.25) forces a logical link to be established if it contains at least

one `active' lightpath. An upper bound on the maximum number of physical

links that logical link l can traverse is given byjK l j. Therefore, (3.25) forces

� i
w;l to one if � i

j;w;l is one for anyj 2 K l .

In the remaining part of this chapter, we develop and demonstrate nu-

merically a new approach to solve intractable instances of this MILP. The

new approach is a generalisation of the solution space reduction technique

employed in [98, 133]. We present the new approach in the form of a frame-

work for solving both the stand-alone LTD problem or the combined LTD

and RWA problem.

The framework involves reducing the solution space of the MILPto allow

for a tradeo� between computation time and solution quality. Reduction is

achieved by excluding certain subsets from the solution space. Each subset

is identi�ed with a distinct feature that solutions of the LTD p roblem may

exhibit. Based on the maximum amount of computation time permitted, the

framework pinpoints subsets of the solution space that require exclusion. Ex-

cluding these subsets ensures that a higher quality solution is determinable

within a constrained computation time in comparison to exploring the entire

solution space. We demonstrate that the ability to prune only certain un-

desirable features from the solution space may provide better solutions than

the technique developed in [98, 133].

3.3 Solution Space Reduction

The MILP formulated in Section 3.2 can be solved using one of many commer-

cially available software packages. However, obtaining an optimal solution

for a problem instance of practical size may require months of computation
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time. This is because any MILP belongs to a larger class of problems called

NP-hard and there is no known e�cient algorithm that can solve an arbitrary

NP-hard problem [68].

Heuristics and meta-heuristics are typically employed to generate approx-

imate solutions for intractable instances of a MILP. Some examples of popular

heuristics developed for the LTD problem and the RWA problem have already

been discussed in Section 3.1. In particular, various forms of integer round-

ing have been used for the LTD problem, while existing heuristics for the

wavelength colouring problem have been tailored to suit the RWA problem.

Meta-heuristics such as terminating the branch and bound algorithm after

a small number of iterations have been shown [8] to yield solutions within

0.1% of the lower bound provided by the LP relaxation. Genetic algorithms,

simulated annealing and tabu searches have also been applied [32, 107] to

the LTD problem with some success.

Unlike existing heuristic approaches, we develop a solution spacereduc-

tion technique that allows designs to be tailored to exclude certain undesir-

able features. A cyclic route is an example of one such undesirable feature

in which tra�c traverses the same physical link multiple times enroute to

its destination. Although a design comprising cyclic routes mayminimise

a global optimisation criterion such as congestion, from an engineering per-

spective, cyclic routes may be considered a bad design choice and may even

violate restrictions imposed by network routing protocols. Inparticular,

routing tra�c back and forth over the same physical link seems absurd from

an engineering perspective. A more practical design, albeit suboptimal with

respect to the optimisation criterion considered, may be possible by disal-

lowing cyclic routes. Optimal solutions comprising cyclic routes are possible

for the MILP formulated in Section 3.2 and in [92, 141].

We identify three features of the solution space that are pruned away

to reduce the computation time required to obtain a solution and to avert

possibly `bad' engineering designs such as those comprising cyclic routes.
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Feature 1: Cyclic Routes

A route for a source and destination pair consists of a contiguoussequence

of logical links. We call any such route cyclic if it uses more than one input

port or more than one output port on any particular OXC. In simple terms,

a cyclic route is a route for which tra�c must traverse the same physical link

more than once enroute to its destination.

For example, in Fig. 3.1, tra�c from node 1 to node 3 is o�ered two

possible routes. The route consisting of the single logical link 1! 2 ! 3

is non-cyclic. However, the alternative route consisting of the sequence of

contiguous logical links 1! 2 and 2! 1 ! 3 is cyclic because it uses two

output ports on the OXC at node 1. The cyclic route is wasteful because

tra�c travels back and forth between node 1 and 2; hence the name cyclic.

Pruning cyclic routes from the solution space ensures better designs and

reduces the time required to solve the MILP to optimality.

2


1
 3


Figure 3.1: Example of a cyclic and non-cyclic route; each edge represents a
logical link

For large instances of the combined design problem, excludingcyclic

routes from the search space may not be su�cient to ensure a reasonable

computation time. In such instances, we prune away further features from

the solution space by excluding additional routes. In particular, we include

only the routes for each source and destination pair that consistof the short-

est logical links. If the solution space is still too large, we achieve even further

reduction by considering only the shortest routes between eachsource and

destination pair.
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Feature 2: Shortest Logical Links

A logical link from node m to node n, wherem; n 2 Vl , is called a shortest

logical link if there are no other logical links inL from node m to node n

that traverse fewer physical links. There may be multiple shortest logical

links from nodem to noden. The solution space is reduced by replacing the

set of all conceivable logical linksL with the set of all shortest logical links.

The number of physical links traversed by a logical link gives areason-

able indication of its propagation delay. Therefore, allowing only shortest

logical links ensures propagation delay is kept to a minimum,which is a de-

sirable property for wavelength-routed networks of large diameter in which

propagation delay may dominate over queueing delays.

Feature 3: Shortest Routes

The set of shortest routes for a source and destination pair consist of all

routes that traverse the least number of physical links from thesource to

the destination. The solution space is reduced by replacing theset of all

conceivable routesPm for source and destination pairm 2 M with the

set of all shortest routes. Including thek-shortest routes for each source and

destination pair is a variation that re�nes the granularity at which the search

space can be pruned.

Hop-Limits

We de�ne the logical hop-length of a route as the total numberof logical

links it traverses, while the physical hop-length of a logical link is de�ned as

the total number of physical links it traverses. Finer control over the size of

the solution space is possible through imposing either a physical or logical

hop-limit.

3.3.1 The Framework

In this subsection, we develop a framework based on pruning the solution

space to approximately solve the MILP formulated in Section 3.2 within
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a constrained amount of computation time. The framework prescribes an

appropriate feature to prune from the solution space based on the following

three criteria:

1) Solution space dimensionality (SSD) of the MILP;

2) Maximum amount of computation time permitted; and

3) Desirable features the solution should exhibit.

The total number of enumerated routes, given byj[ m2M Pm j, is used to

approximate the SSD of the MILP. The MILP is considered solvable if the

number of routes enumerated is below a certain threshold. This threshold is

chosen depending on the maximum amount of computation time permitted.

Our experience with the MILP formulated in Section 3.2 indicates that for

a given problem instance, the computation time required is roughly propor-

tional to the number of enumerated routes, though a precise relation between

these two quantities is unlikely to exist.

The number of enumerated routes is reduced by pruning a feature from

the solution space. In particular, pruning Feature 1 reduces the solution

space by the least, thus emphasising solution quality. In contrast, pruning

Feature 3 reduces the solution space by the most, thus emphasisinga rapid

computation time. Pruning Feature 2 provides a tradeo� between solution

quality and computation time, while even �ner control of this tradeo� is

possible by imposing a physical or logical hop-limit. Fig. 3.2 depicts the

partitioning of the solution space into three features.

Shortest Route

sss


Shortest Routes


Shortest Logical Links


No Cyclic Routes


No SSD Reduction


Figure 3.2: Partitioning of the solution space according to three features

As depicted in Fig. 3.2, a solution space that is limited to shortest logical

links cannot include any cyclic routes. Furthermore, a solution space that



3.4. ILLUSTRATIVE EXAMPLE 69

is limited to shortest routes cannot include either non-shortest logical links

or cyclic routes. Therefore, pruning the non-shortest logicallinks from a

solution space also excludes cyclic routes, while pruning the non-shortest

routes excludes both non-shortest logical links and cyclic routes.

The framework comprises the following three steps:

Step 1) Prune from the solution space any solutions that are identi�ed with

undesirable features.

Step 2) Approximate the SSD via the number of enumerated routes, givenby

j[ m2M Pm j, and determine if the MILP is solvable. Solve the MILP if

the number of routes enumerated is below the threshold correspond-

ing to the maximum amount of time available to compute a solution,

otherwise proceed to Step 3.

Step 3) In the following order, sequentially prune a feature from thesolution

space:

(a) Cyclic routes;

(b) Non-shortest logical links; and

(c) Non-shortest routes.

Impose a logical or physical hop-limit to gain �ner control of the trade-

o� between solution quality and computation time. Repeat Step 2.

In the next section, we compare the minimum level of network congestion

achievable in a small network by applying the SSD reduction techniques

discussed in this section. We also compute the congestion achievable when

the MILP is solved exactly.

3.4 Illustrative Example

To numerically demonstrate our framework and quantify its performance,

in this section, we determine the congestion in a small network after the

features de�ned in Section 3.3 are sequentially pruned from the solution
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space of the MILP formulated in Section 3.2. To provide a benchmark to

gauge the increase in congestion owing to the exclusion of certain features,

we also solve the MILP to optimality over the entire solution space.

The MILP formulated in Section 3.2 is considered for the four node phys-

ical topology shown in Fig. 3.3. Each directed edge in Fig. 3.3represents a

physical link.

2


1


3


4


Figure 3.3: Four node physical topology; each edge representsa physical link

We consider the randomly generated tra�c demand matrix shown in Ta-

ble 3.2. Element (i; j ) equals the tra�c demand for the source and destination

pair from node i to node j .

Table 3.2: Tra�c demand matrix
0 0.4565 0.9218 0.4103

0.2311 0 0.7382 0.8936
0.6068 0.8214 0 0.0579
0.4860 0.4447 0.4057 0

Con�guring the MILP involves enumerating the set of conceivable logical

links L . There is a total of 24 conceivable logical links for the fournode

physical topology shown in Fig. 3.3. The set of conceivable routes Pm

is then constructed by enumerating every possible sequence of contiguous

logical links that de�ne a route between each source and destination pair

m 2 M .

Pruning certain features from the solution space amounts to excluding

select subsets of routes from the set of all conceivable routes. Table 3.3 quan-

ti�es the total number of routes enumerated when routes thatdo not satisfy

certain features are pruned from the solution space. Assuming that com-

putation time is roughly proportional to the number of enumerated routes,
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Table 3.3 shows that we can achieve four di�erent tradeo�s between solution

quality and computation time.

Table 3.3: Total number of enumerated routesj [ m2M Pm j
No SSD No Cyclic Shortest Shortest

Reduction Routes Logical Links Routes
312 56 48 24

For simplicity, we limit each physical link to one �bre, that is jFj = 1.

We also setC = 1 , which is equivalent to relaxing the wavelength capacity

constraint (3.16).

Table 3.4 shows the congestion obtainable when certain features are pruned

from the solution space. The MILP can be solved to optimality over the en-

tire solution space because the number of conceivable routes is312, which

is several orders of magnitude smaller than a network of realistic size. The

congestion obtainable is shown for di�erent constraints on themaximum

nodal degree of the logical topology, denoted with �, and thenumber of

wavelengths comprising a �bre, denoted withjWj .

Table 3.4: Congestion (arbitrary units) obtained when routesnot satisfy-
ing certain features are pruned from the solution space; four node physical
topology

No SSD No Cyclic Shortest Shortest
� jWj Reduction Routes Logical Links Routes
1 1 3.2529 3.4783 3.4783 Infeasible
2 1 1.4820 1.4820 1.4820 1.4820
2 2 1.1144 1.1247 1.1247 1.4820
3 1 1.4820 1.4820 1.4820 1.4820
3 2 0.7410 0.7410 0.7410 0.8214
3 3 0.6957 0.6957 0.6957 0.8214
4 1 1.4820 1.4820 1.4820 1.4820
4 2 0.7410 0.7410 0.7410 0.8214
4 3 0.5164 0.5164 0.5164 0.8214
4 4 0.5164 0.5164 0.5164 0.8214

Excluding cyclic routes from the solution space increases congestion by no

more than 7% for the combinations considered in Table 3.4, while excluding
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non-shortest routes increases congestion by no more than 36%. Excluding

non-shortest logical links does not increase congestion any further than that

obtained with a solution space excluding only cyclic routes, but reduces the

number of enumerated routes by 14%. For the case of � = 1 andjWj = 1,

the MILP is infeasible if the solution space is limited to shortestroutes.

3.5 Larger Example

In Section 3.4, we solved the MILP formulated in Section 3.2 when select

subsets of routes satisfying certain features were excluded from a relatively

small solution space. However, we did not explicitly quantify the amount

of computation time required. Instead, we simply used the totalnumber of

enumerated routes as a surrogate for computation time.

In this section, we demonstrate the performance of our framework for a

larger physical network topology de�ned by the NSFNET, which was also

used in [92]. Furthermore, we explicitly impose a limit on the maximum

permitted computation time. For simplicity, we use our framework to reduce

the solution space of the LTD problem in isolation.

The input parameters for the LTD MILP are chosen as follows. We

randomly generate a tra�c demand matrix from a uniform distribution on

[0; 1]. The maximum degree of the logical topology is �xed at six. Aphysical

hop-limit of two and a logical hop-limit of three are imposed.It follows that

each route cannot traverse more than six physical links.

The CPLEX optimisation package is used to compute the best feasible so-

lution in a limited amount of computation time, which is quanti�ed by CPU

time. Table 3.5 shows the congestion obtainable within a constrained com-

putation time when di�erent features are excluded from the solution space.

Each entry in Table 3.5 is obtained by terminating the branchand bound

algorithm inherent to CPLEX after the maximum amount of computation

time is exceeded and then �nding the solution corresponding tothe best fea-

sible node of the branch and bound tree. It is likely that this will not be the

optimal solution to the MILP. A feasible solution was not computed in the

speci�ed amount of computation time for entries marked with an asterisk.
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Table 3.5: Congestion (arbitrary units) obtained when routesnot satisfying
certain features are pruned from the solution space; physical topology given
by NSFNET

Time Limit No Cyclic Shortest Shortest
(s) Routes Logical Links Routes

j[ m2M Pm j 3888 2622 536
60 * * 2.2169
300 * 3.1367 2.2023
1800 3.0343 2.8949 2.2023
3600 3.0343 2.2659 2.2023
9000 2.2659 2.1739 2.2023
10800 1.9073 2.1739 2.2023
36000 1.8659 2.0747 2.2023

Table 3.5 shows that for a maximum permitted computation timeof

3600s, our framework prescribes a solution space comprising onlyshortest

routes. If the computation time is increased to 9000s, our framework pre-

scribes to allow non-shortest routes but to prune all non-shortest logical links

from the solution space, which results in congestion decreasing from 2.2023 to

2.1739. Finally, if the computation time is further increased to 10800s, non-

shortest logical links should remain in the solution space, but cyclic routes

should be excluded, which results in congestion decreasing from2.2023 to

1.9073 for 10800s and 1.8659 for 36000s.

Comparable approaches for reducing the solution space presented in [98]

exclude all non-shortest routes from the solution space, irrespective of the

permitted computation time. With the ability to exclude a range of di�erent

features, we can tailor the solution space to match the permitted computa-

tion time. In this way, compared to the approach in [98], we can improve

congestion by about 15% for a computation time of 36000s.

Our framework has been applied to other instances of the LTD problem

in isolation and the combined LTD and RWA problem in [187, 188].
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3.6 Chapter Summary

Traditionally, the design of wavelength-routed networks has been divided

into the LTD and RWA subproblems. The LTD problem involves deter-

mining an optimal topology to interconnect a network of IP routers, ATM

switches or SONET multiplexers, while the RWA problem involvesrouting

a logical topology over the underlying physical �bre topology and assigning

wavelengths to each lightpath comprising the logical topology. We saw that

both the LTD and RWA problem can be formulated as a MILP and gave

examples of heuristics that have been developed to solve problem instances

of realistic size within a reasonable amount of computation time.

The drawback of solving the LTD and RWA problems independently is

that the enforcement of a global optimisation criterion may not be possible.

In particular, the optimality of the LTD problem can be detrimental to the

optimality of the RWA problem. For example, although a certain logical

topology design may minimise congestion, performing RWA for that topology

may require substantially more wavelengths than another logical topology

design for which congestion is marginally greater.

In this chapter, we formulated the combined LTD and RWA problem

as a MILP. Our formulation overcame drawbacks inherent to several other

integer program formulations of the combined LTD and RWA problem. In

particular, we provided a completely linear formulation, we did not determine

a wavelength assignment for logical links a priori and we permitted a link to

comprise multiple �bres.

To solve the MILP we formulated for problem instances of realistic size,

we developed and numerically demonstrated an approach based on pruning

certain solutions from the solution space that are identi�ed with possibly

undesirable features. Cyclic routes were an example of one suchfeature in

which tra�c is routed back and forth over the same physical link. Excluding

cyclic routes from the solution space reduces the computationtime required

to solve the MILP and averts designs that may be considered bad from an

engineering perspective.

We described a framework that prescribes which features shouldbe pruned
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from the solution space given the maximum permitted computation time.

With the ability to exclude a range of features from the solution space, our

framework was shown to o�er several di�erent tradeo�s betweensolution

quality and computation time.

Finally, in this chapter, we assumed that the bandwidth demanded by

each source and destination pair remained �xed over time. In practice how-

ever, the tra�c demand matrix may vary over a daily or hourly t imescale.

Therefore, a logical topology may require regular recon�guration to adapt to

a changing tra�c demand. Recon�guration should be performedwith the

least possible disruption to lightpaths comprising the existing logical topol-

ogy. This is a challenge that has been addressed in [8, 100, 151].
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Chapter 4

Performance Modelling of

Optical Burst Switching

Optical burst switching (OBS) [7, 12, 26, 80, 135, 136, 137, 165] has con-

tinued to gain substantial momentum in recent years. Those that have

climbed aboard the OBS bandwagon claim that OBS strikes a balance be-

tween the wavelength-routed networks considered in Chapter3 and optical

packet switching, in that it o�ers a switching granularity far �ner than the

former, without the need for optical RAM, which is a must for thelatter.

Given that optical RAM is not a present-day o�-the-shelf technology, OBS

has been portended as a stepping stone to an era in which opticalpacket

switching is a reality.

We discussed in Chapter 1 that OBS has evolved into an umbrella term

that encompasses a range of approaches to all-optical switching. We saw that

as a rule of thumb, any approach to all-optical switching in which blocking

is possible at an intermediate node falls under the classi�cation of OBS. We

also saw that a blocked burst plunders the bandwidth that was reserved for

it at each of the preceding nodes of its route. This plunderedbandwidth

could have been utilised by other bursts. Contention resolutionis therefore

a critical subject in the design of OBS networks.

Contention occurs when a header seeks to reserve a wavelength channel

for a period that overlaps an existing reservation. The burst corresponding

77
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to this header is called the contending burst. The traditional solution to the

contention problem is to bu�er a contending burst for a variable amount of

time until a suitable wavelength in the desired outgoing link is free for an

unbroken period spanning the contending burst's transmission time. How-

ever, bu�ering with electronic RAM defeats the all-optical nature of OBS,

while optical RAM is a technology that is con�ned to research laboratories.

Alternative strategies for resolving contention were therefore sought.

Of these, the four most popular strategies that have been considered are

de
ection routing [11, 25, 71, 103, 170], wavelength conversion [145], burst

segmentation [41, 146, 167] and �bre delay lines [179]. Apart from burst

segmentation, all these strategies have been compared in [182]. De
ection

routing had already been proposed for electronic packet-switched networks,

therefore it was only natural to translate the concept to OBS.A contending

burst is switched to an outgoing link other than its preferred outgoing link

in which the required wavelength is free for an unbroken period spanning the

contending burst's transmission time. The alternative outgoing link forms

the �rst hop of a de
ection route leading to the contending burst's destina-

tion. De
ection routing in OBS su�ers from the same problems asde
ection

routing in electronic packet-switched networks. In particular, increased delay

due to bursts traversing longer routes, packets arriving out ofsequence and

positive feedback that results when a de
ected burst triggers the de
ection

of several other bursts. We will develop techniques to combat the last of

these problems in Chapter 5.

Wavelength conversion was another concept that had been proposed well

before the dawn of OBS in the context of wavelength-routed networks. It

had also been proposed to enhance optical packet switching. See[185] for

examples. The concept easily translates to OBS. Wavelength conversion

provides the functionality to switch a contending burst to anywavelength in

its desired outgoing link, whereas without this functionality a wavelength is

constrained to the same wavelength upon which it arrives. This is called the

wavelength continuity constraint.

Burst segmentation is a strategy for resolving contention that has been

tailored to suit OBS. It does not apply to optical packet switching. The
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reservation period sought by a contending burst may overlap only a certain

portion of an existing reservation period. In this case, the burst can be

divided into two smaller bursts. One of the smaller bursts contains all the

packets of the parent burst that do not overlap the existing reservation. This

smaller burst proceeds to traverse the same route as its parent. The other

smaller burst containing all the packets that do overlap is blocked. Therefore,

burst segmentation allows some packets to be salvaged from a burstthat

would otherwise be blocked in its entirety.

Fibre delay lines can be used to delay a contending burst for a �xed

amount of time until the required wavelength in the desired outgoing link

is free for an unbroken period spanning the contending burst'sreservation

period. This is also a concept that has been translated to OBS from op-

tical packet switching. The �bre delay line architectures for optical packet

switching discussed in Chapter 1 apply equally to OBS.

Multi-pronged approaches to contention resolution have alsobeen pro-

posed. They use di�erent combinations of the four basic strategies described

above. For example, in [71], �bre delay lines have been proposed for use

in conjunction with de
ection routing to increase the separation between a

de
ected burst and its header. In particular, the residual o�set period of a

de
ected burst can be prolonged with a �bre delay line to overcome the ad-

ditional per-node processing delays incurred in traversing a de
ection route

that comprises more hops than the original route. And in [166],de
ection

routing is used in conjunction with burst segmentation. Insteadof blocking

the segment of the parent burst that overlaps an existing reservation period,

an attempt is made to de
ect this segment to an alternative outgoing link.

Regardless of the strategy, some contention scenarios cannot beresolved

and there is no choice but to block the contending burst, or in the case of

burst segmentation, block the o�ending packets comprising thecontending

burst. The responsibility of retransmitting a blocked burst is relegated to

a higher layer of the protocol stack. Therefore, the proportion of bursts

that are blocked in the long run is a crucial measure for gauging the perfor-

mance of strategies for resolving contention. This measure is called blocking

probability. For burst segmentation, blocking probability is de�ned as the
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proportion of packets that are blocked in the long run.

This chapter develops and analyses a performance model for OBS net-

works in which wavelength conversion is the primary strategy employed to

resolve contention. Blocking probability is the performance measure that is

of most concern. Corresponding models for de
ection routing are developed

and analysed in Chapter 5, while performance models for burst segmentation

and multi-pronged approaches to contention resolution havebeen developed

and analysed in [41, 125, 146] and [182], respectively.

We begin this chapter by elaborating the basics of OBS discussed in

Chapter 1 and reviewing the use of Erlang's �xed-point approximation as

an approach to estimate end-to-end blocking probabilities in an OBS net-

work. The focus of this chapter then turns to developing and analysing a

performance model for OBS networks in which the conversion ofan ingoing

wavelength is restricted to a limited range of neighbouring wavelengths in

the WDM spectrum that reside above or below. This is called limited wave-

length conversion. Due to ine�ciencies of some techniques usedto realise

optical wavelength converters, the conversion range is constrained to ensure

a satisfactory signal-to-noise ratio is maintained.

The analysis of the performance model we develop is approximative and

underpinned by Erlang's �xed point approximation. One of the key assump-

tions we invoke is that links are statistically independent. This assumption

allows each link to be analysed as a stand-alone entity. A set of �xed-point

equations are written to characterise the behaviour of each stand-alone link.

In writing these equations, we assume bursts arrive at each link according

to a Poisson process and the residual o�set period is constant. The rami�-

cations and validity of these and other more minor assumptions we invoke

are discussed. We propose to solve the set of �xed-point equations for each

stand-alone link using an iterative approach. This yields an estimate of the

probability that a burst is blocked at a particular link in much the same way

as the Erlang B formula is used to estimate the probability thata call is

blocked at a particular trunk group in the conventional Erlang's �xed-point

approximation. Let bi denote the estimate of blocking probability for linki .

The end-to-end blocking probability for a source and destination that tra-
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verses a route comprising of the links labelled 1; 2; : : : ; N is then estimated

as 1� (1 � b1)(1 � b2) � � � (1 � bN ). This also relies on the assumption that

links are statistically independent.

The complexity of our approximation is dominated by the wavelength

conversion range and is independent of the number of wavelengths per link

under certain symmetry conditions. We use computer simulation to gauge

the error attributable to each of the assumptions we invoke in analysing the

performance model. Furthermore, we use our approximation todemonstrate

numerically that introducing even the most limited form of wavelength con-

version may reduce end-to-end blocking probabilities by several orders of

magnitude.

To end this chapter, we develop and analyse a model of a stand-alone

link in which a pool of limited range wavelength converters is shared be-

tween all wavelengths comprising the link. This is called shared wavelength

conversion and is intended to minimise the number of wavelengths converters

required to achieve a prescribed blocking probability. We discussed shared

wavelength conversion in Chapter 1. We consider a generalisation of existing

models in that we allow any subset of the shared converters to be dynami-

cally concatenated to yield a wider conversion range for a burst that would

otherwise be blocked because all unused wavelengths in its desired output

�bre lie outside the range of a single converter. The model we develop and

analyse can be used to estimate link blocking probabilities forErlang's �xed

point approximation.

4.1 OBS in a Nutshell

OBS is an optical analogue of the various one-way unacknowledged switching

techniques developed for ATM in the early nineties, which include tell-and-

go [29, 172] and fast reservation protocol with immediate transmission [154].

Several notable papers [73, 135, 136, 137, 164, 186] served topopularise OBS

by translating the ATM concepts of tell-and-go and fast reservation with

immediate transmission to the optical domain. It would be unfair to claim

that these papersonly served to translate ATM concepts. They also re�ned
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the basic tell-and-go concept to ensure it suited the limitations of optical

communications. For example, separating a header from its corresponding

burst with an o�set period [186] is a feature that is unique to OBS and is

used to avert the need to bu�er bursts at intermediate nodes while their

headers are processed. This is an important feature due to the unavailability

of optical RAM. Another example is the concept of delayed reservation [135].

Delayed reservation ensures a wavelength is not unnecessarily tied-up during

the period beginning from the time the switch is recon�gured and ending at

the time the burst arrives.

We saw in Chapter 1 that the basic most transmission unit of OBS is a

burst. A burst is a group of packets sharing a common destination that have

been grouped together at a common source. The design issue of how many

packets should comprise a burst and whether a burst should be considered

formed once a certain number of packets have been grouped or once the

�rst arriving packet exceeds a certain age are addressed in Chapter 8. The

former is called threshold-based burst assembly, while the latter is called

timer-based. In this chapter and in Chapter 5, we view the burstassembly

process as a black-box. In particular, we simply assume each source generates

bursts according to a Poisson process.

Associated with each burst is a header. With most forms of OBS, a source

generates a header as soon as a burst is formed. A header precedes its burst

at all times and a burst always traverses the same sequence of intermediate

nodes enroute to its destination as did its header. At each intermediate node,

a header is processed electronically at the IP layer and then forwarded to the

next intermediate node via an out-of-band wavelength.

We discussed in Chapter 1 that processing a header involves reserving a

wavelength channel for the soon to arrive burst and recon�guring the switch

accordingly. The switch can be recon�gured either immediately after the

header is processed or recon�guration can be delayed until justbefore the

burst is expected to arrive. The latter is called delayed reservation [135] and

may o�er better performance than the former because a wavelength is not

unnecessarily tied-up during the period beginning from the time the switch is

recon�gured and ending at the time the burst arrives. This period is referred
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to as the residual o�set period.

The base o�set period and the residual o�set period feature prominently

in the discussion that follows. Before proceeding, it will therefore be useful

to recap the signi�cance of these o�set periods. In Chapter 1, we saw the

processing of a header at each intermediate node is not instantaneous. It

requires O/E and E/O conversion of the header, reading a destination and

other �elds such as QoS requirements from the header, searching a look-

up table to determine the required outgoing link and runninga scheduling

algorithm to determine a reservation period. Therefore, a header is delayed

at each intermediate node for a �xed amount of time to allow these processes

to take place. To accommodate for this per node processing delay, a burst

is preceded in time by its header to ensure it cannot reach an intermediate

node at which its header has yet sought to reserve a wavelength channel.

Separation of a burst and its header is achieved by delaying a burst at

its edge bu�er for an o�set period that is equal to the sum of per node

processing delays its header incurs. This is called the base o�setperiod.

Separation is maximum at an edge bu�er and decreases incrementally by

one per node processing delay at each subsequent intermediate node. The

remaining portion of the base o�set period at a particular intermediate node

is called the residual o�set period. Fig. 1.6, shown in Chapter 1, illustrates

the di�erence between the base o�set period and the residual o�set period.

After a wavelength has transmitted a burst, the wavelength can either

be immediately released for use by another burst or a trailer packet can

be sent from the source to explicitly release the wavelength. The former is

called immediate release, while the latter is called delayedrelease. Delayed

release unnecessarily ties-up a wavelength during the period beginning from

the time the burst completes transmission and ending at the time the trailer

packet arrives and releases the wavelength. The advantage ofdelayed re-

lease is that a header need not inform each intermediate node of the length

of its corresponding burst. For a timer-based assembly policy, the length

of a burst is not known until the burst is fully formed. Therefore, it may

be possible to send a header before its burst is fully formed, thereby reduc-

ing pre-transmission delays. However, this limits the choice of scheduling
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Table 4.1: Four possible forms of OBS
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(b) JIT: immediate reservation and delayed
release

Figure 4.1: The JET and JIT forms of OBS

algorithms to those that only require knowledge of the start time of each

reservation period but not the end time.

In contrast, immediate release requires a header to inform each interme-

diate node of the length of its corresponding burst, otherwise an intermediate

node would not know when to release a reserved wavelength. An intermedi-

ate node does not have the ability release a wavelength of its own volition

based on whether or not the wavelength is transmitting a burst.

Depending on whether or not wavelengths are reserved and/or released

immediately, four possible forms of OBS have been discussed [12],as shown

in Table 4.1. Of these: delayed reservation and immediate release, commonly

referred to as just-enough-time (JET) [135, 186]; immediatereservation with

delayed release, commonly referred to as just-in-time (JIT) [7, 171]; and im-

mediate reservation with immediate release, commonly referred to as horizon

[164], are the most studied combinations. The di�erence between JET and

JIT is shown in Fig. 4.1.

The term horizon refers to the end time of the reservation period on each

wavelength after which there have been no further reservations issued. The

horizon of each wavelength indicates the earliest feasible start time for a



4.1. OBS IN A NUTSHELL 85

new reservation. An earlier start time would overlap an existingreservation

period. The advantage of horizon is that a scheduling algorithm must only

keep track of the horizon of each wavelength. In particular,as soon as a

header is processed, the required wavelength is immediately reserved as long

as the horizon of the required wavelength has already passed. The end time

of the new reservation period becomes the new horizon. The downside of

horizon is that a wavelength is unnecessarily tied-up from thetime the switch

is recon�gured and the reservation begins until the time the burst actually

arrives.

JIT is essentially the same as horizon except that JIT uses a trailer packet

to explicitly release wavelengths. This allows for simpler implementation

because a header need not inform each intermediate node of thelength of

its corresponding burst. And in some cases, this may also allow a header

to be sent before its burst is fully formed, thereby reducing pre-transmission

delays.

In contrast, JET employs delayed reservation and is thereforefundamen-

tally di�erent from its counterparts in horizon and JIT. Wit h delayed reser-

vation, reservation periods are `pre-booked' at each intermediate node. The

residual o�set period indicates how far into the future the start time of a

reservation should be booked. Recall that for a particular intermediate node,

the residual o�set period is the period beginning from the timethe header is

processed and ending at the time its burst actually arrives. Withimmediate

reservation, the residual o�set period is unnecessarily tied-upfor the sake of

scheduling algorithm simplicity.

With delayed reservation however, it is possible for a burst to utilise the

unused window that spans the residual o�set period. In other words, a new

reservation period can be scheduled to lie in the so-called voidbetween two

existing reservation periods, thereby improving utilisation.The downside of

this is that computationally intensive scheduling algorithms are required that

must keep track of the start and end time of all existing reservation periods.

These algorithms are called void-�lling algorithms and havebeen discussed

in [77, 181].

It has recently been recognised in [9] that the full bene�t of delayed reser-
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vation without the burden of void-�lling is possible. In particular, if it were

possible to maintain a constant residual o�set period at each intermediate

node, an optimal scheduling algorithm would only have to maintain a hori-

zon for each wavelength. It would not be required to perform void-�lling.

It has been proven in [9] that void-�lling is unnecessary for constant resid-

ual o�set periods. Furthermore, a form of OBS called dual-header OBS has

been proposed in [9] that allows for constant residual o�set periods at each

intermediate node.

The problem with dual-header OBS is that it introduces a side-e�ect

known as phantom bursts that may be detrimental to utilisation. To max-

imise utilisation, what is ideally sought is a form of OBS employing delayed

reservation in conjunction with immediate release that maintains constant

residual o�set periods without introducing any detrimental side-e�ects.

In summary, delayed reservation in conjunction with immediate release

o�ers the best utilisation. Traditionally, this combination has been referred

to as JET. The disadvantage of JET is that it requires complicated void-

�lling algorithms to make full use of the bene�t o�ered by delayed reservation.

Furthermore, there is no known optimal void-�lling algorithm that maximises

the utilisation o�ered by delayed reservation. Recently, it was recognised

that the full bene�t of delayed reservation can be achieved with the simplest

possible horizon scheduling algorithm. This is only possible if the residual

o�set period at each intermediate node does not vary from burstto burst.

If it were in fact possible to maintain a constant residual o�set period, the

achievable utilisation with a simple horizon scheduling algorithm would be

unrivalled1 by the utilisation achievable with the most complicated of void-

�lling algorithms. Finally, although JET o�ers the best utili sation, horizon

or JIT may be desirable if a simple implementation is more important than

achieving the highest possible utilisation.

In this chapter and throughout this thesis, we assume residual o�set pe-

riods remain constant from burst to burst. We invoke this assumption to

avoid confronting the unsolved problem of computing the blocking proba-

bilities for an M=M=K=K queue in which customers pre-book their service

1It has been proved in [9] that it would in fact be an upper bound.
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period in advance of their arrival. For this type ofM=M=K=K queue, the

blocking probability perceived by a customer depends on how far in advance

they seek to book their service period.

For the case of variable residual o�set periods, if it is assumed bursts

arrive as a Poisson process and their transmission times are independent and

exponentially distributed, anM=M=K=K queue in which customers pre-book

their service period in advance of their arrival is a suitable model for a stand-

alone link. According to this model, each customer correspondsto a burst

and each service period to a burst's transmission time.

For the case of constant residual o�set periods, the usualM=M=K=K

queue for which the Erlang B formula can be used to compute the blocking

probability is a suitable model for a stand-alone link. There is no known ana-

logue of the Erlang B formula for anM=M=K=K queue in which customers

pre-book their service period in advance of their arrival.

In assuming that residual o�set periods remain constant from burstto

burst, the performance models developed in this thesis are usually optimistic

in the context of the conventional forms of OBS such as JET, in which

residual o�set periods vary. The question of how optimistic has been quan-

titatively answered in [9], where it was shown numerically that the average

blocking probability achievable with JET operating in conjunction with a

typical void-�lling algorithm is only marginally higher compared to the case

of constant residual o�set periods. However, greater variation is expected

if blocking probability is considered at the level of the end-to-end blocking

probability for a particular source and destination pair, rather than the av-

erage blocking probability over all source and destination pairs.

Another disadvantage of residual o�set periods that vary from burst to

burst is that they enforce an implicit priority regime between bursts that

compete for a common wavelength. This results in unfairness because bursts

with a longer residual o�set have greater success in securing a reservation

period. In simple terms, the further in advance a reservation period is sought,

the greater the probability that the reservation period is granted. It has been

proved in [10, 147] that assuming the time required to transmit aburst is

constant, sayT, a burst class with a residual o�set period that exceeds the
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residual o�set period of all other burst classes by at leastT is implicitly

given strict priority. Maintaining constant residual o�set periods averts this

unfairness problem.

The many other issues surrounding OBS have been discussed in [7, 12,

26, 80, 135, 136, 137, 165] and references therein, including the design and

implementation of void-�lling algorithms, mechanisms for QoS support, com-

mercial and regulatory issues, services and applications as well as experiments

and testbeds. Although of substantial importance, these issues do not have

a direct bearing to the performance models developed in thisthesis and have

therefore not been discussed at any depth.

4.2 Erlang's Fixed-Point Approximation

The rise of OBS has motivated the development of new teletra�cmodels

and witnessed a resurgence of old ones. Performance models geared towards

quantifying blocking probability have been of predominantinterest. For a

stand-alone linkl consisting ofN wavelength channels, the well-known Erlang

formula

EN (a) =
aN =N!

1 + a + a2=2! + � � � + aN =N!
; (4.1)

has been shown [147] to provide a reasonable approximation of blocking prob-

ability in many scenarios, wherea is the mean number of bursts that arrive

during an average burst's transmission time. In using (4.1), it istacitly

assumed that:

A.4.1) Reservation requests arrive according to a Poisson process;

A.4.2) Full wavelength conversion is available;

A.4.3) All bursts and their associated headers are separated by a constant

residual o�set period; and,

A.4.4) A scheduler is able to process all requests without fail.
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Assumption A.4.1 is usually valid if the number of edge bu�ers feeding l

is large relative to N . Otherwise, if the number of edge bu�ers feedingl is

of the same order asN , an Engset-like model with an enlarged state-space

accommodating for so-called `frozen' states is necessary and was proposed in

[41, 199]. In Chapter 9, we review and generalise this Engset-like model to

the case of optical hybrid switching.

Without wavelength conversion, (4.1) is used asEF (a=F), whereF is the

number of �bres comprising l. Hence, each �bre consists ofN wavelength

channels. In the case of limited range wavelength conversion,

E2d+1

�
a(2d + 1)

N

�

may provide a crude approximation ifF = 1, whered is the maximum conver-

sion radius. The purpose of this chapter is to develop re�ned approximations

for the case of limited wavelength conversion.

Assumption A.4.3 was discussed at length in the previous section. Re-

laxing A.4.3 has proved to be a challenge but is critical if routes traversingl

di�er substantially in hop count. In this case, the residual o�setperiod may

vary substantially from burst to burst. The greater the residual o�set period,

the greater the probability that a reservation can be secured.The fact that

the blocking probability perceived by a burst decreases with an increase in

its residual o�set period is not re
ected in (4.1). Approximate models in

which A.4.3 is relaxed to an extent were proposed in [111] and revamped in

the context of OBS in [81]. Some promising work aimed at relaxing A.4.3

has recently been presented in [10, 162]. However, this remains an unsolved

problem.

Assumption A.4.4 is considered in Section 8.7 of Chapter 8. In thischap-

ter, we uphold assumptions A.4.1, A.4.3 and A.4.4, and focus on relaxing

A.4.2 to develop an analogue of (4.1) for the case of limited wavelength con-

version. This provides an approximation for the probabilitythat a burst is

blocked at a stand-alone link. To estimate end-to-end blocking probabilities

in an OBS network with limited wavelength conversion, we generalise Er-

lang's �xed-point approximation for OBS by replacing the Erlang B formula
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with our new approximation for a stand-alone link.

The purpose of this section is to review the use of Erlang's �xed-point

approximation as an approach to estimate end-to-end blocking probabilities

in an OBS network.

Erlang's �xed-point approximation was �rst proposed in the sixties in [37]

to dimension trunks in circuit-switched telephony networks. This approxima-

tion has remained a cornerstone of telecommunications network performance

evaluation for several decades. See [62] for further details. Some theoretical

results have been proved in [86, 87, 177] about Erlang's �xed-point approxi-

mation and it was �rst considered in the context of OBS networksin [147].

In [147], assumptions A.4.1-A.4.4 were upheld.

Let r = ( l1; l2; : : : ; lR) be an ordered set ofR links that de�nes a route for

a particular source and destination pair. LetR denote the set of all routes.

Each route r 2 R corresponds to a unique source and destination pair. In

particular, we index a source and destination pair according to its unique

route.

In reality, it is a burst's header that issues a request for a reservation

period on each link l 2 r . However, for modelling purposes, it is more

convenient to adopt the view that it is the burst itself that issues the request.

There is no error in adopting this view as long as the residual o�set period

remains constant from burst to burst, as stated in assumption A.4.3.

In adopting this view, we are simply shifting forward the time at which

requests are issued by a period that is equal to the residual o�set period. We

cannot adopt this view if the residual o�set period varies fromburst to burst

because some requests would be shifted further ahead in time thanothers,

thereby reordering the sequence in which requests arrive. Theconvenience of

adopting this view is that there is no need to distinguish between the arrival

of a burst and the arrival of the burst's header. We usually referto the arrival

of a burst.

For source and destination pairr 2 R , let ar denote the mean number

of bursts that arrive during an average burst's transmission time. In other

words, ar is the load o�ered to source and destination pairr 2 R .
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At a given time instant in equilibrium, some of theN wavelengths com-

prising link l are transmitting bursts. Let the random variableX l = 1 if and

only if all of the N wavelengths comprising linkl are transmitting bursts,

otherwiseX l = 0. Furthermore, let bl = P(X l = 1). Finally, for r 2 R , let

X = f X lgl2 r .

The �rst assumption we make is

P(X = x) =
Y

l2 r

P(X l = x); x 2 f 0; 1g � � � � � f 0; 1g: (4.2)

This is called the independence assumption and is synonymous with Erlang's

�xed-point approximation. It has been used in [31, 37, 86, 87,147, 177].

In words, the independence assumption states that each link is statistically

independent of all other links. This is not the case in reality because blocking

events are correlated. In Chapter 10, we consider techniquesto combat error

arising from the independence assumption.

The second approximation we make is that the time period between

two successive burst arrivals at a link is independent and exponentially dis-

tributed. This is consistent with assumption A.4.1 and is called the Poisson

assumption. The Poisson assumption is also synonymous with Erlang's�xed-

point approximation.

The Poisson assumption is tantamount to assuming that bursts arriveat

each link according to a Poisson process. In reality, blocking events invalidate

this assumption. To see this, consider three successive bursts that are o�ered

to source and destination pairr = ( l1; l2; : : : ; lR). Assumption A.4.1 states

that the source generates bursts such that the time interval beginning at

the arrival of the �rst burst and ending at the arrival of the second burst

is exponentially distributed. Similarly, the time interval beginning at the

arrival of the second burst and ending at the arrival of the third burst is also

exponentially distributed. Suppose the �rst and third bursts are successfully

transmitted on link l1 and proceed to linkl2 but the second burst is blocked

at link l1. Because the second burst does not proceed to linkl2, from the

perspective of linkl2, the �rst and third burst are successive. However, the

time period between these two bursts is not exponentially distributed and
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therefore violates the Poisson assumption.

Finally, the third assumption we make is that a burst occupies exactly

one wavelength in a particular link at any time instant duringits transmis-

sion. In other words, we assume the endmost packet of a burst must �rst

complete transmission in linkln before the headmost packet of the burst

begins transmission in linkln+1 . In reality, the endmost packet of a burst

may be transmitted in link ln , while a packet in front of it is simultaneously

transmitted in link ln+1 . This assumption is discussed in greater depth in

Chapter 8.

Invoking the Poisson assumption along with the assumptions A.4.1-A.4.4,

we can write

bl = EN (al ); (4.3)

for all l 2 r , whereal is the total load o�ered to link l that is owing all source

and destination pairs that traverse linkl.

To determine the total load o�ered to each link, we write

al =
X

r 2Rj l2 r

ar

Y

i 2 r

(1 � bi )1f i<l; r g; 8l; (4.4)

where the indicator is de�ned as

1f i<l; r g =

(
1; i precedesl in the ordering given byr ;

0; i = l or i succedsl in the ordering given byr :

We call (4.4) the reduced-load equation. The summation in (4.4) sums

the load o�ered to link l owing to each source and destination pair that

traverse link l. For a given source and destination pairr for which l 2 r , the

portion of ar that is o�ered to link l is given byar (1 � b1)(1 � b2) � � � (1 � bl � ),

where l � denotes the link precedingl in the ordering given byr . The term

(1 � b1)(1 � b2) � � � (1 � bl � ) is the probability that a burst is not blocked on

any of the links in r preceding link l.
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For circuit-switched networks, (4.4) is replaced with

al =
X

r 2Rj l2 r

ar

Y

i 2 r

1 � bi

1 � bl
; 8l: (4.5)

In (4.5), the portion of ar that is o�ered to link l is reduced according to

the blocking probabilities on each of the links inr that precede and succeed

link l. This is because a call in a circuit-switched network does not engage

resources in linkl unless it is certain that su�cient resources are available in

all the other links comprisingr . In contrast, a burst issues a request for a

wavelength in link l if it has not been blocked at any of the links preceding

link l. However, the burst is still o�ered to link l even if it is destined to be

blocked at a link succeeding linkl.

Given that (4.4) is already an approximation, it is reasonable to consider

a further approximation by ignoring the reduced-load e�ect. In particular,

we can rewrite (4.4) as

al =
X

r 2Rj l2 r

ar ; 8l; (4.6)

if the link blocking probabilities are su�ciently small. The b ene�t of (4.6)

compared to (4.4) is that the load o�ered to link l is not dependent on the

link blocking probabilities.

For cases in which the higher accuracy provided by (4.4) is required, bl

generally cannot be expressed as a closed-form expression involving f ar gr 2R .

To see this, consider two source and destination pairs, sayr 1 and r 2. Suppose

r 1 = ( l1; l2; l3) and r 2 = ( l3; l4; l1). This corresponds to a four link unidirec-

tional ring network. We have that bl1 is a fairly complex nonlinear function

of al1 , which is in turn a function of bl3 because the load o�ered tol1 owing

to r 2 is reduced by (1� bl3 )(1 � bl4 ). However, bl3 is itself a function of bl1

because the load o�ered tol3 owing to r 1 is reduced by (1� bl1 )(1 � bl2 ).
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Substituting (4.4) into (4.3) gives

bl = EN

0

@
X

r 2Rj l2 r

ar

Y

i 2 r

(1 � bi )1f i<l; r g

1

A ; 8l: (4.7)

which in general cannot be solved forbl in closed-form.

Successive substitution is the most common numerical approach that has

been used to solve (4.7). See [62] for examples presented in the context

of circuit-switched telephony networks as well as alternatives to successive

substitution. In particular, we iteratively apply the operator de�ned by the

right-hand side of (4.7), thereby mapping [0; 1] to itself at each iteration. A

solution for (4.7) is guaranteed by Brouwer's �xed-point theorem. However,

solution uniqueness has not been proven. The successive substitution algo-

rithm is speci�ed in Algorithm 1, where L is the set of all links and� is a

suitably chosen error criterion that dictates when iterationterminates.

Algorithm 1 Calculate bl 8l 2 L
Require: N , � , ar 8r 2 R

1: b0
l = 0, b1

l = 1, 8l 2 L // Initialisation
2: n = 1
3: while 9l 2 L such that jbn

l � bn� 1
l j > � do

4: for l 2 L do
5: al =

P
r 2Rj l2 r ar

Q
i 2 r (1 � bn

i )1f i<l; r g // Update load o�ered to link l
6: n = n + 1
7: bn

l = EN (al ) // Recompute probability burst is blocked at link l
8: end for
9: end while

There is no guarantee that Algorithm 1 converges to a �xed-point. Let

Tl : f bi gi 2L �! bl be the operator de�ned by the right-hand side of (4.7). To

ensure Algorithm 1 converges to a �xed-point, one would have toprove that

the twice iterated operatorT2
l has a unique �xed-point for all l 2 L [177]. In

practice, it has been observed in [147] that Algorithm 1 alwaysconverges to

a �xed-point.

Given the probability that a burst is blocked at link l is known for all

l 2 L , the end-to-end blocking probability for source and destination pair r
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is given by

L r = 1 �
Y

l2 r

(1 � bl ); 8r 2 R ; (4.8)

and the average blocking probability across all source and destination pairs

r 2 R is given by

L =
1

P
r 2R ar

X

r 2R

ar L r : (4.9)

In [147], the end-to-end blocking probability was computedvia (4.8) for a

set of 12 source and destination pairs in a certain mesh network. To numeri-

cally quantify the error owing to the assumptions required to arrive at (4.8), a

computer simulation was also implemented to compute the end-to-end block-

ing probability for the same source and destination pairs. The simulation is

intended to gauge the combined error owing to the independence assump-

tion, the Poisson assumption and the assumption that residual o�set periods

are constant. The simulationdoesassume bursts are generated from each

source according to a Poisson process (A.4.1),doesassume full wavelength

conversion is available at each node (A.4.2) anddoesassume the scheduler at

each node is never overwhelmed (A.4.4). The results obtained via simulation

and (4.8) are shown in Table 4.2.

4.3 Limited Wavelength Conversion

In this section, for the �rst time, we generalise Erlang's �xed-point approx-

imation to the case of OBS networks with limited wavelength conversion.

This requires replacing (4.3) with a new approximation for the probability

that a burst is blocked at a stand-alone link.

Ine�ciencies inherent to some popular techniques, such as cross-gain

modulation, used to realise optical wavelength converters require the con-

version range to be limited to a few wavelengths that reside on either side

of the ingoing wavelength. This is called limited wavelength conversion and
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Table 4.2: Average blocking probability and end-to-end blocking probability
for each of 12 source and destination pairs [147]

Moderate Load High Load

Approx. Simulation Approx. Simulation

L r 1 0.0237 0.0222� 0.0013 0.1512 0.1404� 0.0023

L r 2 0.0238 0.0240� 0.0016 0.1545 0.1529� 0.0057

L r 3 0.0071 0.0071� 0.0008 0.0692 0.0668� 0.0015

L r 4 0.0048 0.0041� 0.0005 0.0525 0.0514� 0.0034

L r 5 0.0258 0.0259� 0.0019 0.1650 0.1618� 0.0034

L r 6 0.0048 0.0049� 0.0007 0.0499 0.0481� 0.0025

L r 7 0.0240 0.0241� 0.0013 0.1627 0.1612� 0.0048

L r 8 0.0238 0.0221� 0.0017 0.1528 0.1424� 0.0014

L r 9 0.0074 0.0074� 0.0009 0.0824 0.0761� 0.0027

L r 10 0.0048 0.0046� 0.0005 0.0500 0.0468� 0.0020

L r 11 0.0262 0.0243� 0.0010 0.1802 0.1647� 0.0033

L r 12 0.0050 0.0051� 0.0005 0.0594 0.0592� 0.0034

L 0.0151 0.0147� 0.0003 0.1108 0.1060� 0.0009
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comes about because the output power deteriorates in proportion with the

distance between the ingoing and outgoing wavelengths. To maintain a sat-

isfactory SNR, the conversion range is constrained.

Limited wavelength conversion must not be confused with sparse wave-

length conversion or shared wavelength conversion. Sparse wavelength con-

version is used to describe a network in which only a carefully chosen subset

of nodes is equipped with some form of wavelength conversion. We discussed

shared wavelength conversion in Chapter 1 and saw that it is used to de-

scribe a node in which a pool of wavelength converters is sharedbetween all

ingoing wavelengths. Shared wavelength conversion is further considered in

Section 4.4. The aim of both sparse and shared wavelength conversion is to

minimise the number of wavelength converters without substantially compro-

mising performance. In this section, we consider an OBS networkin which

each outgoing wavelength at each node is dedicated a limitedwavelength

converter.

Approximations have been proposed to evaluate end-to-end blocking prob-

abilities in optical circuit-switched networks with limited wavelength conver-

sion in [15, 139, 153, 163, 183]. A �nding common to all these studies is that

limited wavelength conversion with a range of no more than 50%of the full

range is often su�cient to achieve end-to-end blocking probabilities that are

only marginally higher than what is achievable with full range conversion.

Unlike previous studies, the approximation presented in this section is

speci�c to OBS networks. Furthermore, we do not make the simplifying

assumption that a wavelength is selected randomly from a targetrange. In-

stead, since output power deteriorates with the distance between the ingoing

and outgoing wavelengths, we analyse a policy for which outgoing wave-

lengths closest in distance to the ingoing wavelength are favoured. In this

section, we uphold assumption A.4.1, A.4.3, A.4.4 as well as the independence

assumption and the Poisson assumption.
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4.3.1 Blocking Probability for a Stand-Alone Link

Consider a stand-alone node and one of its output links, which comprisesF �-

bres labelled 1; 2; : : : ; F . A �bre contains W wavelengths labelled 1; 2; : : : ; W,

such that wavelengthn is closest in distance to wavelengthsn � 1 and n + 1,

followed by wavelengthsn � 2 and n + 2, etc., where moduloW + 1 = 1

arithmetic is assumed. Assuming modulo arithmetic is a simpli�cation that

is made for the sake of tractability. This simpli�cation neglects the edge

e�ect that may occur at the two extremes of the WDM spectrum. The spec-

trum does not wrap-around as implied by assuming modulo arithmetic. In-

tuitively, as the number of wavelengths is increased, the presence of the edge

e�ect becomes negligible for a �xed wavelength conversion range because the

proportion of wavelengths that experience this e�ect dwindles.

We uphold assumption A.4.1, which states that bursts arrive at thelink

according to a Poisson process. Bursts are classi�ed as either newlygenerated

external bursts arriving from a source or in-progress bursts arriving from links

incident to the stand-alone node we are considering. The timesrequired to

transmit bursts are independent, identical and generally distributed. All

time units will be normalised with respect to the mean burst transmission

time.

Let a be the external burst load o�ered to the link, and let � i , be the

in-progress burst load o�ered to wavelengthi , i = 1; 2; : : : ; W. For JET, the

load o�ered to the link is the mean number of bursts that arriveduring an

average burst's transmission time and is measured in Erlangs.

A limited range wavelength converter is dedicated to each wavelength

outgoing from the stand-alone node. This imposes the constraint that an

in-progress burst arriving on ingoing wavelengthi can only be converted to

an outgoing wavelength

j 2 N i = f j : jj � i j � dg; 8i = 1; 2; : : : ; W;

whered is a small non-negative integer called the conversion range and mod-

ulo W +1 = 1 arithmetic is assumed. The setN i is called the target range of

wavelengthi . In contrast, external bursts can be assigned to any wavelength.
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An in-progress burst arriving on ingoing wavelengthi can be assigned to

any of a number of free outgoing wavelengths in target rangeN i . A wave-

length conversion policy speci�es how to select a free outgoingwavelength

if more than one choice is possible. Two wavelength conversion policies are

analysed:

1) A random (R) policy in which wavelengths in a target range are �rst

randomly ordered and the �rst free wavelength is selected; and,

2) A nearest wavelength �rst (NWF) policy in which a wavelength closest

in distance to the ingoing wavelength is selected. A coin is 
ipped if

there are two free wavelengths that are equal in distance to the ingoing

wavelength.

A burst is blocked if all wavelengths in its target range are busy. Policy NWF

favours outgoing wavelengths closest in distance to the ingoing wavelength.

An external burst can be assigned to any free wavelength in the link if

source routers are equipped with a fully tunable laser. However, we assume

that an external burst is allocated to target rangeN i , i = 1; 2; : : : ; W, with

probability pi , independent of the distribution of free wavelengths in the link,

where
P W

i =1 pi = 1. Policy R is then used to select a free outgoing wavelength

in the randomly selected target range. Therefore, the load o�ered to target

range N i owing to external bursts isapi . The total load o�ered to target

rangeN i is � i + api .

Let X i (t) 2 f 0; 1; 2; : : : ; Fg be the number of bursts scheduled to wave-

length i at time t and let

X (t) =
�
X 1(t); X 2(t); : : : ; XN (t)

�
:

The processX (t) is Markov and comprises (1 +F )W states. Computation

of the stationary distribution of X (t) does not scale well as the number of

wavelengths per �bre, N , or as the number of �bres per link,F , increases.

Furthermore, computation of the stationary distribution of X (t) is compli-

cated becauseX i (t) and X j (t), i 6= j , are not independent.
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To allow for a simple and computationally tractable approximation of the

stationary distribution of X (t), let

X i (t) = f X k(t) : k 2 N i g; i = 1; 2; : : : ; W;

and assume thatX i (t) and X j (t), i 6= j , is independent. In words, each

target range is independent of all other target ranges.

Recall that each target rangeN i receives bursts arriving from in-progress

and external bursts on ingoing wavelengthi , which may be assigned to any

wavelengthk 2 N i . In addition, target range N i receives bursts that `over-


ow' from neighboring target ranges, which we call over
ow load. To improve

the accuracy of the approximation, we take into account the over
ow load

o�ered to each target range.

Let � i (k) be the total over
ow load o�ered to outgoing wavelengthk of

target range N i , i = 1; 2; : : : ; W. Note that an outgoing wavelengthk may

exist within multiple target ranges but because each target range is assumed

to be independent, it is possible that� i (k) 6= � j (k), i 6= j . Therefore,

over
ow load must be speci�ed in terms of both a wavelength and atarget

range.

An in-progress and external burst over
ows as follows.

1) An in-progress burst arriving at ingoing wavelengthk over
ows to out-

going wavelengthj of target rangeN i if and only if the burst is assigned

by the conversion policy to outgoing wavelengthj , where jk � j j � d,

jk � i j � 2d and i 6= k.

2) An external burst over
ows to outgoing wavelengthj of target rangeN i

if and only if the burst is assigned by the conversion policy to outgoing

wavelengthj and i 6= j .

We derive an equation giving over
ow load in terms of the stationary distri-

bution of X i (t), i = 1; 2; : : : ; W, for both wavelength conversion policies.

As the processX i (t) comprises (1 +F )2d+1 states, its stationary distri-

bution can be computed by solving the balance equations arising from the

transition rates that we derive next. After deriving the transition rates, we
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continue by deriving a relation between over
ow load and thestationary

distribution of X i (t), i = 1; 2; : : : ; W.

Once the stationary distribution of X i (t) has been computed, the prob-

ability that a burst is blocked at a link is approximated as follows. Given

wavelength conversion policyP 2 f R, NWFg, let � P
i (x) be the stationary

probability of being in state X i (t) = x. The link blocking probability of an

external burst is given by

WX

i =1

pi � P
i (F; F; : : : ; F ):

The link blocking probability of an in-progress burst arriving at ingoing wave-

length i is given by � P
i (F; F; : : : ; F ).

Transition Rates

Let ej be the vector of size 2d+1 with j th element one and all other elements

zero. Given stateX i (t) = x, let M i (x), i = 1; 2; : : : ; W, be the set of outgoing

wavelengths that can be selected by policy NWF. The setM i (x) is either

empty, a singleton or a doubleton, as there can be at most two outgoing

wavelengths closest in distance to an ingoing wavelength. Given stateX i (t) =

x, such that X j (t) = x j , let ni (x) =
P

j 2 N i I f x j = F g, whereI f x j = F g = 1

if and only if x j = F , otherwise I f x j = F g = 0. The condition x j = F

means wavelengthj is busy in all of the �bres in the link.

Given state X i (t) = x, such that X j (t) = x j > 0, that is, wavelength

j is busy in at least one of the �bres in the link, the transition rate to

state X i (t + dt) = x � ej is simply x j because of the normalisation and the

insensitivity to service time distribution in an Erlang blocking system.

Given state X i (t) = x, such that X j (t) = x j < F , that is, wavelength

j is free in at least one of the �bres in the link, the transition rate to state

X i (t + dt) = x + ej depends on the wavelength conversion policy.

For policy R, the rate is

� i (j ) +
� i + api

2d + 1 � ni (x)
:
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For policy NWF, the rate is

� i (j ) +
api

2d + 1 � ni (x)
+

� i

jM i (x)j
; j 2 M i (x);

� i (j ) +
api

2d + 1 � ni (x)
; j =2 M i (x);

wherejSj is the cardinality of setS. Note that ni (x) 6= 2d+1, as wavelength

j is free in at least one of the �bres in the link.

As the loads � i and api are given at the outset for alli = 1; 2; : : : ; W,

all that remains to be determined before the transition ratesare completely

speci�ed are the over
ow loads� i (j ).

Over
ow Load

The over
ow load � i (j ), i; j = 1; 2; : : : ; W, is related to

f � P
k : jk � i j � 2d; i 6= k; jk � j j � dg:

The relation depends on the wavelength conversion policyP 2 f R, NWFg.

Suppose policy R is used. Given stateX k(t) = x, such that X j (t) = x j <

F , an in-progress burst arriving on ingoing wavelengthk, or an external burst

that is allocated to target rangeN k , is assigned to outgoing wavelengthj

with probability 1 =
�
2d + 1 � nk(x)

�
, and over
ows to outgoing wavelength

j of target rangeN i with the same probability, if jk � i j � 2d, i 6= k, and

jk � j j � d. Otherwise, the probability is zero.

If the state X k(t) = x is such that X j (t) = x j = F , a burst cannot

over
ow to outgoing wavelength j , as wavelengthj is busy on all of the

�bres in the link.

Summing �rst over all ingoing wavelengthsk that o�er over
ow load to

wavelength j of target rangeN i and then summing over all states of each

such target range in which wavelengthj is free on at least one �bre in the



4.3. LIMITED WAVELENGTH CONVERSION 103

link gives

� i (j ) =
X

k:i 6= k;jk� j j� d

(� k + apk)
X

x :x j <F

� R
k

(x : x j < F )
2d + 1 � nk(x)

; 8i; j = 1; 2; : : : ; W;

(4.10)

where � R
k (x : x j < F ) is the conditional distribution of being in state

X k(t) = x given that X j (t) = x j < F .

Suppose policy NWF is used. Recall that even when policy NWF is used,

policy R still applies to external bursts. Therefore, over
ow load generated

by external bursts is given by equation (4.10) with� k = 0, and over
ow load

generated by in-progress bursts is determined as follows.

Given state X k(t) = x, such that X j (t) = x j < F , an in-progress burst

arriving on ingoing wavelengthk over
ows to outgoing wavelengthj of target

range N i with probability one if M k(x) is a singleton (i.e.,M k(x) = f j g),

and with probability half if M k(x) is a doubleton, provided j 2 M k(x),

jk � i j � 2d, i 6= k and jk � j j � d.

A burst cannot over
ow to wavelength j if j =2 M k(x) because either

M k(x) is empty, meaningx = ( F; F; : : : ; F ), or there exists a wavelength

m 2 M k(x), such that jm � kj < jj � kj, contradicting the de�nition of policy

NWF.

Let Ak(j ) and Bk(j ) be the sets of states in which an in-progress burst

arriving on ingoing wavelengthk is assigned to wavelengthj with probability

one and half, respectively, and letCk(j ) = Ak(j )[ Bk(j ). Therefore, summing

�rst over all ingoing wavelengthsk that o�er over
ow load to wavelength j

of target rangeN i , and then summing over all statesx of each such target

range in which wavelengthj 2 M k(x) gives

� i (j ) =
X

k:i 6= k;jk� j j� d

�� k

0

@
X

x 2 A k (j )

� NWF
k

�
x : x 2 Ck(j )

�
+

X

x 2 B k (j )

� NWF
k

�
x : x 2 Ck(j )

�

2

1

A ;

(4.11)
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for all i; j = 1; 2; : : : ; W; where � NWF
k

�
x : x 2 Ck(j )

�
is the conditional

stationary distribution of being in state X k(t) = x given that x 2 Ck(j ).

Fixed-Point Equations

The relation between the over
ow load� i (j ) and the stationary distributions

f � P
k : i 6= k; jk � j j � dg de�nes a set of �xed-point equations. Given the

loads � i and api as well as a policyP 2 f R, NWFg, we solve (4.10) or

(4.11) with a successive substitution algorithm in much the same way as

(4.7) was solved. We are unable to prove solution uniqueness norare we

able to guarantee that the successive substitution algorithm converges. The

successive substitution algorithm is speci�ed in Algorithm 2, where � n
i (j ) is

the over
ow load at iteration n of the successive substitution algorithm.

Algorithm 2 Calculate � P
i 8i = 1; 2; : : : ; W

Require: W, � , api , � i , 8i = 1; 2; : : : ; W
1: � 0

i (j ) = 1, � 1
i (j ) = 0, 8i; j = 1; 2; : : : ; W

2: n = 1
3: while 9i; j = 1; 2; : : : ; W such that j� n� 1

i (j ) � � n
i (j )j > � do

4: Update the stationary distributions � P
i for all i = 1; 2; : : : ; W by solv-

ing the balance equations de�ned by the transitions rates
5: n = n + 1
6: Using either (4.10) or (4.11) compute� n

i (j ) for all i; j = 1; 2; : : : ; W
7: end while

We make two remarks about the computational complexity of Algorithm

2 that are valid if the following two conditions are satis�ed.

Condition 4.1 An external burst is allocated to target rangeN i , i = 1; 2; : : : ; W,

with probability 1=W, implying pi = pj = 1=W, i; j = 1; 2; : : : ; W.

Condition 4.2 The in-progress burst load is equally proportioned to all in-

going wavelengths, that is,� i = � j , i; j = 1; 2; : : : ; W.

Remark 4.1 If Conditions 1 and 2 are satis�ed, X i (t) is identically dis-

tributed for all i = 1; 2; : : : ; W. Therefore, it is su�cient to compute the

stationary distribution of a single target range. It followsthat the complexity

of Algorithm 2 is independent of the number of wavelengths.
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Remark 4.2 If Conditions 1 and 2 are satis�ed,� NWF
i = � R

j , i; j = 1; 2; : : : ; W.

In words, wavelength conversion policies NWF and R are equivalent in terms

of link blocking probability.

4.3.2 End-to-End Blocking Probability

Consider a set of links that have been arbitrarily interconnected via optical

cross-connects to form a network. LetL be the set of all links. In the

previous subsection, we considered an arbitrary stand-alone link l 2 L . Let

r = ( l1; l2; : : : ; lR) be an ordered set ofR links that de�nes a route for a

particular source and destination pair. LetR denote the set of all routes.

To approximate the end-to-end blocking probability for route r , we invoke

the independence assumption. We numerically quantify the error owing to

the independence assumption with computer simulation.

When necessary, an additional indexl 2 L is appended to the notation

de�ned in the previous subsection to distinguish between links.

Let GP
i;j (l), i; j = 1; 2; : : : ; W, l 2 L , be the stationary probability that an

in-progress burst arriving on wavelengthi within an arbitrary link incident

to link l is assigned to wavelengthj in link l, given policy P 2 f R, NWFg.

For policy R,

GR
i;j (l) =

X

x :x j <F

� R
i;l (x)

2d + 1 � ni (x)
; (4.12)

if ji � j j � d, otherwiseGR
i;j (l) = 0. And for policy NWF,

GNWF
i;j (l) =

X

x 2 A i (j )

� NWF
i;l (x) +

X

x 2 B i (j )

� NWF
i;l (x)

2
; (4.13)

if ji � j j � d, otherwise GNWF
i;j (l) = 0. Equations (4.12) and (4.13) follow

straightforwardly from the discussion provided in the previoussubsection

that pertains to over
ow load.

Given policy P 2 f R, NWFg, the end-to-end blocking probability for
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r 2 R is

L r = 1 �
WX

w=1

�
pG R(l1)GP(l2)GP(l3) : : : GP(lR)

�
[w]; (4.14)

wherep = ( p1; p2; : : : ; pW ),

GP(l) =

0

B
B
B
B
@

GP
1;1(l) GP

1;2(l) � � � GP
1;W (l)

GP
2;1(l) GP

2;2(l) � � � GP
2;W (l)

...
...

. . .
...

GP
W;1(l) GP

W;2(l) � � � GP
W;W (l)

1

C
C
C
C
A

;

and y[w] is the wth element of row vectory .

Element w of row vectorpG R(l1)GP(l2)GP(l3) : : : GP(lR) is the probabil-

ity that a burst is assigned to wavelengthw of the last link lR 2 r , given that

it has already been assigned to a wavelength, not necessarily wavelength w,

in links l1; l2; : : : ; lR� 1 2 r .

Recall that an external burst is allocated to target rangeN i , i = 1; 2; : : : ; W,

with probability pi , and then policy R is used to select a free outgoing wave-

length within the randomly selected target range. Therefore, as re
ected in

equation (4.14), policy R always applies to the �rst link,r1, as it is only the

�rst link of a path that can be o�ered an external burst.

The average blocking probability across all source and destination pairs

r 2 R is given by

L = 1 �
1
a

X

r 2R

ar

WX

w=1

�
pG R(l1)GP(l2)GP(l3) : : : GP(lR)

�
[w]; (4.15)

wherear is the external burst load o�ered to path r 2 R and a =
P

r 2R ar .

The external burst load is given at the outset, so are the probabilities

p. In contrast, the in-progress burst load is a function of the stationary

distributions � P
i;l , i = 1; 2; : : : ; W, l 2 L , and remains to be determined. Let

� i (l), be the in-progress burst load o�ered to wavelengthi in link l and let
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� (l) =
�
� 1(l); � 2(l); : : : ; � W (l)

�
. Given policy P 2 f R, NWFg,

� (lm ) =
X

r 2R :lm 2 r

ar pG R(l1)GP(l2)GP(l3) : : : GP(lm� 1): (4.16)

Equation (4.16) is a reduced-load equation that is analogous to (4.4). Equa-

tion (4.16) is derived by summing the portion ofar that is o�ered to link lm
owing to all routes r 2 R traversing link lm .

According to (4.16), � (l ) depends on the stationary probabilities �Pi;l ,

i = 1; 2; : : : ; W, l 2 L . The stationary probabilities in turn depend on

� (l). The relation between the stationary probabilities and� (l) gives rise

to another set of �xed-point equations that we solve numerically with the

successive substitution algorithm speci�ed in Algorithm 3.

Algorithm 3 Calculate � P
i;l 8i = 1; 2; : : : ; W, l 2 L

Require: W; � ; ar , 8r 2 R ; p; � i , 8i = 1; 2; : : : ; W
1: � 0(l) = 1, � 1(l) = 0, 8l 2 L
2: n = 1
3: while 9l 2 L ; i = 1; 2; : : : ; W such that j� n� 1

i (l) � � n
i (l)j > � do

4: for l 2 L do
5: Execute Algorithm 2 given in Subsection 4.3.1 to update the sta-

tionary probabilities � P
i;l , i = 1; 2; : : : ; W, based on the in-progress

load � n
i (l)

6: end for
7: n = n + 1
8: for l 2 L do
9: Compute the in-progress burst load� n (l) using (4.16)

10: end for
11: end while

4.3.3 Numerical Evaluation

The purpose of this subsection is to numerically quantify the error in com-

puting end-to-end blocking probabilities with the approximation derived in

Sections 4.3.1 and 4.3.2. To this end, we compute the end-to-end blocking

probabilities using both (4.14) and computer simulation for three arbitrarily
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Figure 4.2: Network topology, each solid line represents two links aligned in
opposing directions

chosen sets of source and destination pairs de�ned on the networktopology

shown in Fig. 4.2. Each set comprises 12 source and destination pairs, which

are listed in Table 4.3.

The simulation is intended to gauge the combined error owing to the in-

dependence assumption, the Poisson assumption and the assumption that

target ranges are independent. The simulation does assume bursts are gen-

erated from each source according to a Poisson process (A.4.1), does assume

the residual o�set period is constant (A.4.3) and does assume the scheduler

at each node is never overwhelmed (A.4.4). For the moment, thesimulation

also assumes that that the WDM spectrum wraps around. We implement a

separate simulation to speci�cally quantify the error owing tothe assumption

that the WDM spectrum wraps around. The purpose of this section is also

to determine the range of conversion that is required to achieve a prescribed

blocking probability in an OBS network.

Each solid line in Fig. 4.2 represents two links aligned in opposing direc-

tions. Each link comprises one �bre, while each �bre comprises 120 wave-

lengths. Each source and destination pair in a set is o�ered the same external

load. The shortest hop route is used for each source and destination pair.
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Table 4.3: Three sets of source and destination pairs

Set 1 Set 2 Set 3
Source Destination Source Destination Source Destination

WA MD NJ NE NY MD
CA1 IL IL NY CA1 NE
CA1 MA CA2 WA NY CA1
CA2 MA WA PA PA CD
TX NY CA2 TX CD MA
GA MA CA2 PA NY NE
MD WA CA1 GA TX MA
IL CA1 MD NJ CA1 NJ

MA CA1 MA PA GA NJ
MA CA2 CA2 CA1 CA1 NJ
NY TX NE GA PA CA2
MA GA PA CD NE NY

To satisfy Conditions 4.1 and 4.2 given in Subsection 4.3.2, a newly ar-

riving burst is assigned to target rangeN i , i = 1; 2; : : : ; 120, with probability

1=120. Therefore, according to Remarks 4.1 and 4.2, wavelength conversion

polices NWF and R are equivalent in terms of blocking probability and the

complexity of Algorithm 2 is independent of the number of wavelengths.

We use (4.15) to approximate the blocking probability averaged across all

12 source and destination pairs in a set. We consider a wavelengthconversion

range d 2 f 0; 1; 2; 3; 1g . The extremal cases of full and no wavelength

conversion are commensurate tod = 1 and d = 0, respectively. Each

wavelength outgoing from an optical cross-connect is dedicated a limited

wavelength converter with ranged. We consider the JET form of OBS but

assume the residual o�set period does not vary from burst to burst.

Blocking probabilities averaged across all 12 source and destination pairs

are plotted as a function of the external load o�ered to each source and

destination pair in Fig. 4.3. In Fig. 4.3, we label plots corresponding to

the approximation based on (4.15) as the framework. To avoid excessive

computational times, we limit the simulation to blocking probabilities greater
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than 10� 5. All data points generated by simulation are shown with 95%

con�dence intervals. Con�dence intervals are estimated withthe method of

batch means, where 10 batches were simulated for each data point. The

error criterion, � , for Algorithms 2 and 3 was chosen to equal 10� 10. We

did not encounter a case in which Algorithms 2 and 3 did not converge to a

�xed-point.

Figs. 4.3(a)-4.3(d) suggest that the combined error owing to the indepen-

dence assumption, the Poisson assumption and the assumption that target

ranges are independent is not negligible but is probably satisfactory for en-

gineering purposes. The accuracy of our approximation deteriorates as the

conversion range increases. This is attributable to greater interleaving be-

tween target ranges, which violates the assumption that targetranges are

independent.

To demonstrate the usefulness of our approximation in provisioning wave-

lengths, we determine the minimum number of wavelengths required to en-

sure a blocking probability that is less than a prescribed valuefor a single

link comprising a single �bre. The prescribed values of blocking probability

considered are 0.001, 0.005 and 0.01. Fig. 4.4 shows the minimum number

of wavelengths required for di�erent conversion ranges and an o�ered load of

1 and 2 Erlangs.

To conclude this section, we quantify the error attributableto assuming

the WDM spectrum wraps around. We consider two separate simulations of

a stand-alone link, one in which the WDM spectrum wraps around and the

other in which it does not. Therefore, we are able to speci�cally quantify the

error attributable to this assumption in isolation of the error owing to the

assumption that target ranges are independent. Plots of blocking probability

are compared in Fig. 4.5 ford = 1; 2; 3. Con�dence intervals have been

purposely suppressed for clarity. Fig. 4.5 indicates the error owing to the

edge e�ect is negligible for all three of the conversion ranges considered.
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Figure 4.3: Blocking probability averaged across all 12 source and destination
pairs for d 2 f 0; 1; 2; 3; 1g
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Figure 4.5: Quantifying the error owing to the assumption thatthe WDM
spectrum wraps around
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4.4 Shared Wavelength Conversion

Instead of dedicating a wavelength converter to each outgoing wavelength at

each node, a more e�cient strategy is to share a pool of wavelength con-

verters between all outgoing wavelengths at each node. Thisis called shared

wavelength conversion. The ability to statistically multiplex wavelength con-

verters means fewer wavelength converters are required to achieve the same

blocking probability when a wavelength converter is dedicated to each out-

going wavelength.

In this section, we develop and analyse a model of a stand-alone link in

which a pool of limited range wavelength converters is sharedbetween all

wavelengths comprising the link. We consider a generalisationof existing

models in that we allow any subset of converters to be dynamically concate-

nated to yield a wider conversion range for a burst that would otherwise be

blocked because all unused wavelengths in its desired output �bre lie out-

side the range of a single converter. The model we develop and analyse

can be used in Erlang's �xed point approximation to provide anestimate of

link blocking probabilities. Therefore, we can estimate end-to-end blocking

probabilities in an OBS network in which each node has access to a pool of

wavelength converters.

The �rst switch architecture incorporating shared wavelengthconversion

was proposed in [101] and consisted of a pool of converters that was shared

among all input �bres. Probabilistic models developed and analysed in [49,

110, 118] have shown that sharing a pool of converters between all input

�bres can achieve a blocking probability that rivals earlier architectures in

which a converter is dedicated to each wavelength channel ofeach input �bre,

but with signi�cantly fewer converters. The reason for this saving is simple:

not all bursts need conversion because not all bursts encounter wavelength

contention, and so those bursts not needing conversion should be switched

directly to their desired output �bre rather than unnecessarily passed through

a dedicated converter. Although previous models have been presented in the

context of optical packet switching, in most cases they remain pertinent to

optical burst switching.
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On the downside, a shared converter must be capable of converting any

arbitrary wavelength switched to its input, whereas a converter dedicated to a

speci�c wavelength can be of a simpler �xed-input type [47]. A more complex

switching arrangement is also required to allow a burst to be switched either

directly to its desired output �bre, in the case that it does not encounter

wavelength contention, or otherwise to a shared converter, after which it is

then switched via a second switch to its desired output �bre. To achieve

this extra switching functionality, more gates are requiredin switches that

allow shared conversion than if converters were dedicated. Despite these

drawbacks, architectures designed around a pool of shared converters are

usually considered most cost-e�ective. See [47, 50]. We remark that a burst

is dropped if and only if it requires conversion, but arrives to �nd all shared

converters in use simultaneously, or it requires conversion, but arrives to �nd

that all wavelength channels that lie within the range of a converter are in

use in its desired output �bre.

We propose a modi�cation to the switch architecture presented in [101]

in which a pool of converters is shared among all input �bres, and show that

this modi�cation achieves a signi�cant reduction in packet-drop probability.

This reduction comes at the cost of a more complex switching fabric.

In particular, we propose an architecture in which any subset ofshared

converters can be dynamically concatenated in series to yield a wider con-

version range for a burst. Therefore, two or more unused converters can be

concatenated to salvage a burst that would otherwise be blockedbecause

all unused wavelengths in its desired output �bre lie outside the maximum

conversion range of a single converter. A switch architecture proposed in [36]

could potentially allow concatenation of certain subsets of converters; how-

ever, it is unclear whether concatenation was in fact considered in [36]. We

show that a restriction on the maximum number of shared converters that

can be devoted to a single burst is not required. This allows fora simple

control policy.

Passing an optical signal through a series of concatenated wavelength

converters will generally result in an appreciable degradation in the signal-

to-noise (SNR) ratio [47]. SNR degradation is not explicitly considered in
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this chapter. However, we note that 3R regeneration wavelength converters

have been concatenated up to 2500 times [108]. Furthermore,degradation of

SNR is not a problem that is exclusive to concatenating several converters.

It also occurs in conventional architectures when a signal musttraverse a

multi-hop lightpath at which each hop it is passed through a converter to

resolve contention.

Henceforth, �xed shared conversion (FSC) refers to a switch architecture

in which a pool of converters is shared among all input �bres (as was proposed

in [101] and analysed in [49, 110, 118]), while dynamic shared conversion

(DSC) refers to a switch architecture in which a pool of converters is shared

among all input �bres and any subset of these shared converters can be

dynamically concatenated in series to e�ect a wider conversion range for a

given burst (as we propose for the �rst time in the section).

The next subsection speci�es a possible DSC architecture and quanti�es

its complexity. To numerically compute burst blocking probability for a

stand-alone link that is outgoing from an FSC or DSC switch, Section 4.4.2

models a single switch as a multidimensional Markov process. Thismodel is

not tractable for a switch of realistic dimensions, and thus we usesimulation

to determine the improvement in blocking probability givenby DSC relative

to FSC for a switch of realistic dimensions. A switch control policy for DSC

is also presented in Section 4.4.2.

4.4.1 Switch Architecture

We consider an optical cross-connect pertaining to a certain node with M

input �bres, K output �bres and a pool of J converters that is shared among

all input �bres. Each �bre comprises W wavelength channels. Let� i be the

wavelength associated with channeli , i = 1; : : : ; W, and assume the natural

ordering � 1 < � 2 < � � � < � W .

A limited-range converter is characterised by its maximum conversion

range in wavelength channels. In cross-gain modulation conversion [47], the

down-conversion range is slightly wider than the up-conversion range. How-

ever, we assume they are equal. Let ad-converter denote a converter with
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Figure 4.6: Schematic of a DSC switch architecture with control logic omitted

conversion ranged. A d-converter is capable of converting wavelength� i ,

i = 1; : : : ; W, to any of the wavelengths in the set

Fd(i ) = f � max(1 ;i � d) ; : : : ; � i � 1; � i ; � i +1 ; : : : ; � min( W;i + d))g:

Unlike Section 4.3, we do not assume the WDM spectrum wraps around.

Bursts randomly arrive at each wavelength channel of each input �bre.

The purpose of the switch is to route each burst from the wavelength channel

upon which it arrives to an appropriate unused wavelength channel in its

desired output �bre, either directly or via one or more converters. Each

wavelength channel only allows one burst to be transmitted at any one time.

Asynchronous operation is assumed.

One possible DSC architecture which is based on an (MC + J) � (KC + J )

nonblocking switch is shown in Fig. 4.6. A pool of converters comprising a

quantity J of d-converters, abbreviated toJ � d henceforth, is shown in Fig.

4.6, where the input and output of each converter is connected to an input

and output port, respectively, of the switch. This allows eachconverter to

direct its output to the input of any other converter, as dictated by a switch

control policy. Thus, any permutation comprising� = 1; : : : ; J unusedd-

converters can be concatenated to yield a maximum conversionrange�d .
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In Fig. 4.6, wavelengths requiring conversion are each directed to the

input of an unused converter, provided a su�cient quantity of unused con-

verters are available. The output of a converter can be either directed to

an output �bre, in the case that an unused wavelength in that output �-

bre lies within the maximum conversion range, or otherwise to the input of

any other unused converter to further widen the maximum conversion range.

Wavelengths not requiring conversion are directly switched to their desired

output �bre. Control logic is not shown in Fig. 4.6.

It may be necessary to impose a restriction on the number of conversions

a wavelength can undergo in a switch to maintain an acceptableSNR as

well as to preclude a single packet from `hogging' allJ converters, possibly

resulting in a situation in which several bursts requiring only afew converters

are blocked to cater for a single burst requiring allJ converters.

In the next section, we show that DSC requires far fewer converters than

FSC to achieve the same blocking probability. This comes at the cost of a

more complex architecture. We therefore see it as important to compare the

complexity of DSC and FSC.

We quantify the complexity of a switch architecture by a so-called input-

to-output port count, de�ned as the sum (over all input ports) of the number

of output ports to which an input port can be switched. The input-to-output

port count of DSC is (MC + J)(KC + J ) becauseany input port can be

switched to any output port. The input-to-output port count of FSC is

(MC + J)(KC + J ) � J 2 because each of theJ input ports connected to

a converter can only be switched to theKC output ports connected to a

multiplexer, but not to the J output ports connected to a converter. Note

that the input-to-output port count of an architecture in wh ich converters

are dedicatedto each wavelength of each input �bre isMKC 2.

4.4.2 Blocking Probability for a Stand-Alone Link

The purpose of this section is to quantify the improvement in blocking prob-

ability achieved through DSC relative to FSC for a stand-alone link and to

present a switch control policy.
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To this end, we consider a switch withK output �bres, each of which

leads to a di�erent neighbouring node. We assume burst arrivalsat the

switch are Poisson distributed; a burst is equally likely to arrive on any one

of W wavelengths; and a burst is equally likely to desire to be switched to

any one of theK output �bres. The Poisson assumption was also made in

[118, 110] and impliesM � K , which is a reasonable model given that input

�bres may originate from many sources as well as neighbouringswitches. A

burst that is not dropped uses a wavelength channel, and possiblya subset

of converters too, for a random holding period. Leta denote the o�ered load,

de�ned as the mean number of burst arrivals to the switch duringan average

holding period.

To study the e�ect of imposing a restriction on the maximum number of

converters that can be devoted to a single burst, we introduce amaximum

concatenations parameter, denoted byh and de�ned as the maximum number

of conversions a single burst can undergo in a switch.

Given switch dimensionsK (� M ), W and J , o�ered load a, maxi-

mum conversion ranged and maximum concatenationsh, blocking prob-

ability can be computed numerically by modelling a switch as amultidi-

mensional Markov process. We considerK = 1 and then use simulation

for K > 1. For K = 1, a suitable state-description is given by (x; y) =

(x1; : : : ; xW ; y1; : : : ; yW ), wherex i = 1 if wavelength channel� i , i = 1; : : : ; W,

is used, otherwisex i = 0, and yi is the number of converters used by wave-

length channel� i , i = 0; : : : ; W. For DSC, the corresponding state-space is

then
(

(x; y)

�
�
�
�
�
x 2 [0; 1]W ; y 2 [0; : : : ; J ]W ;

WX

i =1

yi � J; yi � � (i )

)

;

where� (i ) = min
�
h; di=de; d(W � i )=de

�
. For FSC, this state-space is further

constrained to y 2 [0; 1]W because a wavelength channel cannot use more

than one converter.

For brevity, we do not specify the local balance equations arising from this

state-space. Their solution can be computed numerically to determine the
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steady-state distribution, from which blocking probability can be obtained.

See [158] for details.

We use this approach to calculate blocking probability as a function of h

for a small switch with C = 8 wavelength channels,K = 1 output �bre and

a pool of converters comprising a quantityJ of d-converters, abbreviated to

J � d, where 6� 1 is used for DSC, while all four integer combinations of

J � d such that Jd = 6 are considered for FSC. This is to ensure an equitable

comparison because for FSC it is unclear if, for example, 2� 3 is better than

3 � 2. We remark that 6� 1 is best for DSC since all other combinations

satisfying Jd = 6 can be realised through concatenation.

In Fig. 4.7, blocking probability is plotted as a function ofh for DSC

and FSC, where all four integer combinations ofJ � d such that Jd = 6 are

considered for FSC. Three di�erent tra�c loadings are shown inFig. 4.7.

A prohibitively large state-space limits this approach to a switch of small

dimensions; that is,K = 1 and small C. As an aside, the number of states

is bounded by (J + 2) C for DSC and 3C for FSC. For K > 1, we therefore

resort to simulation.

To con�rm that trends exhibited in Fig. 4.7 remain pertinent to a switch

of realistic dimensions, corresponding plots computed via simulation are

shown in Fig. 4.8 forC = 25 wavelength channels,K = 4 output �bres

and Jd = 20, where 20� 1 is used for DSC, while the optimalJ � d, as found

via an exhaustive search, is used for FSC.

Figs. 4.7 and 4.8 suggest that blocking probability is a non-increasing

function of h that rapidly plateaus. Therefore, to minimise blocking proba-

bility with the least possible degradation in SNR,h should be set equal to the

point at which packet-drop probability just begins to plateau. For example,

setting h = 4 is a good choice for the switch dimensions considered in Fig.

4.7. Choosingh as such gives rise to the following simple control policy for

DSC.

Let the attributes ( k; � i ; h) identify a burst, where k is its desired output

�bre, � i is the wavelength upon which it arrives, andh is the number of

unused converters at its arrival. Also, let (k; � ) denote wavelength� of

output �bre k.
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Figure 4.7: Blocking probability computed numerically forC = 8, K = 1,
Jd = 6

DSC Switch Control Policy: At the arrival of a burst with attributes

(k; � i ; j ): if ( k; � i ) is unused, switch the packet directly to (k; � i ); otherwise,

for � = 1; : : : ; h: if any (k; ! ) is unused, where! 2 F i (�d ), then: concatenate

� converters, switch the output of the endmost concatenated converter to any

randomly chosen unused (k; ! ), switch the packet to the input of the �rst

concatenated converter, updateh such that h  h � � , and break from the

for-loop. Otherwise, block the burst.

We conclude a marked improvement in blocking probability can be achieved

by allowing shared converters to be dynamically concatenated. This improve-

ment comes at the cost of a more complex switch architecture; speci�cally,

complexity increases by 36%, as quanti�ed by input-to-output port count,

for the switch dimensions considered in Fig. 4.8.

4.5 Chapter Summary

In this chapter, we �rst looked at Erlang's �xed-point approximation as

an approach to estimate end-to-end blocking probabilities in an OBS net-

work with full wavelength conversion. From a modelling perspective, we saw

that an OBS network with full wavelength conversion is almost the same
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Figure 4.8: Blocking probability computed with simulation for C = 25, K =
4, Jd = 20

as a conventional circuit-switched network. The only di�erence is that in a

circuit-switched network, the portion ofar that is o�ered to link l is reduced

according to the blocking probabilities on each of the linksin r that precede

and succeedlink l, whereas in an OBS network it is only the links that pre-

cede link l that have a bearing. The e�ect of this di�erence becomes less

pronounced as link blocking probabilities decrease.

The main contribution of this chapter was the development ofan ap-

proximation for end-to-end blocking probabilities in an OBS network with

limited range wavelength conversion. Instead of using the Erlang B formula

to estimate the blocking probability for a stand-alone link, we derived and

numerically solved a set of �xed-point equations. These �xed-point equations

characterised a stand-alone link in which an ingoing burst can only access

a subset of wavelengths that neighbour the wavelength channelupon which

the burst arrived.

To estimate the end-to-end blocking probability for a source and destina-

tion pair that traverses a route comprising the links labelled1; 2; : : : ; N , we

wrote 1 � (1 � b1)(1 � b2) � � � (1 � bN ), where bi is the estimate of blocking

probability for link i computed by considering linki as a stand-alone link.

Computer simulation was used to verify that the error owing to the assump-
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tions made in deriving our approximation is not negligible but is probably

satisfactory for engineering purposes.

To end this chapter, we considered shared wavelength conversion. In

particular, we developed and analysed a model that is a generalisation of

existing models in that we allowed any subset of the shared converters to be

dynamically concatenated to yield a wider conversion range for a burst that

would otherwise be blocked because all unused wavelengths in its desired

output �bre lie outside the range of a single converter.

In summary, we have seen that the tried and tested framework of Erlang's

�xed-point approximation provides an excellent basis to develop approxima-

tions to estimate end-to-end blocking probabilities in OBS networks that o�er

di�erent forms of wavelength conversion. Erlang's �xed point approximation

is modular in the sense that di�erent models for a stand-alone link that cor-

respond to di�erent forms of wavelength conversion can be easily integrated

into the framework. We speci�cally considered limited wavelength conver-

sion and a generalisation of shared wavelength conversion. To make Erlang's

�xed-point approximation applicable to each of these forms of wavelength

conversion, our main task was to derive alternatives to the Erlang B formula

to estimate the blocking probability for a stand-alone link. The Erlang B

formula is appropriate only to the case of full wavelength conversion.
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Chapter 5

Stabilisation and Performance

Modelling of De
ection

Routing in Optical Burst

Switched Networks

De
ection routing has featured prominently in the literature covering optical

burst switching (OBS) over the last four to �ve years. We saw in Chapter 4

that de
ection routing has been proposed as a strategy for resolving wave-

length contention. In all of this literature it has been tacitly assumed that

de
ection routing does not destabilise OBS in the same way as it is known

to destabilise circuit-switched telephony networks [4, 62]. This destabilis-

ing e�ect may result in higher blocking probabilities than if bursts were not

de
ected but simply blocked.

We have discussed the basics of OBS in Chapter 4. In this chapter, we

adopt the same model of OBS discussed in Section 4.1 of Chapter 4. Most

notably, we assume constant residual o�set periods.

In [25, 71], de
ection routing in a stand-alone node was modelled a mul-

tidimensional Markov process. Blocking probabilities were computed numer-

ically by solving the associated balance equations. In [88, 170], computer

simulations were used to evaluate the performance of de
ection routing in

125
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OBS networks. These studies claim that particular de
ection routing poli-

cies may reduce end-to-end blocking probabilities by more than one order

of magnitude. E�orts have also been devoted to dynamically optimising de-


ection routes based on network state information [102]. Several approaches

of resolving wavelength contention, including de
ection routing, have been

compared in terms of blocking probabilities via simulation studies [58, 182].

It is well-known that de
ection routing may destabilise circuit-switched

networks [4, 62] as well as optical packet-switched networks[19]. Instabilities

associated with de
ection routing may manifest simply as a suddendownturn

in utilisation that is instigated by a minimal load increase or as a complex

set of equilibria between which a network 
uctuates. They can be intuitively

explained in terms of unstable positive feedback. In particular, since �rst-

choice routes and de
ection routes may use common links, a de
ection from

one �rst-choice route may trigger a spate of subsequent de
ections from other

�rst choice routes, each of which in turn may trigger further de
ections.

In this chapter, we are interested in determining if de
ection routing may

also destabilise OBS. This issue has been glossed over in most of the recent

literature treating de
ection routing in OBS [25, 58, 88, 102, 170]. Although

OBS is in many ways di�erent from circuit switching as well as optical packet

switching, it does not seem unreasonable to suspect that de
ection routing

may destabilise OBS. As a matter of fact, intuition does suggest that this

is indeed the case, since there is no reason indicating that unstable positive

feedback instigated by a de
ection is somehow mitigated in OBS.

To test our intuition, we simulated OBS in the four-node ring network

shown in Fig. 5.1. (The de
ection routing policy we consider inthis chapter

is described in the next section.) It was assumed bursts arrive according

to independent Poisson processes with the same rate at each source and

destination pair for which there is a one-hop �rst-choice route. A three-

hop de
ection route for each of these source and destination pairs is thus

uniquely determined. To preserve symmetry, it was further assumed that all

other source and destination pairs are not used.

Using this simulation, we plot blocking probability and carried load as

a function of o�ered load in Fig. 5.2. Carried load is de�ned as the ex-
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Figure 5.1: Four-node ring network

90 95 100 105
10

-6

10
-5

10
-4

10
-3

10
-2

10
-1

10
0

Offered [Erlangs]

B
lo

ck
in

g 
pr

ob
ab

ili
ty

90 95 100 105
88

90

92

94

96

98

100

102

Offered [Erlangs] 

C
ar

rie
d 

[E
rla

ng
s]

Figure 5.2: Blocking probability and carried load as a function of o�ered load

pected number of busy wavelengths in a link at an arbitrary time instant

in equilibrium, while o�ered load would be the expected number of busy

wavelengths in a corresponding �ctitious link comprising an in�nite number

of wavelengths. In this way, carried load is an un-normalised measure of

link utilisation. The abrupt downturn in carried load evident in Fig. 5.2

is undesirable and suggests that instabilities may be present. Furthermore,

the downturn occurs over a range of blocking probabilities (10� 3 to 10� 2)

that can be considered realistic in the context of OBS. This result prompts

further study and will lead us to develop a new approximation to evaluate

the performance of OBS networks using de
ection routing.

Two di�erent approaches have been used to protect circuit switching and



128 CHAPTER 5. STABILISATION OF DEFLECTION ROUTING

optical packet switching against destabilisation. To protect circuit switching,

calls that have been de
ected are barred from engaging an idle trunk on

any trunk group for which the total number of busy trunks on thetrunk

group exceeds a prede�ned threshold. This approach is referred to as trunk

reservation [4, 62, 93] and is a form of admission control that intentionally

limits the amount of de
ection. One drawback of trunk reservation is the

lack of rigorous criteria to determine the reservation threshold. See [82] for

details.

To protect optical packet switching, several approaches havebeen sug-

gested, all of which are based on the idea of using �bre delay lines in a

recirculating delay loop setup to delay a packet that would otherwise be de-


ected. These approaches have been found especially useful in stabilising

asynchronous (un-slotted) optical packet switching and have been compared

in [19]. Further protection can be added by purging packets exceeding a

certain hop-count.

In principle, it seems both these approaches may also be used to protect

OBS, though approaches relying on �bre delay lines would probably be ruled

out from the outset due to practical considerations. In this chapter, beside

wavelength reservation, we propose and evaluate the performance of a new

approach to protect OBS networks against destabilisation. This approach

is based on enforcing preemptive priority between �rst-choice bursts and

de
ected bursts, where a �rst-choice burst is de�ned as a burst that has not

been de
ected and a de
ected burst is de�ned complementarily. With this

approach, a header associated with a �rst-choice burst is given the right to

preempt an overlapping reservation that has been scheduled for a de
ected

burst. Preemption is always a last resort in the sense that a headerassociated

with a �rst-choice burst always seeks to make a reservation without resorting

to preemption.

Preemptive priority is unsuitable for telephony networks because it is

unacceptable from a quality of service point of view to preempt a call that

is in progress. This would obviously be perceived by users as an unexpected

call termination. However with OBS, a burst that is preempted su�ers the

same fate as a burst that is blocked at an intermediate node. We discuss this
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point in greater detail in Section 5.2.

In this chapter, we develop a new approximation to estimate the end-to-

end blocking probabilities in OBS networks that have been stabilised with

either wavelength reservation or preemptive priority. Wavelength reservation

is analogous to trunk reservation in circuit switching. Using our approxima-

tion, we numerically show that preemptive priority consistently yields lower

blocking probabilities than wavelength reservation. We alsoargue that pre-

emptive priority is guaranteed to stabilise de
ection routing, whereas the

stabilising properties of trunk reservation are highly dependent on the choice

of reservation threshold.

The new contributions of this chapter are as follows.

� The development of a new approximation to estimate end-to-end block-

ing probabilities in OBS networks using de
ection routing. This can

be seen as a generalisation of our work in [147], which adapted the con-

ventional Erlang's �xed-point approximation to OBS networks where

each source and destination pair is assigned a single �xed route. This

can also be seen as an advancement of our work in [189, 190], in that

we relax the disjointedness assumption is this chapter. In particular,

primary and de
ection routes need not be link disjoint.

� The analysis of preemptive priority as an alternative approach of stabil-

ising de
ection routing in OBS networks. We �rst proposed preemp-

tive priority in [22] but did not analyse its performance or compare

its performance to wavelength reservation. As such, the analysis of

preemptive priority adds weight to our work in [22].

� The quantitative comparison of wavelength reservation and preemptive

priority as approaches of stabilising de
ection routing in OBS networks

and the determination of when, or if, protecting against destabilisation

is critical.

In Section 5.1, we de�ne a simple de
ection routing policy. InSection

5.2, we con�rm the downturn in carried load evident in Fig. 5.2 is indeed

a result of destabilisation. We then show that either wavelengthreservation
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or preemptive priority correct this downturn. In Section 5.3, we present our

new approximation. In Section 5.4, our approximation is usedto evaluate

the blocking performance of unprotected and protected de
ection routing in

several randomly generated networks.

5.1 A De
ection Routing Policy for OBS

We assume residual o�set periods are constant at each node. This ispossible

with the dual-header form of OBS proposed in [9]. The reason we insist that

residual o�set periods do not vary from burst to burst is because wewould

otherwise be confronted with the unsolved problem of calculating blocking

probabilities in an Erlang-like system where servers are pre-booked with a

random pre-booking period. We discussed at length the rami�cations of

assuming constant residual o�set periods in Chapter 4.

We further assume full wavelength conversion is available at all nodes.

Apart from this assumption, we adopt a conservative stance by assuming

burst segmentation, �bre delay lines and all other strategies for resolving

contention that were discussed in Chapter 4 are unavailable. Since we assume

residual o�set periods are constant, void-�lling is unnecessary. We view the

burst assembly process as a black-box. In particular, we simply assume each

source generates bursts according to a Poisson process.

We continue by describing the de
ection routing policy considered in this

chapter.

De
ection routing policies in general can be categorised as either origi-

nating o�ce control (OOC) or sequential o�ce control (SOC). S ee [62] for

a detailed description of this categorisation. SOC is fast reacting and per-

mits immediate de
ection at any node at which contention is encountered

by allowing a header to make a reservation on an outgoing link that is al-

ternative to the �rst-choice link. OBS is restricted to SOC policies. Using

OOC policies in OBS would require excessively long o�set times to allow for

crank-back of a header to its source.

Let L be the set of all links. Consider an arbitrary source and destination

pair. Suppose its �rst-choice route traversesR links, or equivalently R � 1
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intermediate nodes, and let its �rst-choice route be denoted as the ordered

set r = ( r1; : : : ; rR), where r1; : : : ; rR 2 L . For link l 2 L , let l � denote

the node that link l is incident from and let l+ denote the node that link l

is incident to. To ensure contiguity ofr , for all n = 1; : : : ; R: r +
n = r �

n+1 ;

r �
1 = s; and, r +

R = d.

For each noder �
n , n = 1; : : : ; R, de�ne a de
ection route to be the ordered

setd(n) =
�
d1(n); : : : ; dM n (n)

�
, whered1(n); : : : ; dM n (n) 2 L and d1(n) 6= rn .

To ensure the contiguity ofd, for all m = 1; : : : ; Mn � 1: dm (n)+ = dm+1 (n)� ;

d1(n)� = r �
n ; and, dM n (n)+ = d.

With de
ection routing, a header arriving at node r �
n that �nds link rn

in contention may seek to reserve a wavelength in linkd1(n), which is by

de�nition a link incident from node r �
n but is alternative to link rn . A header

is blocked at noder �
n if and only if all wavelengths in link rn and d1(n) are

in contention. However, without de
ection routing, a headeris blocked at

noder �
n if and only if all wavelengths in link rn are in contention.

To avoid excessive hop-counts and to guard against the so-calledring-

around-the-rosie problem [62], we only permit one de
ectionper header.

That is, a de
ection from a de
ection route is forbidden.

The augmented route tree shown in Fig. 5.3 is used to clarify ournota-

tion. See [23, 62, 112] for discussion on the augmented route tree. For this

augmented route tree, we haveL = f l1; : : : ; l6g, r = ( r1; r2) = ( l1; l2), l �
1 = s,

l �
2 = n1, R = 2, M 1 = M 2 = 2 and

d(n) =

(
(l5; l6); n = 1;

(l3; l4); n = 2:

The main drawback of de
ection routing in OBS is the so-calledinsu�-

cient o�set time problem that has been discussed in [71]. This problem refers

to the situation in which a header is de
ected and traverses more nodes than

it would have on its �rst-choice route. The additional per node header pro-

cessing delay encountered at each extra node may decrease a header's residual

o�set time to zero before it has reached its destination.

A few di�erent approaches have been suggested to combat this problem.
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Figure 5.3: Augmented route tree where loss nodes have been depicted with
an asterisk

We adopt the most conservative approach of increasing the base o�set period.

In particular, at its source, a burst is separated from its header by a base

o�set period of at least (Nmax � 1)� + � , whereNmax is the maximum possible

number of links a burst can expect to traverse and is given by

Nmax = max
�

max
n=1 ;:::;R

(M n + n � 1); R
�

;

� denotes the per node processing delay and� is the switch recon�guration

time. Without de
ection routing, the base o�set period is (R � 1)� + � .

We assume� = 0. For the augmented route tree shown of Fig. 5.3, we have

Nmax = 3.

We have described a rather simple de
ection routing policy forOBS.

Dynamic policies based on state-dependent routing [31, 62] may turn out to

o�er superior performance. For example, in [88], a decision ismade whether

or not a burst should be de
ected based on the how many links the burst

has already traversed and the probability that the burst wouldbe blocked

if it were to be de
ected. In some cases it is advantageous to block and

retransmit a contending burst from its source instead of de
ecting, especially

if the de
ection is from one of the �rst few links of a �rst-choice route. To see

this, suppose a reservation cannot be made on the �rst link of a �rst-choice

route. Instead of using the typically longer de
ection routed(1), a better

option may be to electronically bu�er the contending burst atits source for

a period until the contention can be resolved.
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5.2 Stabilising Optical Burst Switching

In this section, we con�rm the downturn in carried load evident in Fig. 5.2

is indeed a result of destabilisation. We then show that either wavelength

reservation or preemptive priority correct this downturn.

To this end, we propose to analyse the four-node ring network shown

in Fig. 5.1 using the Poisson assumption and the independence assumption

that were given in Section 4.2 in Chapter 4.

We also assume a burst occupies exactly one wavelength in a particular

link at any time instant during its transmission. In other words, we assume

the endmost packet of a burst must �rst complete transmission in linkln
before the headmost packet of the burst begins transmission in link ln+1 .

In reality, the endmost packet of a burst may be transmitted in link ln ,

while a packet in front of it is simultaneously transmitted in link ln+1 . This

assumption is discussed in greater depth in Chapter 8.

In steady-state, assuming steady-state eventually prevails, let the random

variable x l 2 f 0; : : : ; Nlg denote the number of busy wavelengths in link

l 2 L , where N l is the total number of wavelengths in link l. Also, let

x = f X lgl2L . Using the independence assumption, we can write

P(X = x) =
Y

l2L

P(X l = x); x 2 f 0; : : : ; N1g � � � � � f 0; : : : ; NjLj g:

Since the four-node ring network is completely symmetric, itis su�cient

to work in terms of an arbitrary link. We therefore use the shorthand X = X l

and N = N l for all l 2 L .

Recall that bursts only arrive at each source and destination pair for

which there is a one-hop �rst-choice route. A three-hop de
ection route for

each of these source and destination pairs is thus uniquely determined. Also

recall that all other source and destination pairs are not used.

Let a denote the load o�ered to each source and destination pair, which is

de�ned as the mean number of bursts that arrive during an average burst's

transmission time. Furthermore, let a denote the total load o�ered to a

link, which may comprise bursts traversing either their �rst-choice route or a
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de
ection route. Using the Poisson assumption, the probability that a burst

is blocked at a link is computed using the Erlang B formula as in(4.1). In

particular, we have

b= EN (a): (5.1)

We are interested in estimating the end-to-end blocking probability per-

ceived by a burst, which is denoted asL. To this end, we sum the total load

carried by a link to give

(1 � b)a =
�
(1 � b) + (1 � b)b+ (1 � b)2b+ (1 � b)3b

�
a: (5.2)

For circuit switching, instead of (5.2), we would write (1� b)a =
�
(1 � b) +

3(1 � b)3b
�
a. This is because the load carried by each of the three links

comprising a de
ection route must be equal for circuit switching.

Rearranging (5.2) gives

a =
a

1 + 3b� 3b2 + b3
: (5.3)

It can then be veri�ed that

L = 3b2 � 3b3 + b4: (5.4)

To con�rm the simulation results presented in Fig. 5.2, we plotL and

(1 � L)a as a function ofa in Fig. 5.4 as solid lines labelled `unprotected'.

These two plots can be generated as follows: for each of several values ofa,

compute b using EN (a) and then computea and L based on this value ofb

via (5.3) and (5.4), respectively.

It turns out that neither L nor (1� L)a are proper functions ofa because

the mapping from a to L is not one-to-one. This de�nitely con�rms that

de
ection routing may destabilise OBS and has also been observedin circuit-

switched networks using de
ection routing [152]. For some values ofa, there

are up to three equilibria that may exist in steady-state. It is not clear

if one equilibria is dominant or if there are oscillations between all three



5.2. STABILISING OPTICAL BURST SWITCHING 135

equilibria. The plots shown in Fig. 5.2 generally do not matchup well with

their counterparts in Fig. 5.4. This is most likely because simulation relies

on long-run averaging, which yields averages lying somewhere in between

these three equilibria. That is, we are trying to simulate behaviour that is

inherently non-stationary. It is however satisfying to note that the downturn

in carried load occurs at approximately the same value ofa in Fig. 5.2 and

Fig. 5.4.

In the next two sections, we present a parallel analysis of wavelength

reservation and preemptive priority. Our analysis continuesto remain speci�c

to the four-node ring network. Any notation that we reuse continues to bear

the same de�nition as above.

5.2.1 Wavelength Reservation

Recall that with wavelength reservation, de
ected bursts arebarred from

engaging an idle wavelength on any link for which the total number of busy

wavelengths on the link exceeds a prede�ned threshold. Let that threshold

be denoted asK . Therefore, a de
ected burst cannot be scheduled to a link

for which K or more of its wavelengths will be busy when the de
ected burst

is set to begin transmission.

Let â denote the de
ected load o�ered to a link. The total load o�ered

to a link is the sum of loads it is o�ered by de
ected bursts and �rst-choice

bursts. Since a �rst-choice route is associated with one unique link, it is not

hard to see that

â = a � a: (5.5)

Treating a link as a simple one-dimensional birth-and-death process, we

have a recursion of the form

� i = P(X = i )

=

(
ai � 0=i!; i = 1; : : : ; K;

(a � â) i � K aK � 0=i!; i = K + 1; : : : ; N;
(5.6)
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Figure 5.4: Stabilising a four-node symmetrical OBS network
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where the normalisation constant� 0 is determined as usual via
P N

i =0 � i = 1.

The probability that a �rst-choice burst is blocked at a link is given by

b = � N , while the probability that a de
ected burst is blocked at a link is

given by q =
P N

i = K � i .

Analogous to (5.2), summing the total load carried by a link gives

(1 � b)a + (1 � q)â =
�
(1 � b) + (1 � q)b+ (1 � q)2b+ (1 � q)3b

�
a; (5.7)

which after rearrangement can be rewritten as

a =
a

1 + 3b� 3bq+ bq2
: (5.8)

It can then be veri�ed that

L = 3bq� 3bq2 + bq3: (5.9)

As a check, by settingq = b, it can be seen that (5.9) reduces to its counter-

part (5.4).

There are no rigorous criteria governing the choice of reservation thresh-

old. See [82] for details. ChoosingK too large results in performance that is

not much better than if de
ection was not permitted at all, while choosing

K too small does not correct the downturn in carried load. We chooseK

by iteratively incrementing its value until the mapping from a to p appears

to be one-to-one. Through trial and error, forN = 120, we found that

K 2 [100; 110] was a good choice.

To show that wavelength reservation with a su�ciently large reservation

threshold can correct the downturn in carried load shown in Fig. 5.2, we

again plot L and (1� L)a as a function ofa in Fig. 5.4 as dotted and dashed

lines labelled `wavelength reservation'. The dashed line is for K = 100 and

the dotted line is for K = 110. These two plots can be generated using

the following iterative procedure. For each of several values of a, arbitrarily

chooseâ and computea via (5.5) based on this arbitrary choice of ^a. After

this initialisation phase, computebas well asq by solving the recursion given

by (5.6). Then recomputea via (5.8) and check if the absolute di�erence
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between the old value ofa and its recomputed value is su�ciently close to

satisfy a prescribed error criterion. This set of steps comprises one iteration.

Subsequent iterations are continued until the error criterion is satis�ed by

updating the value of â according to (5.5). Using the values ofb and q

computed during the �nal iteration, L is determined via (5.9).

Based on Fig. 5.4, it may be tempting to consider increasing the value

of K to improve performance, however, ifK is increased above 110, a kink

would begin to appear in the dotted and dashed lines labelled `wavelength

reservation' in Fig. 5.4(b), which is akin to kink exhibited by the solid line

and signals the onset of destabilisation.

5.2.2 Preemptive Priority

Preemptive priority is a new approach that we propose to protect OBS

against destabilisation that is based on enforcing preemptive priority between

�rst-choice bursts and de
ected bursts. With this approach, a �rst-choice

burst is given the right to preempt a reservation that has been scheduled for

a de
ected burst. Peremption is a last resort in the sense that a �rst-choice

burst foremost seeks an appropriate idle wavelength.

Almost all the equations presented in the preceding section treating wave-

length reservation also hold for preemptive priority. The exception is that

the probability that a �rst-choice burst is blocked at a link and the proba-

bility that a de
ected burst is blocked at a link, which we havedenoted as

b and q, respectively, can no longer be computed via the recursion given by

(5.6). Instead, we computeb and q as follows.

A �rst-choice burst is oblivious to the presence of de
ected bursts and

only perceives other �rst-choice bursts. It follows thatb= EN (a � â) and

q =
aEN (a) � (a � â)EN (a � â)

â
: (5.10)

The numerator of (5.10) is equal to the de
ected burst load blocked at a link,

while the denominator is by de�nition the de
ected burst load o�ered to a

link. Taking their ratio gives the probability that a de
ect ed burst is blocked
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at a link.

For the case of preemptive priority, we plotL and (1� L)a as a function

of a in Fig. 5.4 as an interchanging dotted/dashed line labelled `preemption'.

The same iterative procedure described in the preceding subsection can be

used to generate these plots butb and q are now computed via (5.10).

We can conclude that preemptive priority may yield marginally lower

blocking probabilities than wavelength reservation. Although the bene�t of

preemptive priority is unremarkable forK = 110, a disparity is evident for

K = 100, especially at low to moderate loads.

A key advantage of preemptive priority is that it is guaranteed to sta-

bilise de
ection routing in OBS as well as circuit switching and optical packet

switching, though we have already discussed that some attributesof preemp-

tive priority render it an inappropriate form of protection for circuit switch-

ing. Preemptive priority guarantees stability because it ensures performance

that is no worse than if bursts were not de
ected but simply blocked. This

property arises because a de
ected burst cannot alter the fate of a �rst-choice

burst. Moreover, we know that OBS is stable without de
ection routing.

Consequently, protecting OBS with preemptive priority guarantees stability.

On the contrary, the stabilising properties of trunk reservation are highly

dependent on the choice of reservation threshold.

With preemptive priority, a preempted burst is not necessarilyblocked

in its entirety. For example, a burst may su�er preemption at a link well

after many packets have been transmitted on the link. In this case, packets

residing in the burst's tail are blocked but those residing in itshead are

una�ected by preemption and continue as normal. The reverse case where

packets residing in the burst's head are blocked but those residing in its

tail are una�ected is also possible. This results in the presence of truncated

bursts and is reminiscent of burst segmentation [41, 167].

A problem may arise when a truncated burst arrives at its destination.

Although in principle it is possible to recover packets from a truncated burst,

this is complicated since knowledge of a truncation is localised to the inter-

mediate node at which it occurred. Therefore, each destination anticipates a

complete burst with well-de�ned packet boundaries. In this chapter, we have
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adopted a conservative stance by assuming that it is not possible torecover

packets from a truncated burst.

An alternative would be to assume a more sophisticated node architec-

ture that is capable of salvaging packets from a truncated burst. Although

this leads to a remarkable increase in node throughput [167],signaling com-

plexity also increases because a packet delineation protocol that includes

functionality to check the integrity of each packet is essential.

Since knowledge of a truncation is localised to the intermediate node at

which it occurred, a header is unaware of any truncations that its corre-

sponding burst may have experienced. Therefore, a header corresponding to

a truncated burst requests a reservation period that is longer than required

at each node subsequent to the node at which truncation occurred. This is

wasteful of bandwidth. However, it is important to remark that these unused

reservations may be reclaimed by �rst-choice bursts, since a �rst-choice burst

may preempt a reservation corresponding to a truncated burst.

5.3 An Approximation for End-to-End

Blocking Probabilities

In this section, we develop a new approximation to estimate theend-to-end

blocking probability for each source and destination pair in an OBS network

that has been stabilised with either wavelength reservation orpreemptive pri-

ority. We allow for arbitrary network topologies and consider the de
ection

routing policy described in Section 5.1. Our approximation is a generalisa-

tion of the adaptation of Erlang's �xed-point approximation to OBS networks

reviewed in Section 4.2 of Chapter 4.

We continue to use the Poisson assumption and the independence as-

sumption. We use computer simulation to quantify the error admitted in

making these two assumptions.
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5.3.1 Step One: Link O�ered Loads

The �rst step of our approximation is to decompose the network into its con-

stituent links. In particular, the Poisson assumption in conjunction with the

independence assumption permit each link to be treated as an independent

birth-and-death process that is Markov. To compute the steady-state distri-

bution � i = P(X = i ), i = 0; : : : ; N , for this kind of birth-and-death process,

it su�ces to know the load that it is o�ered, which is the ratio o f the birth

rate to the death rate. Therefore, we must determine the load o�ered to each

link l 2 L . The di�culty is that the load o�ered to a given link is a funct ion

of the steady-state distributions at all other links, which are unknown.

We �rst compute the load o�ered to each link l 2 L that is owing to an

arbitrary source and destination pair by assumingr \ d(1) \ � � � \ d(R) = ; .

We then continue by relaxing this temporary assumption and presenting an

algorithm to compute the load o�ered to each linkl 2 L that is owing to all

source and destination pairs. Since it is has been assumed any two source

and destination pairs are independent, the loads o�ered to a given link that

are owing to di�erent source and destination pairs are additive. We will make

use of this fact in our algorithm.

Consider an arbitrary source and destination pair with �rst-choice route

given by r and de
ection-routes given byd(1); : : : ; d(R), as we de�ned in

Section 5.1. Leta be the load that this arbitrary source and destination pair

is o�ered. Furthermore, for the sake of clarity, assumer \ d(1)\� � �\ d(R) = ; ,

which we call the disjointedness assumption. In words, the disjointedness

assumption ensures that a burst does not traverse a link more than once. To

begin with, supposebl and ql are known for all l 2 L . It follows that the load

o�ered to rn 2 r owing to this source and destination pair is given by

ar n = a(1 � br 1 ) � � � (1 � br n � 1 ); n = 1; : : : ; R; (5.11)

and for dm (n) 2 d(n), n = 1; : : : ; N , we have

adm (n) = âdm (n)

= a(1 � br 1 ) � � � (1 � br n � 1 )br n � m (n); (5.12)
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for all m = 1; : : : ; Mn , where

� m (n) = (1 � qd1 (n)) � � � (1 � qdm � 1 (n)): (5.13)

The equality adm (n) = âdm (n) is an immediate consequence of the disjointed-

ness assumption. The probability that a burst is not blocked at the links

preceding link dm (n) 2 d(n) is expressed by� m (n). Equation (5.12) con-

cerns the intersection of three events: 1) a burst is not blockedat the links

preceding linkrn , which occurs with probability (1 � br 1 ) � � � (1 � br n � 1 ); 2) a

burst is blocked at link rn , which occurs with probability br n ; and, 3) a burst

is not blocked at the links preceding linkdm (n), which occurs with probabil-

ity � m (n). It is the probability of the intersection of these three events that

is of interest. By the independence assumption any two of these events are

mutually independent and thus (5.12) follows.

To relax the disjointedness assumption, we need to take care of the pos-

sibility that


 m (n) = f d1(n); : : : ; dm� 1(n)g \ f r1; : : : ; rng 6= ;

by conditioning the probability � m (n) such that

� m (n) = P
�
not blocked at d1(n); : : : ; dm� 1(n)

j blocked at rn \ not blocked at r1; : : : ; rn� 1
�
: (5.14)

The expression given in (5.14) can be simpli�ed based on the indepen-

dence assumption and a fact that relies on making an additionalassumption.

In particular, we assume a header is subject to zero propagationdelay as well

as zero processing delay (� = 0 andc = 0). Therefore, for a link l 2 
 m (n),

the time instant at which a header seeks to make a reservation at link l 2 r

is equal to the time instant at which it may seek to make a reservation at

that same link l 2 d. We call this the zero delay assumption.

The zero delay assumption ensures that the state of a link that is tra-

versed by both a primary and de
ection route remains unchanged at the two

possible time instants a given header may seek to make a reservation at such
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a link. In practice, these two time instants are separated by propagation

and processing delays, during which state transitions are possible. We use

computer simulation to quantify the error admitted in making the zero de-

lay assumption. With the zero delay assumption in place, the following fact

holds.

Fact 5.1 The conditional probability that a de
ected burst is not blocked at

link l 2 d given that it was not blocked at that same linkl 2 r for some

l 2 
 m (n) is given by

P(not blocked atl 2 dj not blocked atl 2 r )

=
P(not blocked atl 2 d)
P(not blocked atl 2 r )

=
1 � ql

1 � bl
:

Proof: This fact holds for wavelength reservation as well as preemptive

priority. Using the zero delay assumption, its proof is elementary after es-

tablishing that f not blocked at l 2 dg � f not blocked at l 2 rg, where the

notation f�g denotes a subset of the sample space. To establish this inclusion

consider the following. With wavelength reservation, a de
ected burst is not

blocked at link l 2 d if and only if X l < K , but a �rst-choice burst is not

blocked at that same linkl 2 r if and only if X l < C . SinceX l < C implies

X l < K , this inclusion follows immediately. Similarly, with preemptive pri-

ority, if a de
ected burst is not blocked at link l 2 d, then X l < C , which is

su�cient to ensure a �rst-choice burst is not blocked at that same link l 2 r .

Based on Fact 5.1 and the independence assumption, (5.14) can berewrit-

ten as

� m (n) =
P

�
not blocked at d1(n); : : : ; dm� 1(n)

�

P
�
not blocked at r1; : : : ; rn� 1 2 
 m (n)

�

=
(1 � qd1 (n)) � � � (1 � qdm � 1 (n))Q

l2 
 m (n)(1 � bl )
: (5.15)

The details of simplifying the expression for� m (n) from (5.14) to (5.15) are
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as follows:

� m (n) = P
�

not blocked at d1 (n); : : : ; dm � 1 (n)j blocked at r n \ not blocked at r 1 ; : : : ; r n � 1
�

=
P

�

not blocked at d1 (n); : : : ; dm � 1 (n) \ not blocked at r 1 ; : : : ; r n � 1
�

P(blocked at r n )

P
�

not blocked at r 1 ; : : : ; r n � 1
�

P
�

blocked at r n )

=
P

�

not blocked at d1 (n); : : : ; dm � 1 (n)
�

P(not blocked at r 1 ; : : : ; r n � 1 =2 
 m (n)
�

P
�

not blocked at r 1 ; : : : ; r n � 1
�

=
P

�

not blocked at d1 (n); : : : ; dm � 1 (n)
�

P
�

not blocked at r 1 ; : : : ; r n � 1 2 
 m (n)
�

=
(1 � qd1 ( n ) ) � � � (1 � qdm � 1 ( n ) )

Q

l 2 
 m ( n ) (1 � bl )

The second equality is becausern =2 d1(n); : : : ; dm� 1(n) by de�nition, while

the third equality is an immediate consequence of Fact 5.1.

From this point on, we relax the disjointedness assumption by computing

� m (n) according to (5.15) instead of (5.13).

Before continuing, we give an illustrative example to exemplify the im-

portance of Fact 5.1 as well as the disjointedness assumption.

Illustrative Example

Reconsider the augmented route tree shown in Fig. 5.3. Foremost, suppose

l1 6= l2; 6= � � � 6= l6, which ensures the disjointedness assumption is satis�ed.

For argument's sake, consider linkl4. According to (5.12), we have

âl4 = a(1 � bl1 )bl2 (1 � ql3 ): (5.16)

To exemplify Fact 5.1, now suppose thatl3 = l1. (Supposingl3 = l1 obvi-

ously does not give rise to a sensible routing policy since it meansa burst is

de
ected back to the link it came from, however, we have supposed l3 = l1 to

create a simple case where a �rst-choice route shares a common link with one

of its de
ection routes. This case is certainly plausible in larger route trees.)

With l3 = l1, the disjointedness assumption is violated and thus (5.16) does
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not hold. Instead, we must appeal to Fact 5.1 and instead write

âl4 = aP(not blocked at l1 2 r )P(blocked at l2 2 r )

� P(not blocked at l3 2 d(2)jnot blocked at l1 2 r )

= a(1 � bl1 )bl2 (1 � ql3 )=(1 � bl1 ) [By Fact 5.1.]

= abl2 (1 � ql3 ); (5.17)

which is clearly not equal to (5.16). This concludes the example.

Let J be the set of all source and destination pairs. When we are required

to distinguish between source and destination pairs, we will superscript ex-

isting notation with a j to denote it pertains to source and destination pair

j 2 J . For example, aj is the load o�ered to source and destination pair

j 2 J . Using (5.11), (5.12) and (5.15), we are able to formulate Algorithm

4, which computes the load o�ered to each linkl 2 L that is owing to all

source and destination pairs. The complexity of Algorithm 4 is bounded by

O(JL 2), where J = jJ j and L = jLj .

Algorithm 4 Calculate al ; âl 8l 2 L
Require: bl ; ql 8l 2 L ; r j ; d j (n); 
 j

m (n) 8j 2 J ,n = 1; : : : ; Rj ,m =
1; : : : ; M j

n
1: al ; âl = 0 8l 2 L // Initialisation
2: for j 2 J do
3: x = aj

4: for n = 1; : : : ; Rj do
5: i = r j

n ; ai = ai + x
6: y = xbi ; x = x(1 � bi )
7: for m = 1; : : : ; M j (n) do
8: i = dj

m (n); ai = ai + y; âi = âi + y
9: if i 2 
 j

m (n) then
10: y = y(1 � qi )=(1 � bi )
11: else
12: y = y(1 � qi )
13: end if
14: end for
15: end for
16: end for
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Table 5.1: Formulae to computebl and ql

bl ql

No protection EN l (al ) EN l (al )

Wavelength reservation � N l ;l
P N l

i = K � i;l

Preemptive priority EN l (! l )
�
alEN l (al ) � ! lEN l (! l )

�
=âl

In Algorithm 4, at iteration n of the n = 1; : : : ; Rj for-loop, the auxiliary

variable x is scaled by (1� bi ), where i = r j
n . Thus, according to (5.11),

x equals the reduced-load o�ered to linkr j
n+1 that pertains to �rst-choice

bursts of source and destination pairj 2 J .

Similarly, at iteration m of the m = 1; : : : ; M j (n) for-loop, the auxiliary

variable y is scaled by (1� qi )=(1� bi ), wherei = dj
m (n), if link l i 2 r j

1; : : : ; r j
n .

Otherwise,y is scaled by 1� qi . Thus, according to (5.12) and (5.15),y equals

the reduced-load o�ered to link dj
m+1 (n) pertaining to de
ected bursts of

source and destination pairj 2 J .

5.3.2 Step Two: Link Blocking Probabilities

Computation of the blocking probabilitiesbl and ql at each link l 2 L di�ers

according to the type of protection used to guard against destabilisation

and was considered for each of the three cases of no protection,wavelength

reservation and preemptive priority in Section 5.2. In particular, refer to

(5.1), (5.6) and (5.10), respectively. For convenience, we provide a brief

summary of the formulae used to computebl and ql for each type of protection

in Table 5.1, where for brevity, we have de�ned! l = al � âl . It may be

worth recalling that for the case of wavelength reservation, the steady-state

distribution � i;l = P(X l = i ) is computed according to the recursion

� i;l =

(
ai

l � 0=i!; i = 1; : : : ; K;

(al � âl ) i � K aK
l � 0=i!; i = K + 1; : : : ; N:

Let b = f blgl2L , q = f qlgl2L , a = f algl2L and â = f âlgl2L . Also, let

the mapping g : (b; q) ! (a; â) represent the operation of Algorithm 4 and
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let the mapping f : (a; â) ! (b; q) represent the operation of an algorithm

that computes link blocking probabilities according to theformulae shown

in Table 5.1. This is admittedly a rather loose de�nition ofg and f but it

will be su�cient for our purposes. We are interested in �nding a solution

(b; q; a; â) to the set of equations

(b; q) = f (a; â);

(a; â) = g(b; q): (5.18)

Since f and g are nonlinear, it is di�cult to determine if (5.18) has a

unique solution (b; q; a; â). In [87], it has been proved that the analogous

form of (5.18) for circuit-switched networks using �xed routing does have a

unique solution, though it is well-known that multiple solutions are possible

for circuit-switched networks using de
ection routing. We discuss solution

uniqueness in the next section.

Presupposing that a solution (b; q; a; â) for (5.18) does indeed exist, it

may be determined via Algorithm 5. Algorithm 5 is a successive substitution

algorithm which terminates onceb and q satisfy a prescribed error criterion

and are thus said to have converged to a �xed-point. We encountered similar

successive substitution algorithms in Chapter 4 that were also usedto numer-

ically determine a �xed-point for a set of equations. Although convergence of

this kind of algorithm is not a certainty, divergence is rarein practice and can

often be overcome by periodically re-initialising with a convex combination

of the most recent iterations.

In Algorithm 5, the error criterion is denoted as� > 0 and the outdated

values ofb and q are denoted asb0 and q0, respectively. Furthermore, the

coe�cients used to form a convex combination of the two most recent values

of b and q are denoted byc1; c2 � 0, wherec1 + c2 = 1.

5.3.3 Step Three: End-to-End Blocking Probabilities

Given that bl and ql are known for all l 2 L , it is possible to compute the

end-to-end blocking probability for each source and destination pair. Let L j
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Algorithm 5 Calculate bl ; ql 8l 2 L
Require: � ; c1; c2 � 0 such that c1 + c2 = 1; r j ; d j (n); 
 j

m (n) 8j 2 J ,n =
1; : : : ; Rj

1: bl = 1; ql = 1 8l 2 L // Initialisation
2: b0

l = 0; q0
l = 0 8l 2 L // Initialisation

3: while 9l 2 L such that jbl � b0
l j > � or jql � q0

l j > � do
4: for l 2 L do
5: b0

l = c1bl + c2b0
l // Convex combination

6: q0
l = c1bl + c2q0

l
7: end for
8: b0 = f b0

lgl2L ; q0 = f q0
l gl2L

9: (a; â) = g(b0; q0) // Algorithm 4
10: (b; q) = f (a; â) // Update link blocking probabilities as per Table 5.1
11: end while

denote the end-to-end blocking probability for source and destination pair

j 2 J .

For the moment, we suppress the superscriptj and thereby consider an

arbitrary source and destination pair. Let
 n be the probability of the inter-

section of the following three events: 1) a burst is not blocked at the links

preceding link rn , which occurs with probability (1 � br 1 ) � � � (1 � br n � 1 ); 2)

a burst is blocked at link rn , which occurs with probability br n ; and, 3) a

burst is not blocked at linksd1(n); : : : ; dM n (n), which occurs with probabil-

ity � M n +1 (n). Note that the `+1' appears in � M n +1 (n) to annihilate the �̀ 1'

appearing in its de�nition, which is given by (5.13), otherwise, without the

�̀ 1', dM n (n) would be missed. It can be veri�ed that a burst is not blocked

if and only if: 1) all three of these events occur for somen = 1; : : : ; N ; or, 2)

a burst is not blocked at linksr1; : : : ; rR . Therefore, we can write

L = 1 � (1 � br 1 ) � � � (1 � br R ) �
NX

n=1


 n ; (5.19)
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where


 n = P(not blocked at r1 : : : rn� 1)P(blocked at rn )

� � M n +1 (n)

= (1 � br 1 ) � � � (1 � br n � 1 )br n � M n +1 (n): (5.20)

As a check, comparing (5.20) with (5.12) reveals that ^adM n +1 (n)=a = 
 n , as

expected. Using this relation, we can computeL within Algorithm 4 simply

by initialising L j = 1 for all j 2 J and executing the following operation

immediately after line 14

L j  L j �
y
aj ;

as well as the following operation immediately after line 15

L j  L j �
x
aj :

Recall that x and y are auxiliary variables de�ned in Algorithm 4.

Finally, analogous to (4.15) in Chapter 4, the average blocking probability

across all source and destination pairs is given by

L =
1

P
j 2J aj

X

j 2J

aj L j : (5.21)

In concluding this section, we remark that our reduced-load approxima-

tion can be extended to any SOC routing policy that can be represented

with an augmented route tree. To realise this extension, we would use the

recursive approach outlined in [23, 112, 138] to compute the probability that

a blocking or completion route of an augmented route tree is used given that

the load o�ered to each link is known. This approach relies ona recursion

that is commonly used in the �eld of system's reliability analysis. Although

the computational complexity of this recursion may be high, it can be sim-

pli�ed for SOC routing, as has been remarked in [138]. (In writing (5.12),

we have in fact implicitly used the simpli�cation alluded to in [138].)

This extension would allow us to study policies where more thanone
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de
ection is permitted per header or de
ections from de
ection routes are

permitted. We have chosen not to pursue this extension because wehave

simulated policies in which multiple de
ections are permitted per header and

observed an unremarkable improvement. See the conference version [189] of

the work presented in this chapter for numerical results substantiating this

claim.

5.4 Numerical Evaluation of

Wavelength Reservation and Preemption

In this section, we use simulation to quantify the error admitted in making

the independence assumption, the Poisson assumption and the zero delay

assumption. We then use our approximation presented in Section 5.3 to eval-

uate the performance of de
ection routing in randomly generated networks.

In particular, with respect to average end-to-end blocking probability, which

is given by (5.21), we compare the performance of unprotected de
ection

routing and de
ection routing protected with either wavelength reservation

or preemptive priority.

Unless otherwise speci�ed, all the results presented in this section pertain

to networks that have been randomly generated according to the speci�ca-

tions shown in Table 5.2, whereU [a; b] denotes the discrete uniform distribu-

tion taking values on the integersa; a+1; : : : ; b. The parameter referred to as

additional hop-count and denoted as� in Table 5.2 needs further clari�cation.

It governs the total hop-count of each de
ection routed(n), n = 1 : : : ; R,

which we have already denoted asM n , so that

M n = R � n + �; n = 1 : : : ; R: (5.22)

Computing the total hop-count of a de
ection route according to (5.22) en-

sures that the hop-count of a de
ection route is at least the hop-count of its

corresponding �rst-choice route. This is usually the case in practice, since

if M n < R for somen = 1; : : : ; R, it is probably preferable to used(n) as



5.4. NUMERICAL EVALUATION 151

Table 5.2: Speci�cations of randomly generated network

Parameter Value

Number of source and destination pairs J = 50

Number of links L = 30

First choice route hop-count R � U [1; 4]

Additional hop-count � � U [1; 8]

Reservation threshold K l = b0:8N lc 8l 2 L

a �rst-choice route instead ofr , unlessd(n) traverses links that are heavily

congested. Recall thatR denotes the number of links comprising the �rst-

choice route, whileM n denotes the number of links comprising the de
ection

route for noder �
n .

A wavelength reservation thresholdK l = b0:8N lc was found to be a

good choice via trial and error. Choosing a threshold is a compromise be-

tween guarding against destabilisation during overload periods and minimis-

ing blocking during stable periods corresponding to low to moderate loads.

Guarding against destabilisation is achieved by decreasingK l , while min-

imising blocking during stable periods is achieved by increasing K l . We in-

vestigate the sensitivity of blocking performance to the choice of wavelength

reservation threshold later in this section.

An algorithm to generate a random network takes the parameters shown

in Table 5.2 and returns the ordered setsr j and d j (n) for j = 1; : : : ; J and

n = 1; : : : ; Rj . We do not specify details of such an algorithm as it would

take us too far a�eld. However, we remark that no bias was givento any

particular link or source and destination pair in our implementation of this

algorithm.

To reduce the number of free parameters, we assumeaj = a for all j 2

J . Once the ordered setsr j and d j (n) have been generated, we provision

capacity based on an iterative heuristic that aims at achieving a target link

blocking probability of 10� 2 for a nominally chosen value ofa. At each

iteration of this heuristic, our approximation is used to compute the link

blocking probabilities for the current wavelength vectorf N lgl2L . Then for
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each link l 2 L , if
(al � âl )bl + ql âl

a
> 10� 2;

the current value ofN l is incremented by unity, otherwise it is decremented

by unity. This completes one iteration. We stop iterating as soon as all link

blocking probabilities are su�ciently close to 10� 2. Although this provision-

ing heuristic does not ensure link blocking probabilities will converge to a

prescribed target, it turned out to perform well for most of thenetworks we

studied. Unless otherwise stated, we aimed at selecting a nominal value ofa

that resulted in
P

l2L Cl=L � 30.

To quantify the error admitted in making the independence assumption,

the Poisson assumption and the zero delay assumption, we generatedseveral

random networks and used our approximation as well as simulation, which

does not rely on these three assumptions, to compute the average end-to-end

blocking probability for several values ofa. The values ofa were chosen to

lie uniformly in an interval centered about the nominal value of a for which

dimensioning was performed. The computer simulation we implemented does

assume constant residual o�set times, does assume bursts are generated from

each source according to a Poisson process and does assume full wavelength

conversion is available at each node.

The results for one particular random network are shown in Fig.5.5 and

Fig. 5.6, where RLM and SM denote our approximation and simulation, re-

spectively. We use the acronym RLM to refer to our approximation because

it relies on the reduced-load method (RLM) inherent to Erlang's �xed-point

approximation. We plot L as a function ofa in Fig. 5.5 for unprotected

de
ection routing, wavelength reservation and preemptive priority. To en-

sure an unbiased comparison, we do not re-provision capacity separately for

each of these three cases, otherwise one particular case may be provisioned

more capacity than another. In particular, we provisioned for wavelength

reservation and maintained the same provisioning (sameN l for all l 2 L ) for

unprotected de
ection routing and preemptive priority. To serve as a bench-

mark to gauge the performance gains of de
ection routing, wealso plot L as

a function of a for no de
ection routing. In Fig. 5.6, we plot relative error
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Figure 5.5: Blocking probability as a function of load o�ered to each source
and destination pair for a randomly generated network; con�dence intervals
are commensurate to one standard deviation

as a function ofa for each of these cases, where relative error is de�ned in

the usual way as

L as computed by RLM � L as computed by SM
L as computed by SM

:

The conclusions to be drawn are:

� Unprotected de
ection routing may destabilise OBS. Destabilisation

may result in higher blocking probabilities than if bursts were not de-


ected but simply blocked.

� Destabilisation occurs at loads that are considered moderate to high

in the context of OBS. In particular, loads that are commensurate to
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network; con�dence intervals are commensurate to one standard deviation



5.4. NUMERICAL EVALUATION 155

an average end-to-end blocking probability that is greaterthan or in

the order of 10� 2. Therefore, protecting against destabilisation may

be unnecessary if overloads are rare. Nonetheless, preemptive priority

remains an attractive option given that it has an almost negligible e�ect

on blocking during stable periods and guarantees protectionagainst

destabilisation during overloads.

� At low loads, unprotected de
ection routing may yield better perfor-

mance than protected de
ection routing. However, the converse is true

at high loads. It follows that protection may be counterproductive for

an over-provisioned network. According to this observation, it seems

reasonable to dynamically activate/deactivate protection, or adjust the

reservation threshold in the case of wavelength reservation, onan hourly

or daily basis in accordance with anticipated load conditions. In par-

ticular, during busy periods, protection would be activated to guard

against destabilisation, while during quiet periods, it would be deacti-

vated to improve blocking performance.

� Preemptive priority consistently yields better blocking performance

than wavelength reservation.

� In terms of blocking performance, de
ection routing is a viable ap-

proach of resolving wavelength contention in OBS. At low loads, it

may yield reductions in blocking probability of more than one order in

magnitude compared to no de
ection.

� The accuracy of our approximation presented in Section 5.3 deterio-

rates for the case of unprotected de
ection routing. This inaccuracy

may in fact be a consequence of the di�culty in accurately simulating

unprotected de
ection routing. As we alluded to earlier, using simu-

lation to predict non-stationary behavior associated with unprotected

de
ection routing may yield unpredictable results. Furthermore, since

the amount of de
ection is greatest for the case of unprotectedde
ec-

tion routing, it is this case that violates the Poisson assumptionthe
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most. Apart from the case of unprotected de
ection routing, ourap-

proximation is remarkably accurate. Therefore, it seems that the three

assumptions we invoked do not admit signi�cant error.

To plot L as a function ofa, we repeatedly used our approximation to

explicitly compute a unique value ofL for each given value ofa. However,

this presupposes that the mapping froma to P is one-to-one, which we know

may not be the case for unprotected de
ection routing. Therefore, results

pertaining to this case must be viewed with some caution as they may re
ect

the `average' blocking probability over multiple stable equilibria that exist

in steady-state. Recall that there were three stable equilibria evident in the

four-node ring network studied in Section 5.2. The approach we used to

identify these three stable equilibria relied on indirectly computing blocking

probability, as well as the corresponding value ofa, as a function of the

load o�ered to a link, rather than explicitly computing blocking probability

as a function ofa. However, this indirect approach does not generalise to

asymmetric networks.

For unprotected de
ection routing, we occasionally found that Algorithm

5 failed to converge or periodically cycled between multiple �xed-points. Cy-

cling was quite rare and disappeared as soon as su�cient protection was

added. We speculate that cycling and divergence of Algorithm 5is probably

closely tied to the fact that (5.18) may have multiple solutions. This issue is

speci�cally discussed in the context of wavelength reservation in [189].

To conclude this section, we study the sensitivity of blocking performance

to two e�ects: variation in the hop-count of de
ection routes;and, variation

in the wavelength reservation threshold. We study each of these two e�ects

independently by considering two experiments where we vary the additional

hop-count parameter� and the wavelength reservation thresholdK , respec-

tively.

To this end, we generated 20 random networks and dimensioned each of

them independently based on the heuristic described earlier inthis section.

Using our approximation, we then computedL as a function of� for a �xed

value of a, and L as a function ofa for di�erent values of K . To separate

spurious randomness from underlying trends, we averagedL over all 20 ran-
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dom networks. We plotL as a function of� in Fig. 5.7 andP as a function

of a for di�erent values of K in Fig 5.8.

Based on Fig. 5.7, we conclude that unprotected de
ection routing is

highly sensitive to hop-count variation. This high sensitivitymay have rami-

�cations if rerouting is performed (to bypass severed �bres for example) and

results in an increased hop-count. Wavelength reservation andpreemptive

priority are more robust to hop-count variation, however, atlow loads, they

yield poorer blocking performance than unprotected de
ection.

Based on Fig. 5.8, it is evident that choosing a good wavelengthreser-

vation threshold is a compromise between guarding against destabilisation

during overload periods and minimising blocking during stable periods cor-

responding to low to moderate loads. We suggest that a threshold bede-

termined by using our approximation in a trial and error iterative procedure

that terminates once a balance between these two con
icting requirements is

reached.

5.5 Chapter Summary

We have presented a new approximation that provides a fast alternative to

computer simulation for provisioning capacity and evaluating the blocking

performance of OBS networks using de
ection routing. Our approximation

relied on the independence assumption and the Poisson assumption.Fur-

thermore, to relax the disjointedness assumption, we assumed a header was

subject to zero propagation delay as well as zero processing delay. We called

this the zero delay assumption. This allowed us to compute the conditional

probabilities associated with links that are common to a �rst-choice route

and a de
ection route. We used computer simulation to verify that the error

admitted in making these assumptions was not negligible but wassu�ciently

small to allow for an accurate approximation.

Our approximation was used to study the properties of de
ection routing

in several randomly generated OBS networks. We con�rmed our hypothesis

that de
ection routing may destabilise OBS. This results in higher blocking

probabilities than if bursts were not de
ected but simply blocked. Therefore,
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we conclude that de
ection routing in OBS su�ers from the same destabil-

ising e�ect that is well-known to alternative routing in classical telephony

networks.

We provided strong evidence recommending that OBS using de
ection

routing should be given some form of protection to guard againstdestabil-

isation resulting from upward load variations. The chief conclusion of our

study was that in terms of blocking performance and insensitivity to vari-

ation in hop-count, preemptive priority is the best form of protection for

OBS.

Preemptive priority is a new form of protection that we have proposed

and analysed in the chapter. Although preemptive priority is unsuitable for

protecting alternative routing in classical telephony networks, we argued it

is compatible with most forms of OBS. With preemptive priority, a header

associated with a �rst-choice burst is given the right to preempta reservation

that has been scheduled for a de
ected burst. We stated that one of the key

properties of preemptive priority is that it guarantees stability because it

ensures performance that is no worse than if bursts were not de
ected but

simply blocked.



Chapter 6

Delay Analysis of Dynamic

Optical Circuit Switching

In Chapters 4 and 5, we focussed exclusively on the performance modelling

of OBS. In this chapter, we turn our attention for the �rst time to dynamic

OCS. We introduced the concept of dynamic OCS and discussed some of its

pros and cons in Section 1.2.4 of Chapter 1. In Chapters 4 and 5, the per-

formance models we developed were analysed with the purpose ofestimating

end-to-end blocking probabilities. In this chapter however, we are instead

concerned with estimating pre-transmission queueing delays. This is because

the possibility of packet blocking at an intermediate node is not possible with

OCS|a feature that comes at the expense of increased delay required to wait

for a bandwidth acknowledgment to propagate from destination to source.

This is the reason why the pre-transmission queuing delay experienced by a

packet is an important performance measure for OCS.

We saw in Chapter 1 that some forms of OCS closely resemble OBS and

di�er only in that headers are obliged to make the return journey back to

the source from which they were issued. The process of grouping packets

together into bursts remains. Upon returning, the header acknowledges that

a wavelength channel has been reserved in each link that is to be traversed by

the awaiting burst. To ensure the possibility of blocking is averted, a burst

cannot begin transmission until its header returns with an acknowledgement.

161
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The tradeo� for acknowledgement is that a burst must be delayedat its

source for the sum of per node processing delays plus the time required for

the header to propagate from source to destination and return.We presented

a timing diagram for this particular form of OCS in Fig. 1.7 ofChapter 1.

This form of OCS was �rst proposed in [43, 44, 45] and subsequently

further analysed in [191]. Confusingly, in [44], this form of OCS was called

wavelength-routed OBS, while in [191] it was called OBS withacknowledge-

ments. The problem with both of these names is that they use OBS torefer

to a switching technique that relies on acknowledged transmission, which

contradicts the de�nition of OBS we adopted in Section 1.2.2of Chapter 1.

This is a case in point demonstrating that a universal classi�er ofOBS and

OCS has not been adopted by the research community. We continue to refer

to the switching technique proposed in [43, 44, 45] as dynamic OCS.

For all current forms of OBS and dynamic OCS proposed in the literature,

the number of packets comprising a burst is determined unilaterally at each

source router. The design issue of how many packets should comprisea burst

and whether a burst should be considered formed once a certain number of

packets have been grouped or once the �rst arriving packet exceeds a certain

age are addressed in Chapter 8. For the moment though, we simply note the

number of packets comprising a burst is determined without consideration

of the network state. Once the number of packets comprising a burst is

determined, the burst's header must reserve a wavelength channel in each

link of a route leading to the burst's destination for a period of time that is

at least equal to the time required to transmit all of the packets comprising

the burst. If the header fails in this task, with OBS, the corresponding burst

is blocked at the intermediate node for which the header was unable to make

a reservation, while with OCS, a negative acknowledgment is returned to the

source and retransmission may occur after a back-o� time.

The exact period of time that a header must reserve for a burst compris-

ing a certain number of packets depends on whether delayed orimmediate

reservation/release is used. See Table 4.1. However, for all theforms of OBS

shown in Table 4.1, it is a strict requirement that the reservation period must

be at leastequal to the time required to transmit all the packets comprising
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the burst. This strict requirement may be detrimental to the performance of

OBS. For example, suppose a header can reserve a wavelength channel for a

su�cient period of time on all but one of the links comprising a route. Fur-

thermore, suppose there is a wavelength channel in this bottleneck link that

can be reserved for a slightly shorter period of time than strictly required. In

this case, it seems advantageous to allow the header to reserve this slightly

shorter period and request for the source to remove just enough packets from

the burst so that the burst can be transmitted. The packets removed can be

reallocated to a subsequent burst.

The downside is that a source must be informed of how many packets

need to removed from its awaiting burst. This requires two-way communi-

cation between the source and each intermediate node that lies along the

burst's route and is why such an approach is classi�ed as OCS. In the for-

ward direction, the source uses a header to issue a request for a reservation

period that is at least equal to the time required to transmit all the packets

comprising the burst. Then in the reverse direction, an acknowledgement

packet is returned to the source that informs the source of the actual time

that has been reserved. Based on this information, the source removes just

enough packets from the burst before the burst is sent. In this way, the e�ec-

tive number of packets comprising a burst is dynamically determined based

on the amount of bandwidth that is o�ered by the network. In particular,

the number of packets comprising a burst is chosen so that the timeperiod

reserved on the bottleneck link is long enough to transmit the entire burst.

This form of OCS in which the number of packets comprising a burst is

dynamically set based on the bandwidth that is o�ered by the network can

be considered a generalisation of the approach proposed in [43,44, 45]. We

call this generalisation OCS with dynamic burst length.

The ability to dynamically adjust a burst's length ensures the packet

transmission rate is controlled at each source router based on thelevel of

network congestion. The burst length is reduced as the level ofcongestion

increases and therefore the packet transmission rate is appropriately regu-

lated according to the link along a burst's route for which themaximum

amount of time a wavelength channel can be reserved is shortest.



164 CHAPTER 6. DELAY ANALYSIS OF DYNAMIC OCS

The focus of this chapter is to develop and analyse a performance model

for our newly proposed form of OCS. We develop a model for a stand-alone

link that is connected to multiple source routers. Our analysisaims at de-

termining the waiting time (pre-transmission queueing delay)distribution of

an arbitrary packet.

This chapter is set out as follows. In Section 6.1, the operation of OCS

with dynamic burst length is described in further detail. We analyse our

performance model, which is based on a system of �xed-point equations, in

Section 6.2. The �nal stage of our analysis relies on a very involved analysis

presented in [126, 127], which is not repeated for brevity. InSection 6.3,

we use our analysis to numerically evaluate the pre-transmissionqueueing

delay distribution of an arbitrary packet for a variety of tra�c loads. The

assumptions made is deriving our analysis are also validated with computer

simulation.

6.1 Optical Circuit Switching with Dynamic

Burst Length

To understand the operation of OCS with dynamic burst length, consider the

signalling that is required between a source and destination before a burst

can be sent. A simpli�ed timing diagram for a signaling cycle is shown in

Fig. 6.1.

Let time be divided into consecutive �x length intervals eachof length T

time units. Consider an arbitrary source and destination pair. At the end of

each time interval, the source sends a reservation packet to thedestination.

The time interval T is a design parameter that a�ects the waiting time of

packets.

The reservation packet contains the number of packets comprising its

corresponding burst, or equivalently, the time period required to transmit

all the packets comprising its corresponding burst. The latteris derived by

multiplying the former by the size of a packet, say in bits, and dividing by

the transmission rate of a wavelength, say in Gb/s.
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Figure 6.1: Timing diagram for OCS with dynamic burst length

When intermediate nodex forwards a reservation packet to the subse-

quent intermediate nodey, nodey can exactly determine the expected arrival

and departure time of the pending burst, based on the information contained

in the reservation packet. In particular, we have

� burst's arrival time = burst's transmission time + propagation delay

from x to y

� burst's end time = burst's arrival time + burst's transmission time.

At each link along a burst's route, the e�ective burst length, which we

call the acknowledged reservation period (ARP), is updated ifa wavelength

channel cannot be reserved for an unbroken period of time beginning from the

burst's arrival time and lasting until the burst's end time. This is achieved

by either increasing the burst's arrival time and therefore discarding some of

the burst's headmost packets, decreasing the burst's end time andtherefore

discarding some of the burst's endmost packets, or a combination thereof.
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Figure 6.2: The �ve possible ways a burst's ARP can be updated at an
intermediate node

The updated ARP is then forwarded to the next intermediate node. There

are �ve possible ways in which the ARP can be updated. They are as follows.

1) If a wavelength channel can be reserved for an unbroken period of time

beginning from the burst's arrival time and lasting until the burst's

end time, the ARP is unaltered and the reservation packet carrying

the unaltered ARP is forwarded to the next intermediate node.

2) If a wavelength channel cannot be reserved for any period oftime be-

ginning from the burst's arrival time and lasting until the burst's end

time, a withdrawn packet is returned to the source. Upon receiving

the withdrawn packet, the source reallocates the packets comprising

the pending burst to the next burst. The signalling cycle for thenext

burst begins at a timeT after the commencement of the signalling cycle

for the current burst.

3) If the longest unbroken period of time that can be reserved ona wave-

length beginsafter the burst's arrival time, say at time t1, and lasts
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until the burst's end time, the burst's arrival time is increased to t1.

The updated ARP containing the burst's new arrival time oft1 is for-

warded to the next intermediate node. Therefore, some of the burst's

headmost packets must be discarded and relegated for transmissionas

part of the next burst.

4) If the longest unbroken period of time that can be reserved ona wave-

length begins at the burst's arrival time and endsbefore the burst's

end time, say at time t2, the burst's end time is reduced tot2. The

updated ARP containing the burst's new end time oft2 is forwarded

to the next intermediate node. Therefore, some of the burst's endmost

packets must be discarded and relegated for transmission as part of the

next burst.

5) If the longest unbroken period of time that can be reserved ona wave-

length beginsafter the burst's arrival time, say at time t1, and ends

beforethe burst's end time, say at timet2, both the burst's start time

is increased tot1 and the burst's end time is reduced tot2.

In all �ve cases, we have

burst's start time < t 1 < t 2 < burst's end time:

The �ve cases are shown in Fig. 6.2.

For each link, a burst's ARP consists of two �elds: its arrival timeand

its end time. Upon receiving the reservation packet, the destination returns

a con�rmation packet to the source via the same route traversed by the

reservation packet. The con�rmation packet contains the �nal ARP, which

cannot be altered any further.

At each link traversed by the con�rmation packet, the �nal ARP i s com-

pared with the temporary ARP that was earlier determined at that link. The

start time contained in the �nal ARP may occur later than the start time

that was earlier determined and reserved. Similarly, the endtime contained

in the �nal ARP may occur earlier than the end time that was earlier deter-

mined and reserved. In either case, the over-provisioned reservation period
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can be released.

Finally, once the source receives the con�rmation packet, ittransmits a

burst of packets during the time interval speci�ed by the ARP.

6.2 Modelling and Delay Analysis of Optical

Circuit Switching with Dynamic Burst

Length

In our proposed OCS with dynamic burst length, packets cannot be lost

at an intermediate node during normal operation. This desirable feature

comes at the cost of increased pre-transmission delay. We therefore see it

as important to quantify this increase. As such, we develop a model for a

stand-alone link that is connected to multiple source routers.We analyse

this model to determine the waiting time (pre-transmission queueing delay)

distribution of an arbitrary packet.

We considerM source routers connected to a stand-alone link comprising

K < M , wavelength channels. We assume time is divided into consecutive

�xed length intervals, each of lengthT time units. Each of the M sources

contains a bu�er at which packets arrive and are queued before transmission.

We assume all sources are synchronised. In particular, all sourcessimul-

taneously send a reservation packet at the end of a time interval. Then,

after a further round-trip propagation delay, TRT P , each of theM sources

receive a con�rmation packet and the transmission period commences. To

simplify our analysis, we assumeTRT P = 0. (Note that this assumption can

be relaxed if we assume that each source sends a reservation packetTRT P

time units before the end of a time interval.) In this way, each time interval

corresponds to a signalling cycle.

At time nT, a source which hasj packets enqueued in its bu�er requests to

transmit these j packets as a single burst within (nT; nT + � Tj ), where � Tj

is the time required to transmit the j packets. Since we assumeTRT P = 0,

the source is immediately noti�ed of the �nal ARP, which is an unbroken

period contained in the interval (nT; nT + � T0
j ), where 0� � T0

j � � Tj . If
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� T0
j = 0, no packets are transmitted during the current cycle.

Due to synchronisation, reservation packets cannot be processedin the

order at which they arrive because they all arrive at preciselythe same time.

Therefore, the order that reservation packets are processed israndomly se-

lected. This results in a random allocation order. In practice, the signalling

cycle need not be synchronised between sources. We assume synchronisation

to simplify our analysis.

We adopt a model in which packets arrive at each source according to

an independent Poisson process with rate� . Furthermore, we normalise

time such that one time unit is required to transmit one packet.Hence, a

maximum of T packets can be transmitted during each time intervalT. Let

B , B � T, be the maximum number of packets that can be enqueued at a

source. If there are fewer thanB packets enqueued, an arriving packet is

admitted, otherwise it is blocked and does not return at a later time. In the

numerical evaluation presented in Section 6.3, we setB = T. We have that

� Tj = j � T and � T0
j = i , wherei is the number of packets transmitted out

of the j requested packets.

Consider an arbitrary source. At the end of a time intervalnT , it contains

j , 0 � j � B , packets. The con�rmation packet informs the source thati ,

0 � i � j , of the bu�ered packets can be transmitted. The remaining

j � i packets remain in the bu�er and are considered for transmission in the

next signalling cycle that commences at time (k + 1) T. Suppose that with

probability d(i; j ), i of the j packets can be transmitted. For 0� j � B , we

have
P j

i =0 d(i; j ) = 1 :

A packet admitted during the time interval
�
nT; (n+1) T

�
, n = 1; 2; 3; : : :,

which represents signalling cyclen, may be sent in one of the next cycles
�
kT; (k + 1) T

�
, k � n + 1. Therefore, if a packet is admitted at time (n +

1)T � u, 0 � u � T, it must wait the sum of u and (k � n � 1)T before the

commencement of the signalling cycle during which it is transmitted.

Our notion of packet queueing delay is de�ned as the period beginning

when a packet arrives and lasting until the commencement of the signalling

cycle during which the packet is transmitted. For the moment,our notion

of packet queuing delay does not include the possible further delay associ-
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ated with the lag between the commencement of the signalling cycle during

which a packet is transmitted and the time the packet actuallycommences

transmission. In particular, for the moment, we do not consider:

1) The delay the nth packet of a burst, n > 1, encounters while it must

wait for packets 1; : : : ; n � 1 to be transmitted; or

2) The the delay associated with the interval beginning from the com-

mencement of the signalling cycle during which a packet is transmitted

and lasting until the burst to which the packet has been allocated begins

transmission. Note that a burst does not necessarily begin transmission

at the commencement of a signalling cycle.

We call the former delay 1 and the latter delay 2. At the end of this section,

we show how to incorporate both these delays into our current notion of

packet queueing delay. For the moment though, we overlook them both.

Let Jn be the number of packets enqueued at the source at timenT � ,

which is the time just before a request is sent for thenth signalling cycle.

We have that Jn 2 f 0; 1; : : : ; Bg is a Markov chain. Its probability transition

matrix Pij , 0 � i; j � B , is given by

Pi;j = P(Jn+1 = j jJn = i )

=

8
>>>>><

>>>>>:

iX

� =max(0 ;i � j )

d(�; i ) e� �T (�T ) j � i + �

(j � i + � )! ; 0 � j � B � 1;

iX

� =0

d(�; i )

 

1 �
B � i + � � 1X

q=0

e� �T (�T )q

q!

!

; j = B:

(6.1)

The stationary probabilities, f � j gB
j =0 for Jn can be computed numerically.

Given the stationary probabilities f � j gB
j =0 , we can compute some useful

probabilities. The probability that an arbitrary source contains at least one

packet at time kT � is given byP = 1 � � 0. We call a source containing one

or more packets in its bu�er at time kT � an active source. Furthermore,

the probability of packet loss due to bu�er over
ow is given by1 � S=(�T ),
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where

S =
BX

j =1

� j

jX

i =1

id(i; j )

is the expected number of packets transmitted during each signalling cycle.

We turn our attention to deriving the probabilities d(i; j ). Once the prob-

abilities d(i; j ) are known, the detailed analysis presented in [126, 127] can

be used to determine the waiting time distribution of an arbitrary packet. In

what follows, we �rst derive some preliminary probabilities before providing

an expression ford(i; j ).

At time kT � , given that an arbitrary source containsj > 0 packets, this

source can encounter three scenarios.

1) The source can send allj packets with probability one if there are

strictly less than K other active sources. We use the word other here

to mean any active source other than the arbitrary source that we have

in mind. The probability that there are strictly less than K other active

sources at timekT � is given by

� =
K � 1X

k=0

�
M � 1

k

�
P

k
(1 � P)M � 1� k : (6.2)

2) The source can send allj packets with probability K=(K + s+1), given

that there are K + s, 0 � s � M � K � 1, other active sources at time

kT � . The probability that there are K + s other active sources is given

by

� s =
�

M � 1
K + s

�
P

K + s
(1 � P)M � 1� K � s; 0 � s � M � K � 1: (6.3)

Note that K=(K + s + 1) is the probability that an arbitrary source is

one of theK `lucky' sources (out of theK + s + 1 active sources) that

has less thanK active sources ahead of it in the random allocation

order. The `+1' in K + s + 1 corresponds to the arbitrary source we

have in mind, whileK + s is the number of other active sources.
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3) The source can sendi , 0 � i < j , packets with probability 
 (s; i; j ),

given that there areK + s, 0 � s � M � K � 1, other active sources

at time kT � .

We focus next on determining the probabilities
 (s; i; j ).

For any m, 0 � m � s, the probability that an arbitrary source sees

exactly K + m out of the total K + s active routers ahead of it in the random

allocation order is 1=(K + s + 1) and is independent of the value ofm.

Let Y1; Y2; : : : ; YK + v, 0 � v � m, be the random variables representing

the number of packets that have been allocated for transmissionto the K + m

active sources that are ahead of our arbitrary source in the random allocation

order. Note that for any value ofs, if m = 0 then v = 0. In particular, our

arbitrary source seesK out of the total K + s + 1 active routers ahead of

it in the random allocation order, whereY1; Y2; : : : ; YK packets have been

allocated for transmission.

Let � j be the stationary probabilities � j , j = 1; 2; : : : ; B, of the Markov

chain f Jng conditioned upon j > 0. We have that Y1; Y2; : : : ; YK are inde-

pendent discrete random variables and identically distributed according to

� j . That is, P(Yi = j ) = � j , i = 1; : : : ; K .

The distribution of YK + v, 1 � v � m, is not distributed according to

� j . However, to simplify our analysis by recasting it in the form of an order

statistic problem, we assume thatYK + v, 1 � v � m, is in fact distributed

according to � j . Based on this assumption,Y1; Y2; : : : ; YK + v is a sequence of

independent and identically distributed random variables. The error owing

to this assumption is quanti�ed in Section 6.3.

As shown in Fig. 6.3, if our arbitrary source containsj packets and sees

K , (m = 0), other active sources ahead of it in the random allocationorder,

it is permitted to transmit

i =
�
j � X K (1)

� +
(6.4)

packets, whereX K (1) = min( Y1; Y2; : : : ; YK ) and (X )+ = max( X; 0). The

random variableX K (1) is the �rst order statistic of the K discrete random

variablesY1; Y2; : : : ; YK .
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Figure 6.3: Updating the ARP of the (K + 1)th active source listed in the
random allocation order

Let f X K (1) (x), 1 � x � B , denote the density function ofX K (1). The

density function f X K (m)(x), 1 � x � B , where X K (m) is the mth order

statistic of the K discrete random variablesY1; Y2; : : : ; YK is given by

f X K (m)(x) =
8
>>>>>>>>>>>>>>>>>><

>>>>>>>>>>>>>>>>>>:

KX

u= m

� K
u

�
� u

x

 
BX

v=2

� v

! K � u

; x = 1;

KX

u=1

� K
u

�
� u

x

0

@
min f m� 1;K � ugX

r =( m� u)+

� K � u
r

�
 

x� 1X

v=1

� v

! r  
BX

w= x+1

� w

! (K � u� r )+ 1

A ; x = 2; : : : ; B � 1;

mX

u=1

� K
u� 1

�
� K � u+1

x

 
B � 1X

v=1

� v

! u� 1

; x = B:

(6.5)

Our arbitrary source cannot transmit any packets ifX K (1) � j , which

occurs with probability

q(1) =
BX

x= j

f X K (1) (x): (6.6)

In a similar way, if our arbitrary source seesK + 1, ( m = 1) other active
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sources ahead of it in the random allocation order, it is permitted to transmit

i =

(
(j � X K (1))+ w.p. q(1);

(j � X K +1 (2))+ w.p. p(1) = 1 � q(1);

where

X K +1 (2) = min
�
(Y1; Y2; : : : ; YK +1 ) � X K +1 (1)

�
:

The random variableX K +1 (2) is the 2nd order statistic of theK + 1 discrete

random variablesY1; Y2; : : : ; YK ; YK +1 .

We generalise (6.6) such that

q(m + 1) = 1 � p(m + 1) =
BX

x= j

f X K + m (m+1) (x); 0 � m � s: (6.7)

Therefore, in complete generality, we have that if our arbitrary source sees

K + m, 0 � m � s, other active sources ahead of it in the random allocation

order, it is permitted to transmit the following number of packets with the

following probabilities

i =

8
>>>>>>>>>>>>>><

>>>>>>>>>>>>>>:

�
j � X K (1)

� +
w.p. q(1)m ;

�
j � X K +1 (2)

� +
w.p. p(1)

m� 1X

k=0

q(1)kq(2)(m� 1)� k ;

...
�
j � X K + h� 1(h)

� +
w.p. 	( m; h);

...
�
j � X K + m (m + 1)

� +
w.p.

mY

k=1

p(k);

(6.8)

where

X K + m (m + 1) = (6.9)

min
�
(Y1; Y2; : : : ; YK + m ) � X K + m (1); X K + m (2); : : : ; XK + m (m)

�
;
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and for 1 � h � m + 1,

	( m; h) =
h� 1Y

i =1

p(i )
X

l1+ l2+ :::+ lh = m+1 � h

q(1)l1 q(2)l2 : : : q(h) lh : (6.10)

The notation
P

l1+ l2+ :::+ lh = m+1 � h is to be understood as the sum over all

combinations ofl1; l2; : : : ; lh, such that l i ; i = 1; 2; :::; h is a nonnegative inte-

ger and l1 + l2 + ::: + lh = m + 1 � h. The random variableX K + m (m + 1)

is the (m + 1)th order statistic of the K + m discrete random variables

Y1; Y2; : : : ; YK + m . We remark that once the conditional probabilities� j have

been computed, the density functionsf X K + m (m+1) (x), 1 � x � B , can be

computed according to (6.5).

Based on (6.8), we see that for anym and h, an arbitrary source can

transmit i = j � X K + h(h) > 0 packets with probability 	( m; h)f X K + h (h+1) (j �

i ) and i = 0 packets with probability 	( m; h)q(h). Using (6.5), (6.7), (6.8),

(6.10) the probability 
 (s; i; j ) is given by


 (s; i; j ) =

8
>>>>>>>>>>>>>>>><

>>>>>>>>>>>>>>>>:

1; i = j = 0;

�
sX

m=0

mX

h=1

	( m; h)q(h); i = 0 < j;

K � ; i = j 6= 0;

�
sX

m=0

mX

h=1

	( m; h)f X K + h (h+1) (j � i ); 0 < i < j;

(6.11)

where � = � s=(K + s + 1).
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Based on (6.11), it follows that the probabilitiesd(i; j ) are given by

d(i; j ) =

8
>>>>>>>>>>><

>>>>>>>>>>>:

1; i = j = 0;

� +
M � 1� KX

s=0


 (s; i; j ); i = j 6= 0;

M � 1� KX

s=0


 (s; i; j ); 0 � i < j:

(6.12)

Combining (6.1), (6.11) and (6.12) gives rise to a coupled system of nonlinear

equations. We use a successive substitution algorithm of the kind wepro-

posed in Chapters 5 and 6 to �nd a solution for this system. In particular, we

numerically compute the probabilitiesd(i; j ) within a certain error criterion.

We have not investigated the existence and uniqueness of solution. However,

we have observed that successive substitution appears to always converge to

a unique �xed-point in practice.

Once the probabilitiesd(i; j ) have been computed, the packet queueing

delay distribution of an arbitrary packet can be obtained by acomplex ac-

counting of the queueing process on successive time intervals. Let the packet

queueing delay distribution derived in this way be denoted asF� (� ), � � 0.

This fairly involved derivation was presented in [126, 127] and is not repeated

here for brevity.

Recall that our current notion of packet queueing delay is the period

beginning when a packet arrives and lasting until the commencement of the

signalling cycle during which the packet is transmitted. Thisnotion of delay

does not include the delay thenth packet of a burst, n > 1, encounters while

it must wait for packets 1; : : : ; n � 1 to be transmitted, nor does it include

the delay associated with the interval beginning from the commencement of

the signalling cycle during which the packet is transmitted and lasting until

the burst to which the packet has been allocated begins transmission. We

have called the former delay 1 and the latter delay 2. We turn our attention

to incorporating these two delays into our existing notion of packet queueing
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delay.

Let the random variablesD1 and D2 denote delay 1 and delay 2, re-

spectively. Also, let D = D1 + D2. We know that a source that is active

contains j > 0 packets with probability � j , j = 1; : : : ; B. An active source

is permitted to transmit i of its j packets during the signalling cycle. In the

case that i = j , we have that D2 = 0 because the burst begins transmission

at the commencement of the signalling cycle. Otherwise, ifi < j , we have

D2 = ( j � i )=T. This is because it requires 1=T time units to transmit a

packet and the source cannot transmit packets during the �rstj � i slots of

the signalling cycle.

To determine the distribution of D1, we note that the probability a packet

is the nth packet of a burst comprisingi > 0 packets is 1=i. For the nth

packet of a burst comprisingi > 0 packets, we haveD1 = ( n � 1)=T. That

is, P
�
D1 = ( n � 1)=T

�
= 1=i, n = 1; : : : ; i .

Therefore, given an active source is permitted to transmiti of its j pack-

ets, 0< i � j , for an arbitrary packet chosen from thei transmitted packets,

we have

P
�

D =
j � i

T
+

n � 1
T

�
=

1
i
; n = 1; : : : ; i: (6.13)

Equivalently, (6.13) can be rewritten as

P
�

D =
n
T

�
=

(
1=i; n = j � i; : : : ; j � 1;

0; j � 1 < n < j � i:
(6.14)

It follows that if a burst is �rst arbitrarily chosen and then a packet within

that burst is arbitrarily chosen, we have for that particular packet

P
�

D =
n
T

�
=

BX

j =1

jX

i =1

d(i; j )
1 � d(0; j )

� j

i
1j � i � n� j � 1; n = 0; : : : ; B � 1: (6.15)

In (6.15), � j d(i; j )=
�
1 � d(0; j )

�
is the probability that an arbitrarily chosen

burst belongs to a source that was permitted to sendi of its j packets,

0 < i � j . However, we are interested in the case of an arbitrary packet. In
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this case, (6.15) must be multiplied byi because a packet isi times more

likely to be chosen from a burst containingi packets than a burst comprising

one packet. In particular, we have

P
�

D =
n
T

�
= G

BX

j =1

jX

i =1

d(i; j )
1 � d(0; j )

� j 1j � i � n� j � 1; n = 0; : : : ; B � 1;(6.16)

whereG is a normalisation constant ensuring that
P B � 1

n=0 P(D = n=T) = 1.

To incorporate D into F� (� ) and arrive at the �nal packet delay distribu-

tion, we write

FH (t) = 1 � P(H > t )

= 1 �
B � 1X

n=0

P
�

D =
n
T

�
F�

�
t �

n
T

�
; (6.17)

where (6.16) is used to computeP(D = n=T). In (6.17), H denotes the delay

of an arbitrary packet, which is de�ned as the period beginning from the time

a packet arrives at its source and ending at the time the packetcommences

transmission. In particular, H = � + D1 + D2.

6.3 Numerical Evaluation

In this section, using computer simulation, we quantify the error introduced

by assuming thatYK + v, 1 � v � m, is distributed according to� j . This was

the major assumption we made to simplify the analysis of our model. The

purpose of this section is also to investigate the packet delay distribution for

our newly proposed OCS with with dynamic burst length.

For numerical purposes, we consider a case in which �ve source routers

are connected to a stand-alone link comprising three wavelength channels.

That is, M = 5 and K = 3. We assume full wavelength conversion. A

variety of tra�c loads are represented by considering packet arrival rates � =

0:2; 0:6; 0:8; 1. The arrival rate represents the arrival rate o�ered to eachof

the M sources. A maximum of 10 packets can be sent during each signalling
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Figure 6.4: Mean packet delay computed analytically and with computer
simulation for M = 5, K = 3 and T = B = 10

cycle and the bu�er corresponding to each source can store a maximum of

10 packets. That is,T = B = 10.

Fig. 6.4 shows the mean packet delay computed analytically and with

computer simulation for the packet arrival rates� = 0:2; 0:4; 0:6; 0:8; 1. The

simulation does not assume thatYK + v, 1 � v � m, is distributed according

to � j and is therefore able to quantify the error owing to this assumption

in our analysis. The simulation is consistent with our performance model

insofar as it does assumeTRT P = 0, does assume sources are synchoronised

and does assume packets arrive at each source according to an independent

Poisson process.

In Fig. 6.4, our analysis is in fair agreement with the simulation but

nonetheless overestimates the mean packet delay for all the packet arrival
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rates considered. We argue that this is because using� j to approximate the

distribution of YK + v, 1 � v � m, underestimates the length of a burst.

Fig. 6.5 shows the packet delay distribution computed analytically and

with simulation for several packet arrival rates. We see that theprobability

a packet is delayed for more than three signalling cycles is quite small for all

the arrival rates considered.

Suppose a packet endures a delay of three signalling cycles. Depend-

ing on the choice ofT, a delay of three signalling cycles may be smaller

than the delay associated with using a retransmission protocol suchas TCP

to retransmit packets that are blocked in conventional formsof OBS using

unacknowledged transmission. Therefore, viewed as an alternative to the

conventional forms of OBS, our OCS with dynamic burst length may reduce

the end-to-end packet delay attributable to running a retransmission layer

above OBS.

6.4 The Conventional Form of Dynamic

Optical Circuit Switching

In this section, we consider the conventional from of dynamic OCS that was

�rst proposed in [43, 44, 45] and subsequently further analysed in[191]. In

[44], this conventional form of dynamic OCS was called wavelength-routed

OBS, while in [191] it was called OBS with acknowledgements.

We develop a model for a stand-alone link that is connected to multiple

edge bu�ers. Unlike the model we developed in Section 6.1, we donot assume

synchronisation between edge bu�ers nor do we assume that time isslotted.

For the model developed in this section, we approximate the mean delay

experienced by an arbitrary packet. Furthermore, we deriveexact results for

the number of packets comprising a burst and the probability that a burst

is blocked. These exact results are insensitive to the packet arrival process.

We show that by appropriately choosing the number of packets comprising

a burst, we are able to dimension for a desired blocking probability and with

a high probability, satisfy the maximum delay requirements ofa packet.
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Our model includes two important aspects that are not considered in

[44, 45]:

� For a �nite number of edge bu�ers connected to a stand-alone link,

we derive the probability that an arbitrary packet is blocked due to

wavelength contention. In contrast, the analysis in [44, 45] assumed a

su�cient number of wavelength channels is available to render blocking

probability negligible.

� To prevent the loss of packets at an edge bu�er due to a �xed limit on

the number of packets that can comprise a burst, we send an explicit

trailer packet as soon as an edge bu�er is empty to release the reserved

wavelength channel. Therefore, during the transmission of a burst,

further packets may arrive and be sent as part of that burst. In other

words, we assume delayed release. See Table 4.1 in Chapter 4.

6.4.1 Model and Analysis

We consider an edge router connected toK wavelength channels. As shown

in Fig. 6.6, packets arriving at the edge bu�er are aggregated into separate

electronic edge bu�ers within the edge router based on their destination and

QoS requirements. LetM be the number of edge bu�ers. We assume the

capacity of each bu�er is su�cient to prevent over
ow. Packets residing in

the same bu�er are assembled into bursts and transmitted using one of the

K wavelengths. In this way, the output of the edge bu�ers is the input to

the K wavelengths. By considering the edge bu�ers as sources, we have aK

server loss model withM sources.

We assume that if an assembled burst is ready for transmission but none

of the K wavelengths are available, the burst is blocked and does not seek

retransmission at a later time. LetTedge denote the maximum delay a packet

can withstand to satisfy QoS requirements. We remark thatTedge may be

di�erent for each bu�er. In this section, we understand delay to consist of

burst assembly delay, pre-transmission queueing delay and transmission time.

When a packet arrives at an empty bu�er, after a time intervalTwait , a

header is sent to reserve one of theK wavelengths for the burst currently
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Figure 6.6: Edge router withM = ni edge bu�ers; all outgoing �bres termi-
nate at a single optical cross-connect of the core network

being assembled. The time intervalTwait is a design parameter controlling

the burst assembly delay and the number of packets comprising a burst. If

a wavelength is reserved, an acknowledgement is received by the edge router

after a further round-trip propagation delay, TRT P , and then the burst is

transmitted on the reserved wavelength. During the transmissionof a burst,

further packets may arrive and be sent as part of that burst. Only when the

bu�er is empty, a trailer packet is sent to release the reserved wavelength.

As soon as another packet arrives, the burst assembly cycle begins anew.

Each packet may be subject to one or more of the following threedelays.

1) Assembly delay: the period beginning at the arrival of a packet and

lasting until an acknowledgement is received. The assembly delay is

zero for a packet that arrives after an acknowledgment is received.

2) Queueing delay: for a packet that arrives during the assembly phase,

this is the period beginning at the time an acknowledgement is re-

ceived and ending at the time the packet begins transmission, while

for a packet that arrives after the assembly phase, this is the period

beginning at the time of the packet's arrival and ending at the time the

packet begins transmission.
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3) Transmission time: the period required to transmit a packet.

Each edge bu�er can transmit at the peak transmission rate denoted by

Rout . For stability, it is necessary that the mean input rate to each edge

bu�er, which we denote by Rin , does not exceedRout . For each packetq,

let Tas(q), Tque(q) and Ttr (q) denote the assembly delay, queuing delay and

packet transmission time, respectively. For each edge bu�er, the inequality

Tedge � Tas(q) + Tque(q) + Ttr (q) (6.18)

must hold for all q. SinceRin � Rout , it may be reasonable to approximate

(6.18) with

Tedge ' Twait + TRT P + E(Ttr ) + C; (6.19)

where Ttr is the random variable representing a packet's transmission time

and C is a parameter chosen to control the probabilityp that (6.19) holds

but (6.18) does not. Note that if C = 0, the right hand side of (6.19) is

the mean delay of the �rst arriving packet in a burst. To amortisesignalling

overheads, it is desirable to maximise the length of the assembly phase subject

to (6.19). Therefore, we set the design parameter,Twait , by considering (6.19)

at equality. In particular, we have

Twait = Tedge � TRT P � E(Ttr ) � C:

We now determineC in the case of Poisson packet arrivals and exponen-

tially distributed transmission times. For each bu�er, let 1=� and 1=� denote

the mean packet length and the mean packet inter-arrival time, respectively.

By an embedded Markov chain approach [161], it can be shown that the

generating function

�( z) =
1X

n=0

� nzn

of the stationary distribution, � n , n = 0; 1; : : :, of the number of packets left
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behind in a bu�er by a departing packet is given by

�( z) =
(� � � )(1 � ze� (Twait + TRT P )( z� 1))

(1 + � (Twait + TRT P ))( �z 2 � �z + � � �z )
;

where � = ( Rout =Rin )� . The packets that a departing packet leaves behind

in a bu�er are precisely those packets that arrived while the departing packet

was in the bu�er or being transmitted. Thus, the Laplace transform, W(s),

of the probability density function for the delay (the sum of assembly delay,

queuing delay and transmission time) of an arbitrary packet satis�es

W(� � �z ) = �( z):

See [161] for details. By integrating, we can invertW(s) to yield the required

probability density function (PDF), w(t), which is given by

w(t) =
� (1 � e(� � t ))

1 + �T �
�

H (t � T � )( �e � �( t � T � ) � � )
1 + �T �

; (6.20)

where � = � � � , T � = Twait + TRT P and H (t) is the Heaviside function. It

follows that

p =
Z 1

tedge

w(� )d�

and thus

p =
�e (� � � )Tedge � �e (� � � )( E(Ttr )+ C)

(� � � )[1 + � (Tedge � E(Ttr ) � C)]
: (6.21)

Given a desired probability,p, a suitable numerical method can be applied

to solve (6.21) for the required value ofC. For example, supposeTedge = 50

ms, TRT P = 10 ms, 1=� = 1=312 ms,Rout = 1 Gb/s and Rin =� = 400 B. For

p = 0:01, we solve (6.21) to determineC = 3:98, and then by considering

(6.19) at equality, we setTwait = 35:98 ms. Fig. 6.7 shows the PDF of the

delay of an arbitrary packet. The hatched region represents the probability

p = 0:01.

We now derive the mean burst size, which we denote withLburst . For
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Figure 6.7: PDF of the delay of an arbitrary packet.

simplicity, we assumeRin = Rout . Let I and B denote the mean idle and

busy periods for the output of each bu�er, respectively. The proportion of

time that the output of a bu�er is busy is given by B=(B + I ), which is also

equal to �= (� + � ), the proportion of time that packets are exiting the bu�er.

Combining the two and noting that I = 1=� + Twait + TRT P , we have

B
B + 1=� + Twait + TRT P

=
�

� + �
; (6.22)

or

B = 1=� + ( �=� )(Twait + TRT P ): (6.23)

SinceLburst = Rout B, we have

Lburst = [ Rout (1 + �T wait + �T RT P )]=�: (6.24)

We continue by deriving the probability that an arbitrary packet is blocked.

Let T tr denote the random variable representing a burst's transmission time.

(Recall that Ttr denotes the random variable representing a packet's trans-

mission time.) Note that E(T tr ) = B . As in [44, 45], the e�ective wavelength

holding time for a burst is given by the random quantityTRT P + T tr , which
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has meanTRT P + B.

Our K server loss model withM sources is equivalent to an Engset system

[74, 150] with mean on and o� times,TRT P + B and 1=� + Twait , respectively.

We take a closer look at an Engset system in Chapter 9. For the moment

though, we remark that the probability an arbitrary packet is blocked is equal

to the probability that an arbitrary burst is blocked, which is given by the

Engset formula

Bburst = Eng
�

1
1=� + Twait

;
1

TRT P + B
; M � 1; K

�

=

� M � 1
K

�
aK

P K
i =0

� M � 1
i

�
ai

; (6.25)

where

a =
TRT P + B

1=� + Twait
:

An appealing property of (6.25) is that it is insensitive to boththe on and

o� time distributions. See [74] for details.

6.4.2 Numerical Evaluation

We set the mean packet size to 400 B. In particular, we setRin =� = 400

B. We also setRout = 1 Gb/s. Furthermore, we assume thatM = 120 and

K = 80. In Figs. 6.8 and 6.9, we plot the probability that a burst isblocked,

Bburst , against Twait , for TRT P = 5; 10; 15 ms and 1=� = 2; 4; 6 � s. This

represents a variety of path lengths and network loads.

In Fig. 6.8, observe thatBburst increases withTRT P because the e�ective

wavelength holding time is prolonged. Therefore, networksof large diame-

ter may expect an increase in blocking probability and delay.Fig. 6.8 can

be used to determine the minimum blocking probability and delay that is

achievable for network of given diameter. For example, under the assump-

tions of our model, to achieve a blocking probability of 0.001 in a network of

diameter 1000 km,Twait must be set to at least 48 ms. ForC = 0, Twait = 48

ms is commensurate to a packet delayTedge = 58 ms.
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6.5 Chapter Summary

This chapter proposed a new form of OCS in which the number of packets

comprising a burst is dynamically set based on the bandwidth thatis on o�er

during the time the burst is to be sent. In contrast, the number ofpackets

comprising a burst in current forms of OBS and dynamic OCS is unilaterally

determined at each source router.

We saw that the downside of our new form of OCS is that a source

must be informed of how many packets need to removed from an awaiting

burst. This requires two-way communication between the source and each

intermediate node that lies along the burst's route. In the forward direction,

the source uses a header to issue a request for a reservation period that is at

least equal to the time required to transmit all the packets comprising the

burst. Then in the reverse direction, an acknowledgement packet is returned

to the source that informs the source of the actual time that hasbeen reserved

and therefore the number of packets that can actually be transmitted. The

actual time that is reserved is determined according to the link along the
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burst's route for which the maximum amount of time a wavelength channel

can be reserved is shortest. Based on this information, the sourceremoves

just enough packets from the burst before the burst is sent.

Section 6.2 formed the largest part of this chapter. In Section 6.2, we

developed a performance model for our proposed OCS with dynamic burst

length. The model we developed consists of a set of homogenous source

routers connected to a stand-alone link. Each source containsa �nite bu�er.

Packets arrive at a source according to an independent Poisson process and

are enqueued if the bu�er contains space, otherwise they are lost. Each source

may transmit a burst of packets during each signalling cycle. Signalling cycles

commence everyT time units. We chose the design parameterT to ensure a

source can potentially transmit all the packets residing in itsbu�er during a

signalling cycle if it is lucky enough to be listed as one of �rst sources in the

random allocation order. To simplify our model, we assumed the round-trip

propagation delay was zero and that all sources were synchronised.

We analysed our model to determine the waiting time (pre-transmission



190 CHAPTER 6. DELAY ANALYSIS OF DYNAMIC OCS

queueing delay) distribution of an arbitrary packet. In Section 6.3, we used

our analysis to numerically evaluate the waiting time distribution of an ar-

bitrary packet for a variety of tra�c loads. Furthermore, we veri�ed with

simulation that the error owing to the assumption we made to simplify our

analysis was fairly small.

In the �nal section of this chapter, we developed a model for the con-

ventional form of dynamic OCS proposed in [44, 45]. The main di�erence

between the models developed in Sections 6.1 and 6.4 was thatin the latter,

we did not assume synchronisation between edge bu�ers nor did we assume

that time is slotted. We demonstrated that by appropriating choosing the

design parameterTwait , we can dimension for a desired blocking probability

and satisfy the maximum delay requirements of a packet.



Chapter 7

Delay Analysis of Centrally

Controlled Time-Slotted

Optical Circuit Switching

In this chapter, we consider a second form of dynamic OCS. The key di�er-

ence between the form of OCS considered in this chapter and theform of OCS

considered Chapter 6 is that in this chapter, the subset of sourceand desti-

nation pairs that can transmit packets during a particular transmission slot

is determined by a central controller. In contrast, our new approach of OCS

with dynamic burst length that was introduced in Chapter 6 is distributively

controlled. With distributive control, each source is responsible for reserving

a wavelength channel in each link of a route leading to its destination. How-

ever with centralised control, each source issues a request for bandwidth to

a central controller just before the commencement of a transmission slot and

it is then the responsibility of the central controller to allocate bandwidth to

each request in a coordinated manner. Although today's Internet is more or

less distributively controlled, it has been said that centralised control may

be an attractive option in the future because it reduces the complexity of the

control challenge [114].

In this chapter, OCS is considered in the context of an automatically

switched optical network (ASON). We saw in Chapter 1 that the advance-

191



192 CHAPTER 7. DELAY ANALYSIS OF TIME-SLOTTED OCS

ment of optical technology in recent years has positioned theASON as a

viable option for next-generation core backbone networks. We have seen

that an ASON consists of intermediate nodes (optical cross-connects) inter-

connected by �bres comprising hundreds of wavelength channels and edge

routers that are located at the periphery. Edge routers assemble and disas-

semble many data streams arriving from or destined to users connected to an

ASON via access networks. For this purpose, edge routers possess electronic

bu�ering capabilities. We saw in Chapter 1 that one of the key advan-

tages of an ASON is that the need to perform optical-to-electrical (O/E)

and electronic-to-optical (E/O) conversion of a data bearing signal at each

intermediate node is averted.

We focus on a form of OCS that can be described as follows. Packets

are enqueued in logical bu�ers located in each edge router depending on

their desired destination and possibly other classi�ers such as QoS. We are

interested in estimating the delay distribution of the queuingtime of an

arbitrary packet. Time is divided into discrete circuit transmission periods.

At the boundary of each period, a central controller determines whether or

not a bu�er is to be allocated a circuit during the next periodbased on the

number of packets enqueued in that bu�er as well as the numberof packets

enqueued in all other bu�ers. Circuit holding times can either be based on

limited or exhaustive circuit allocation policies.

The aim of this chapter is to develop and analyse a performancemodel to

evaluate packet delay distribution for this kind of centrally controlled time-

slotted OCS network. Because our analysis is su�ciently 
exibleto cope

with arbitrary network topologies, arbitrary online routing and wavelength

assignment (RWA) policies and arbitrary circuit allocation policies, we refer

to our analysis as a framework. To ensure computational tractability, our

framework approximates the evolution of each bu�er independently. `Slack

variables' are introduced to decouple between bu�ers in a waythat the evo-

lution of each bu�er remains consistent with all other bu�ers in the network.

The delay distribution is derived for a single bu�er and an approximation is

given for a network of bu�ers. The approximation involves �nding a �xed-

point for the functional relation between the `slack variables' and a speci�c
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circuit allocation policy.

Performance of OCS networks has mostly been studied with respect to

end-to-end blocking probabilities. See [86, 119, 140] for examples. The study

in [86] is concerned with routing data or voice in a conventional circuit-

switched telephony network and the studies in [119] and [140] are concerned

with RWA in OCS networks. In these studies, end-to-end blocking prob-

abilities have been derived using Erlang's �xed-point approximation under

the assumption that blocking events occur independently in each link. We

studied Erlang's �xed-point approximation in Chapter 4.

This chapter is organised as follows. In Section 7.1, we formulate the

general problem and develop our performance model. Sections 7.2 and 7.3 are

devoted to the derivation of our delay evaluation framework. In particular,

Section 7.2 considers the case of a single bu�er, while Section 7.3 uses the

single bu�er case as a foundation to evaluate delay distribution for a network

of bu�ers. The framework is demonstrated in the context of a particular

RWA algorithm in Section 7.4, while some extensions to our basicmodel

are explained in Section 7.6. Some important practical considerations are

discussed in Section 7.5. In Section 7.7, we numerically verifythe accuracy

of our framework with computer simulation.

7.1 Performance Model Formulation

We considerJ data streams, each of which correspond to a source and des-

tination pair. Packets from streamj , 1 � j � J , that cannot be transmitted

immediately are enqueued in logical bu�erj , which is located in the source

router corresponding to data streamj .

A circuit is de�ned as a route from a source to a destination thatis capable

of transmitting C b/s uninterruptedly for a period of T seconds. A circuit

is set up by selecting a route from a source to a destination and allocating

a dedicated set of wavelength channels and switching resourcesin each link

traversed by the route.

Circuits are allocated to the logical bu�ers using a policyR that considers

the queue lengths at all logical bu�ers. A strict requirement of a circuit
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allocation policy is that any allocated set of circuits can serve their associated

bu�ers concurrently and continuously. When a circuit is allocated to a logical

bu�er, it is drained at a maximum rate of C b/s. An allocated circuit that

is not reselectedT seconds after its allocation is released.

The assumption that circuits are selected in a synchronised manner and

at �xed time intervals does not impose limitations on our framework. Neither

is the assumption that a circuit period must be of a �xed length. In Section

7.6, we explain how to extend our analysis to variable circuitlengths and

asynchronous allocations.

The circuit setup process begins by evaluating all queue lengths. A cir-

cuit allocation policy R is then called to determine the set of circuits to be

allocated.

We suppose bits arrive at each logical bu�erj according to a continuous


uid stream with a constant bit rate of A j b/s. Considering the expected

Tb/s nature of multiplexed input streams, such a 
uid approximation is a

natural tra�c model. Modelling data transmission as a continuous 
uid

stream is also reasonable due to the nature of an optical circuitin which an

arriving bit can be served on-the-
y without waiting for its encapsulating

data packet.

Without loss of generality, we normalise all rates by dividingthem by

their largest common integral denominator, sayB. Henceforth, we refer to a

unit of B bits as a `B-bit'. Also, let K and A j , 1 � j � J , be the normalised

circuit transmission and arrival rates in B-bits per circuit period, respectively.

We further assume that everyA j is an integral fraction ofK . That is, there

exist integersm0
j such that

K = m0
j A j ; j = 1; : : : ; J: (7.1)

Also, without loss of generality, we assume thatT = 1. To summarise,

time units are speci�ed in circuit periods and data units in B-bits.

Let n denote a circuit switching decision epoch,X j (n) denote the queue

length in B-bits in logical bu�er j at epoch n, 1 � j � J , and X (n) =
�
X 1(n); X 2(n); : : : ; X J (n)

�
denote the system state at epochn, n = 0; 1; 2; : : :.
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Given a circuit allocation policyR, let � R(x ) =
�
� R

1 (x ); � R
2 (x ); : : : ; � R

J (x )
�

be a binary vector indicating which of the logical bu�ers areallocated circuits

at state X (n) = x = ( x1; x2; : : : ; xJ ). In particular, � R
j (x ) is 1 or 0 depending

on whether or notR allocates a circuit to logical bu�er j in state x .

The process
�
X (n); n � 0

�
is a Markov chain and each of its components

X j (n) evolves according to

X j (n + 1) =
�
X j (n) + A j � � R

j (x )K
� +

; (7.2)

where [y]+ = max(0; y).

Let Sj (i ) be the set of system states in which logical queuej comprisesi

B-bits and let � j (i; n ) be the probability that algorithm R allocates a circuit

to bu�er j at epochn given that X (n) 2 S j (i ). That is,

Sj (i ) = f x jX (n) = x ; X j (n) = ig; (7.3)

and

� j (i; n ) = P
�
� R

j (X (n)) = 1 jX (n) 2 S j (i )
�

: (7.4)

The marginal processX j (n), n � 0, is not Markov. Nevertheless, its

evolution can be expressed in the probability space of the Markov chain

X (n), n � 0, as follows. By (7.2), givenX j (n) = i , we have

X j (n + 1) =

8
><

>:

�
i + A j � K

� +
; w:p: � j (i; n );

i + A j ; w:p: 1 � � j (i; n );

(7.5)

for all 1 � j � J .

The Markov chain X (n), n � 0, may or may not be periodic, depending

on the allocation policy R. In particular, if R allocates circuits based on a

deterministic set function of the queue length vectorx , the resulting Markov

chain is periodic. For such policies, periodicity follows from the deterministic


uid arrival processes and the fact that only a �nite number of states can be

visited by the Markov chain under appropriate positive recurrent conditions.

The performance of circuit allocation policies in which theMarkov chain is
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periodic have been analysed in [148] and are not considered in this thesis.

If the Markov chain X (n), n � 0, is aperiodic and positive recurrent,

the probabilities � j (i; n ) exist in a stationary regime that is independent of

n. They do however depend on the entire system state. Therefore, under

stationary conditions, (7.5) translates into

X j (n + 1) =

8
><

>:

�
i + A j � K

� +
; w:p: � j (i );

i + A j ; w:p: 1 � � j (i );

(7.6)

given X j (n) = i .

According to (7.6), it may be suggested that the stationary distribution

of a Markov chain evolving according to (7.6) with probabilities � j (i ) can

approximate the multidimensional Markov chainX (n), n � 0. The proba-

bilities � j (i ) may be regarded as `slack variables'.

The idea behind our approximation is as follows. For every logical bu�er

j , consider a one dimensional Markov chain evolving according to (7.6) that

is independent of all other bu�ers. In the original multidimensional process,

the J sets of allocation probabilities� j (i ), 1 � j � J , are clearly inter-

dependent. Therefore, theJ sets of allocation probabilities must be resolved

in a way that consistency is maintained across all sets. The consistency

conditions give rise to a set of �xed-point equations, each of which describes

one of the one-dimensional Markov chains.

In the next section, we derive the queue length and the packet delay

distribution in a stand-alone bu�er evolving according to (7.6).

7.2 A Single Logical Queue

7.2.1 De�nition and Ergodicity

For notational clarity, we suppress the logical bu�er indexj in this section

and denote the state of a generic one-dimensional bu�er withX (n), n � 0.

Assuming independent evolution of the marginal processes ofX (n), n � 0,
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(7.1) and (7.6) imply that given X (n) = i ,

X (n + 1) =

8
><

>:

�
i + A � m0A

� +
; w:p: � (i );

i + A; w:p: 1 � � (i );

(7.7)

whereA and K = m0A are the arrival and transmission rates, respectively.

The upper event in (7.7) represents an allocated circuit period and the

lower event represents an unallocated period. After every unallocated circuit

period, the queue length increases byA and after every allocated circuit

period, the queue length decreases by min
�
i; (m0 � 1)A

�
, wherei is the queue

length at the beginning of the circuit period. Therefore,X (n) assumes only

integral multiples of A and the state space ofX (n) is f iA ji = 0; 1; : : :g.

Without loss of generality, we relabel the process states and denote them by

the set of non-negative integers, with the convention thatX (n) = i denotes

that iA B-bits reside in the queue. With relabelling, (7.7) becomes

X (n + 1) =

8
><

>:

�
i + 1 � m0

� +
; w:p: � (i );

i + 1; w:p: 1 � � (i ):

(7.8)

Since the transmission rate forX (n) � (m0 � 1) is K , it is reasonable to

approximate � (i ) = � for i � m0 � 1. We consider this to be a reasonable

approximation because the transmission rate is alwaysK = Am0 B-bits if

(m0 � 1)A B-bits or more reside in a bu�er. We further have 0� � (i ) � 1.

Given that we consider only policiesR under which the multidimensional

Markov chain X (n), n � 0, is aperiodic, we restrict our attention to aperi-

odic one-dimensional Markov chainsX (n), n � 0. Since there is a positive

probability of returning to state zero from any other state, it follows that

the Markov chain is irreducible and aperiodic. A necessary andsu�cient

condition for ergodicity is

�m 0 > 1: (7.9)
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Indeed, assuming (7.9) holds, the expected drift in one transition is

E[X (n + 1) � X (n)jX (n) = i ] = 1 � �m 0 < 0;

for i � m0 � 1. Therefore, by the Foster-Lyapunov drift criterion [53], the

Markov chain is ergodic.

7.2.2 Queue Length Probability Generating Function

We derive the probability generating function (pgf) under stationary condi-

tions, G(z) = lim n!1 E
�
zX (n)

�
, jzj � 1, in Appendix 7.9.1. We have

G(z) =

m0 � 2P

i =0

�
(� (i )zm0 � 1 � �z i ) + ( � � � (i ))zm0+ i

�
p(i )

zm0 � 1 � (1 � � )zm0 � �
; (7.10)

wherep(i ) is the stationary probability of having iA B-bits in the bu�er.

The pgf in (7.10) is expressed as a function of them0 � 1 boundary prob-

abilities p(i ); i = 0; 1; : : : ; m0 � 2, that we have yet to determine. Standard

application of Rouche's Theorem and the analyticity ofG(z) in the unit disk

jzj � 1 yield these boundary probabilities. See for example [66, pp.121-124].

Speci�cally, as we prove in Appendix 7.9.2, the denominator of G(z) has

m0 � 1 distinct zeros within and onto the unit disk jzj � 1. To �nd the

boundary probabilitiesp(i ); i = 0; 1; : : : ; m0 � 2, we exploit the analyticity of

G(z) in the unit disk jzj < 1. The numerator ofG(z) must be zero for every

zero of its denominator within the unit disk. One zero of the denominator is

clearly 1 for which all the coe�cients of p(i ) in the numerator are zero and

therefore useless. All otherm0 � 2 zeros, denoted byzm , m = 1; 2; : : : ; m0 � 2,

are within the unit disk and de�ne the following m0 � 2 linear equations

m0 � 2X

i =0

�
(� (i )zm0 � 1

m � �z i
m ) + ( � � � (i ))zm0+ i

m

�
p(i ) = 0 ; (7.11)

for m = 1; 2; : : : ; m0 � 2.

Another independent equation is obtained from the normalisation condi-
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tion G(1) = 1. Applying L'hopital's rule to (7.10), gives

m0 � 2X

i =0

�
m0� � (1 + i )� (i )

�
p(i ) = �m 0 � 1: (7.12)

Equations (7.11) and (7.12) form a set ofm0 � 1 independent linear equa-

tions whose solution determinep(i ), i = 0; 1; : : : ; m0 � 2. Their independence

can be veri�ed by checking the positivity of the correspondingdeterminant,

as in [66, pp. 121-124].

Once the boundary probabilities are determined,G(z) is completely spec-

i�ed. The stationary probabilities p(i ) for i � m0 � 1 are given byp(i )i ! =
d( i ) G(z)

dz jz=0 and the expected queue length under stationary conditions isgiven

by E(X ) = dG(z)
dz jz=1 . Higher moments are derived by taking higher deriva-

tives at z = 1.

It is well-known that computing higher moment based onG(z) can be

tedious. In the following, we apply simpler methods to deriveE(X ) and p(i )

for i � m0 � 1.

7.2.3 Expected Queue Length

Foremost, we derive the expected queue length at circuit period boundaries

under stationary conditions,E(X ). We then derive the long-run time-average

queue length,E( ~X ).

A simple method to deriveE(X ) is to express the one-step evolution of

X (2) (n + 1) in the same way as (7.8) and equate the expected values of both

sides. This method gives

E(X ) =
�

�
m0 � 1

� 2
+ (1 � � ) +

P m0 � 2
i =0 p(i )

h
�m 0

�
2(i + 1) � m0

�
� � (i )

�
i + 1

� 2
i

2(�m 0 � 1)
:

(7.13)

The expected number of B-bits at a circuit boundary is therefore AE (X ).

To �nd the time-average queue length, we note that the queue length

evolution between two consecutive circuit period boundaries,X (t), 0 � t � 1,
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is as follows. GivenX (n) = i ,

X (t) =

8
><

>:

�
i + t � m0t

� +
; w:p: � (i );

i + t ; w:p: 1 � � (i ):

(7.14)

By the mean ergodic theorem,E( ~X ) =
R1

t=0 E
�
X (t)

�
dt. Note that for

i � m0 � 1, we havei + t � m0t � 0 for 0 � t � 1, whereas fori < m 0 � 1,

we havei + t � m0t � 0 for 0 � t � i=(m0 � 1). Integrating yields

E( ~X ) = E(X ) + 1
2 � �m 0

2

 

1 �
m0 � 2P

i =0
p(i )

!

+ 1
2

m0 � 2P

i =0
p(i )� (i )

�
i 2

m0 � 1 � 2i � 1
�

:

(7.15)

The time-average number of B-bits is thereforeAE( ~X ).

7.2.4 Queue Length Distribution

In Section 7.2.2, we derived the probabilitiesp(i ); i = 0; 1; : : : ; m0 � 2. We

continue by deriving a simple recursion forp(i ), i � m0 � 1.

From (7.8), the balance equations are given by

p(0) =
m0 � 1X

i =0

p(i )� (i ); (7.16)

and

p(i ) = p(i � 1)
�
1 � � (i � 1)

�
+ p(i + m0 � 1)�; (7.17)

for i � 1.

Given p(i ), 0 � i � m0 � 2, by (7.16),

p(m0 � 1) =
p(0) �

P m0 � 2
i =0 p(i )� (i )
�

; (7.18)

and by (7.17),

p(m0 + i ) =
p(i + 1) � p(i )

�
1 � � (i )

�

�
; i � 0: (7.19)
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7.2.5 Delay Distribution

In non-
uid models, where packet arrivals and departures occur at particular

time instances, packet delay is a well-de�ned notion. However,for our 
uid

tra�c model, a packet can be served while it is still arriving. Therefore,

packet delay is no longer a well-de�ned notion.

The conventional notion of packet delay is de�ned as the period beginning

from the time the �rst bit of an arbitrary packet arrives and lasting until the

last bit of that packet is transmitted. This notion of packet delay is dependent

on the number of bits comprising a packet.

An alternative notion of packet delay, which we call B-bit delay, is de�ned

as the period beginning from the time a B-bit arrives and lasting until that B-

bit is transmitted. Our B-bit notion of delay is independent of the number of

bits comprising a packet, however, it does re
ect packet delay in the following

sense. At a B-bit arrival instant, the portion of a packet preceding the B-

bit is either enqueued or has been transmitted, while at a B-bit departure

instant, the portion of a packet preceding the B-bit has been transmitted.

Therefore, B-bit delay re
ects the delay of an arbitrary packet pre�x.

The expected B-bit delay under stationary conditions is derived from

E( ~X ) using Little's Theorem. SinceAE( ~X ) is the expected queue length in

B-bits at an arbitrary time and given that the B-bit arrival r ate is A, the

expected B-bit delay isE( ~X ) and is given in (7.15).

We now return to the conventional notion of packet delay thatwe have

de�ned as the period beginning from the time the �rst bit of an arbitrary

packet arrives and lasting until the last bit of that packet is transmitted.

Let this period be denoted with the random variableD. To determine the

distribution of D, we assume each packet comprisesL B-bits. We further

assume that during each circuit period there is an integral number M of

packet arrivals. That is, A = ML . Finally, we assume all packets are served

according to the FIFO regime and that the packet arrival process begins at

the boundary of a circuit period.

Exactly M packets arrive during each circuit period, each of which en-

dures a di�erent delay. Let Dm , 1 � m � M , be the delay of a packet that
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arrives (m � 1)=M circuit periods after a circuit boundary. The delay of an

arbitrary packet is therefore given by

D =
1

M

MX

m=1

Dm : (7.20)

Deriving the packet delay distribution is a di�cult task because the prob-

abilities � (i ), i � m0 � 1, are not equal. Because they are not equal, the time

between two consecutive circuit allocations is not identically distributed.

To simplify the derivation of the packet delay distribution, we consider

the special symmetric case in which� (i ) = � , for all i � 0. We derive the

delay distribution by way of a computational procedure rather than a closed-

form expression. The details of this derivation are deferred until Appendix

7.9.3.

7.3 A Network of Edge Routers

Deriving the exact stationary distribution for the multidimensional Markov

chain X (n) that we de�ned in Section 7.1 is computationally intractable. To

achieve computational tractability, we propose an approximation in which we

allow each bu�er to evolve independently. We call this the bu�er indepen-

dence assumption. This requires decoupling of the bu�ers in a way that the

evolution of each stand-alone bu�er remains consistent with the evolution of

all other bu�ers. Furthermore, the stationary circuit allocation probabilities,

� j (i ), must be chosen to agree with the policyR.

For any given R, let SR
j (i ) be the subset ofSj (i ), de�ned in (7.3), where

� R
j (x ) = 1. Namely, the set of states in which bu�erj comprisesi B-bits and

is allocated a circuit.

By the independence assumption and (7.4), the followingR-consistency
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equations must hold:

� j (i ) = P
�

� R
j

�
X (n)

�
= 1

�
�
�X j (n) = i

�

=
X

x 2S R
j (i )

Y

m6= j

pm (xm ); i � 0; j = 1; : : : ; J; (7.21)

wherex = ( x1; x2; : : : ; xJ ) and pm (xm ) = P
�
X m (n) = xm

�
, 1 � m � J , are

the stationary marginal probabilities.

If (7.21) does hold, we say that the independent Markov chainsX j (n),

1 � j � J , are consistent with policyR.

For each logical bu�er j , let � j =
�
� j (i )ji � 0

�
and � = ( � j j1 � j � J ).

A set � is a consistent set of allocation probabilities if it satis�es (7.21).

Since the stationary probabilitiespj (i ) depend on� j , we use the notation

pj (� j ; i ) rather than pj (i ).

To �nd the consistent set of allocation probabilities, we de�ne the trans-

formation

T i
j

�
�

�
=

X

x 2S R
j (i )

Y

m6= j

pm (� j ; xm ); i � 0; 1 � j � J: (7.22)

The R-consistency equations de�ned by (7.21) are satis�ed if and onlyif

there is an� � such that

T i
j

�
� �

�
= � �

j (i ); i � 0; 1 � j � J: (7.23)

Observe that each transformationT i
j (� ) is a continuous mapping from

the set [0; 1] to itself and therefore it has at least a single �xed-point by the

Brouwer �xed-point theorem [123].

To �nd the consistent set of allocation probabilities� � , we use the fol-

lowing successive substitution algorithm for a randomly chosen initial set

� (0) :

� (n+1)
j (i ) = T i

j

�
� (n)

�
; i = 0; 1; : : : ; m0 � 1; j = 1; : : : ; J; n � 0: (7.24)
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Once a consistent set� � has been found, the delay distribution for pol-

icy R can be computed for each logical bu�er using the procedure we have

outlined in Section 7.2.5.

The successive substitution algorithm is not guaranteed to converge to

the consistent set of allocation probabilities� � , furthermore, there is no

guarantee that the transformationT i
j (� ) does indeed have a unique set of

consistent allocation probabilities.

However, based on our computational experience with the numerical ex-

amples we present in Sections 7.4 and 7.7, the successive substitution algo-

rithm does converge to a set of consistent allocation probabilities. Further-

more, we verify that the set of consistent allocation probabilities to which

the successive substitution algorithm converges are in good agreement with

computer simulation. We have found that usually only a few iterations are

required to converge to a su�ciently small error criterion.

7.4 An Example of a Circuit Allocation Pol-

icy

Let J be the set of all logical bu�ers. To de�ne general circuit allocation

policies, we use the notion of a maximal transmission (MT) set. An MT set

is a subsetJ i of J satisfying:

1) All bu�ers in J i can be allocated a circuit concurrently without result-

ing in packet blocking; and

2) There is no superset ofJ i that satis�es 1.

Allocating circuits to a set of bu�ers that does not de�ne an MT set is

suboptimal.

The set of all MT sets, which we denote byJ � = fJ i � f 1; 2; : : : ; Jg; 1 �

i � N g, can be mapped to a realisable network consisting of a topology and

routing policy. We do no impose restrictions to preclude overlapping MT

sets. In particular, a bu�er j may reside in more than one MT set.
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A general circuit allocation policy is one that selects a single MT set at

every circuit period based on some measurable information about all bu�ers.

Any deterministic stationary policy allocating an MT set as a function of

all queue lengths de�nes a weighted time-division multiplexing policy and

results in a periodic Markov chain. The performance of these policies have

been analysed in [148] and are not considered in this thesis.

In this chapter, we demonstrate our delay evaluation framework for the

following threshold randomised policy. Each MT setJ i is associated with a

triplet ( t i ; � 1
i ; � 2

i ), where t i is a threshold and� 2
i > � 1

i are positive weights.

An MT set constellation is a binary vector b = ( b1; b2; : : : ; bN ), where

bi = 0 if and only if
P

j 2J i
X j (n) � t i . Let � i (bi ) = � 1

i if bi = 0 and

� i (bi ) = � 2
i if bi = 1

Our randomised threshold policy is de�ned such that for every given MT

set constellationb, MT set J i is selected with probability � i (bi )=
P N

l=1 � l (bl ).

Exactly one MT set is chosen for each circuit allocation periodusing a random

random generator.

Let N j be the set of all MT sets not containing bu�er j . Let N j be the

cardinality of N j . Let Yj be the number of MT sets not containing bu�erj

for which
P

u2J v
X u(n) � tv holds for each bu�er v that is counted by Yj .

Finally, let Z j (i ) be the number of MT sets containing bu�er j for which
P

u2J v
X u(n) � tv holds for each bu�erv that is counted by Z j (i ) and given

X j (n) = i .

Given the current � and the eventsYj = y and Z j (i ) = z,

� j (i; y; z) = T i
j

�
� ; y; z

�
=

z� 1 + ( N � N j � z)� 2

(z + y)� 1 + ( N � z � y)� 2
: (7.25)

To uncondition the eventsYj = y and Z j (i ) = z, we invoke the central

limit theorem and use the following Gaussian approximation to compute

P(Yj = y) and P
�
Z j (i ) = z

�
.

SinceYj =
P

l2N j
(1 � bl ), it can be approximated for a large value ofN j

with a Gaussian random variable with mean
P

l2N j
pl and variance

P
l2N j

(1�
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pl )pl , where

pl = P

 
X

k2J l

X k(n) � t l

!

:

Similarly, sinceZ j (i ) =
P

l62Nj
(1 � bl ) given that X j (n) = i , it can also be

approximated for a large value ofN � N j with a Gaussian random variable

with mean
P

l62Nj
ql and variance

P
l62Nj

(1 � ql )ql , where

ql = P

0

@
X

k2J l nf j g

X k(n) � t l � i

1

A :

Furthermore, if an MT set contains a large number of bu�ers, theprob-

abilities P
� P

j 2J i
X j (n) � t i

�
can also be �tted to a Gaussian distribution.

The �rst two moments required to make the �t are computed from the sta-

tionary distributions of the stand-alone bu�ers comprising the MT set.

Finally, we have

� j (i ) =
Z

y

Z

z

� j (i; y; z)dFYj (y)dFZ j (i )(z); (7.26)

whereFYj (y) and FZ j (i )(z) denote the distributions of the Gaussian random

variables that have been �tted to Yj and Z j (i ), respectively. We evaluate

(7.26) numerically using a continuity correction to accountfor the fact that

Yj and Z j (i ) are discrete random variables.

Our randomised threshold policy allows for delay di�erentiation. Bu�ers

with di�erent delay requirements can be di�erentiated by assigning them to

di�erent MT sets. The thresholds and weights of each MT set are calibrated

to increase the probability of selecting MT sets with more stringent delay

requirements. In particular, by lowering the thresholdt i and/or increasing

the weights (� 1
i ; � 2

i ), the probability of selecting MT set J i is increased.
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7.5 Practical Considerations

We have not considered how the length of a circuit period, which we have

denoted byT, should be chosen in practice. To minimise the expected B-bit

queuing delay,T should be chosen as small as possible. In fact, as long as

the set of allocation probabilities ensure the Markov chain underlying each

stand-alone bu�er is ergodic, the expected B-bit queuing delay can be made

arbitrarily small by choosing T arbitrarily small. This is a result of using a

deterministic 
uid tra�c model.

Several considerations impose constraints on the choice ofT. In par-

ticular, it is essential that T exceeds the time required to recon�gure the

switching fabric of an optical cross-connect and the time required for control

signalling to propagate at each circuit allocation epoch. Other considerations

that may impose a lower bound onT include:

� The processing capability of the circuit allocation decision maker may

be overwhelmed for a su�ciently small T because a circuit allocation

decision must be made so often; and

� Control signalling may utilise exorbitant amounts of capacity for a suf-

�ciently small T.

Although it is hard to give an an estimate ofT, it is clear from the above

considerations thatT cannot be set arbitrarily small.

We also remark that for a truly stochastic packet arrival process,the cir-

cuit allocation decision maker must make a decision based on an outdated

record of the number of packets enqueued in each bu�er. The state of each

bu�er conveyed to the decision maker is outdated at the time a circuit allo-

cation decision is made because each bu�er continues to evolvein the time

it takes for the state to propagate to the decision maker and forthe decision

maker to process the updated state information.

To resolve uncertainty in the bu�er state, we can feed the decision maker

estimates of the state of each bu�er that have been inferred from outdated

state information. We have not been faced with this inferenceproblem in

our analysis. In our analysis, since we have used a deterministic 
uid tra�c
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model, the exact number of packets enqueued in each bu�er canbe deter-

mined by the decision maker based on the decisions it has made in the past.

Finally, we remark that although propagation delay is not explicitly ac-

counted for within our analysis, it is nothing more than a deterministic ad-

ditive constant. For su�ciently small T, queuing delay may be negligible

compared to propagation delay. Our analysis can be used to determine the

range ofT for which propagation delay overshadows queueing delay and vice

versa.

7.6 Adaptive Circuit Allocation

A possible extension to the model developed in Section 7.1 is to allow policies

where the circuit allocation period may depend on the queue length. Speci�-

cally, for every queue lengthX (n) = i , a circuit is allocated with probability

� (i ) and the allocated circuit period is of lengtht(i ), which is speci�ed in

circuit periods. With probability 1 � � (i ), the allocation attempt fails and

another attempt is made afterb circuit periods.

An interesting case is the exhaustive policy for whicht(i ) = i=(K � A).

In this case, the allocated duration is selected to exactly clear the B-bits in

the queue and those that arrive during the allocation time. Ifan allocation

attempt is successful, the queue length drops to zero at the nextallocation

attempt. Therefore, to prevent arti�cial steps of length zero, we �x � (0) = 0.

Moreover, since an unsuccessful allocation attempt is followedby another

attempt after b circuit periods, letting � (i ) be state dependent is redundant.

Therefore, we con�ne ourselves to the case where� (i ) = � for i > 0.

To derive an expression for packet delay, we consider a Markov chain

with points embedded at the times just before circuit allocation attempts

are made. GivenX (n) = i > 0, we have

X (n + 1) =

8
><

>:

0; w:p: �;

i + bA; w:p: 1 � �;

(7.27)
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while given X (n) = 0,

X (n + 1) = bA: (7.28)

The expected drift in the process state in one transition isE[X (n + 1) �

X (n)jX (n) = i ] = (1 � � )bA� �i , which is strictly negative if i > (1� � )bA=� .

Therefore, by the Foster-Lyapunov drift criterion [53], theMarkov chain is

positive recurrent.

Derivation of the pgf is straightforward and is given by

G(z) =
�

�
1 � p(0)(1 � zbA)

�

1 � (1 � � )zbA
; jzj � 1: (7.29)

To �nd p(0), note that the queue length drops to zero only after a suc-

cessful allocation attempt, after which the queue length risesto bA in the

following step. From that step forward, independent allocation attempts are

made everyb circuit periods, each succeeding with probability� . Therefore,

the expected return time to state zero is 1 + 1=� . By de�nition, we have

p(0) =
1

1 + 1=�
=

�
1 + �

:

The expected queue length at an arbitrary embedded point is given by

the derivative of G(z) evaluated at z = 1. We have

E(X ) =
�bA
1 + �

: (7.30)

The time-average queue length,E
� ~X

�
, can be derived based on the fol-

lowing observation. GivenX (n) = i > 0, with probability � , the queue

length decreases to zero at rate 1=(K � A) and with probability 1 � � , it

increases toi + bA at rate A. For state X (n) = 0, the queue length increases

to bA at rate A. It follows that

E
� ~X

�
=

� 2b2A
2(1 + � )

+
�

2(K � A)
E

�
X 2

�
+

�
E(X ) +

bA
2

�
(1 � � )b: (7.31)

The time-average queue length,E( ~X ) in (7.31) is expressed in terms of
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E(X ) and E(X 2), where the former is given by (7.30). The second moment

E(X 2) can be derived either from the second derivative ofG(z) or by repre-

senting the one step evolution ofX 2(n + 1) in a similar manner as in (7.27)

and (7.28). This latter procedure is less tedious and provides the equation

E
�
X 2

�
=

(�bA )2

1 + �
+ (1 � � )

�
E

�
X 2

�
+ ( bA)2 + 2bAE(X )

�
: (7.32)

Replacing E(X ) in (7.32) with the right-hand side of (7.30) yields the

closed-form expression:

E
�
X 2

�
=

�
1 + 2� (1 � � )

�
(bA)2

� (1 + � )
: (7.33)

By Little's Lemma, the time-average queueing delay of an arbitrary B-

bit is E( ~D) = E( ~X )=A. The packet delay distribution can be obtained in a

similar manner as in Section 7.2.5.

7.7 Numerical Evaluation and Examples

We de�ne a collection of symmetric, asymmetric and randomly generated

networks to serve as test instances for our delay evaluation framework. Based

on these test instances, we use computer simulation to quantify theerror

owing to the approximations we used in our analysis.

Each test instance in de�ned in terms of a collection of MT sets. A

collection of MT sets can be mapped to a realisable network consisting of a

topology and routing policy.

All the test instances we consider comprise 100 bu�ers and 400 MT sets.

That is, J = 100 and N = 400. Test instances are distinguished according

to the cardinality of each MT set and the number of MT sets residedin by

each bu�er.

To reduce the number of free parameters, we setm0
j = m0, 1 � j � 100,

� 2
i =� 1

i = 10, 1 � i � 400 and t i = jJ i j, 1 � i � 400. In words, the

proportionality between the arrival bit rate and the servicebit rate is the

same for all bu�ers, the ratio between the upper and lower weights is 10 for
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all MT sets, and the threshold of an MT set is chosen as its cardinality.

Test instances are classi�ed as symmetric (S), asymmetric (A) and ran-

dom (R). In a symmetric test instance, the cardinality of all MT sets is equal

and all bu�ers reside in an equal number of MT sets. An asymmetric test

instance allows the cardinality of each MT set and the number ofMT sets

resided in by each bu�er to vary in a strictly deterministic manner. Finally,

a randomly generated test instance is such that the cardinalityof each MT

set and the number of MT sets resided in by each bu�er varies according

to a statistical distribution. For all test instances, MT sets are necessarily

unique.

We consider various test instances to re
ect the full range of accuracies

that may be expected with our delay evaluation framework. Inparticular,

we consider the following test instances.

(S1) Each of the 100 bu�ers resides inn, n = 160; 200; 240, of the 400 MT

sets. Therefore, the cardinality of each MT is given by 100n=400.

(A1) Each of the 100 bu�ers resides in 240 MT sets. The 400 MT sets are

evenly divided such that 200 are of cardinality 40 and 200 are of car-

dinality 80. Therefore, each bu�er resides in 80 MT sets of cardinality

40 and 160 MT sets of cardinality 80.

(A2) A variation of (A1) in which each of the 100 bu�ers resides in180

MT sets. The 400 MT sets are evenly divided such that 100 are of

cardinality 30, 100 are of cardinality 40, 100 are of cardinality 50 and

100 are of cardinality 60.

(A3) Of the 100 bu�ers, 50 reside in 240 MT sets and 50 reside 160 MT sets,

referred to as class 1 and class 2 bu�ers, respectively. Therefore, the

cardinality of each MT set is 50 and the composition of each MT setis

such that 30 of the 50 bu�ers reside in 240 MT sets and 20 of the 50

bu�ers reside in 160 MT sets.

(R1) Each of the 100 bu�ers resides in a random number of MT sets ac-

cording to the discrete uniform distribution on the interval [160; 240].
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Figure 7.1: Test instance (S1), expected B-bit delay in units of T as a function
of proportionality between arrival bit rate and service bit rate

Therefore, the expected MT set cardinality is 50. Bu�ers are randomly

allocated to MT sets and it is ensured each MT set is unique.

(R2) Of the 100 bu�ers, 50 reside in a random number of MT sets according

to the discrete uniform distribution on the interval [230; 240] and 50

according to the discrete uniform distribution on the interval [160; 170],

referred to as class 1 and class 2 bu�ers, respectively. Therefore, the

expected MT set cardinality is 50.

For each test instance, the expected B-bit delay, which quanti�es the

expected queueing time of an arbitrary B-bit is computed via(7.15) and

computer simulation. The results are plotted as a function ofm0, m0 =

3; 4; 5; 6; 7. Recall that m0 is the ratio of the service bit rate to the arrival

bit rate. The expected B-bit delay is expressed in units of circuit periods.

Therefore, a B-bit delay of unity is equal to the length of a circuit period T.

For random test instances, the expected B-bit delay is shown as anaverage

across three independent trials. Plots are shown in Figs. 7.1-7.5.
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Figure 7.2: Test instance (A1) and (A2), expected B-bit delay in units of T
as a function of proportionality between arrival bit rate and service bit rate
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Figure 7.3: Test instance (A3), expected B-bit delay in units ofT as a
function of proportionality between arrival bit rate and service bit rate
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Figure 7.4: Test instance (R1), expected B-bit delay in units of T as a
function of proportionality between arrival bit rate and service bit rate
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Figure 7.5: Test instance (R2), expected B-bit delay in units of T as a
function of proportionality between arrival bit rate and service bit rate
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Table 7.1: Maximum error margin
Test Instance Maximum Error Margin
(S1) n = 160 0.36%
(S1) n = 200 6.6%
(S1) n = 240 1.6%
(A1) 13.9%
(A2) 6.4%
(A3) Class 1 24.5%
(A3) Class 2 24.1%
(R1) 5.8%
(R2) Class 1 2.2%
(R2) Class 2 9.3%

All test instances indicate that the expected delay approximated with our

framework is in fairly good agreement with the simulation.

For large values ofm0, the magnitude of the error margin varies and our

framework appears to provide an upper bound for the expecteddelay. The

maximum error margins for all test instances are given in Table7.7. We

remark that the test instances in which all bu�ers do not reside in the same

number of MT sets such as test instances (A3) and (R2) give rise to the

greatest error margin.

Five approximations/assumptions contribute to the error margin:

1) Assuming each bu�er evolves independently;

2) Approximating the probability P(Yj = y) using a Gaussian approxima-

tion;

3) Approximating the probability P
�
Z j (i ) = z

�
using a Gaussian approx-

imation;

4) Approximating the probability P
� P

k2J l
X k(n) � t

�
using a Gaussian

approximation; and,

5) Approximating � (i ) = � for i � m0 � 1.

The Gaussian approximation involves using the central limit theorem to

approximate the distribution of a sum of independent random variables. The
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Gaussian approximation is accurate if the number of MT sets is su�ciently

large and the number of bu�ers residing in each MT set is su�ciently close

to half the total number of MT sets. The accuracy of the Guassian ap-

proximation worsens if the number of MT sets is small, in which case the

probabilities P
� P

k2J l
X k(n) � t

�
may be poorly approximated, or if the

number of bu�ers residing in each MT set is either small or almost equal to

the total number of MT sets, in which case the probabilitiesP
�
Z j (i ) = z

�

and P(Yj = y) may be poorly approximated, respectively. The Gaussian

approximation may be avoided if the number of bu�ers residingin each MT

set is small by computing the appropriate probabilities exactly by summing

over all possible permutations.

Approximating � (i ) = � for i � m0 � 1 introduces error if the threshold

t � m0 � 1. For example, ift � m0 � 1, P
�
Z j (m0 � 1) = z

�
6= P

�
Z j (t + 1) =

z
�

= 0, however, � (m0 � 1) = � (t + 1) = � , since� (i ) = � for i � m0 � 1.

Therefore, if t � m0 � 1, � is approximated such that� =
P K

i = m0 � 1 p(i )� (i ),

where p(i ) = p(i )=
� P K

i = m0 � 1 p(i )
�

and K � m0 � 1 represents a numerical

truncation point.

To quantify the error introduced by approximating � as such, we de�ne

three symmetric test instances in which the Gaussian approximations are

avoided by considering only 12 bu�ers residing in MT sets of cardinality c,

c = 5; 6; 7. The expected B-bit delay is plotted as a function of the threshold

t, t = 0; 1; : : : ; 7, for m0 = 4 in Fig. 7.6. Observe the increased error margin

for t � m0 � 1 = 3. For t � m0 � 2 = 2, the error margin is less than

one percent and is completely attributable to approximating the evolution of

each bu�er independently.

As shown in Figs. 7.1-7.5, the expected B-bit delay is monotonicin m0.

For most test instances, the expected B-bit delay is less than one circuit

period for m0 = 6; 7, which indicates a bit is transmitted in its arriving

circuit period with high probability. The expected B-bit delay is not plotted

for m0 = 1; 2; 3 because the underlying Markov chain is not ergodic for some

test instances in this region.
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Figure 7.6: Expected B-bit delay in units ofT as a function of the threshold
t of the randomised threshold allocation policy

7.8 Chapter Summary

In this chapter, we considered a time-slotted from of OCS in which a subset of

source and destination pairs called an MT set is determined at the boundary

of each transmission slot. The source and destination pairs comprising the

chosen MT set are permitted to concurrently transmit packets during the

next transmission slot. The MT set is determined by a central controller

based on the number of packets enqueued at each source.

We derived a framework to determine the delay distribution ofan arbi-

trary packet. The performance model underlying our framework was based

on a 
uid tra�c model, packet queueing at edge routers and time-slotted

circuit-switched transmission between source and destination pairs. To en-

sure computational tractability, we assumed that bu�ers evolve indepen-

dently. Slack variables were introduced to decouple bu�ersin a way that

ensured the evolution of each stand-alone bu�er remained consistent. We

demonstrated our framework in the context of a randomised threshold allo-

cation policy in which circuits were allocated based on the number of packets
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enqueued in each bu�er. The expected packet delay estimated by our frame-

work was shown to be in good agreement with computer simulation. This

indicated that the error owing to our approach of decouplingbu�ers was not

substantial.

Two types of circuit allocation policies were incorporatedinto our frame-

work. We �rst considered circuit holding times that were of �xed duration

and allocated at the boundary of �xed time slots. We then considered adap-

tive circuit holding times that were chosen to ensure all packets enqueued in

a selected bu�er were transmitted.

7.9 Chapter Appendices

7.9.1 Derivation of G(z)

Using (7.8), the state relabelling, the de�nition ofG(z) and the assumption

that � (i ) = � for i � m0 � 1, G(z) can be separated into the following two

summations

G(z) =
m0 � 2P

i =0
[� (i )z(i +1 � m0 )+

+ (1 � � (i ))zi +1 ]p(i )

+
1P

i = m0 � 1
[�z (i +1 � m0 )+

+ (1 � � )zi +1 ]p(i ):

For the �rst summation, i + 1 � m0 < 0 and for the second summation,

i + 1 � m0 � 0, thus

G(z) =
m0 � 2X

i =0

[� (i ) + (1 � � (i ))zi +1 ]p(i ) +
1X

i = m0 � 1

[�z i +1 � m0
+ (1 � � )zi +1 ]p(i ):

Multiplying by zm0 � 1 and rearranging the second summation yields

G(z) =
m0 � 2X

i =0

[� (i ) + (1 � � (i ))zi +1 ]p(i ) + ( �z 1� m0
+ z � �z )

1X

i = m0 � 1

p(i )zi :
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Since
P 1

i = m0 � 1 p(i )zi = G(z) �
P m0 � 2

i =0 p(i )zi , the second summation can be

written in terms of G(z) giving the following implicit equation for G(z),

G(z) =
m0 � 2X

i =0

[� (i )+(1 � � (i ))zi +1 ]p(i )+( �z 1� m0
+ z� �z )

 

G(z) �
m0 � 2X

i =0

p(i )zi

!

:

Finally, some elementary rearrangements give

G(z) =

m0 � 2P

i =0
[� (i )zm0 � 1 � �z i + ( � � � (i ))zm0+ i ]p(i )

zm0 � 1 � � � zm0 + �z m0 :

7.9.2 Properties of G(z)

Foremost, we show that the denominator ofG(z) has K � A distinct zeros.

Represent the denominator ofG(z), h(z), as a sum of the two functions

f (z) = zK � A and g(z) = �
�
� + (1 � � )zK

�
.

Clearly, f (z) has a single zero of orderK � A at 0. Furthermore, for every

z on the unit contour jzj = 1,

jg(z)j � j f (z)j (7.34)

and the derivatives of f (z) and g(z) satisfy df (Z )
djzj = K � A and dg(Z )

djzj =

(1 � � )K , respectively.

From the ergodicity condition (7.9), df (Z )
djzj > dg(Z )

djzj on the contour jzj = 1.

Combined with (7.34), it follows that jg(z)j < jf (z)j for every z on any

contour jzj = 1 + � , where � > 0. Invoking Rouche's Theorem,f (z) and

f (z) + g(z) have the same number of zeros within every contourjzj = 1 + � ,

where � > 0. That is, within and onto the unit disk jzj = 1. Since f (z) has

K � A zeros, so does the denominator ofG(z), h(z) = f (z) + g(z).

We next show that all zeros must be distinct. Suppose in contradiction

that they are not distinct. Then the derivative of h(z) at any multiplicative
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must vanish. However, the derivative ofh(z), h0(z), satis�es

jh0(z)j = j(K � A)zK � A � 1 � (1 � � )Kz K � 1j (7.35)

� j (K � A)zK � A � 1j � j (1 � � )Kz K � 1j (7.36)

= ( K � A)jzjK � A � 1 � (1 � � )K jzjK � 1: (7.37)

It is easily veri�ed that the ergodicity condition (7.9) is equivalent to jh0(z)j >

0 for everyz in jzj � 1. Therefore, all zeros are distinct.

7.9.3 Derivation of Delay Distribution for � (i ) = �

We assume a circuit period begins at time 0. We have thatP
�
X (0) = i

�
=

p(i ), where the probabilities p(i ) are derived in Sections 7.2.2 and 7.2.4.

The duration of each packet arrival is 1=M circuit periods. The �rst packet

starts its arrival at time 0 and every subsequent packetm, 2 � m � M ,

starts its arrival upon the arrival completion of packetm � 1. We derive the

distribution of D1 and then we express the remainingM � 1 distributions

recursively.

By assuming� (i ) = � , the number of circuit periods between two con-

secutive circuit allocations,S, is geometrically distributed with a success

probability of � . The pgf of S is given by

GS(z) =
z�

1 � z(1 � � )
; jzj � 1: (7.38)

Let � j , j � 1, be the number of circuit periods between circuit allocation

j � 1 and j , using the convention that allocation 0 is performed at time

0. The random variables� j are independent and geometrically distributed

taking values 1; 2; 3; : : : :. Note that � j includes the allocated circuit period

used for transmission. From (7.38), the pgf of the summation� (n) =
P n

j =1 � j

is given by [GS(z)]n .

We show that an integral number of packets reside within a bu�erat

every circuit period boundary. Letb(k) be the number of packets transmit-

ted during an allocated circuit period given that there arek packets at the
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beginning of the circuit period. If k � (m0 � 1)M , the queue at the bu�er

is drained at rate m0M packets per period and thereforeb(k) = m0M . If

k < (m0 � 1)M , the bu�er queue is drained at ratem0M during the �rst

fraction of the period k=(m0 � 1)M and at rate M during the rest of the

period, implying b(k) = k + M . Therefore, we have

b(k) =

8
><

>:

m0M; k � (m0 � 1)M;

k + M; k < (m0 � 1)M:

(7.39)

Consequently, at every circuit period boundary, there is an integral num-

ber of packets whose distribution is given by

q(k) = p(kL); k � 0: (7.40)

The number of circuits period needed to transmitk packets at ratem0M

is n(k) = dk=m0M e. All but possibly the last circuit period is fully utilised

to transmit the k packets. The utilisation of the last circuit period is given

by 1 � f rac (k), where frac (k) = n(k) � k=m0M .

Let d1
m (k) (d2

m (k)) be the delay of the mth arriving packet given that

there are k packets at time 0 and the �rst circuit period is allocated (not

allocated), where 1� m � M .

Suppose thatk packets are present at time 0. If the �rst circuit period

is not allocated, thek packets and theM �rst arrivals are all transmitted at

rate 1=m0M . Therefore, form = 1,

d2
1(k) = 1 + � n(k) +

1
m0M

+ If k 2 Z 0g(� � 1) � If k 62 Z0gfrac (k)

= � n(k) +
1

m0M
+ If k 2 Z 0g� + If k 62 Z0g(1 � f rac (k)); (7.41)

whereZ 0 is the set of all positive integer multiples ofm0M , If Eg is the set

indicator function and � is an independent geometric random variable with

success probability� .
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For m � 2,

d2
m (k) = d2

m� 1(k) �
1

M
+

1
m0M

+ If k + m � 1 2 Z 0g(� � 1): (7.42)

If the �rst circuit period is allocated, (7.39) implies that t he mth arriving

packet is served in the �rst circuit period if and only if k + m � m0M .

Moreover, themth packet completes its transmission when it completes its

arrival if and only if the queue length drops to zero no later than m=M . That

is, if and only if k=(m0 � 1)M � m=M , which is equivalent tok � (m0 � 1)m.

It follows that for m � 1 and 0� k � (m0 � 1)m,

d1
m (k) =

1
M

: (7.43)

For m � 1 and (m0 � 1)m < k � m0M � m, the k packets and the

�rst m arrivals are all served at ratem0M . Since themth arrival starts at

time (m � 1)=M and the k + m packets complete their transmission at time

(m + k)=m0M , we have

d1
m (k) =

m + k
m0M

�
m � 1

M
: (7.44)

From (7.43) and (7.44) it follows that for k � m0M � m,

d1
m (k) = max

�
1

M
;
m + k
m0M

�
m � 1

M

�
: (7.45)

For k � m0M � m + 1, the mth packet is not transmitted during the �rst

circuit period. Similar to the derivations of (7.41) and (7.42), we have for

m = 1

d1
1(k) = � n(k� m0M ) +

1
m0M

+ If k 2 Z 0g� + If k 62 Z0g(1 � f rac (k)): (7.46)

For m � 2,

d1
m (k) = d1

m� 1(k) �
1

M
+

1
m0M

+ If k + m � 1 2 Z 0g(� � 1): (7.47)
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Let di (k) = 1
M

P M
m=1 di

m (k), i = 1; 2. From (7.20),

D =

8
><

>:

d1(k); w:p: �q (k);

d2(k); w:p: (1 � � )q(k):

(7.48)

By (7.41) and (7.42), the distribution of the random variabled2(k) is

given by
d2(k) = � n(k) + M +1

2m0M � M � 1
2M + If k 2 Z 0g�

+ If k 62 Z0g(1 � f rac (k))

+ � � 1
M

M � 1P

m=1
(M � m)If k + m 2 Z 0g:

(7.49)

Similar to the above derivation but using (7.45)-(7.47) results in the fol-

lowing expression ford1(k). For k � m0M ,

d1(k) = � n(k� m0M ) + M +1
2m0M � M � 1

2M

+ If k 2 Z 0g� + If k 62 Z0g(1 � f rac (k))

+ � � 1
M

M � 1P

m=1
(M � m)If k + m 2 Z 0g:

(7.50)

And for k < m 0M ,

d1(k) =
1

M

min f M;m 0M � kgX

m=1

max
�

1
M

;
m + k
m0M

�
m � 1

M

�
+ If k > (m0 � 1)M g

S(k)
M

;

(7.51)

whereS(k) is the total delay contribution of the packets transmitted during

the second circuit holding time, which we derive as follows.

For this case, we have (m0 � 1)M < k < m 0M . The packets m =

1; : : : ; m0M � k are transmitted during the �rst circuit holding time and the

packetsm = m0M � k + 1; : : : ; M are transmitted during the second circuit

holding time.
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Let dm (k) be the delay of packetm, m = m0M � k + 1; : : : ; M , given k

packets at time 0. We have

dm0M � k+1 (k) = � +
1

m0M
�

m0M � k + 1
M

; (7.52)

and for 2 � j � k � (m0 � 1)M ,

dm0M � k+ j (k) = dm0M � k+ j � 1(k) +
1

m0M
�

1
M

: (7.53)

From (7.52) and (7.53),S(k) =
P M

m= m0M � k+1 dm (k) and can be computed

recursively.

The random variablesd1(k) and d2(k) are linear combinations of inde-

pendent geometric distributions. Therefore, the conditional histogram of D

given k packets at a circuit boundary can be computed using (7.49)-(7.53).

The unconditional histogram ofD can then be determined using the distri-

bution q(k) as derived in (7.18), (7.19) and (7.40).



Chapter 8

To Burst or Circuit Switch?

In the previous chapters, we have considered OBS and OCS separately. With

the performance models we have developed and the analysis we have carried

out in the previous chapter at hand, we are now in a position to embark on

a comparative study of OBS and OCS. To this end, we develop, analyse and

then numerically compare performance models of a centrallycontrolled form

of OCS with a conservative form of OBS.

We saw in Chapter 1 that one classi�cation of OCS is a switching tech-

nique for which blocking isnot possible at an intermediate node. Switching

techniques classi�ed as OCS encompass a gamut of switching timescales. At

one extreme, techniques including wavelength-routed OBS [44], optical ana-

logues of tell-and-wait [134] such as the new approach of OBS with dynamic

burst length we proposed in Chapter 6, adaptive optical time-division mul-

tiplexing (OTDM) [72] and fast circuit switching [18] adapt ona millisecond

timescale, either distributively or centrally, whereas at the other extreme,

permanent and semi-permanent wavelength-routing [28, 121,140] remains

static for possibly years. See Fig. 1.8 in Chapter 1.

Fast-adapting forms of OCS are criticised for signalling delays incurred

in establishing a lightpath in addition to acknowledging the lightpath's es-

tablishment through a signaling process referred to as two-wayreservation.

In particular, an edge router foremost signals its intention to establish a

lightpath to each intermediate node the lightpath traverses,or possibly to

225
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a central controller, after which it awaits a return signal acknowledging the

lightpath has been established. At the other extreme, wavelength routing

is criticised for its inability to rapidly time-multiplex wa velength capacity

among di�erent edge routers, which may result in poor capacityutilisation.

We also saw in Chapter 1 that according to our classi�cation of OCS, OBS

can be de�ned complementarily as a switching technique for which blocking

is possible at an intermediate node. Finally, we discussed in Chapter 4 that

OBS is more or less an optical analogue of switching techniquesdeveloped

for one-way reservation ATM, including tell-and-go [172] and fast reservation

protocol with immediate transmission [154]. OBS and fast-adapting forms of

OCS are closely allied and di�er mainly in that OBS is founded on one-way

reservation, while OCS on two-way reservation. Through this key di�erence,

OBS trades-o� an assurance of no blocking at each intermediate node for a

reduction in signalling delay.

Comparative studies in [29, 154, 172, 184] of tell-and-wait and tell-and-go,

ATM analogues of fast adapting OCS and OBS, respectively, concluded that

trading-o� an assurance of no blocking at each intermediate node for a reduc-

tion in signalling delay is favourable in long-haul communications. Sacri�cing

an assurance of no blocking at each intermediate node is however more dire in

optical communications because blocking is greater at an optical switch than

a commensurately dimensioned electronic switch due to wavelength conti-

nuity constraints. In particular, a lightpath is constrained to a common

wavelength in each �bre it traverses, whereas channels in electronic commu-

nications are indistinguishable, thus allowing greater multiplexing of channel

capacity and hence lower blocking. Therefore, it appears that trading-o� an

assurance of no blocking at each intermediate node is less favorable in OBS

than in tell-and-go. Although wavelength conversion allows for a relaxation

of wavelength continuity constraints, we have already discussedthat wave-

length converters are not present-day o�-the-shelf technology nor are they

considered cost-e�ective.

Predicting via a quantitative evaluation which of OCS or OBSis likely

to act as a stepping stone to OPS is an ambitious task because both OCS

and OBS are umbrella terms under which fall many speci�c approaches to
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switching, thus making a comprehensive evaluation colossal. Inthis chapter,

we are content to develop and compare performance models of aparticular

fast-adapting and centrally controlled form of OCS with a conservative form

of OBS. In this chapter, we use OBS and OCS to speci�cally refer to these

two particular forms of OBS and OCS, which are further described shortly.

We compare both models in terms of packet blocking probability due to

edge bu�er over
ow and blocking at switches in the case of OBS; mean

packet queuing delay at edge bu�ers; and, wavelength capacity utilisation.

As such, we recognise that other factors, ranging from cost-e�ectiveness to

more obscure issues such as a favour for distributed control because of its

congruency with the distributed nature of OPS and today's Internet may

bear more importance.

Each performance model, one for OCS and one for OBS, consists oftwo

coupled sub-models, one corresponding to an edge bu�er while the other to

a core network comprising optical switches. The two OBS and OCS sub-

models are developed in Sections 8.1 and 8.2, respectively. In Sections 8.3

and 8.4, for OBS and OCS, respectively, we derive approximations for block-

ing probability due to bu�er over
ow and in the case of OBS, blocking at

switches, as well as mean packet queueing delay at edge bu�ers. In Section

8.5, using computer simulation as a benchmark, we gauge the error owing

to the assumptions made in deriving our approximations and numerically

compare the performance of OCS with OBS. We state our main results in

Section 8.6.

To end this chapter, we investigate the validity of the commonly held

assumption that a burst scheduler is able to process all requests without fail.

We have used this assumption without question in Chapters 4 and 5.This

assumption also features in our OBS model developed in Section 8.1 of this

chapter. To investigate the validity of this assumption, in Section 8.7, we

develop and analyse a OBS model comprising a set of homogeneous and inde-

pendent edge bu�ers that feed bursts to a stand-alone linkand their headers

to a scheduler. We demonstrate numerically that an optimal scheduler bu�er

size may exist and depends on the number of packets comprising a burst and

the size of an edge bu�er. We see that too large a scheduler bu�er requires a
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prolonged o�set period to counterbalance longer per-hop worst-case header

queueing delays, resulting in reduced throughput and increased packet loss

due to edge bu�er over
ow. While too small a scheduler bu�er cannot absorb

enough variability in the header arrival process, resulting inincreased burst

lost due to a greater number of headers arriving to �nd a full bu�er.

8.1 OBS Model

We consider OBS in its most basic form. In particular, switches are of a

simple cross-connect type with electronic processing of controlsignaling.

Switches are not equipped with �bre delay lines or wavelength converters.

To ensure an unbiased comparison with OCS, burst segmentation andde-


ection routing are not permitted.

We assume residual o�set periods remain constant from burst to burst.

We invoke this assumption to avoid confronting the unsolved problem of

computing the blocking probabilities for an M/M/K/K queue i n which cus-

tomers pre-book their service period in advance of their arrival. For this

type of M/M/K/K queue, the blocking probability perceived b y a customer

depends on how far in advance they seek to book their service period. In Sec-

tion 4.1 of Chapter 4, we have discussed the rami�cations of thisassumption

and why this is in fact not an assumption for some unconventionalforms of

OBS such as the dual-header form of OBS proposed in [9].

8.1.1 OBS Edge Bu�er Model

Packets marked for a common destination arrive at an edge bu�er according

to a Poisson process with rate� . At most K packets can be enqueued,

excluding a packet that may be in service. A packet arriving atan edge

bu�er with K packets already enqueued is blocked and does not return.

A burst is the basic most switching entity of OBS and is a time-contiguous

train of M � K packets. A burst is formed as soon asM packets are

enqueued, after which a set-up period of deterministic length� is required

before burst transmission commences. We have already seen that this set-up
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Figure 8.1: Typical edge bu�er service cycle, shaded regions represent periods
in which arriving packets are blocked due to bu�er over
ow

period is commonly referred to as an o�set period.

A period in which a burst is transmitted is referred to as a service period.

Exactly M packets, corresponding to a single burst, are transmitted during

each service period. At most one burst can be served at any time instant,

implying an edge bu�er is equipped with a single laser. The length of a

packet's transmission period is exponentially distributed with mean 1=� .

At completion of a service period, another set-up period is either imme-

diately commenced if at leastM packets are enqueued or commenced after

a build-up period in which packets are queued until at leastM packets are

enqueued and hence a burst formed. As such, each service cycle comprises

a build-up period lasting until M packets are enqueued, which is of length

zero if M or more packets are already enqueued, followed by a set-up period

of deterministic length � , which is in turn followed by a service period. A

typical service cycle is shown in Fig. 8.1(a).

In summary, an OBS edge bu�er is modelled as a �nite waiting room

single server vacation queue with a gatedM -threshold service discipline [161]

and deterministic set-up times of length� .

An alternative service discipline in which a burst is considered formed
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and ready-to-go as soon as an enqueued packet exceeds a prescribed queueing

delay T is modelled with a gatedT-threshold service discipline [161] instead.

With this discipline, each burst does not necessarily comprise a �xed number

of packets. Therefore, a set-up period commences as soon as a packet is

enqueued for a period exceedingT, as determined by expiry of the headmost

packet's virtual timer, where a packet's virtual timer is reset to zero at its

arrival instant.

Modelling packet arrivals with a Poisson process is a model weak-point

given that packet arrivals are well-known to exhibit correlation over many

timescales in practice. However, analysing or even simulating an elementary

vacation queue fed by a self-similar arrival process is a formidable task, thus

we are content to settle for a commonly used approximation in which packet

arrivals are modelled with a Poisson process.

8.1.2 OBS Core Network Model

Switches are arbitrarily interconnected via directional �bres, each comprising

C wavelength channels, where at most one �bre leads from one switch to

another. An edge bu�er is connected to a single arbitrary switchvia an access

�bre, also comprisingC wavelength channels. Blocking does not occur in an

access �bre. Several access �bres as well as �bres leading fromneighbouring

switches may terminate at a common switch.

Each edge bu�er is assigned a �xed predetermined route, de�nedas an

ordered set of switches, on which a lightpath is established as required. Let

n = ( n1; : : : ; nN ) denote an ordered set ofN switches corresponding to a

route, and let (ni ; nj ) denote a �ber leading fromni to nj , where (n0; n1) and

(nN ; nN +1 ) denote access �bers leading ton1 and from nN , respectively. Note

that in this chapter we de�ne a route in terms of the switches ittraverses

whereas in Chapters 4 and 5 we found it more convenient to de�ne a route in

terms of the links it traverses. Indeed both characterisationsare equivalent.

A lightpath is established and torn-down during each edge bu�er service

cycle. In particular, at commencement of a set-up period, a header is created

and stamped with information specifying its corresponding burst's route and
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length, the set-up period length� and a randomly chosen wavelength chan-

nel1, say c, to which its burst is assigned. It is then forwarded to switchn1

via a separate out-of-band wavelength channel where the information car-

ried by the header is processed electronically. Electronic processing requires

a deterministic period of length �, after which the header is immediately

forwarded to switchn2 and so on until it reaches switchnN .

Switch ni is thus informed to expect the headmost packet of a burst to ar-

rive on wavelength channelc at a time instant � � i � after the time instant at

which electronic processing was completed at switchni . Accordingly, switch

ni attempts to switch wavelength channelc in �ber ( ni � 1; ni ) to wavelength

channel c in �bre ( ni ; ni +1 ) just before2. the headmost packet is expected

to arrive at switch ni , with su�cient time provisioned for switch con�gura-

tion. This may not be possible due to contention, in which case the burst is

blocked.

To provision for electronic processing at each switch a lightpath traverses,

the length of a set-up period is chosen such that� = N �. A signaling timing

diagram for a lightpath traversing three switches is shown in Fig. 8.2(a).

To ensure tractability, we adopt a model in which a burst occupies exactly

one wavelength channel along its lightpath at any time instant of its trans-

mission, as also used in [147, 149, 189]. In particular, the endmost packet

of a burst must �rst complete its transmission in �bre (ni � 1; ni ) before the

headmost packet of that burst commences transmission in �bre (ni ; ni +1 ).

In practice however, the endmost packet of a burst is transmitted in �bre

(ni � 1; ni ) while a packet in front of it is simultaneously transmitted in �bre

(ni ; ni +1 ). This di�erence between our model and reality is exempli�ed in Fig

8.2. An alternative model in which a burst occupies two consecutive �bres

1We assign a burst to a randomly chosen wavelength channel to ensure a model that is
amenable to analysis. Random wavelength assignment ensures wavelength channels in a
given �bre are independent and identical and has also been used in [15, 155, 159, 195]for
analytical tractability. Assigning wavelengths in a �xed order may give bett er performance
but is harder to analyse. To ensure an unbiased comparison, our OCS model also uses
random wavelength assignment.

2This is unlike JET and JIT forms of OBS (see Chapter 4) in which an attempt is
made to pre-book wavelength channelc in �ber ( ni ; ni +1 ) as soon as the header arrives at
switch ni , resulting in variable residual o�set periods.
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Figure 8.2: OBS signalling timing diagram for a lightpathn = ( n1; n2; n3),
where the header is represented with a solid line, � denotes thelength of the
electronic processing period at each switch,c denotes propagation delay and
� denotes switch con�guration time; switchni begins to con�gure at time t i

along its lightpath at any time instant of its transmission has been analysed

in [13].

8.2 OCS Model

We consider a fast adapting and centrally controlled form of OCS bearing

resemblance to proposals in [44] and our OCS with dynamic burst length

proposed in Chapter 6. However, unlike the forms of OCS considered in

Chapters 6 and 7, we do not consider a time-slotted approach. This means

an edge bu�er need not wait until the boundary of a slot to signalits intention

to establish a lightpath.

Lightpaths are established and torn-down by a central controller as ran-

domly requested by edge bu�ers. Some time after signalling an intention

to establish a lightpath, an edge bu�er receives a return signaleither ac-

knowledging or renouncing establishment of the lightpath from the central

controller. In the case that a request is renounced, another request is issued,

possibly after an exponential back-o� time. Switches are of the same type
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used in our OBS model.

OCS di�ers from OBS mainly in that additional signalling delay is in-

curred in acknowledging or renouncing establishment of a lightpath; a light-

path is torn-down only once its corresponding edge bu�er is empty; and, a

packet can only be blocked due to edge bu�er over
ow. Furthermore, state

information maintained by the central controller ensures only a wavelength

channel that is free in each �bre traversed by a lightpath is assigned to that

lightpath. In contrast, lacking knowledge of state information at an edge

bu�er, OBS can do no better than assigningany wavelength channel to a

lightpath, possibly a wavelength channel that is busy in one or more �bres

traversed by that lightpath. As such, centralised control o�ersa distinct

advantage in optical communications due to its ability to reduce blocking

attributable to wavelength continuity constraints.

8.2.1 OCS Edge Bu�er Model

Commensurate with our OBS edge bu�er model, packets arrive according to

a Poisson process with rate� and at most K packets can be enqueued.

As soon asM � K packets3 are enqueued, a set-up period of determinis-

tic length � immediately follows. In practice,M � M . At commencement of

a set-up period, an edge bu�er signals its intention to establisha lightpath to

the central controller via an out-of-band wavelength channel. At the end of

a set-up period, an edge bu�er receives a return signal from thecentral con-

troller either acknowledging or renouncing establishment ofa lightpath with

probability p and 1� p, respectively. A service period follows if establishment

of a lightpath is acknowledged, otherwise another request is immediately is-

sued. Therefore, the number of set-up periods preceding a service period is

geometrically distributed with a probability of successp. The probability p

represents blocking in the core network.

A service period is exhaustive [161] and continues until no further packets

are enqueued. Unlike OBS, packets may therefore traverse a lightpath that

3In this chapter, to set apart notation common to both OBS and OCS, we place a line
above notation that is in speci�c reference to OCS.
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was established before their arrival.

At completion of a service period, a build-up period commences in which

packets are queued until at leastM packets are enqueued.4 As such, each ser-

vice cycle comprises a build-up period lasting untilM packets are enqueued

and the �nal packet of the previous service cycle completes its transmission,

followed by a geometrically distributed number of set-up periods of deter-

ministic length � , which is in turn followed by a service period. In practice,

� > � because� comprises a deterministic period of electronic processing

performed at the central controller of length� in addition to the round-trip

propagation delay between an edge bu�er and the central controller, denoted

with 2� . Thus, � = � + 2 � . A typical service cycle is shown in Fig. 8.1(b).

In summary, an OCS edge bu�er is modelled as a �nite waiting room sin-

gle server vacation queue with an exhaustiveM -threshold service discipline

[161] and a geometrically distributed number of deterministic set-up periods

of length � preceding each service period.

8.2.2 OCS Core Network Model

The core network model is physically identical to our OBS corenetwork

model, except a central controller is present and two-way control signalling

between the central controller and each switch as well as eachedge bu�er is

enabled via out-of-band wavelength channels. To ensure an evaluation im-

partial to routing, each edge bu�er is assigned the same �xed predetermined

route used in our OBS core network model.

At commencement of a set-up period, an edge bu�er signals its intention

to establish a lightpath to the central controller, which uponreceiving a

request to establish a lightpath, randomly chooses a wavelengthchannel5

that is free in each �bre traversed by the lightpath. In the casethat a

free wavelength channel exists, sayc, the central controller simultaneously

informs switch ni , i = 1; : : : ; N , to switch wavelength channelc in �bre

4More precisely, a build-up period commences as soon as the bu�er empties. Note that
the time at which a bu�er empties lags the time at which the corresponding service period
completes by the �nal packet's transmission period.

5See Footnote 1 for explanation.
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(ni � 1; ni ) to wavelength channelc in �bre ( ni ; ni +1 ) just before the headmost

packet is expected to arrive at switchni and returns a signal to the edge bu�er

acknowledging establishment of a lightpath. Otherwise, it simply returns a

signal denouncing establishment.

An edge bu�er is unaware of the time at which it �rst empties a priori,

thus it must explicitly inform the central controller at the t ime this event

occurs to ensure its corresponding lightpath is torn-down. Therefore, a light-

path remains intact unnecessarily during the period requiredfor a tear-down

signal to propagate to each switch traversed by that lightpath,resulting in

capacity wastage.

We consider a model in which the propagation delay between a pair of

adjacent switches along a lightpath is negligible relative to the period for

which a lightpath is established, a model that has been prevalently used for

electronic circuit-switched networks. For example, see [87].However, the

propagation delay from an edge bu�er to the central controller, denoted as

� , is not negligible, implying � is at least of the same order of magnitude

as �. To exemplify our model, a signalling timing diagram for a lightpath

traversing three switches is shown in Fig. 8.3.

8.3 Analysis of OBS Model

A model of an OBS core network equipped with wavelength converters has

been analysed in [147]. We have already reviewed the work in [147] in Chapter

4. Furthermore, a model of a stand-alone OBS edge bu�er has been anal-

ysed in [180]. For the �rst time, we analyse a uni�ed OBS model comprising

edge bu�ers at which arriving packets are queued to form bursts before unac-

knowledged transmission across a core network of switches. Our OBSmodel

was described in Section 8.1. We derive approximations for packet blocking

probability due to bu�er over
ow and blocking at switches, andmean packet

queueing delay at an edge bu�er.

Also for the �rst time, we describe a procedure to compute the exact

blocking probability for a stand-alone OBS route, which we show is not

simply a matter of summing the stationary distribution of an appropriate
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Markov process over all blocking states, as shown to be the case in [195] for

a stand-alone OCS route. Instead, we must also consider the transient dis-

tribution, which for a two-hop lightpath is expressible in a closed-form and

corresponds to the transient distribution of anM=M=1=1 queue. This enables

path decomposition approaches [195] to approximate blocking probabilities

for an OBS core network, which as we verify with simulation, o�er higher

accuracy than link decomposition approaches based on Erlang's �xed-point

approximation we considered in Chapter 4.

8.3.1 Analysis of OBS Edge Bu�er Model

We consider an embedded Markov chain approach [161] to compute the prob-

ability of packet blocking due to bu�er over
ow and use Little's law to com-

pute the mean packet queuing delay.

Time instants immediately after packets depart from an edge bu�er de-

�ne a set of renewal epochs at which we consider an embedded Markov

Chain. Let � k;m be the stationary probability that k packets are enqueued,

excluding a packet possibly in transmission, at the time instant immedi-

ately after the mth longest enqueued packet departs the bu�er to commence

its transmission. The stationary distribution f � k;m jk = 0; : : : ; K � 1;m =

max(1; M � k); : : : ; M g is uniquely determined by the set of di�erence equa-
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tions

� k;m =
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and ci = ( �� ) i e� �� =i!. For de�niteness, we choose the length of each packet's

transmission period to be exponentially i.i.d. with mean 1=� . Note that

� m;K = 0 because allK waiting positions cannot be occupied immediately

after a packet departs the bu�er to commence its transmission. Gauss-Seidel

iteration is used to solve (8.1).

De�ne � �
k =

P M
m=max(1 ;M � k) � k;m , k = 0; : : : ; K � 1, which is the station-

ary probability that k packets are enqueued at an instant immediately after

an arbitrary packet departs the bu�er and let f � kgK
k=0 be the stationary dis-
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tribution of the number of enqueued packets at an arbitrary instant. Since

exactly one packet either arrives or departs at each state transition, Burke's

theorem givesf � kgK � 1
k=0 = � f � �

kgK � 1
k=0 , componentwise, where� is a positive

constant. To determine� , we use the relation �K = 1 � 1=(�� ), where

� =
K � 1X

i = M

(1=� + � )� i;M +

 

1 �
K � 1X

i =0

� i;M

!

1=� +
M � 1X

i =0

�
E(ZM � i ) + �

�
� i;M (8.2)

is the mean length of the period between an arbitrary pair of consecutive

embedded points. In (8.2),Z i = max( R; Si ), where P(R � r ) = 1 � e� �r

and P(Si � s) = 1 �
P i � 1

j =0 (�s ) j e� �s =j !. Given that i � M � 1 packets are

enqueued at the instant immediately after theM th packet departs the bu�er

to commence transmission,ZM � i is the length of the period beginning at that

instant and ending at the instant the next set-up period commences, which

occurs onceM packets are enqueuedand the M th packet of the previous

burst has completed transmission. In understanding (8.2), note that the

next set-up period cannot commence at least until theM th packet of the

previous burst has completed transmission. To computeE(Z i ), we write

E(Z i ) =
Z 1

0

�
1 � P(R � z)P(Si � z)

�
dz

=
i
�

+
1
�

�
i � 1X

j =0

� j

(� + � ) j +1
: (8.3)

Therefore, � = 1=(�� ), and using the Poisson-arrivals-see-time-averages

property, we have

P1 = P(packet blocked due to bu�er over
ow ) = � K = 1 �
1

��
: (8.4)

Little's law is used to determine the mean packet queuing delay, denoted

as W. In particular, since the mean number of packets enqueued at an
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arbitrary instant is given by
P K

i =0 i � i , we write

W =
KX

i =0

i � i =
�
(1 � P1)�

�
: (8.5)

An edge bu�er is perceived as an on/o� source by the core network, where

an on-period corresponds to a service period while an o�-period corresponds

to a consecutive build-up and set-up period. The length of eachon-period is

M -Erlang i.i.d. with mean M=� . The length of each o�-period is a phase-

type distribution shifted by � , not necessarily i.i.d. because the initial phase

distribution is dependent on the preceding o�-period, and has mean

1=� = E(length of an o�-period )

= � +
M � 1X

i =0

M � iX

j =0

aj
M � i � j

�
� i jm= M ;

where� i jm= M = � i;M =
P K � 1

k=0 � k;M .

To enable a tractable analysis of our core network model, we invoke the

following assumption.

Assumption 8.1 Engset-type sources [150]: The length of on and o� peri-

ods are exponentially6 i.i.d. with mean M=� and 1=� , respectively.

The error incurred in invoking Assumption 8.1, as well as subsequent as-

sumptions, is later quanti�ed with simulation.

As such, the probability that a source is on at an arbitrary time instant

is �=(1 + � ), where � = M�=� is the source o�ered load.

8.3.2 Analysis of OBS Core Network Model

We considerJ independent and identical edge bu�ers, each of which be-

haves as an on/o� source described above and uses a common routen =

6Although Engset's formula [150] is insensitive to the distribution of the length of on and
o� periods, as discussed shortly, our core network model does not enjoy this insensitivity
property, we thus explicitly require exponentially i.i.d.
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(n1; : : : ; nN ). A depiction is shown in Fig 8.4(a). During a service cycle,

an edge bu�er competes for a common wavelength channel on each �bre

(n1; n2); (n2; n3); : : : ; (nN � 1; nN ). Blocking does not occur in access �bers.

Our OBS core network model was fully described in Section 8.1.2.

Assignment of a burst to a randomly chosen wavelength channel ensures

each common wavelength channel in �bres (n1; n2); (n2; n3); : : : ; (nN � 1; nN )

is independent and statistically identical. It therefore su�ces to consider a

single arbitrary wavelength channel to completely characterise the blocking

for route n.

Each of theJ edge bu�ers o�ers a load�=C to an arbitrary wavelength

channel in (n1; n2), thus the cumulative load o�ered to an arbitrary wave-

length channel in (n1; n2) is � = J�=C , which arrives as a Poisson stream if

we assumeJ � 1.

Assumption 8.2 Poisson arrivals [87, 147, 149, 155, 159, 195]: The cumu-

lative load o�ered to an arbitrary wavelength channel in �bre(n1; n2) arrives

as a Poisson stream, implyingJ � 1.

Edge bu�ers corresponding to all other routes traversing at least one �bre

in route n, referred to ascross-routes, also compete with theJ edge bu�ers
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for a common wavelength channel. Let� i;j , 1 � i < j � N , denote the load

o�ered to an arbitrary wavelength channel in �bre (ni ; ni +1 ) by a cross-route

traversing ni ; ni +1 ; : : : ; nj in n, where such a cross-route is denoted as (i; j ).

Therefore, consideringn itself as a cross-route, we have� 1;N = � = J�=C .

We �rst compute the exact blocking probability for each of thethree

cross-routes traversingn = ( n1; n2; n3), as shown in Fig. 8.4(b), and then

progress to describe a procedure for arbitraryN . We invoke Kleinrock's

independence assumption throughout, stated as follows.

Assumption 8.3 Kleinrock's independence [89]: The length of a burst's

transmission period is re-sampled independently in each �bre it traverses.

As shorthand, let c denote an arbitrary common wavelength channel in

�bre ( n1; n2) and (n2; n3). The evolution of c in route n = ( n1; n2; n3)

can be characterised as a Markov process with state-spaceS3 = f x =

(x1; x2; x1;2; x2;3)jx1 + x1;2 � 1; x2 + x2;3 � 1; x 2 [0; 1]g, where x1 = 1 or

x1;2 = 1 if c in �bre ( n1; n2) is transmitting a burst corresponding to cross-

route (1; 2) or (1; 3), respectively, andx2 = 1 or x2;3 = 1 if c in �bre ( n2; n3)

is transmitting a burst corresponding to cross-route (2; 3) or (1; 3), respec-

tively. Note that two separate bursts simultaneously traverse cross-route

(1; 3) if x1;2 = 1 and x2;3 = 1 at a given time instant, one traversesc in �bre

(n1; n2) while the other traversesc in �bre ( n2; n3). The state-transition dia-

gram for S3 is shown in Fig. 8.5, where without loss of generality, the mean

length of a burst's transmission period is normalised to unity.

The state-transition diagram shown in Fig. 8.5 de�nes an ergodic Markov

process on the state-spaceS3 that is not time-reversible, thus, we resort

to determining its unique stationary distribution numerically by solving a

set of balance equations with Gauss-Seidel iteration. Letf 
 x gx 2S 3 be the

stationary distribution of the Markov process de�ned onS3, and let � i;j be the

blocking probability for cross-route (i; j ), i � 1 < j � 3. Due to the Poisson-

arrivals-see-time-averages property,� 1;2 = 1 �
P

f x 2S 3 jx =(0 ;�;0;�)g 
 x = 1 �


 (0;0;0;0) � 
 (0;1;0;0) � 
 (0;0;0;1), and similarly, � 2;3 = 1 �
P

f x 2S 3 jx =( �;0;�;0)g 
 x =

1 � 
 (0;0;0;0) � 
 (1;0;0;0) � 
 (0;0;1;0).

However,� 1;3 cannot be determined as� 1;3 =
P

x 2B 
 x , whereB � S 3 is
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(0; 0; 0; 0) (0; 0; 1; 0) (0; 0; 0; 1)

(1; 0; 0; 0) (0; 1; 0; 0) (0; 0; 1; 1)

(1; 1; 0; 0) (0; 1; 1; 0) (1; 0; 0; 1)

� 1;2

�
2;3 � 1;2

�
2;3

�
1;3

� 1;3

�
2;3

�
1;2

� 1;
3

Figure 8.5: Transition diagram for S3; state transitions depicted with a
dashed line correspond to completion of a burst transmission and occur with
normalised rate one

an appropriate subset of so-called blocking states. Instead, we have

� 1;3 = P(burst traversing cross-route (1; 3) is blocked)

= 1 � P(� 1;2; � 2;3) = 1 � P(� 1;2)P(� 2;3j� 1;2)

= 1 � P(� 2;3j� 1;2)(1 � � 1;2); (8.6)

where � i;j denotes the event that a burst traversing cross-route (1; 3) is not

blocked at wavelength channelc in �bre ( ni ; nj ).

To determine the conditional probability P(� 2;3j� 1;2), we must consider

the transient distribution of another Markov process de�ned onthe state-

space

Q = f x 2 S3jx = ( �; �; 1; �)g

= f (0; 0; 1; 0); (0; 1; 1; 0); (0; 0; 1; 1)g

corresponding to all states inS3 in which wavelength channelc in �bre

(n1; n2) is transmitting a burst traversing cross-route (1; 3). State-transitions

are de�ned such that a state-transitionx ! y, x; y 2 Q , with rate � is per-

mitted if and only if x ! y is a state-transition with rate � of the Markov

process de�ned onS3, distinguished with a red colour in Fig. 8.5. Letqx (t),

x 2 Q , t � 0, be the transient distribution of the Markov process de�ned on

Q, whereqx (0) is the initial distribution at t = 0.
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We can thus write

P(� 2;3j� 1;2) =
X

x 2K

Z 1

0
qx (t)dF(t); (8.7)

whereF (t) = 1 � e� �t=M , t � 0, is the distribution of the length of a burst's

transmission period, andK = f x 2 Qj x = ( �; 0; �; 0)g = (0 ; 0; 1; 0) is to be

interpreted as the set of states in which a burst traversing cross-route (1; 3)

that is just about to complete transmission in wavelength channel c in �bre

(n1; n2) can subsequently progress to commence transmission in wavelength

channelc in �bre ( n2; n3), without blocking. Accordingly, we set

qx (0) = P(xj� 1;2) =

 (x1 ;x2 ;0;x2;3 )

1 � � 1;2
; x 2 Q : (8.8)

Recognising that the Markov process de�ned onQ characterises an M/M/1/1

queue with an additional transient state corresponding to (0; 0; 1; 1), we can

determineqx (t) using existing closed-form expressions for the transient distri-

bution of an M/M/1/1 queue with service rate �=M and arrival rate �� 2;3=M.

In particular, (8.7) can be rewritten as

P(� 2;3j� 1;2) =
1
G

�

 (0;1;0;0)

Z 1

0
f 0(t)dF(t)

+
�

 (0;0;0;1)=2 + 
 (0;0;0;0)

� Z 1

0
f 1(t)dF(t)

�
; (8.9)

whereG = 
 (0;1;0;0) + 
 (0;0;0;1) + 
 (0;0;0;0) and

f r (t) =
1 � e� �t=M (1+ � 2;3 )

1 + � 2;3
+ re� �t=M (1+ � 2;3 ) ; t � 0 (8.10)

is the transient probability that an M/M/1/1 queue with servic e rate �=M

and arrival rate �� 2;3=M is empty at time t � 0 given that it was initially

empty at t = 0 with probability r .7

7Note that the factor of 1=2 multiplying 
 (0 ;0;0;1) in (8.9) arises because the probability
that x2;3 ! 0 beforex1;2 ! 0, the two possible transitions from state 
 (0 ;0;1;1) , is equal
to 1=2 and is the probability that of two exponentially i.i.d. periods, one given period
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Substituting (8.9) and (8.10) into (8.6), and integrating gives

� 1;3 = 1 �
1 � � 1;2

G

�

 (0;1;0;0) + 
 (0;0;0;1) + 2
 (0;0;0;0)

2 + � 2;3

�
:

Generalisation to Arbitrary N

We continue by describing a numerical procedure to compute the exact

blocking probability for each of the (N 2 � N )=2 cross-routes traversingn =

(n1; : : : ; nN ) for arbitrary N . Analogous to (8.6), using the chain rule gives

� m;n = P(burst traversing cross-route (m; n) is blocked)

= 1 � P(� m;m +1 ; � m+1 ;m+2 ; : : : ; � n� 1;n )

= 1 � P(� n� 1;n j� n� 2;n� 3; : : : ; � m;m +1 )

� � � P(� m+1 ;m+2 j� m;m +1 )P(� m;m +1 ): (8.11)

The state-spaceS3 is generalised to

SN =

8
<

:
x =

�
xm;n

i;i +1

�
1� m� i<n � N

�
�
�
�
�
�

X

f m;n jm� i<n g

xm;n
i;i +1 � 1

9
=

;
;

where xm;n
i;i +1 = 1, 1 � m � i < n � N , if wavelength channelc in �bre

(ni ; ni +1 ) is transmitting a burst corresponding to cross-route (m; n). Oth-

erwise,xm;n
i;i +1 = 0.

is longer than the other. Thus, if x2;3 ! 0 before x1;2 ! 0, state (0; 0; 1; 0) is entered
and transitions between state (0; 0; 1; 0) and (0; 0; 1; 1) continue for an exponentially dis-
tributed period, each transition corresponding to either commencement or completion of
transmission of a burst traversing cross-route (2; 3). At expiry of this exponentially dis-
tributed period, if state (0 ; 0; 1; 0) presides, a burst traversing cross-route (1; 3) that has
just completed transmission in wavelength channelc in �bre ( n1; n2) can progress to com-
mence transmission in wavelength channelc in �bre ( n2; n3). Otherwise, if state (0; 0; 1; 1)
presides, it is blocked.
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The generator matrix

Q(x; x) = �

 
X

x2 x

x +
X

1� m<n � N

� m;n 1x 2F m

!

;

1 = Q(xjxm;n
i � 1;i = 1; y jym;n

i;i +1 = 1) ;

if
X

1� s<t � N

xs;t
i;i +1 = 0 and m < i < n;

� m;n = Q(xjxm;n
i;i +1 = 0; y jym;n

i;i +1 = 1) ;

if
X

1� s<t � N

xs;t
i;i +1 = 0 and m = i;

1 = Q(xjxm;n
i;i +1 = 1; y jym;n

i;i +1 = 0) ;

if n = i + 1;

for all x; y 2 SN and 1 � m < n � N , de�nes an ergodic Markov process

on SN , where the length of a burst's transmission period is normalised to

unity and F i is de�ned in (8.12) below. Note that we use (x; y) as an index

to an element ofQ and the notation xjxm;n
i;j = z is to be understood as

any state x 2 SN such that elementxm;n
i;j 2 x takes valuez 2 f 0; 1g. Let


 = f 
 x gx 2S N be the unique stationary distribution of the Markov process

de�ned on SN , determined numerically as the solution ofQ
 = 0.

We have� i;i +1 = 1 �
P

x 2F i

 x , where

F i =

8
<

:
x 2 SN

�
�
�
�
�
�

X

f m;n j1� m� i<n � N g

xm;n
i;i +1 = 0

9
=

;
(8.12)

is the set of non-blocking states for cross-route (i; i + 1).

To determine � m;n , n > m + 1, we must foremost determine then � m �

1 conditional probabilities speci�ed in (8.11) by considering the transient

distribution of another n � m � 1 independent Markov processes de�ned on

Q� = f x 2 SN jxm;n
�;� +1 = 1g; � = m; : : : ; n � 2;
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respectively, where

Q � (x; y) =

(
Q(x; y); x; y 2 Q � ; x 6= y;

Ax ; x; y 2 Q � ; x = y;

is the generator matrix of the Markov process de�ned onQ� and Ax is

shorthand for

Ax = �

 
X

x2 x

x1f (x jx=0) 2Q � g +
X

1� m<n � N

� m;n 1x 2F m

!

:

Let q�
x (t), x 2 Q � , t � 0, � = m; : : : ; n � 2, be the transient distribution

of the Markov process de�ned onQ� with generator Q � . To determineq�
x (t)

for t 2 [0; T], we solve

dq� (t)
dt

= Q � q� (t); q� (t) =
�
q�

x (t)
�

x 2Q �
; t 2 [0; T]; (8.13)

using a numerical package capable of solving a system of ordinarydi�erential

equations, whereT is chosen to ensureF (T) = 1 � e� �T=M < 1� � . Analogous

to (8.8), we haveqm
x (0) = P(xj� m;m +1 ) = 
 x jxm;n

m;m +1 =0 =(1 � � m;m +1 ), x 2 Q m ,

and for � > m ,

q�
x (0) =

R1
0 q� � 1

x jxm;n
� � 1;� =1 ;xm;n

�;� +1 =0 (t)dF(t)

G�
; x 2 Q � ;

if (x jxm;n
� � 1;� = 1; xm;n

�;� +1 = 0) 2 Q � � 1, otherwise q�
x (0) = 0, where G� =

P
x 2Q �

q�
x (0) is a normalising constant.

We compute each of then � m � 1 conditional probabilities speci�ed in

(8.11) through numerical integration such thatP(� � +1 ;� +2 j� �;� +1 ; : : : ; � m;m +1 ) =
P

x 2K �

R1
0 q�

x (t)dF(t), � = m; : : : ; n � 2, where

K � =

8
<

:
x 2 Q �

�
�
�
�
�
�

X

f m;n j1� m� � +1 <n � N g

xm;n
� +1 ;� +2 = 0

9
=

;

is the set of states in which a burst traversing cross-route (m; n) that is just
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about to complete transmission in wavelength channelc in �bre ( n� ; n� +1 )

can subsequently progress to commence transmission in wavelengthchannel

c in �bre ( n� +1 ; n� +2 ). Therefore, we have

� m;n = 1 � � m;m +1

n� 2Y

� = m

X

x 2K �

Z 1

0
q�

x (t)dF(t): (8.14)

In numerical calculation, the upper terminal of the integral in (8.14) is re-

placed with T.

Computational Considerations

The unmanageable dimensionality ofSN for large N , say N > N � , pre-

cludes numerical solution ofQ
 = 0 as well as numerical solution of the

n � m � 1 transient distributions of the Markov processes de�ned onQ� , � =

m; : : : ; n � 1, required to determine� m;n . Therefore, forN > N � , we decom-

pose routen = ( n1; : : : ; nN ) into R = dN=N � e contiguous sub-routes such

that n = ( n1; : : : ; nR) =
�
(n1; : : : ; nN � )(nN � ; : : : ; n2N � ); : : : ; (nRN � ; : : : ; nN )

�
.

Other decomposition strategies are possible and discussed in [38, 195].

Through invoking the following two common assumptions, we permit an

approximation whereby each sub-routen i , i = 1; : : : ; R is treated as a stand-

alone route in its own right.

Assumption 8.4 Sub-route independence [87, 147, 195]: Where� n i , i =

1; : : : ; R, denotes the event that a burst is not blocked at wavelength channel

c in any �bres traversed by sub-routen i ,

P(� 1;2; � 2;3; : : : ; � N � 1;N ) = P(� n 1 )P(� n 2 ) � � � P(� n R ):

Assumption 8.5 Poisson reduced load [87, 147, 195]: Let the ordered set

r m;n = ( r1; : : : ; r jr m;n j) � (n1; : : : ; nR) be such thatn i 2 r m;n , i = 1; : : : ; R, if

and only if cross-route(m; n) and sub-routen i traverse at least one common

�bre. Each sub-router i 2 r m;n , i = 1; : : : ; jr m;n j, is in its own right a stand-

alone route and thus has its own set of cross-routes. For eachsub-router i 2
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r m;n , let r �
i denote the particular cross-route of sub-router i that is traversed

by (m; n). The assumption is that cross-route(m; n) o�ers a Poisson reduced

load � m;n
Q i � 1

j =1

�
1 � � (r �

j )
�

to cross-router �
i , i = 1; : : : ; jr m;n j, where� (r �

i ) is

the probability that a burst traversing(m; n) is not blocked at cross-router �
i .

Note that if N � = 2, our approximation degenerates to a pure link decom-

position approach based on Erlang's �xed-point approximation, which was

proposed in [147] and which we have reviewed in Chapter 4. Using simula-

tion as a benchmark, our path decomposition approach, de�nedas N � > 2,

is later shown to give higher accuracy than link decompositiondue to its

ability to reduce error attributable to Assumptions 8.4 and 8.5. Henceforth,

we refer toN � = 2 as link decompositionand N � > 2 aspath decomposition.

Finally, for route n = ( n1; : : : ; nN ), we write

P = P(packet blocked) = 1 � (1 � P1)(1 � P2); (8.15)

whereP2 = P(packet blocked at a switchn1; : : : ; nN ) = � 1;N .

8.4 Analysis of OCS Model

Performance models of a centrally controlled OCS core network equipped

with and without wavelength converters have been analysed in[15, 155,

159, 195] with emphasis on quantifying reductions in blocking probability

attributable to either partial or full relaxation of wavelength continuity con-

straints, and in the case of [155], alternative routing. We havealso carried

out a delay analysis of a time-slotted form of OCS in Chapters 6 and 7.

In this section, for the �rst time, we analyse a uni�ed OCS model compris-

ing edge bu�ers at which arriving packets are queued before acknowledged

transmission across a core network of switches that is centrally controlled.

Our OCS model was described in Section 8.2. Unlike the forms of OCS con-

sidered in Chapters 6 and 7, we do not consider a time-slotted approach. We

derive approximations for packet blocking probability dueto bu�er over
ow

and mean packet queueing delay at an edge bu�er.
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We use a slack variablep, de�ned as the probability that a request to

establish a lightpath is acknowledged, to decouple an edge bu�er from the

core network. In particular, p determines the number of set-up periods pre-

ceding a service period and thus the mean length of a service period as well

as the mean length of the o�-period between two consecutive service peri-

ods. Sincep is itself functionally dependent on these two quantities, we use

successive substitution to determine a value ofp satisfying both functional

dependencies. All assumptions invoked in Section 8.3 are maintained. To

set apart notation common to both OBS and OCS, we place a line above

notation speci�c to OCS.

8.4.1 Analysis of OCS Edge Bu�er Model

As in Section 8.3.1, we consider an embedded Markov chain approach to com-

pute packet blocking due to bu�er over
ow and use Little's lawto compute

the mean packet queueing delay.

Let � k be the stationary probability that k packets are enqueued,exclud-

ing a packet possibly in transmission, at the time instant immediatelyafter

the longest enqueued packet departs the bu�er to commence transmission.

The stationary distribution f � k jk = 0; : : : ; K � 1g is uniquely determined by

the set of di�erence equations

� k =
k+1X

i =1

ak� i +1 � i ; k < M � 1;

� k =
k+1X

i =1

ak� i +1 � i +

0

@
M � 1X

j =0

aj ck� M +1 +
k+1X

j = M

aj ck� j +1

1

A � 0; M � 1 � k < K � 1;

1 =
K � 1X

k=0

� k ; (8.16)
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whereai is de�ned in Section 8.3.1,

ci = P( i packets arrive in Y )

=
1X

k=1

(� �k ) i e� � � k

i !
p(1 � p)k� 1;

and Y is a geometrically distributed random variable with success probability

p equal to the number of set-up periods, each of deterministic length � ,

preceding a service period.

Let f � gK
k=0 be the stationary distribution of the number of packets en-

queued at an arbitrary instant. For reasons described in Section 8.3.1,

f � kgK � 1
k=0 = � f � kgK � 1

k=0 , componentwise, where� is a positive constant. To

determine � , we use the relation� K = 1 � 1=(� � ), where � =
�
E(ZM ) +

�=p
�
� 0 + 1=� (1 � � 0) is the mean length between an arbitrary pair of con-

secutive embedded points. Note thatE(Z i ) was de�ned in (8.3). Thus,

� = 1=(� � ) and

P = P(packet blocked)

= P(packet blocked due to bu�er over
ow ) = � K = 1 �
1

� �
:

Using Little's law, we write W =
P K

i =0 i � i =
�
(1 � P)�

�
.

An edge bu�er is perceived as an on/o� source by the core network,

where an on-period corresponds to a service period while an o�-period cor-

responds to a consecutive build-up period followed by a geometrically dis-

tributed number of set-up periods. The mean length of each o�-period is

1=� =
P M � 1

i =0 ai (M � i )=� + �=p. The length of each on-period is phase type

distributed with mean computed as the �rst passage time to the all-servers-

idle state in an M=M=K=K queue with arrival rate � , service rate� and

initial distribution of i servers busy

! i =

8
><

>:

0; i = 0; : : : ;M � 1;
P i

j =0 aj ci � j ; i = M; : : : ; K � 1

1 �
P K � 1

j =0 ! j ; i = K:
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Let t i , i = 1; : : : ; K , be the mean �rst passage time from thei servers

busy state to the i � 1 servers busy state. To determinet i , we write t i =

(1 + �t i +1 )=(� + � ), i = 1; : : : ; K � 1, and tK = 1=� , which is an easily

derived recursion. Thus, the mean length of each on-period is computed as
P K

i =1 ! i
P i

j =1 t j .

To account for capacity wastage attributable to signaling propagation

delay from an edge bu�er to the central controller, depictedwith a hatched

region in Fig. 8.3, we consider a simple approximation in whichthe mean

length of each on-period is increased by� and the mean length of each

o�-period is decreased by� , assuming � � 1=� . Recall that � denotes

propagation delay from an edge bu�er to the central controller.

Invoking Assumption 8.1, we have that the probability a source ison at

an arbitrary time instant is �=(1 + � ), where

� =

P K
i =1 ! i

P i
j =1 t j + �

P M � 1
i =0 ai (M � i )=� + �=p � �

(8.17)

is the source o�ered load.

8.4.2 Analysis of OCS Core Network Model

As in Section 8.1.2, we considerJ independent and identical edge bu�ers,

each of which behaves as an on/o� source described above and usesa common

route n = ( n1; : : : ; nN ). The cumulative load o�ered to n is thus � = J � ,

which arrives as a Poisson stream if we assumeJ � C.

Given n, C, � and the load o�ered by all cross-routes,� i;j , 1 � i < j � N ,

we seek to determine the stationary probability 1� p, assumed to exist, that

a request to establish a lightpath issued by an arbitrary edge bu�er is de-

nounced by the central controller due to contention. For this purpose, we

use the independence and correlation approximations presented in [155]. The

independence approximation is a link decomposition approach and we hence-

forth refer to it as such, while the correlation approximation is commensurate

to a path decomposition approach, though a weakened form of Assumption

8.4 is required in which correlation coe�cients are estimated to parameterise
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dependencies between two adjacent �bres inn. An alternative path decom-

position approach for an OCS core network model is presented in[195]. We

have adopted the link and path decomposition approximationspresented in

[155] chie
y because of their low computational complexity achieved with use

of inclusion-exclusion principles.

Note that � is mapped to p via either the link or path decomposition

approximation presented in [155], conversely,p is mapped to � via (8.17).

As such,p is a slack variable for which a value satisfying both mappings is

determined using successive substitution. See Chapter 4 for an example of a

successive substitution algorithm.

8.5 Numerical Evaluation

This section serves three purposes: to gauge the error incurred in invoking

Assumptions 8.1 - 8.5 with a computer simulation that does not use each of

these assumptions; to quantify the improvement in accuracy o�ered by our

new path decomposition for OBS compared to link decomposition; and, to

numerically compare the performance of OCS with OBS.

We consider a conservatively chosen set of parameters, shown in Table

8.1, corresponding to abasecase. To evaluate performance sensitivity, we

consider several other sets of parameters that are derived fromthe base case

by altering the value of one or more parameters with an intentto devise a

spectrum of both conservative and optimistic cases.

In Table 8.1, we specifyM and M as the ratio M=M = 4, implying four

times as many packets must be enqueued with OCS than with OCS before a

set-up period is commenced. We also specifyK as two ratios,K=M = 8 and

K=M = 2, implying at most 8M packets, commensurate to 8 bursts, can be

enqueued at an edge bu�er, after which packets are blocked due to bu�er

over
ow.

In practice, several hundreds of thousands of packets could beenqueued

at an edge bu�er. However, solving the sets of di�erence equations (8.1) and

(8.16) for largeK is intractable. To ensure computational tractability, we

chooseK = 50 and `compensate' by increasing the mean length of a packet's
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Table 8.1: Base case set of parameters

Notation Description Base value

N Number of core switches traversed 4

� OBS core switch processing time 1 ms

� Central controller processing time 1000 ms

C Wavelengths per �bre 10

� Prop. delay from central controller to edge 1000c ms

c Propagation speed 0.005 ms/km

J Number of edge bu�ers 40

M=M OCS-to-OBS packet threshold ratio 4

K=M Bu�er size to OBS packet threshold ratio 8

K=M Bu�er size to OCS packet threshold ratio 2

� ODE and �xed-point error criterion 10� 9

transmission period, 1=� , to model a burst comprising 4000 average-sized

IP packets [135], which is equivalent to 500 KB and requires about 1.6 ms

to transmit at 2.5 Gb/s. In particular, we equally apportion the 1.6 ms

burst transmission period to each of theM packets comprising a burst in

our model, thus the mean length of a packet's transmission period is set to

1:6=M ms. The packet arrival rate at an edge bu�er,� , is the only free

variable and is varied over an appropriate range to generateplots of mean

packet queuing delay as a function of packet blocking probability.

We considerJ homogenous edge bu�ers using a common stand-alone

route n = ( n1; : : : ; nN ), as shown in Fig. 8.4(a), where the load o�ered to

each cross-route,� i;j , 1 � i < j � N , is set equal to � . Recall that �

is the cumulative load o�ered to �bre (n1; n2) originating from the J edge

bu�ers. Hence, the load o�ered to each cross-route is equal to theload

o�ered to n. Each of theJ edge bu�ers serve as a `tagged' bu�er for which

we determine mean packet queuing delay and packet blocking probability.

We also determine average utilisation, de�ned as utilisation averaged over all

�bres traversed by n, where utilisation for each �bre is de�ned as the ratio of

its carried-to-o�ered load normalised toC. In the case of OCS, a wavelength



8.5. NUMERICAL EVALUATION 255

channel isnot considered utilised during the period depicted with a hatched

region in Fig. 8.3.

For path decomposition, we chooseN � = N throughout, thus we consider

a pure path decomposition approach. Numerical solution of (8.13) is achieved

with the ODE suite of functions available in Matlab.

Fig. 8.6 shows plots of mean packet queueing delay as a function of packet

blocking probability for the base case of OBS and OCS, de�ned bythe set of

parameters shown in Table 8.1. Plots depicted with a dashed black line and

solid circular data points correspond to simulation, while plots shown with a

solid red or blue line correspond to path or link decomposition,respectively.

Plots corresponding to either OBS or OCS are banded together with an

appropriately labelled circular band. A range of uniformlyspaced values of

utilisation are shown on the rightmost and topmost axes, corresponding to

OBS and OCS, respectively, each of which is aligned with a particular grid

line.

Plots adhering to an identical format are shown in Figs. 8.7 - 8.9 for other

sets of parameters derived from the base case by alteringN , �, M=M , or a

combination thereof. In particular, � is reduced by an order of magnitude

in Fig. 8.7, resulting in a case that is optimistic to OCS, while in Figs. 8.8

and 8.9,M=M is increased more than threefold to characterise the presence

of long-lived `circuits' attributable, for example, to large �le downloads. In

addition, N is reduced to 3 and 2 in Figs. 8.8 and 8.9, respectively, to evaluate

the e�ect of shorter hop counts. We have evaluated performancesensitivity to

other parameters, includingK and �, but believe the most interesting e�ects

are exhibited through variation of the aforementioned three parameters.

The utility of Figs. 8.6 - 8.9 can be explained as follows. Suppose a

prescribed QoS imposes a maximum packet queuing delay of 3000 ms and

a maximum packet blocking probability of 10� 2. For the case considered in

Fig. 8.8, it can be seen8 that these two constraints can be satis�ed with

either OCS operating at no more than 1.8% utilisation or OBS operating

at no more than about 0.7% utilisation. Note that utilisation is remarkably

8Project a line perpendicular to the horizontal axis from the (10� 2,3000 ms) point and
note its intersection with the OBS and OCS operating curves.
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Figure 8.6: Base case as de�ned by the set of parameters shown in Table 8.1

low because wavelength conversion is not permitted and has been shown in

[147, 149] to increase substantially if conversion is permitted.

Each of Figs. 8.6 - 8.9 can be considered a two dimensional QoS space,

one dimension corresponding to blocking probability and the other to mean

queuing delay, that is divided into four quadrants about thepoint at which

the OBS and OCS operating curves intersect. As such, the quadrant con-

taining the (0,0) point encompasses all unattainable QoS. In aclockwise

direction, the next quadrant covers QoS attainable only with OCS, which

is in turn followed by the quadrant covering QoS attainable with both OCS

and OBS, while the �nal quadrant covers QoS attainable only with OBS.

8.6 Discussion and Conclusions

Using simulation as a benchmark, Figs. 8.6 - 8.9 suggest errors attributable to

invoking Assumptions 8.1 - 8.3 are negligible and only discernible in Fig. 8.8

for blocking probabilities less than 10� 5. However, Assumptions 8.4 and 8.5,

the two additional assumptions required by link decomposition, introduce a
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Figure 8.7: Length of central controller processing period,�, reduced to 100
ms, an order of magnitude reduction from base case
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Figure 8.8: OCS-to-OBS packet threshold ratio,M=M , increased to 15 and
number of switches traversed,N , reduced to 3, equivalent to a two hop route
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Figure 8.9: OCS-to-OBS packet threshold ratio,M=M , increased to 15 and
number of switches traversed,N , reduced to 2, equivalent to a one hop route;
note that sinceN = 2, path and link decomposition are identical

noticeable error margin resulting in an overly conservative approximation.

To achieve a blocking probability at least less than 10� 3, packets en-

counter a substantial queueing delay with OBS, even in the case most op-

timistic to OBS of a one hop route, shown in Fig. 8.9. This is because

blocking in OBS is almost entirely due to blocking at core switches, which

occurs with probability P2, but P2 begins to fall below 10� 3 only if the mean

packet inter-arrival period, 1=� , is so large that a packet's queuing delay is

dominated by the time it waits for M packets to enqueue. Note that the

probability that a packet is blocked due to bu�er over
ow in OBS, P1, is less

than 10� 9 in Figs. 8.6 - 8.9, thus (8.15) can be rewritten asP � P2.

Conversely, blocking in OCS is almost entirely due to bu�er over
ow,

which is several orders of magnitude larger than the probability that a light-

path request is denounced, 1� p. The probability that a lightpath request is

denounced is low because state information maintained by the central con-

troller ensures only a wavelength channel that is free in each�bre traversed

by n is assigned. In contrast, lacking knowledge of state information at an
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edge bu�er, OBS can do no better than assigning any randomly chosen wave-

length channel, possibly a wavelength channel that is busy in one or more

�bres traversed by n; explaining why blocking in OBS is almost entirely due

to blocking at core switches.

As such, centralised control o�ers a distinct advantage in optical commu-

nications due to its ability to reduce blocking attributable to wavelength con-

tinuity constraints. Wavelength conversion eliminates this advantage because

it allows complete relaxation of wavelength continuity constraints. However,

wavelength converters are not present-day o�-the-shelf technology nor are

they considered cost-e�ective. It therefore appears that trading-o� an assur-

ance of no blocking at each switch is less favorable in OBS than in analogous

electronic approaches to switching such as tell-and-go, unless wavelength

conversion is available.

8.7 The Burst Scheduler

In this chapter and Chapters 4 and 5, we have assumed the burst scheduler

at each intermediate node of an OBS network is able to process all requests

without fail. In particular, recall assumption A.4.4 in Chapter 4, which we

have upheld without question in this chapter and Chapter 5. However, this

assumption is not valid if the scheduler is ever overwhelmed andheaders

must be enqueued in a scheduler bu�er. Whether or not this assumption is

valid depends on the processing capabilities of the scheduler,the size of the

scheduler bu�er and the number of headers arriving at the scheduler in a

given period. The number of headers arriving at a scheduler increases as the

number of packets comprising a burst is decreased. We thereforesee that the

dimensioning of a scheduler bu�er is not a clear-cut task and is closely tied

to the number of packets comprising a burst.

In this section, we are concerned with relaxing our assumption that a

burst scheduler is able to process all requests without fail. This assumption

has received little attention, except brie
y in [175], most likely because a

header arriving at an overwhelmed scheduler can be conveniently bu�ered

electronically. Therefore, failure to process a header is attributable only to
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bu�er over
ow. The probability of bu�er over
ow can be made n egligible for

an appropriately dimensioned and stable bu�er.

However, bu�ering a header prolongs its per-hop delays. An increase in

per-hop delays in turn requires a commensurate increase in separation be-

tween a burst and its header. To accommodate for per-hop queueing delays,

a burst is delayed at its edge bu�er for a prolonged o�set periodthat is

equal to the sum of per-hop processing delaysas well asper-hop worst-case

queuing delays.

A prolonged o�set period does not come without a tradeo� though. In

particular, delaying a burst at its edge bu�er for a prolongedo�set period

ties-up bu�ering space, reduces throughput and eventually results in packet

loss due to edge bu�er over
ow if the number of new packet arrivals during

an o�set period is su�cient.

Although an edge bu�er can be dimensioned to ensure the probability

of over
ow is negligible, packets carrying real-time services cannot endure

queueing delays exceeding a prescribed threshold and may as well be dis-

carded if they arrive at an edge bu�er that has more than a given number of

packets enqueued. In this section, we consider real-times services that cannot

endure substantial pre-transmission queuing delays. In particular, we do not

assume that an edge bu�er can be dimensioned arbitrarily large to ensure

the probability of over
ow is negligible. For the case of best-e�ort services,

an edge bu�er can probably be dimensioned su�ciently large to avoid packet

loss owing to a prolonged o�set period.

This section considers the problem of dimensioning a scheduler bu�er to

strike an optimal balance between the con
icting requirements of simultane-

ously minimising both its over
ow probability and the over
ow probability of

an edge bu�er. As the size of a scheduler bu�er increases, its over
ow prob-

ability decreases, but the over
ow probability of an edge bu�er may increase

due to a prolonged o�set period.

In other words, too large a scheduler bu�er requires a prolonged o�set

period to counterbalance longer per-hop worst-case header queueing delays,

resulting in reduced throughput and increased packet loss due to edge bu�er

over
ow. While too small a scheduler bu�er cannot absorb enoughvariability
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Figure 8.10: OBS model consisting ofJ edge bu�ers, a stand-alone link
comprisingC wavelength channels and its associated scheduler

in the header arrival process, resulting in increased burst lost due to a greater

number of headers arriving to �nd a full scheduler bu�er.

We reuse our OBS edge bu�er model developed in Section 8.1.1 and the

accompanying analysis presented in Section 8.3.1 to develop auni�ed OBS

model comprising a set of homogeneous and independent edge bu�ers that

feed bursts to a stand-alone link and their headers to a scheduler. A block

diagram is shown in Fig. 8.10. We analyse our model in terms of packet

blocking probability and mean packet queuing delay at an edge bu�er. Ac-

cording to our model, a packet can be blocked due to one of three possible

events: it arrives at an edge bu�er that is full; it is grouped into a burst, but

that burst's header arrives to �nd the scheduler bu�er full; or, it is grouped

into a burst, but a wavelength channel cannot be reserved for that burst due

to contention with existing reservations.

To enable a tractable analysis, we assume each of these three events are

independent, which is tantamount to decoupling our uni�ed model into its

three constituent sub-models and analysing each of them independently. We

can therefore write

P = 1 � (1 � Pe)(1 � Ps)(1 � Pl ); (8.18)

wherePe and Ps is the probability of edge and scheduler bu�er over
ow, re-

spectively,Pl is the probability that a wavelength channel cannot be reserved
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due to contention andP is the overall packet blocking probability. It is also

assumed that the number of edge bu�ers is su�cient to reasonably model the

superposition of their output processes as a Poisson process. Using simula-

tion as a benchmark, we demonstrate that the error attributable to invoking

these assumptions seems to be small in most circumstances. We adopt the

same edge bu�er model we developed in Section 8.1.1.

The main contributions and �ndings of this section can be summarised

as follows. For the �rst time, we develop and provide a tractable analysis

supported by computer simulation for a uni�ed OBS model comprising edge

bu�ers, a stand-alone link and its associated scheduler. We demonstrate

that there appears to exist an optimal scheduler bu�er size thatdepends on

the number of packets comprising a burst and the size of an edge bu�er.

An increase or decrease beyond this optimal size results in an increase in

P due to Pe or Ps, respectively, emerging as the dominant term in (8.18).

Furthermore, we demonstrate that our analysis is su�ciently accurate to

quickly determine an optimal scheduler bu�er size, if one exists.

8.7.1 The Model

As shown in Fig. 8.10, our uni�ed OBS model consists of three interconnected

sub-models: a set ofJ homogenous edge bu�ers, a scheduler bu�er and a

stand-alone link.

Edge Bu�er Model

For each of theJ edge bu�ers shown in Fig. 8.10, we adopt the same edge

bu�er model developed in Section 8.1.1. The only di�erence is that the

deterministic o�set period � is prolonged to cover per-hop worst-case header

queueing delays. In particular, we write

� = N (� 1 + � 2) + �; (8.19)

where N denotes hop count, �1 denotes per-hop header processing delays,

� 2 denotes per-hop worst-case header queueing delays and� denotes switch
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recon�guration time. For simplicity, we set � = 0. Note that in Section 8.1.1,

we assumed that� = N � 1 + � , which implies the processing capability of

the scheduler is su�cient to preclude formation of a queue of headers.

Scheduler Bu�er Model

Each of the J edge bu�ers is connected to the scheduler bu�er via an out-

of-band wavelength channel. Each time an edge bu�er commences a set-up

period, it transmits a header to the scheduler bu�er.

A header conveys to the scheduler its corresponding burst's length and

expected arrival time. The scheduler invokes a scheduling algorithm whose

task is to determine a wavelength channel that can be reserved in advance for

an unbroken period beginning at a burst's expected arrival time and lasting

for its entire length. A scheduling algorithm may fail due to contention with

existing reservations, in which case a burst is blocked.

Many scheduling algorithms tailored to OBS have been proposedand

analysed, many of which have been surveyed in [109]. We brie
y discussed

scheduling algorithm design in Section 4.1 of Chapter 4 and saw that it is

essentially a tradeo� between algorithm complexity and performance.

Scheduling algorithm design and analysis has not featured prominently in

this thesis. This area is nonetheless an integral part of OBS. The reason why

we have not covered scheduling algorithm design in any depth isbecause we

have adopted a model in which the residual o�set period remainsconstant

from burst to burst. We explained in Chapter 4 that a simple ordered search

algorithm of complexity O(log C) is optimal in the case that bursts and

their headers are separated by a constant period. We have had noimpetus

to investigate complicated void-�lling algorithms because constant residual

o�set periods can be achieved with forms of OBS such as the dual-header form

of OBS proposed in [9]. See Section 4.1 of Chapter 4 for furtherdiscussions

speci�c to this issue.

The worst-case running time of a scheduling algorithm depends primarily

on the number of wavelength channels comprising a link and theprocessing

speed of the scheduler. A comparison of the computational complexity of
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several common scheduling algorithms is provided in [80], from which worst-

case running times can be roughly extrapolated given the processing speed of

the scheduler. Per-hop header processing delays, which have been denoted as

� 1 in this section, can therefore be bounded above by the worst-case running

time of a scheduling algorithm. In this section, we consider a conservative

model in which � 1 is deterministic and equal to the worst-case running time

of a scheduling algorithm. Therefore, the scheduler requiresa deterministic

period of length � 1 to process a request issued by a header, after which it can

immediately begin processing another, if another is residing in the scheduler

bu�er.

At most V headers can be enqueued in the scheduler bu�er, excluding a

header that the scheduler may be processing. A header arriving to �nd the

scheduler with V headers already enqueued is blocked. Per-hop worst-case

header queuing delays are therefore (V � 1)� 1 because a request issued by

a header requires a deterministic period of length �1 to process and at most

V � 1 headers may lie ahead of any given header in the scheduler bu�er.

That is, � 2 = ( V � 1)� 1, and we can therefore rewrite (8.19) as

� = NV � 1 + �: (8.20)

Link Model

A link comprisesC wavelength channels. Full wavelength conversion ensures

all C wavelength channels are accessible to an edge bu�er. Each ofJ edge

bu�ers is connected to the link via an access �bre. Blocking does not occur

in an access �bre.

A burst is blocked if its header fails to reserve one of theC wavelength

channels. A header fails either because it arrives to �nd the scheduler queue

with V headers already enqueued or because allC wavelength channels have

already been reserved.
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8.7.2 Analysis

In this section, we derive approximations for packet blocking probability and

mean packet queuing delay at an edge bu�er.

Analysis of Edge Bu�er Model

We have analysed our edge bu�er model in Section 8.3.1. In particular, Pe

can be computed via (8.4) and the mean packet queuing delay, which we

denote with W, can be computed with (8.5). In using (8.4) and (8.5), we

must ensure to set� = NV � 1.

We continue to uphold the Engset-type sources assumption, Assumption

8.1 in Section 8.3.1. Therefore, each of theJ bu�ers can be viewed as an

independent source. The probability that a source is on at an arbitrary

time instant is �=(1 + � ), where � = M�=� is the source o�ered load. The

parametersM , � and � have been de�ned in Section 8.3.1.

We also continue to uphold to Poisson arrivals assumption, Assumption

8.2 in Section 8.3.1. The Poisson arrivals assumption is valid ifthe number

of edge bu�ers is su�ciently large to ensure that the superposition of their

output processes is reasonably modelled as a Poisson process. As a conse-

quence of the Poisson arrivals assumption, we have that headers arrive at the

scheduler bu�er according to a Poisson process with rate

� =
J

M=� + 1=�
:

This assumption is asymptotically exact forJ ! 1 , if � remains �xed in the

limit [157, 176]. Also as a consequence of the Poisson arrivals assumption,

we have that bursts arriving at the link arrive according to a Poisson process,

where the total o�ered load is given byJ� .

Analysis of Scheduler Bu�er Model

The Poisson arrivals assumption permits analysis of the schedulerbu�er

model as an M/D/1/V queue with arrival rate � and service times of length

� 1. To compute the probability that a header arrives to �nd V headers
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already enqueued, we use known results [161] for anM=D=1=V queue that

state blocking probability is given by

Ps = P(header blocked due to bu�er over
ow)

= 1 �
1

1=
P V

i =0 	 i + � � 1

; (8.21)

where 	 0 = 1 and

	 i +1 =
1
d0

 

	 i � di �
iX

j =1

	 j di � j +1

!

; i = 0; : : : ; V

and di = ( � � 1) i e� � � 1 =i!.

In the case thatJ is small and/or V is large, the accuracy of (8.21) may

deteriorate due to failure of the Poisson assumption. In particular, since

the Poisson assumption is only asymptotically correct, it is possible that

interarrival times in the superposed process are not exactly exponentially

i.i.d. and exhibit some form of correlation. IfV is large, interarrival times

can interact in the scheduler bu�er over a longer timescale than if V were

small and increase the e�ect long term correlation has on bu�erdynamics.

Therefore, the Poisson assumption is more likely to fail for large V. See

[157, 176] for further discussions. Using simulation as a benchmark, we

quantify the deterioration of (8.21) as an approximation asV is increased.

To avoid making the Poisson assumption, we can instead assume that

interarrival times of headers owing to a given edge bu�er aredeterministic,

which is asymptotically correct for M ! 1 . In this case, the scheduler

bu�er model is analysed as aD=D=1 queue that is fed by the superposition

of J i.i.d. deterministic streams, each with an interarrival time of M=� +

1=� . Known results [46] for the tail probability of a D=D=1 queue fed by

the superposition of multiple i.i.d. deterministic streams canbe used to

provide an approximation for blocking probability. However, this approach

is intractable for largeJ .

Another approach is to use formulae derived in the appendix of [97] to

characterise the superposed process in terms of its mean and coe�cient of
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variation. Since the coe�cient of variation of the superposedprocess is less

than unity, it can be �tted to an Erlang distribution. This all ows for analysis

of the scheduler bu�er model as anE=D=1=V queue.

In summary, the scheduler bu�er model can be analysed in terms ofeither

an M=D=1=V queue with arrival rate� , the tail probability of a D=D=1 queue

fed by J i.i.d. streams with interarrival time M=� + 1=� or an E=D=1=V

queue where the Erlang distributed arrival process has its �rsttwo moments

�tted. All three approaches su�er limitations. In this paper, we approximate

Ps using (8.21) as it was found to provide better accuracy than the other two

approaches for typical values ofJ and V, say 50� 100 and 5� 10, respectively.

Analysis of Link Model

The probability that a wavelength channel cannot be reserveddue to con-

tention with existing reservations is given by

Pl = P(burst blocked due to contention) = EC (J� ); (8.22)

where� is the o�ered load owing to an edge bu�er, which appears as a source

from the perspective of the link. Based on the Poisson assumption, the total

load o�ered by all J edge bu�ers isJ� .

8.7.3 Numerical Evaluation

In this section, we demonstrate numerically that an optimal scheduler bu�er

size may exist and depends on the number of packets comprising a burst and

the size of an edge bu�er, which have been denoted asM and K , respectively,

in this chapter.

We consider a conservatively chosen set of parameters, which are shown in

Table 8.2, whereV, which denotes the scheduler bu�er size, is the parameter

to be optimised givenM . The packet arrival rate at an edge bu�er,� , is the

only free variable and is chosen to ensureP, as given by (8.18), is within a

reasonable range.

Fig. 8.11 shows plots of packet blocking probability as a function of
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Table 8.2: Set of parameters

Notation Description Value

N Route hop count 4

� 1 Per-hop header processing delays 50� s

� 2 Per-hop worst-case queueing delays (V � 1)� 1

� Switch recon�guration time 0

� Length of o�set period HV � 1 + �

J Number of edge bu�ers 100

C Number of wavelength channels 25

K Edge bu�er size 40

scheduler bu�er size for the set of parameters speci�ed in Table 8.2 and

M=K = 0:5; 0:625; 0:75. Plots depicted with a dashed line and solid circular

data points correspond to simulation, while plots depicted with a solid line

correspond to our analysis. Suboptimal performance results ifM is chosen

such that M=K > 0:75 orM=K < 0:5 becausePe or Ps, respectively, increase

markedly and emerge as the dominant term in (8.18). Fig. 8.11suggests

that M=K = 0:625 and a scheduler bu�er size of about 10 gives optimal

performance if minimisation of packet blocking probabilityis critical. This

corresponds to worst-case per-hop header queueing delays of 90�s .

Fig. 8.12 shows plots of packet blocking probability as a function of mean

packet queueing and aggregation delay forM=K = 0:625. These plots were

generated by varying the scheduler bu�er size over an appropriate range

an keeping� �xed. For a scheduler bu�er size of 10, an arbitrary packet

encounters less than 6 ms of delay before it begins transmission.Fig. 8.12

con�rms that shorter queueing and aggregation delays are achievable with

a scheduler bu�er of size less than 10, but results in a dramatic increase in

packet blocking probability. In particular, a 2 ms reduction is delay yields an

increase in packet blocking probability of more than 2 ordersof magnitude.

For M=K = 0:625, Fig. 8.13 shows plots of the lower bounds forP

provided by Ps, Pe and Pb, which have been determined analytically and
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Figure 8.11: Packet blocking probability as a function of scheduler bu�er
size;M=K = 0:625 with a scheduler bu�er size of about 10 is optimal
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Figure 8.12: Packet blocking probability as a function of mean packet queue-
ing and aggregation delay;M=K = 0:625
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Figure 8.13: Bounds given byPs, Pe and Pb computed analytically and com-
pared to P = 1 � (1 � Ps)(1 � Pe)(1 � Pc) as computed via simulation;
M=K = 0:625

compared toP = 1 � (1 � Ps)(1 � Pe)(1 � Pc) as computed via simulation.9

For a scheduler bu�er of size less than 10,Ps provides the tightest bound as

not enough variability in the header arrival process is absorbed, resulting in

a relatively large number of headers arriving to �nd a full scheduler bu�er.

While for a scheduler bu�er of size greater than 10,Pe provides the tightest

bound as a prolonged o�set period required by an increase in scheduler bu�er

size results in a relatively large number of packets arriving to �nd a full edge

bu�er. A su�cient number of wavelength channels are available to preclude

Pc from emerging as a dominant bound.

Figs. 8.11, 8.12 and 8.13 suggest that errors incurred in invoking As-

sumptions 1 and 2 depend on whether or not the transition at which Ps is

succeeded byPe as the tightest bound forP occurs for su�ciently small V .

(Recall that V denotes scheduler bu�er size in this chapter). In particular,

9We use the word bound here in the sense thatPs; Pe; Pc � P , where P = 1 � (1 �
Ps)(1 � Pe)(1 � Pc). However, we do not claim that Ps; Pe; Pc � P � , whereP � is the exact
packet blocking probability determined without invoking Assumptions 1 and 2.
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our approximation for Ps, as given by (8.21), deteriorates asV is increased

because interarrival times can interact in the scheduler bu�er over a longer

timescale than ifV were small and increase the e�ect long term correlation

has on bu�er dynamics. However, the accuracy of our approximation for Pe

does not depend onV. Therefore, if Pe is succeeded byPs for su�ciently

small V , any error in Ps that results in a reduction from its true value is

masked byPe and does not propagate toP.

For example, forM=K = 0:5, our approximation forPs admits noticeable

error for V > 7 and this error propagates toP until Pe is succeeded byPs as

the tightest lower bound at aboutV = 15. Hence,P regains its accuracy as

V is increased beyond 15. ForM=K = 0:675; 0:75, the transition at which Pe

succeedsPs occurs for a value ofV at which our approximation of Ps admits

negligible error.

A weak-point of our approximation is that it scales poorly with K and

M . As described in Section 8.5, we have `compensated' for this in arather ad

hoc manner by increasing the mean length of a packet's transmission period.

As an alternative, Fig. 8.14 suggests that although the ratioM=K is not

entirely su�cient in itself to determine the optimal scheduler bu�er size, if

any, it does seem to allow for a scalable approximation wherebythe optimal

bu�er size is determined in terms ofM=K , instead ofM andK . In particular,

Fig. 8.14 shows that for the set of parameters speci�ed in Table 8.2, the

optimal value of V lies in the range 10� 11 for several values ofM and K

such that M=K = 0:625.

8.8 Chapter Summary

Using our analytical results, we divided a two dimensional delay/blocking

QoS space into four quadrants corresponding to OBS-only and OCS-only

quadrants, an OBS or OCS quadrant and a quadrant encompassing unattain-

able QoS. Hence, we were able to determine which of OBS or OCS should

be used to achieve a prescribed QoS while maximising utilisation.

For the �rst time, we considered auni�ed model comprising both: edge

bu�ers at which arriving packets are aggregated and enqueued according to a
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vacation-type service discipline with nondeterministic set-up times; together

with, a core network comprising switches arbitrarily interconnected via �bres

to allow transmission of packets from an edge bu�er to their desired egress

point through use of a dynamic signalling process to establish a lightpath.

We saw that previously analysed models of OCS and OBS have eitherbeen

for a stand-alone edge bu�er or a core network without edge bu�ering.

We compared OCS with OBS in terms of packet blocking probability due

to edge bu�er over
ow and blocking at switches in the case of OBS; mean

packet queuing delay at edge bu�ers; and, wavelength capacity utilisation.

Also for the �rst time, we derived the exact blocking probability for a

multi-hop stand-alone OBS route, assuming Kleinrock's independence, which

is not simply a matter of summing the stationary distribution of an appro-

priate Markov process over all blocking states, as has been shownto be the

case for an OCS route.

Our main �nding was that sacri�cing an assurance of no blocking at each

intermediate node with the use of OBS is not as attractive in optical networks

as its analogue of tell-and-go was in ATM. We saw that this is because OBS

is less apt at dealing with wavelength continuity constraintsthan centrally

controlled forms of OCS.

To end this chapter, we dimensioned a bu�er in which headers are en-

queued during times an OBS scheduler is overwhelmed. This allowed us to

investigate the validity of the commonly held assumption that header queue-

ing delays in an OBS scheduler bu�er are negligible.

We demonstrated numerically that an optimal scheduler bu�er size may

exist and depends on the number of packets comprising a burst andthe

size of an edge bu�er. For the particular numerical example considered, we

veri�ed our analysis using computer simulation as a benchmark and showed

that packet blocking probability is minimised if at most about10 headers can

be enqueued in the scheduler bu�er and the number of packets comprising

a burst is about 0:6 times the number of packets that can be enqueued at

an edge bu�er. Therefore, we provided a rule of thumb for determining the

optimal size of a scheduler bu�er and the number of packets comprising a

burst.
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Chapter 9

Optical Hybrid Switching - the

Marriage of Burst and Circuit

Switching

We saw in Chapter 8 that neither OCS nor OBS are without their short-

comings. OCS and wavelength routing lack the 
exibility to statistically

multiplex wavelength capacity on the same timescale as OBS, while OBS

cannot guarantee successful packet transmission in cases of wavelength con-

tention. As such, it seems only natural to seek the best of both worlds by

considering a hybrid approach to switching that allows both OCS and OBS

to coexist.

Hybrid switching is not a new concept. It was considered in the context

of combining packet and circuit switching in ATM networks. This arose out

of the desire to integrate voice and data communications usinga common

transport layer. For further details on the development of hybrid switching

in ATM and conventional telephony networks, see [24, 51, 99, 105, 156, 174,

197, 198].

Optical hybrid switching (OHS) has been discussed in [135]. In [135], it

is explained that one appeal of OHS is that it o�ers the 
exibility to pro-

vide di�erentiated services at the optical layer. In particular, wavelength

routing, OCS and OBS can coexist to provide a so-called polymorphic op-

275
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tical layer that o�ers both guaranteed end-to-end delay forvoice and other

real-time services and signi�cant statistical multiplexing for best-e�ort traf-

�c. For example, data and voice could be switched using OBS and OCS,

respectively, while private lines could be wavelength routed. OCS is typi-

cally given priority to network resources, thereby relegating OBS to play the

role of a scavenger. OBS scavenges the remaining network resources, which

have not been utilised by OCS, to switch best-e�ort tra�c. Better statistical

multiplexing is achievable with a polymorphic optical layer in contrast to

dedicating network resources to multiple monomorphic layers, each of which

o�ers a QoS tailored to a particular application.

The main contribution of this chapter is to derive a computationally

tractable analysis of a model for a stand-alone link in an OHS network. We

foremost determine the exact circuit and burst blocking probabilities based

on the stationary probabilities for the Markov process that weuse to model

a stand-alone link. We then proceed to develop scalable approximations that

can be used to dimension OHS networks of realistic size. We analyse two

cases: bursts and circuits are assigned equal priority; and, circuits are as-

signed preemptive priority. The latter case increases the QoS di�erentiation

between best-e�ort services that are switched using OBS and real-time pre-

mium services that are switched using OCS. Furthermore, the latter case

ensures that existing levels of service provided by OCS are maintained as a

network is hybridised to allow for OBS. In other words, OBS is introduced

into an pure OCS network to improve utilisation by playing the role of a

scavenger that utilises the scraps of bandwidth unutilised by OCS.

This chapter is organised as follows. We develop our stand-alone link

model in Section 9.1. An exact analysis and several scalable approximations

for circuit and burst blocking probabilities are derived in Sections 9.2 and

9.3 for the no priority and priority cases, respectively. In Section 9.4, the

sensitivity of our analytical results to burst length and circuit holding time

distributions as well as to the distribution of inter-arrival times is quanti�ed

with computer simulation. To end this chapter, we tackle a dimensioning

problem in Section 9.5.
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9.1 Stand-Alone Link Model

We consider an arbitrary stand-alone link comprisingK wavelength channels.

A burst or circuit that traverses a route comprising this link seeks to reserve

one of theK wavelength channels during its transmission period.

Let M denote the number of input wavelength channels that feed into

our stand-alone link. Each burst or circuit that traverses our stand-alone

link must have arrived via one of theM input wavelength channels. At the

interface of theM input wavelength channels and theK wavelength channels

comprising our stand-alone link is an intermediate node that consists of an

optical cross-connect and its associated control logic.

Throughout this chapter, we continue to uphold Assumptions A.4.2, A.4.3

and A.4.4, which were all de�ned in Chapter 4. In particular, we assume full

wavelength conversion is available; we assume that the separation between

the beginning of a transmission period and the time at which a request was

made to reserve that transmission period is constant for both circuits and

bursts; and, the control logic and scheduler is able to process all requests

without fail.

The blocking probability for both bursts and circuits is zeroif M � K .

We are therefore interested in analysing the caseM > K . In the case that

M � K , Assumption A.4.1 becomes valid and our model reduces to an

Erlang system for which the Erlang B formula can be used to determine the

burst or circuit blocking probability. See (4.1) in Chapter 4.

The reason why the Poisson arrivals assumption (Assumption A.4.1) is

valid if M � K is because it is well-known that the superposition of indepen-

dent equilibrium renewal counting processes converges to a Poisson process

as the number of component processes becomes large and each of the M

individual processes gets sparse with the total rate �xed. See [33, 176] for

details. This means that a Poisson process is a sound approximation for the

superposition ofM component processes ifM is large. To use the Erlang

B formula, we further require that M � K , otherwise if M � K , we have

already argued that the blocking probability for both burstsand circuits is

zero.
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For the practical case in whichM is of the same order asK , Assumption

A.4.1 is no longer valid. This is the case that is of most interest to us in this

chapter.

In summary, we continue to uphold Assumptions A.4.2, A.4.3 and A.4.4

but we can relax assumption A.4.1 because we no longer assumeM � K .

From the perspective of our stand-alone link, each of theM input wave-

length channels behaves as a source. A source is said to beon during the

period it is transmitting a burst or circuit, otherwise it is said to be o� . An

on period corresponding to a circuit spans the circuit's entire holding time,

including a possible setup and tear-down period.

We assume that the on period corresponding to a burst is exponentially

distributed with mean 1=� b and the on period corresponding to a circuit

is exponentially distributed with mean 1=� c. Furthermore, we assume that

each o� period is independent and exponentially distributedwith mean 1=� .

At the completion of an o� period, either an on period corresponding to a

burst begins with probability pb or an on period corresponding to a circuit

begins with the complementary probabilitypc = 1 � pb. Let � c = �p c and

� b = �p b.

In practice, we typically have 1=� c � 1=� b and � b � � c. Depending on

the value chosen for the average holding time of a circuit, 1=� c, circuits in

our model could represent either semi-permanent lightpaths established with

wavelength routing or short-lived end-to-end connections established with

one of the dynamic forms of OCS considered in Chapters 6 and 7.

It may seem that we have de�ned an Engset system withM sources,K

servers and two arrival classes. However, applying the usual Engsetformula

[48, 74] overestimates blocking probability for our stand-alone link model.

This is because an Engset system behaves such that a source can generate

a new call immediately after it has generated a call that is blocked. In

particular, immediately after a source generates a call thatis blocked, it

continues to generate new calls at the usual arrival rate. However, this is

not what happens in OBS. In OBS, a source enters a so-called frozen state

immediately after it has generated a blocked burst and remains in the frozen

state until all the packets in the blocked burst are transmitted. The term
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Table 9.1: Models for a stand-alone OCS and OBS link comprisingK wave-
length channels that are fed byM input wavelength channels, where each of
the M input wavelength channels behaves as an on/o� source

M � K M > K M � K (Poisson arrivals)

OCS link No blocking Engset Erlang

OBS link No blocking Generalised Engset [41, 199] Erlang

`frozen state' was coined in [199].

A source that is transmitting packets corresponding to a blocked burst

is said to be dumping packets. The length of a frozen state is exponentially

distributed with mean 1=� b. A source that is dumping packets cannot gener-

ate new bursts. As soon as all the packets comprising the blocked burst have

been dumped, the source leaves the frozen state and an o� periodbegins

immediately.

Therefore, we see that ifM � K , the Poisson arrivals assumption is

valid (Assumption A.4.1) and ensures the modelling of a stand-alone link

in an OBS network is no di�erent to the modelling of a stand-alone link in

an OCS network. Indeed this is conditional on Assumptions A.4.2,A.4.3

and A.4.4 being upheld. In particular, the Erlang B formula can be used

to compute the probability that a circuit or burst is blocked. See (4.1) in

Chapter 4.

However, if we do not haveM � K , the Poisson arrivals assumption

is no longer valid. In this case, a stand-alone OCS link is well modelled as

an Engset system for which the Engset formula can be applied to compute

blocking probabilities. This is a long-established result thatis discussed

in [35, 48, 74, 84, 131, 150]. In contrast, to account for frozen states, an

augmented Engset-like system is required to model a stand-aloneOBS link if

we do not haveM � K . This generalised Engset system with an augmented

state-space accommodating frozen states in addition to the usual on and o�

states inherent to the conventional Engset system was revamped in [41, 199].

(We take a closer look at the historical development of the generalised Engset

system in Section 9.7.) These observations are summarised in Table9.1.

Finally, in this chapter, we assume that a blocked circuit or burst is lost
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and does not return at a later time.

Therefore, the main contribution of this chapter is to generalise the ex-

isting models listed in Table 9.1 to the case of OHS. We set out to compute

the probability that a burst or circuit is blocked in our OHS model.

9.2 Analysis of the Un-Prioritised Case

We begin by computing the probability that a burst or circuit is blocked for

our model of an OHS link in the case that bursts and circuits are assigned

equal priority.

9.2.1 Exact Blocking Probabilities

We refer to the M input wavelength channels as sources. Each of theM

sources can be in one of four states: an o� state, a frozen state, an on state

corresponding to the transmission of a circuit or an on state corresponding

the transmission of a burst. A source is idle in the o� state, while a source

that is transmitting either a circuit or a burst is said to be active. A source

cannot transmit a circuit and burst simultaneously.

Let X i;j;k be the state that i sources are transmitting bursts,j sources are

transmitting circuits and k sources are frozen. The number of idle sources is

thus determined and given byM � i � j � k. Let

� = f X i;j;k ji = 0; : : : ; K ; j = 0; : : : ; K ; k = 0; : : : ; M � K ; i + j � K g

be the state-space of the Markov process underlying our model ofan OHS

link. Furthermore, let

� i;j;k = P(X i;j;k = x); x 2 � ;

be its steady-state distribution. Under appropriate ergodicity conditions, a

unique distribution exists and can be computed by solving the following set
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of balance equations. Fori + j < K ,

� i;j;k
�
(i + k)� b + j� c + ( M � i � j � k)�

�

= � i;j;k +1 (k + 1) � b

+ � i;j � 1;k
�
M � (i + j � 1 + k)

�
� c

+ � i;j +1 ;k (j + 1) � c

+ � i � 1;j;k
�
M � (i � 1 + j + k)

�
� b

+ � i +1 ;j;k (i + 1) � b; (9.1)

and for i + j = K ,

� i;j;k
�
(M � K � k)� b + ( k + i )� b + j� c

�

= � i;j � 1;k (M � K + 1 � k)� c

+ � i � 1;j;k (M � K + 1 � k)� b

+ � i;j;k +1 (k + 1) � b

+ � i;j;k � 1(M � K � k + 1) � b: (9.2)

In (9.1) and (9.2), � i;j;k = 0 for X i;j;k =2 �. Introducing the normalisation

equation
P

i;j;k � i;j;k = 1 gives rise to a linearly independent set of equations,

which can be solved numerically.

The total load o�ered by circuits and bursts is given by

To =
X

i;j;k

(M � i � j � k)( � b=� b + � c=� c)� i;j;k ;

and the total load carried by circuits and bursts is given by

Tc =
X

i;j;k

(i + j )� i;j;k :

Therefore, the blocking probability perceived by an arbitrary circuit or burst

is (To � Tc)=To.

Numerically solving the set of equations given by (9.1) and (9.2) is not

scalable for largeK and/or M . We therefore consider two approximations to
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estimate the blocking probability perceived by an arbitrarycircuit or burst

for realistic values ofK and M .

9.2.2 First Approximation

The dimension of the underlying Markov process can be reduced from three

to two by considering an approximation in which no distinctionis made be-

tween a source that is transmitting a circuit and a source that istransmitting

a burst. With such an approximation, we require one less dimension because

we keep track of the total number of sources that are transmitting either a

burst or circuit instead of separately keeping track of the number of sources

transmitting circuits and the number of sources transmitting bursts. There-

fore, each of theM sources can be in one of three states: an o� state, a

frozen state or an on state. A source in the on state is either transmitting

a circuit with probability pc or a burst with the complementary probability

pb. However, for a given realisation, we do not know whether an on state

corresponds to a circuit or burst. We can only claim that a sourcein the on

state is transmitting an entity.

We set the mean transmission time of this entity to be the weightedaver-

age of the mean circuit transmission time and the mean burst transmission

time. Furthermore, we assume the transmission time of this entityis expo-

nentially distributed and independent. This results in an approximation be-

cause the actual transmission time of this entity is in fact hyper-exponentially

distributed. In particular, we assume each on period is exponentially dis-

tributed with mean 1=� � = � b=(�� b) + � c=(�� c). This is irrespective of

whether the on period corresponds to a circuit or burst.

Let X j;k be the state that j sources are transmitting either a circuit or

burst and k sources are frozen. The number of idle sources is thus determined

and given byM � j � k. Let

� 1 = f X j;k jj = 0; : : : ; K ; k = 0; : : : ; M � K g

be the state-space of our approximative Markov process.

As before, under appropriate ergodicity conditions, a uniquestationary
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distribution, � j;k = P(X j;k = x), x 2 � 1, exists and can be computed by

solving the following set of balance equations. Forj < K ,

� j;k
�
j� � + k� b + ( M � j � k)�

�

= � j � 1;k (M � j + 1 � k)�

+ � j;k +1 (k + 1) � b

+ � j +1 ;k (j + 1) � � ; (9.3)

and for j = K ,

� K;k
�
K� � + k� b + ( M � K � k)� b

�

= � K � 1;k (M � K + 1 � k)�

+ � K;k +1 (k + 1) � b

+ � K;k � 1(M � K + 1 � k)� b: (9.4)

In (9.3) and (9.4), � j;k = 0 for X j;k =2 � 1.

The total load o�ered is given by

eTo =
X

j;k

(M � j � k)( �=� � )� j;k ;

and the total load carried is given by

eTc =
X

j;k

j� j;k :

Therefore, our approximation of the blocking probability perceived by an

arbitrary circuit or burst is given by ( eTo � eTc)=eTo.

We continue by developing a cruder albeit more scalable approximation

that bears much similarity to the conventional Engset formula. Our second

approximation is based on the Engset formula with mean on period 1=� �

and a modi�ed mean o� period, which is determined by solving a �xed-point

equation with successive substitution.
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9.2.3 Second Approximation

We consider a conventional Engset system for which the mean o� period is

given by

1
� �

= (1 � p)
1
�

+ p
�

� b

�
1
� b

+
1
�

�
; (9.5)

wherep is the probability that all K servers are busy at the time instant just

before an arrival. The mean on period remains as 1=� � .

Equation (9.5) can be explained as follows. Whether it be a circuit or

burst, a new arrival is not blocked with probability 1� p, in which case the

mean o� period is 1=� . This explains the �rst term in (9.5). Otherwise, a

new arrival is blocked with probability p. The new arrival is a burst with

probability � b=� . In the case of a burst, the o� period comprises a frozen pe-

riod with mean 1=� b followed by a usual o� period with mean 1=� . Therefore,

resulting in a prolonged o� period with mean 1=� + 1=� b. The new arrival is

a circuit with probability � c=� . In the case of a circuit, the mean o� period

is 1=� . Weighting 1=� + 1=� b and 1=� by the appropriate probabilities gives

the second term in (9.5).

The probability that all K wavelength channels comprising the link are

not free at the instant just before the arrival of a request to reserve a wave-

length channel for a circuit or burst is given by

p = Eng( � � ; � � ; M � 1; K ) =

� M � 1
K

�
(� � =� � )K

P K
i =0

� M � 1
i

�
(� � =� � ) i

; (9.6)

which is the conventional Engset formula for call congestion.

The relation betweenp and 1=� � expressed by (9.5) and (9.6) de�nes a

�xed-point equation. The solution of (9.5) and (9.6), which consists of values

for p and 1=� � , may be computed numerically with a successive substitution

algorithm of the same kind we described in Chapter 4 in the context of

Erlang's �xed-point approximation. In particular, we let � � (0) = � denote

the �rst iterate. While j� � (n) � � � (n � 1)j > � , n � 1, we generate another
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iterate such that

1=� � (n + 1) = 1 =� + Eng( � � (n); � � ; M � 1; K )=� � : (9.7)

We prove that a unique solution exists for the set of equations de�ned by

(9.5) and (9.6). This is tantamount to provingf (x) = 0, x � 0, has a unique

solution, wheref (x) = �� � =
�
� � + � Eng(x; � � ; M � 1; K )

�
� x.

Lemma 9.1 A unique solution exists for

f (x) =
�� �

� � + � Eng(x; � � ; M � 1; K )
� x = 0; x � 0:

Proof: To establish that a solution exists, we observe thatf (x) is continuous

and changes sign at least once forx � 0 becausef (0) = � and f (x) ! �1

as x ! 1 . To establish solution uniqueness, supposef (x1) = f (x2) = 0,

x2 > x 1 � 0. According to the mean-value theorem

f (x2) � f (x1) = f 0(� )(x2 � x1); x2 � � � x1; (9.8)

where

f 0(� ) =
� � 2� � Eng0(�; � � ; M � 1; K )

�
� � + � Eng(�; � � ; M � 1; K )

� 2 � 1:

We havef (� ) < 0 because Eng(�; � � ; M � 1; K ) increases monotonically with

� and therefore Eng0(�; � � ; M � 1; K ) > 0. Sincef (� ) < 0, to ensure (9.8)

holds, we must havex2 = x1. �

We are unable to prove that iterating according to the successive sub-

stitution algorithm de�ned by (9.7) is guaranteed to converge to the unique

solution of (9.5) and (9.6). We remark that the convergence proof of (9.7)

we provide in [168, 192] is incomplete. In particular, to complete the conver-

gence proof presented in [168, 192], we need to prove that the twice iterated

operator � (2) (x) = �
�
�( x)

�
= x has only one solution, namely the solution

it inherits from �( x) = x.1 Furthermore, we need to show that the unique

�xed-point of �( x) = x lies in the interval [�( � ); � ].

1See [168, 192] for the de�nition of �(x). We have �( x) = f (x) + x.
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In practice, we have found that iterating according to (9.7)always con-

verges to the unique solution. For a possible case in which iteration fails to

converge, we can rely on a binary search over the interval [0; � ] to �nd the

unique solution� � to the required accuracy. We have never had to resort to

a binary search.

In writing (9.5), we have assumed that o� periods in our �xed-point

approximation are exponentially distributed. Note that for our �rst approxi-

mation, we only assumed on periods were exponentially distributed. It seems

reasonable to assume o� periods are exponentially distributed because of the

close resemblance our system has to a conventional Engset system, which is

known to be insensitive to the distribution of on and o� periods [74].

9.3 Analysis of the Prioritised Case

We compute the probability that a burst or a circuit is blockedin the case that

circuits a given preemptive priority over bursts. Introducing priorities allows

QoS di�erentiation between best-e�ort services that are switched using OBS

and real-time premium services that are switched using OCS. Furthermore,

introducing priorities ensures that existing levels of service provided by OCS

are maintained as a network is hybridised to allow for OBS.

In the prioritised case, a wavelength channel that is in the process of

transmitting a burst can be immediately allocated to a new circuit if none

the other K � 1 wavelength channels are available. This burst is said to have

been preempted and is considered blocked.

9.3.1 Exact Blocking Probabilities

The state-space of the underlying Markov process is the same as for the un-

prioritised case. It is only the set of balance equations de�nedby (9.2) that

need to be replaced to take into account the fact that a circuit can preempt

a burst if none of theK wavelength channels are available. Note that (9.1)

still holds. The set of balance equations de�ned by (9.2), whichpertain to
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the casei + j = K , are replaced with the following. Forj = K ,

� i;j;k
�
(M � K � k)� b + ( k + i )� b + j� c

�

= � i;j � 1;k (M � K + 1 � k)� b

+ � i � 1;j;k (M � K + 1 � k)� c

+ � i;j;k +1 (k + 1) � b

+ � i;j;k � 1(M � K � k + 1) � b

+ � i +1 ;j � 1;k� 1(M � K � k + 1) � c; (9.9)

and for j < K ,

� i;j;k
�
(M � K � k)� + ( k + i )� b + j� c

�

= � i;j � 1;k (M � K + 1 � k)� b

+ � i � 1;j;k (M � K + 1 � k)� c

+ � i;j;k +1 (k + 1) � b

+ � i;j;k � 1(M � K � k + 1) � b

+ � i +1 ;j � 1;k� 1(M � K � k + 1) � c: (9.10)

It is only the left-hand sides of (9.9) and (9.10) that di�er. For j < K , there

is less thanK circuits in progress and therefore an additional circuit canbe

admitted by preempting a burst in progress. This remainder of this burst

is dumped. For j = K , there are K circuits in progress and therefore an

additional circuit cannot be admitted.

Under appropriate ergodicity conditions, a unique stationarydistribu-

tion exists and can be computed numerically by solving the set ofbalance

equations de�ned by (9.1), (9.9) and (9.10).

Let Tb
o and Tc

o be the total load o�ered by bursts and circuits, respec-

tively. Also, let Tb
c and Tc

c be the total load carried by bursts and circuits,

respectively. Therefore,

Tx
o =

X

i;j;k

(M � i � j � k)( � x=� x )� i;j;k ; x 2 f b; cg;
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and,

Tb
c =

X

i;j;k

i� i;j;k ; Tc
c =

X

i;j;k

j� i;j;k :

The blocking probability perceived by a circuit is (Tc
o � Tc

c )=Tc
o and the

blocking probability perceived by a burst is (Tb
o � Tb

c )=Tb
o .

A scalable approximation for the exact stationary blocking probability

is now derived by decoupling the underlying Markov process according to

bursts and circuits.

9.3.2 An Approximation for the Prioritised Case

Our approximation consists of two stages. Both stages are based on the

conventional Engset formula in which the mean o� period is modi�ed in much

the same manner as we did in Section 9.2.3. The �rst stage yields the exact

blocking probability perceived by circuits and the state distribution pj , j =

0; : : : ; K , wherepj is the probability that j circuits are in progress in steady-

state. In the second stage of our approximation, we estimate the blocking

probability perceived by bursts by conditioning on the state distribution

computed in the �rst stage.

From the viewpoint of a circuit, the distinction between a wavelength

channel that is transmitting a burst as opposed to a wavelength channel that

is dumping a burst does not exist. In either case, the wavelengthchannel

appears active. Therefore, we call a wavelength channel that is either trans-

mitting or dumping a burst as active. In other words, our activestate is a

lumping together of frozen states with on states. The �rst stage ofthe ap-

proximation makes use of the fact that a wavelength channel iseither active

or inactive from the viewpoint of a circuit. Therefore, at any time instant,

each of theM sources andK wavelength channels is either active or inactive.

For an inactive source, the next arrival is a burst with probability � b=�

and a circuit with the complementary probability � c=� . The e�ect of burst

arrivals can be exactly taken into account by prolonging themean o� period

between two successive circuits. Let the modi�ed mean o� period between
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two circuits be 1=� 0, which is given by

1=� 0 = ( � c=� )(1=� ) + ( � b=� )(1=� + 1=� b + 1=� 0); (9.11)

or

1=� 0 = 1=� + ( � b=� c)(1=� + 1=� b):

The term 1=� +1=� b+1=� 0 in (9.11) is the mean o� period given that the next

arrival is a burst, which occurs with probability � b=� , while the term 1=� is

the mean o� period given that the next arrival is a circuit, which occurs

with probability � c=� . Therefore, the exact blocking probability perceived

by circuits is given by Eng(� 0; � c; M � 1; K ) and the state distribution is

given by

pj =

� M
j

�
(� 0=� c) j

P K
i =0

� M
i

�
(� 0=� c) i

; j = 0; : : : ; K:

The second stage of our approximation involves estimating the burst

blocking probability by conditioning on the state distributionpj , j = 0 : : : ; K .

The burst blocking probability is computed givenj = 0; : : : ; K , circuits are

in progress using the approximation based on the Engset formula with mod-

i�ed o� period derived in Section 9.2.3. In particular, the approximation

derived in Section 9.2.3 is appliedK +1 times to compute the burst blocking

probability given j = 0; : : : ; K , circuits are in progress.

Let P � (j ), j = 0; : : : ; K , be the probability that a burst is blocked given

j circuits are in progress. Furthermore, let 1=� � (j ), j = 0; : : : ; K , be the

modi�ed mean o� period between two successive bursts givenj circuits are

in progress, which is given by

1=� � (j ) =
�
1 � P � (j )

�
=� b + P � (j )(1=� b + 1=� b): (9.12)

Given that j circuits are in progress, an arriving burst is dumped if there

is a total of K � j bursts in progress. Therefore,

P � (j ) = Eng( � � (j ); � b; M � j � 1; K � j ):
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To solve for P � (j ) and 1=� � (j ) in (9.12), we use successive substitution.

This is repeated forj = 0; : : : ; K . Finally, the blocking probability perceived

by a burst is estimated with the quasi-stationary approximationgiven by
P K

j =0 pj P � (j ).

9.4 Numerical Evaluation

In this section, we gauge the error owing to the assumption underpinning

the approximation we developed in Section 9.2.2. For this approximation, we

assumed on periods were exponentially distributed when in factthey were

hyper-exponentially distributed. We also use computer simulation to test

the sensitivity of our exact expression for blocking probability (assuming

exponentially distributed on and o� periods) presented in Section 9.2.1 to

gamma distributed on and/or o� periods. In this section, we onlyconsider

the un-prioritised case. Similar numerical results for the prioritised case are

presented in [168]. The accuracy of our �xed-point approximation for the

un-prioritised case is also quanti�ed in [168].

To test sensitivity, we implemented simulations for two cases: gamma dis-

tributed on periods and exponentially distributed o� periods; and, gamma

distributed on and o� periods. We also implemented a simulation for expo-

nentially distributed on and o� periods to verify the correctness of the results

presented in Section 9.2.1.

For gamma distributed on and/or o� periods, we �tted the mean and

considered three di�erent values of the shape parameter associated with the

gamma distribution. We set M = 10, K = 5 and ensured� b = � c. We

considered� b = 104� c and � b = 102� c.

We plot blocking probability as a function of the normalised intended

tra�c load ( M=K )(� b=� b + � c=� c) using computer simulation, our �rst ap-

proximation and the exact results derived in Section 9.2.1.

Our numerical results are presented in Fig. 9.1. These results indicate

that although blocking probability is not completely insensitive to the dis-

tribution of on and/or o� periods, as is the conventional Engset system, the

sensitivity is mild enough to allow for reasonable estimates in the case of
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gamma distributed on and/or o� periods. These results also verifythat our

approximation is accurate over a wide range of blocking probabilities.

9.5 Dimensioning

In this section, we consider dimensioning our stand-alone link model for the

un-prioritised case. The dimensioning problem we consider involves deter-

mining the minimum number of wavelengths required to satisfy aprescribed

blocking probability for a given o�ered load.

We have a state-dependent arrival process and therefore the o�ered load

depends on the state distribution of the number of busy wavelength channels.

To dimension properly, we would need to determine o�ered loadas a function

of blocking probability, which is a di�cult problem to solve analytically. Note

that this problem does not arise in an Erlang system because o�ered load is

independent of blocking.

As an approximation for this dimensioning problem, we propose to di-

mension in terms of the intended o�ered load,T, which is independent of

blocking and de�ned asT = M (� b + � c)=(1 + � b + � c), where � b = � b=� b and

� c = � c=� c. We use the intended o�ered load as a surrogate for o�ered load.

Our dimensioning procedure is iterative. Each step involves incrementing

the number of wavelengths and recomputing the blocking probability using

our exact results presented in Section 9.2.1 or either of the two approxima-

tions. The dimensioning procedure terminates once the prescribed blocking

probability is attained.

The accuracy of our dimensioning procedure relies on the validity of ap-

proximating o�ered load with intended o�ered load. Recall from Section

9.2.1 that the total load o�ered by circuits and bursts is given by

To =
X

i;j;k

(M � i � j � k)( � b + � c)� i;j;k ; (9.13)
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Figure 9.1: Blocking probability as a function of the normalised intended
tra�c load for the un-prioritised case, computed using simulation, the exact
results (assuming exponentially distributed on and o� periods) presented in
Section 9.2.1 and the approximation presented in Section 9.2.2
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and the total load carried by circuits and bursts is given by

Tc =
X

i;j;k

(i + j )� i;j;k : (9.14)

We also have that the blocking probability, B , perceived by an arbitrary

circuit or burst satis�es the relation

Tc = (1 � B)To: (9.15)

Rearranging (9.13) gives

To = ( � b + � c)

 

M �
X

i;j;k

(i + j )� i;j;k �
X

i;j;k

k� i;j;k

!

= �

 

M � Tc �
X

i;j;k

k� i;j;k

!

; (9.16)

where� = � b + � c. Using (9.15) and (9.16), we have

To =
�M

1 + � (1 � B )
�

�
P

i;j;k k� i;j;k

1 + � (1 � B )
; (9.17)

which is not necessarily equal to the intended o�ered loadT = �M= (1 + � ).

The validity of dimensioning in terms of T instead of in terms of To

depends on how wellT approximatesTo. By (9.17), we see thatT � To if B

is small and the probability of entering a frozen state is small.

To verify that dimensioning in terms of T is valid, we numerically show

that T � To if B is su�ciently small. We consider a case in whichM = 15

and � b = 102� c. We set � b and � c to ensure� b = � c. To compute B and To,

the exact results derived in Subsection 9.2.1 are used.

In Fig. 9.2, we show thatT � To for B � 0:01. Therefore, we can use our

dimensioning procedure with con�dence ifB � 0:01. Otherwise, ifB > 0:01,

the intended o�ered load appears to be a lower bound for the o�ered load.

This results in the provisioning of too many wavelength channels. However,

this over-provisioning is negligible. For example, if we want to provision for
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Figure 9.2: Intended o�ered load,T, and o�ered load, Tc, as a function of
blocking probability; � = 0:1 (upper), � = 0:3 (lower)

a blocking probability of 10% and given� = 0:3, we see from Fig. 9.2 that

dimensioning in terms ofT means that we over-provision by less than 1%.

In Fig. 9.5, we demonstrate our dimensioning procedure by plotting the

minimum number of wavelengths required to satisfy a range of prescribed

blocking probabilities.

9.6 Other Forms of Optical Hybrid Switching

The relatively simple form of OHS we have considered in this chapter is only

one of many possible forms of OHS that have been discussed in the literature.

For example, in [83], an alternative form of OHS called intermediate node

initiated (INI) has been proposed.

With INI, acknowledged reservation is used to reserve a wavelength chan-

nel in each of the links preceding a chosen intermediate node in a route, while
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unacknowledged reservation is used on each of the links succeeding the chosen

intermediate node. The chosen intermediate node is referredto as the initiat-

ing node. The ability to choose the position of the initiating node allows for a

tradeo� between pre-transmission queueing delays and blocking probability.

In particular, delay can be reduced by moving the initiatingnode closer to

the source, while blocking probability can be reduced by moving the initiat-

ing node closer to the destination. OBS and OCS result if the initiating node

is chosen as the source and destination, respectively. Therefore, by choosing

an appropriate initiating node, QoS can be tailored on a per route basis to

suit speci�c applications.

INI works as follows. Before transmission of a burst, a source �rst sends a

header to its initiating node. This header attempts to reserve an appropriate

wavelength channel in each of the links preceding the initiating node in the

usual way by using either delayed or immediate reservation. As soon as this

header reaches the initiating node, the initiating node sends an acknowledg-

ment to the source that announces whether or not an appropriate wavelength

channel has been reserved in each of the links preceding the initiating node.

In the a�rmative case, while the acknowledgement is propagating to the

source, the initiating node allows the header to progress and attempt to

reserve an appropriate wavelength channel in each of the remaining links. As

soon as the source receives the acknowledgement, transmission begins even

though the source is unaware of whether or not contention is possible at

the links succeeding the initiating node. Whereas in the negative case, the

header is not permitted to progress and the source must retry once it receives

the acknowledgement that an appropriate wavelength channel could not be

reserved in at least one of the links preceding the initiating node. Therefore,

it is as if a burst is switched using OCS on the �rst links of its route and

OBS on the last links.

Other forms of OHS that combine wavelength routing with either OBS

or dynamic OCS are also possible.
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9.7 A Last Word on the Generalised Engset

System

In Section 9.1, we saw that the conventional Engset system is not an ideal

model for a stand-alone OBS link because it does not `freeze' a source during

the period in which a source is transmitting a blocked burst. In other words,

according to the conventional Engset system, a source can generate a new

burst during the time it is dumping packets corresponding to a blocked burst.

In practice, however, a source cannot generate a new burst during the time it

is dumping packets. To overcome this inconsistency, we saw the generalised

Engset system with an augmented state-space accommodating frozen states

in addition to the usual on and o� states inherent to the conventional Engset

system was revamped in [41, 199]. In this section, we take a closerlook at the

generalised Engset system and its historical development, whichinterestingly

began well before the advent of OBS.

In 1957, J. W. Cohen considered two generalisations of the conventional

Engset model:

1) Permitting the distributions of the holding time and inter-arrival time

to di�er from source to source

2) Permitting the idle time distribution to depend on whetheror not the

previous call was successful

In [35], Cohen derived the call and time congestions for the �rst generalisa-

tion, however, he simply posed the second generalisation as a problem. The

second generalisation is required to model burst and packet switched net-

works. This is because the distribution of the time until a sourcegenerates

a new burst or packet di�ers according to whether or not the previous burst

or packet was successful. In a leading teletra�c text by Syski [160], the call

and time congestions are approximated for the second generalisation, though

it appears that Syski has overlooked that his results are in fact an approxi-

mation. In this section, we point out Syski's apparent oversight, we improve

the accuracy of his approximation, and we provide an e�cientalgorithm for

its numerical computation and prove its convergence.
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In [41, 129, 168, 199], a generalisation of the Engset model hasbeen pro-

posed to model a stand-alone link in an OBS network. This generalisation

is required because the distribution of the time until a source2 generates a

new burst di�ers according to whether or not the previous burstwas blocked.

In particular, considering a particular source, and lettingK 1 be the random

variable representing the period between the end of transmission of a suc-

cessful burst and the arrival of the next burst (successful or not) and K 2

the random variable representing the period between the arrival of a blocked

burst and the arrival of the next burst (successful or not), we see that

E(K 1) + 1 =� = E(K 2);

where 1=� is the mean length of the period required to transmit a burst.

This is because a period of mean length 1=� is required for the source to

dump all the packets comprising a blocked burst. As we discussed in Section

9.1, during this period, the source is said to be `frozen'. In the conventional

Engset model,K 1 = K 2. In what we call the generalisedEngset model,

it is possible that K 1 6= K 2. And for the particular case of OBS, we have

E(K 1) + 1 =� = E(K 2).

It is important to remark that the generalised Engset model proposed by

Cohen permits the distributions of the holding time and inter-arrival time to

di�er from source to source. In particular,K 1 and K 2 may vary from source

to source. In this section, we con�ne ourselves to the simple case in which

homogeneity is preserved between sources.

Interestingly, Cohen posed theK 1 6= K 2 case long before the advent of

OBS. However, in his derivation of the call and time congestions for his

generalised Engset model, he reverted to the simplerK 1 = K 2 case, though

he permittedK 1 and K 2 to vary from source to source. In a leading teletra�c

text by Syski [160], it appears that Cohen's results have been misinterpreted

as also holding for the generalK 1 6= K 2 case. In particular, see pp. 173-179 in

[160], where Cohen's results are re-derived. Although Cohen's results are not

exact for the generalK 1 6= K 2 case, they may provide an approximation for

2In the context of OBS, a source represents an input wavelength channel.
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the call and time congestions. Therefore, Syski's misinterpretation remains

useful as an approximation. Although Syski did not intend to introduce an

approximation, we refer to his results as Syski's approximation because they

do not yield the exact call and time congestions for theK 1 6= K 2 case.

Another approximation for call congestion for theK 1 6= K 2 can be derived

based on the same idea supporting (9.5) and our approximation inSection

9.2.3.

In this section, we improve the approximation based on (9.5) and show

that our new approximation can be numerically computed witha binary

search that is guaranteed to converge. Finally, we numerically verify that

our new approximation is more accurate than the ones in [160]and Section

9.2.3. Note that the approximation in Section 9.2.3, which isbased on (9.5),

was presented in the context of a stand-alone link in an OHS network. Hence,

a source could generate either a burst or circuit. In this section, we con�ne

ourselves to a stand-alone link in an OBS network. This requires a trivial

modi�cation of (9.5), namely, we �x � c = 0. Throughout this section, we

assume� c = 0, which ensures all new arrivals are bursts. Furthermore,

we use� as a shorthand for� b and � as a shorthand for� b. Recall that

� = � c + � b, thus �xing � c = 0 gives � = � b.

9.7.1 The Model

We are interested in Cohen's second generalisation of the Engsetmodel. We

consider a proper loss model comprisingM sources o�ering bursts toK

channels. We assume bothM and K are �nite integers andM > K , but not

M � K . As M becomes large, our model degenerates to an Erlang system,

while if M � K , the call congestion is zero. Neither of these cases interest

us here.

We assume the length of the period required to transmit a burst (holding

time) is independent and exponentially distributed with mean 1=� .

At any time instant, each of theM sources is either active, idle or frozen.

A successful burst is transmitted during an active period, while ablocked

burst is dumped during a frozen period. A source cannot generate a new
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burst during an active or frozen period.

An idle period always follows an active or frozen period. We assume the

length of an idle period is independent and exponentially distributed with

mean 1=� . As soon as an idle period expires, the source generates a new

burst. The new burst is blocked if allK channels are engaged, which results

in a frozen period following the idle period. Otherwise, the new burst is

successful if at least one of theK channels is not engaged, which results in

an active period following the idle period.

In terms of our K 1 and K 2 notation, we have K 1 is independent and

exponentially distributed with parameter � , whereasK 2 is a two stage Erlang

distribution, one stage with parameter� and the other � . Hence, we are

confronted with the K 1 6= K 2 case.

We are interested in determining the call congestion, de�ned as the steady-

state probability that an arbitrary burst arrives to �nd that a ll K channels

are engaged. For smallN and K , the call congestion can be computed

numerically by determining the steady-state distribution for the Markov

process underlying our model. The states-space of this Markov process is
�

(i; j ) j i = 0; 1; : : : ; K; j = 0; 1; : : : ; N � K
	

, where state (i; j ) meansi of

the K channels are engaged andj sources are frozen. Hence,N � i � j sources

are idle. The steady-state distribution� i;j can be computed numerically by

solving the set of local balance equations presented in [199]. These balance

equations are the same as the balance equations presented in Section 9.2.1

if we set � c = 0. Finally, the call congestion is given by (To � Tc)=To, where

To =
P

i;j (N � i � j )( �=� )� i;j and Tc =
P

i;j i� i;j . The time congestion is

simply
P

j � K;j . This approach scales poorly with increasingN and/or K .

9.7.2 The Approximations

All three approximations considered in this section reduce thegeneralK 1 6=

K 2 case to theK 1 = K 2 case for which time congestion can be computed

in O(K ) using the conventional Engset formula. In particular, the distinct

frozen and idle states inherent to theK 1 6= K 2 case are lumped together

into what we call a super-idlestate. Therefore, the state-space is reduced to
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f j j j = 0; 1; : : : ; K g, where statej meansj of the K channels are engaged.

Hence,N � j sources are in the super-idle state, meaning they are either

genuinely idle or frozen. In this way, the call congestion forthe K 1 6= K 2

case is approximated using the Engset formula with mean on time 1=� and

mean o� time that is equal to the mean length of a super-idle period. Let

m denote the mean length of a super-idle period. The mean lengthof a

super-idle period is computed di�erently for each approximation.

Syski's Approximation

Syski's approximation arose out of his misinterpretation of Cohen's earlier

results. In particular, Syski mistook Cohen's results to hold forthe general

K 1 6= K 2 case.

Let p denote the call congestion. According to Syski (see pp. 100-103

in [160] or pp. 160-161 in [35]), if a source is super-idle at an arbitrary

time instant, the next burst (successful or not) arrives in (t; t + dt) after this

arbitrary instant with probability
�
1 � FK 1 (t)

�
=k1 if the previous burst was

successful and with probability
�
1 � FK 2 (t)

�
=k2 if the previous burst was

blocked, whereFK 1 (t) = P(K 1 � t), k1 = E(K 1) = 1 =� and similarly for

K 2. Therefore, if a source is super-idle at an arbitrary time instant, the next

burst (successful or not) arrives in (t; t + dt) after this arbitrary instant with

probability

g(t)dt =

 
(1 � p)

�
1 � FK 1 (t)

�

k1
+

p
�
1 � FK 2 (t)

�

k2

!

: (9.18)

Writing g(t) =
�
1 � G(t)

�
=m, whereG(t) is the distribution of the length of

a super-idle period andm its mean, we see that

m =
1

g(0)
=

k1k2

k2 + p(k1 � k2)
: (9.19)

Substituting k1 = 1=� and k2 = 1=� + 1=� into (9.19) gives

1
m

= � �
� 2p

(� + � )
: (9.20)
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The Engset formula (with mean on time 1=� and mean o� time m) together

with (9.20) de�ne a pair of coupled nonlinear equations for which it may be

possible to numerically compute a solution using successive substitution.

Equation (9.18) is certainly true in the sense thatdt=m is the probability

that a present super-idle period terminates after an arbitrary time. How-

ever, Syski incorrectly assumeddt=m is also the probability that a present

super-idle period terminates after an arbitrary timegiven that j channels

are engaged. Syski overlooked thatm is state-dependent. In particular, if

K channels were engaged at the beginning of a super-idle period, we have

m = k2, whereas if fewer thanK channels were engaged, we havem = k1.

But Syski usesm as given by (9.20) for both cases in equation (2.57) on p.

176 in [160].

Approximation in Section 9.2.3

Based on the idea behind our approximation in Section 9.2.3, we propose an

alternative to (9.20) whereby the mean o� time used in the Engset formula is

computed as the weighted average of a genuine idle period anda super-idle

period. In particular,

m =
1 � p

�
+ p

�
1
�

+
1
�

�
=

1
�

+
p
�

: (9.21)

Note that (9.5) reduces to (9.21) if we set� c = 0 and recognisem = 1=� � .

As with Syski's approximation, the Engset formula (with mean ontime

1=� and mean o� time m) together with (9.21) de�ne a pair of coupled

nonlinear equations for which it may be possible to numerically compute a

solution with successive substitution.

In writing (9.21), it has been overlooked that a super-idle period may

comprise more than one frozen period if two or more successive bursts are

blocked. This oversight provides the impetus for our new approximation.



9.7. A LAST WORD ON THE GENERALISED ENGSET SYSTEM 303

Our New Approximation

To account for the fact that a super-idle period may span multiple frozen

periods, we amend (9.21) such that

m =
1 � p

�
+ p

�
1
�

+
1
�

+ m
�

; (9.22)

that is, m = ( � + � �) =
�
(1 � �) ��

�
. Equation (9.22) is similar to its counter-

part (9.21) except that m has been added to the second term. This change

models the possibility that further frozen periods may followthe initial frozen

period, whereas (9.21) wrongly assumes a blocked burst is always followed by

a successful burst. In line with this change, it seems natural to amend (9.5)

by adding 1=� � to the second term in (9.5). However, we have not tested the

improvement in accuracy gained by adding 1=� � to the second term in (9.5).

In the remaining part of this section, we prove a unique solution exists

for the set of coupled equations de�ned by the Engset formula together with

(9.22). This solution is our new approximation for call congestion. We pro-

vide a binary search algorithm to numerically compute this unique solution

and we prove its convergence. We have opted for a binary searchalgorithm

because we cannot guarantee that a successive substitution algorithm con-

verges to the unique solution. Finally, we numerically validate the accuracy

of our new approximation relative to Syski's approximation and the approx-

imation in Section 9.2.3 (with � c = 0) as well as the exact call congestion.

Existence and Uniqueness of Solution

By setting x = m in (9.22) and moving the left-hand side of (9.22) to the

right, we de�ne the function

f (x) =
1
�

+ �( x)
�

1
�

+ x
�

� x; x � 0; (9.23)

where we have writtenp(x) instead of p to emphasise thatp is functionally

dependent through the Engset formula on the mean o� time,x. Our task is

to prove f (x) = 0, x � 0, has a unique solution.
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To establish solution existence, we observe thatf (x) is continuous and

changes sign at least once forx � 0. This is becausef (0) = 1 =� + 1=� >

0, while asx gets large, the� x term in f (x) dominates, thus f (x) < 0.

Therefore, a solution exists by the intermediate-value theorem.

To establish solution uniqueness, supposef (x1) = f (x2) = 0 for x2 >

x1 � 0: The mean-value theorem requires the existence of an� satisfying

f (x2) � f (x1) = f 0(� )(x2 � x1), where x2 � � � x1. This provides us with a

contradiction because simple calculations reveal

f 0(x) = f 0(x) = �( x) � 1 + � 0(x)
�

x +
1
�

�
< 0;

where the last inequality follows from the fact thatp0(x) < 0 for all x > 0.

Therefore,x1 = x2.

To conclude the proof, we showp0(x) < 0 for all x > 0, where

p(x) =

� M � 1
K

�
1=(x� )K

P K
k=0

� M � 1
k

�
1=(x� )k

; (9.24)

is the Engset formula with mean o� time x and mean on time 1=� .

Simple rearrangement of (9.24) gives

p(x) =

 

1 +
K � 1X

k=0

�
M � 1

k

�
1

(x� )k

! � 1

:

Therefore, givenK > 1,

dp(x)
dx

= p0(x)

=
�

P K � 1
k=0

� M � 1
k

�
1

� k
k

xk +1

p(x)2
< 0:
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Binary Search Algorithm to Solve f (x) = 0

Let x � be the unique solution off (x) = 0. We de�ne the monotonically

decreasing transformation � : [1=�; �(1 =� )] �! [1=�; �(1 =� )] such that

�( x) =
� + � �( x)

�
1 � �( x)

�
��

:

We show that the binary search algorithm speci�ed in Algorithm 6 �nds

the unique solution off (x) = 0 for an absolute error criterion of � .

Algorithm 6 Calculate solution off (x) = 0 for an absolute error criterion
of �

1: x � = 1=� , x+ = �(1 =� )
2: while x+ � x � > � do
3: x = ( x+ + x � )=2
4: if �( x) < x then
5: x � = �( x)
6: else
7: x+ = �( x)
8: end if
9: end while

10: return x = ( x+ + x � )=2

Due to the monotonicity of �( x), at each iteration of Algorithm 6, if

x < x � , then �( x) > x � and thus �( x) > x � > x . Conversely, ifx > x � , then

�( x) < x � and thus �( x) < x � < x . Consequently,x � lies in the interval

[x � ; x+ ] at each iteration of Algorithm 6. Furthermore, this interval halves

at each iteration, thereby ensuringx � is sandwiched within an interval whose

eventual length does not exceed� .

An alternative to Algorithm 6 is to iterate such that xn = �( xn� 1), x0 =

1=� , until jxn � xn� 1j < � . However, to ensure this approach converges,

we would have to prove that �(2) (x) = x has only one solution, namely the

solution it inherits from �( x) = x. This is a di�cult task that was also

encountered by the author of [177].
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9.7.3 Numerical Results

In Table 9.2, we present plots of call congestion for all three approximations

versus what we call the normalised tra�c intensity, which is de�ned as� =

(N=K )(�=� ).

Table 9.2: Call Congestion,� = 1

(�; N; K ) Syski's Section 9.2.3 New Exact
(0:4; 2; 1) 0.1629 0.1623 0.1615 0.1528
(0:9; 2; 1) 0.2696 0.2656 0.2597 0.2449
(0:4; 3; 1) 0.2065 0.2061 0.2050 0.1989
(0:9; 3; 1) 0.3316 0.3290 0.3214 0.3149
(0:4; 5; 1) 0.2392 0.2390 0.2379 0.2344
(0:9; 5; 1) 0.3776 0.3764 0.3692 0.3681
(0:4; 6; 3) 0.0319 0.0318 0.0318 0.0302
(0:9; 6; 3) 0.1155 0.1135 0.1125 0.1055
(0:4; 9; 3) 0.0486 0.0486 0.0485 0.0469
(0:9; 9; 3) 0.1628 0.1611 0.1593 0.1544
(0:4; 15; 3) 0.0639 0.0639 0.0638 0.0626
(0:9; 15; 3) 0.2029 0.2019 0.1998 0.1975
(0:4; 10; 5) 0.0078 0.0078 0.0078 0.0074
(0:9; 10; 5) 0.0610 0.0600 0.0598 0.0559
(0:4; 15; 5) 0.0146 0.0146 0.0146 0.0141
(0:9; 15; 5) 0.0995 0.0984 0.0978 0.0943
(0:4; 25; 5) 0.0220 0.0220 0.0220 0.0216
(0:9; 25; 5) 0.1355 0.1348 0.1340 0.1318

Table 9.2 veri�es that our new approximation is the tightest upper bound

on call congestion, while Syski's approximation is the loosest.The approxi-

mation based on the idea in Section 9.2.3 is sandwiched in between. Experi-

ments over a wide range of parameter values have produced results consistent

with those presented here. Further numerical results are plotted in Fig. 9.4.
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Figure 9.4: Call congestion versus normalised tra�c intensity,� = 1

9.8 Chapter Summary

In this chapter, we considered a polymorphic optical layer inwhich network

resources are statistically multiplexed between OCS and OBS. We called this

approach optical hybrid switching and saw that it o�ers severaladvantages

over a pure OBS or OCS approach. Most importantly, we argued that better

statistical multiplexing is achievable with a polymorphic optical layer in con-

trast to dedicating network resources to multiple monomorphic layers, each

of which o�ers a QoS tailored to a particular application.

We developed a model for a stand-alone link in an OHS network. We

did not assume the number of input wavelength channels feedingour stand-

alone link was substantially greater than the number of wavelength channels

it contained. This required us to part with the Poisson arrivals assumption

(Assumption A.4.1 in Chapter 4) and move to a �nite source model. We

saw that the conventional Engset system is not a suitable �nite source model

for a stand-alone OBS link because it assumes a blocked burst is dumped

in zero time. To overcome this unsuitability, we described an augmented

Engset system in which a source enters a so-called frozen state immediately

after it has generated a blocked burst and remains in the frozen state until

all the packets in the blocked burst are dumped.
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We generalised this augmented Engset system to the case of a stand-alone

OHS link. We foremost determined the exact circuit and burst blocking prob-

abilities and then proceeded to develop scalable approximations that can be

used to dimension OHS networks of realistic size. We analysed the case in

which circuits are given preemptive priority over bursts andthe correspond-

ing un-prioritised case.

To end this chapter, we veri�ed that any over-provisioning resulting from

dimensioning in terms of the intended o�ered load instead of o�ered load

is negligible. This validated the dimensioning procedure wedeveloped to

determine the minimum number of wavelengths that need to be provisioned

in a stand-alone OHS link to satisfy a prescribed blocking probability for a

given o�ered load.



Chapter 10

An Advanced Performance

Analysis Technique

We saw in Chapter 4 that Erlang's �xed-point approximation (EFPA) pro-

vides an accurate estimate of end-to-end blocking probabilities in OBS net-

works in which each source and destination pair is assigned a single �xed

route. It has also been long known that EFPA is a sound approximation for

OCS networks with �xed routing.

In fact, for OCS networks, two limiting regimes for which the approxima-

tion error of EFPA tends to zero have been proven. The �rst regime occurs

when the network topology is held �xed, while the capacitiesand o�ered

loads are increased together. This is often referred to as Kelly's limiting

regime. See [75, 86]. The second regime occurs when the numberof source

and destination pairs increases but the capacities and o�eredloads are held

constant. This is referred to as the diverse routing regime. See [177, 196].

However, in the case that de
ection or alternative routing is used instead

of �xed routing, the accuracy of EFPA may deteriorate. For example, this can

be seen by comparing Table 4.2 in Chapter 4 with Figs. 5.5 and 5.6in Chapter

5. Further examples supporting this claim can be found in [31,62, 63, 91].

In this chapter, we are interested in improving the accuracy of EFPA for

over
ow loss networks. An OBS network with de
ection routing or an OCS

network with alternative or least loaded routing [31, 62] areboth examples of

309
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an over
ow loss network. In contrast, OBS and OCS networks witha single

�xed route for each source and destination pair are examples ofa pure loss

network. We are not interested in pure loss networks in this chapter because

EFPA generally performs well for these networks.

We present a new approximation that is complimentary to EFPA for es-

timating blocking probabilities in over
ow loss networks and systems. Given

a system for which an estimate of blocking probability is sought,we �rst

construct a second system to act as a surrogate for the original system. Es-

timating blocking probability in the second system with EFPA provides a

better estimate for blocking probability in the original system than if we

were to use the conventional approach of directly using EFPA inthe origi-

nal system. We present a combination of numerical and theoretical results

that indicate our new approximation o�ers a better estimate than EFPA for

a certain pure over
ow loss network. Moreover, we demonstratethe accu-

racy of our new approximation for OCS networks using alternative routing.

We argue that the success of our new approximation is due to its ability

to utilise congestion information imbedded in over
ow tra�c, whereas the

conventional EFPA approach fails to utilise such information.

The impetus driving us to develop our new approximation comes from

our desire to improve the accuracy of the results presented in Figs. 5.5

and 5.6 in Chapter 5. And in a broader sense, to provide a more accurate

approximation for blocking probabilities in any general kind of over
ow loss

network.

Over
ow loss networks form a large and important class of loss networks.

They feature prevalently in stochastic models of many computer and telecom-

munications networks. We have already encountered an example of an over-


ow loss network in Chapter 5 that has gained prevalence with the rise of

OBS, namely de
ection routing. Other examples include telephony call cen-

tres [27] and multiprocessor systems with one redundant processorthat can

be used to alleviate congestion on active processors [64]. Roughly speak-

ing, a loss network is classi�ed anover
ow loss network if calls that have

been blocked at one server group are not simply blocked for goodbut are

permitted in some circumstances to over
ow to another server group.
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The modelling of over
ow loss networks is usually performed interms of a

multidimensional Markov process. Unlike many non-over
ow loss networks,

the state distribution generally does not admit a product-form solution. Al-

though the state distribution can in principle be computed by numerically

solving a set of balance equations, this approach must be ruled out because

the state-space is usually of an unmanageable dimension.

Approximations therefore play an crucial role in estimating blocking prob-

abilities in over
ow loss networks. The simplest yet crudest approach to

estimating blocking probability in an over
ow loss network proceeds via a

one-moment approximation in which streami is characterised solely in terms

of its o�ered intensity mi . In particular, mi is the mean of the distribution of

the number of busy servers on a hypothetical in�nite server group to which

stream i is o�ered.

All streams o�ered to a common server group comprisingN servers are

pooled together to form a combined stream that o�ers an intensity of
P

i mi .

The blocking probability perceived by the combined stream aswell as each

marginal stream i comprising the combined stream is estimated with the

Erlang formula EN
� P

i mi ; N
�
, which we �rst introduced in (4.1) in Chapter

4 and which is repeated here for convenience

EN (a) =
aN =N!

1 + a + a2=2! + � � � + aN =N!
: (10.1)

The over
ow of each marginal streami may then go on to o�er an intensity

of mi E
� P

i mi ; N
�

to a subsequent server group.

In its most general form, this approach is usually referred to as EFPA.

It was �rst proposed in [37] in 1964 for the analysis of circuit-switched tele-

phony networks and it has remained a cornerstone of network performance

evaluation even to this day. We remark that EFPA in the context of circuit-

switched networks involves many subtleties that we have not alluded to in

the explanation given above.

We have used EFPA on several occasions throughout this thesis. Most

notably, in Chapter 4, we adapted EFPA to estimate the end-to-end block-

ing probabilities in an OBS network in which the conversion ofan ingoing



312 CHAPTER 10. AN ADVANCED ANALYSIS TECHNIQUE

wavelength to a di�erent outgoing wavelength is restricted to a limited range,

while in Chapter 5, we considered the adaptation to OBS networks with de-


ection routing. We then used EFPA again in Chapter 8 to comparatively

evaluate OBS and OCS. See [6, 31, 62, 86, 87, 116, 117, 147, 172, 178] and

references therein for further applications of EFPA.

The inaccuracy of EFPA in the case of over
ow loss networks is at-

tributable to two sources of error:

1) EFPA assumes the tra�c o�ered by any stream is Poisson distributed

when in fact the more times a stream over
ows, the more random it

becomes and thus the more it violates this assumption. This is referred

to as the Poisson assumption and gives rise to the Poisson error.

2) EFPA assumes the distribution of the number of busy servers on a

server group is mutually independent of any other server groupwhen

in fact there may be statistical dependencies. This is referredto as the

independence assumption and gives rise to the independence error.

Neither of these two assumptions are new to us. We have encounteredthe

Poisson assumption in Chapter 4. See A.4.1. We have also relied on the

independence assumption in one form or another to decompose a network

into a set of independent sub-systems in Chapters 4, 7 and 8.

Numerous approaches have been suggested to strengthen EFPA by com-

batting the presence of one or the other of these two errors. Strengthening

EFPA to combat the Poisson error is usually accomplished by characterising

each stream in terms of its variance and possibly other higher moments as

well as its mean in an approach referred to as moment-matching. One of

many examples is the work in [85] in which EFPA is strengthenedvia the

use of Wilkinson's method [173]. Another example is that in [96]in which the

�rst few moments of each over
ow stream is matched to an interrupted Pois-

son process. We survey many of these moment matching approaches and the

long history surrounding them in Appendix 10.5.1. Combatting the indepen-

dence error was �rst considered in [69]. We also made e�orts to combat the

independence error in Chapter 8 by deriving the exact blocking probabilities

for a stand-alone OBS route.
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In this chapter, we present a new approximation for estimatingblocking

probabilities in over
ow loss networks, which is fundamentally di�erent from

EFPA and its strengthened formulations. Given a system for whichan es-

timate of blocking probability is sought, we �rst construct a second system

to act as a surrogate for the original system. Estimating blocking probabil-

ity in the second system with EFPA provides a better estimate for blocking

probability in the original system than if we were to use the conventional

approach of directly using EFPA in the original system.

The new constructed system is based on regarding an over
ow loss net-

work as if it were operating under a �ctitious preemptive priority regime. In

this �ctitious regime, each stream is classi�ed according to the number of

server groups at which it has sought to engage a server but found all servers

busy. In other words, the number of times it has over
owed. The key is

to suppose a stream that has over
owedn times is given strict preemptive

priority over a stream that has over
owedm times, n < m .

A simple over
ow loss network model will be de�ned in the next section,

which facilitates the presentation of our approximation. This simple model

is fundamental in the sense that it retains over
ow e�ects but excludes other

e�ects such as reduced load and the destabilising e�ect of alternative routing

in circuit-switched networks that we saw in Chapter 5. It is therefore the

simplest and the most suitable example to expose weaknesses of EFPA and

to demonstrate our new approximation. Moreover, its pure andfundamental

nature makes it more amenable to analysis and more suited for understanding

the over
ow tra�c behaviour.

In Section 10.2, our new approximation is introduced, its supporting intu-

ition is discussed and we present some results that lead us to conjecture that

our approximation yields a more accurate estimate of blocking probability

than EFPA. Section 10.3 demonstrates the versatility of our approximation

by considering its extension to circuit-switched networks using alternative

routing. Numerical results will be presented that suggest for a symmetric

fully-meshed circuit-switched network, our approximation is more accurate

than EFPA.

The notation and new variables de�ned in this chapter are tabulated in
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Appendix 10.5.5.

10.1 An Over
ow Loss Network Model

We consider the following simpli�ed model of an over
ow loss network that

arose during the study of a video-on-demand distributed-servernetwork [40,

113]. The network comprisesN cooperative and identical servers. Requests

to download media content, which we refer to as calls, are o�ered to each

server according to an independent Poisson processes of intensitya. A call

that arrives at a busy server over
ows to one of the otherN � 1 servers with

equal probability and without delay. A call continues to over
ow as such

until either: it encounters an idle server in which case it engages that server

until its service period is complete; or, it has sought to engage all N servers

exactly once but found allN servers busy in which case it is blocked and never

returns. The search for an idle server is conducted instantly andreferred to as

a random hunt. Service periods are independent and identically distributed

according to an exponential distribution with normalised unit mean.

An n-call is de�ned as a call that over
owsn times before engaging the

(n + 1)th server of its random hunt. According to this de�nition, an N -call

is a call that is blocked and cleared. In summary, each of theN servers is

o�ered: calls initiated by users, which have been de�ned as 0-calls; and, calls

that were originally 0-calls but have over
owedn times to becomen-calls,

n > 0.

In the context of video-on-demand, each server is equipped with a storage

medium such as a hard disk that contains the same digitised media content.

Each server is located at a di�erent geographical location and users randomly

generate requests to download a certain amount of media content via a point-

to-point connection. To minimise delay, jitter and network congestion, a

user's premium choice is to download the desired media contentfrom the

server in closest geographical proximity to it. However, if thisserver is busy,

the user is permitted to search for an idle server at each of the other locations.

This model of a distributed-server network can be regarded as an M=M=N=N

queue that is o�ered an intensity of Na. This allows for exact calculation
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of blocking probability using the Erlang B formula asEN (Na). Therefore,

EN (Na) provides a benchmark to gauge the error in estimating blocking

probability via EFPA. An easily computable benchmark is one of the incen-

tives for resorting to such a simpli�ed model.

10.1.1 Erlang's Fixed Point Approximation

At any time instant, server i is either busy or idle. Let X i be a random

variable such thatX i = 1 if server i is busy andX i = 0 if server i is idle. Let

X = ( X 1; : : : ; XN ) 2 f 0; 1gN and

bi = P(X i = 1) : (10.2)

The independence error inherent to EFPA is a result of treating the ran-

dom variablesX 1; : : : ; XN as if they were independent and writing

P(X = x) =
NY

i =1

P(X i = x i ); x 2 f 0; 1gN : (10.3)

All N servers are statistically identical in that bi = bj for all i; j =

1; : : : ; N . This is because the random hunt ensures the intensity ofn-calls

o�ered to server i is the same as the intensity ofn-calls o�ered to serverj .

We therefore suppress the subscripti in bi and refer to an arbitrary server.

By de�nition, 0-calls arriving at a server form a Poisson stream that o�ers

an intensity of a. However,n-calls, n > 0, arriving at a server form a stream

that is of greater variance than a Poisson stream. The Poisson error is a result

of characterising this stream as if it were a Poisson stream but with intensity

that is less thana. The factor by which intensity is reduced is determined by

taking into account all permutations in which ann-call is o�ered to a server

and weighting each permutation by its probability of occurrence. It can be

veri�ed that n-calls arriving at a server o�er an intensity of

a(n) =
X

i 1 ;:::;i n 6= i

a
�
bi 1 ; � � � ; bi n

� (N � 1)!
(N � n � 1)!

= abn ; n = 0; : : : ; N � 1; (10.4)
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where the sum
P

i 1 ;:::;i n 6= i is to be understood as the sum over all (N � 1)!=(N �

n � 1)! permutations of (i 1; : : : ; in ) such that i 1; : : : ; in 2 f 1; : : : ; Ng�f ig. To

explain (10.4), we note that a 1-call is o�ered to serveri if a 0-call is blocked

at any of the other N � 1 servers, which occurs with probabilityb and then

has serveri listed as the second server in its random hunt, which occurs with

probability 1=(N � 1). There are no other permutations in which a 1-call is

o�ered to server i , hencea(1) = ab(N � 1)=(N � 1).

Independence error has been admitted in writing (10.4) because each of

the N � 1 marginal streams that o�er n-calls, n > 0, to a server are pooled

together to form a combined stream that o�ers an intensity ofa(n), which

is an approximation given that any two of these marginal streams may be

dependent.

A combined Poisson stream that o�ers an intensity of
P N � 1

n=0 a(n) to a

server is then formed by pooling together each of theseN � 1 marginal

streams formed byn-calls,n = 1; : : : ; N � 1, together with the stream formed

by 0-calls.

To clarify, there are two kinds of pooling that take place. Foremost, each

of the N � 1 marginal streams that o�er n-calls, n > 0, to serveri are pooled

together to form a combined stream that o�ers an intensity ofa(n) to server

i , and then each of theseN � 1 combined streams are in turn pooled together

with the stream formed by 0-calls, to form a combined stream thato�ers an

intensity of
P N � 1

n=0 a(n) to server i .

According to EFPA,

b= E

 
N � 1X

n=0

a(n); 1

!

=
P N � 1

n=0 a(n)

1 +
P N � 1

n=0 a(n)
: (10.5)

The Poisson error is a result of treating each of the marginal streams

o�ered to a server as if they were a Poisson stream when in fact it isonly

the stream corresponding to 0-calls that is a Poisson stream. In making the

Poisson assumption, we have that the combined stream o�ered to each server

is a Poisson stream that o�ers an intensity given by the sum of intensities of

each of the marginal streams, as shown in (10.5).
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Substituting (10.4) into (10.5) gives the �xed-point equation

b=
a

P N � 1
n=0 bn

1 + a
P N � 1

n=0 bn
= a � abN (10.6)

in which a and N are given andb is to be determined.

The sequencef bi g1
i =0 that is generated by iterating according to the �xed-

point mapping bi +1 = a � abN
i for an initial estimate b0 2 [0; 1] may diverge.

An alternative is to rewrite (10.6) as the polynomialf : [0; 1] ! [� a;1]

de�ned by f (b) = abN + b � a and consider the equationf (b) = 0. The

equation f (b) = 0 has a unique solution forb2 [0; 1].

Lemma 10.1 For a � 0, the equationf (b) = 0 has a unique solution.

Proof: The polynomial f (b) is continuous and changes sign at least once on

[0; 1] sincef (0)f (1) < 0. Existence of a solution is thus ensured. Suppose

f (b1) = f (b2) = 0, b1 < b2 and b1; b2 2 [0; 1], then according to the mean-

value theorem

f (b2) � f (b1) = ( b2 � b1)f 0(� ); b1 � � � b2;

but f 0(� ) = aN� N � 1 + 1 > 0. Thus b1 = b2 and solution uniqueness is

ensured. �

Newton's method of iteration is well suited to calculating theunique

solution of f (b) = 0. Let b0 2 [0; 1] be an initial estimate andbi the estimate

at iteration i . Then

bi +1 = bi �
f (bi )
f 0(bi )

=
a(1 + NbN

i � bN
i )

aNbN � 1
i + 1

: (10.7)

Newton's method is guaranteed to converge to the unique solution of f (b) = 0

provided b0 = 1.

Lemma 10.2 The sequencef bi g1
i =0 that is generated by iterating according

to bi +1 = bi � f (bi )=f 0(bi ) for b0 = 1 converges to the unique solution of

f (b) = 0 .
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Proof: Let b be the unique solution off (b) = 0. Choose an initial estimate

b0 such that b � b0 � 1. Induction shall be used to show that the sequence

f bi g1
i =0 that is generated by iterating according tobi +1 = bi � f (bi )=f 0(bi ) is

monotonically decreasing to the right ofb, that is, b � bi and bi +1 � bi . By

choice,b � b0. The inductive hypothesis isb � bi . Becausef (bi ) � 0 and

f 0(bi ) > 0,

bi +1 = bi �
f (bi )
f 0(bi )

� bi :

It remains to be shown thatb � bi +1 . According to the mean-value theorem

f (bi ) = f (bi ) � f (b) = ( bi � b)f 0(� )

� (bi � b)f 0(bi ); b � � � bi : (10.8)

The �nal inequality follows from the fact that f 0(� ) is monotonically in-

creasing sincef 00(� ) = aN(N � 1)� N � 2 + 1 > 0 and thus f 0(� ) � f 0(bi ).

Rearranging (10.8) gives

b � bi �
f (bi )
f 0(bi )

= bi +1

as required. Hence, limi !1 bi = b� . And f (b� ) = 0 since bi +1 = bi �

f (bi )=f 0(bi ) = bi as i ! 1 , which implies b� = b. �

The convergence rate of (10.7) is quadratic and in practice is quite rapid,

for example

f b0; : : : ; b4g = f 1; 0:66667; 0:21978; 0:20000; 0:20000g

for N = 10 and a = 0:2.

Sinceb is the probability that a call encounters a busy server listed at

any position of its random hunt, the density function ofn-calls is given by

h(n) = P(c = n-call)

=

8
><

>:

bn (1 � b); n = 0; : : : ; N � 1;

bN ; n = N;

0; n 6= 0; : : : ; N;

(10.9)
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wherec denotes an arbitrary call.

It follows that the estimate of blocking probability provided by EFPA is

P = P(c = N -call) = h(N ) = bN : (10.10)

10.1.2 Strengthened Formulations of Erlang's Fixed-

Point Approximation

Approaches to strengthening EFPA by combatting the Poisson error typically

involve forming a better estimate of the blocking probability perceived by an

over
ow stream than simply approximating it as if it were a Poisson stream.

Let the pair
�
a(n); v(n)

�
be a two-moment characterisation of the stream

formed by n-calls, wherea(n) and v(n) is the mean and variance of the

number of busy servers on a in�nite server group o�ered this stream. Based

on the same rationale leading to (10.4),n-calls arriving at a server o�er an

intensity of

a(n) =

(
a; n = 0;

a(b0 � � � bn� 1); n = 1; : : : ; N � 1;
(10.11)

wherebn is the blocking probability perceived by ann-call.

The variance of the stream formed byn-calls, n > 0, can calculated by

using the equivalent random method proposed in [70, 173]. In particular,

v(n), n > 0, is estimated by regarding
�
a(n); v(n)

�
as the over
ow stream of

a �ctitious trunk group comprising x servers that is o�ered a Poisson stream

of intensity a. To calculate the so-called equivalent random parameterx, the

formulae given in [78] can be used. Upon calculating the equivalent random

parameterx, v(n) is estimated with

v(n) = a(n)
�

1 � a(n) +
a

x + 1 � a + a(n)

�
: (10.12)

A combined stream that is characterised by
� P N � 1

n=0 a(n);
P N � 1

n=0 v(n)
�

is

then formed by pooling together each of theN marginal streams
�
a(n); v(n)

�

formed by n-calls, n = 0; : : : ; N � 1, o�ered to a server. Using Hayward's
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method [54] to estimate the blocking probability perceived by this combined

stream, sayp, gives

p = E1=Z (M=Z ); (10.13)

whereM =
P N � 1

n=0 a(n), V =
P N � 1

n=0 v(n) and Z = V=A is the mean, variance

and peakedness of this combined stream. Hence, the mean of the distribution

of the number of busy servers on an in�nite trunk group o�ered the over
ow

of this combined stream isMp.

All that remains is the task of apportioning this combined over
ow stream

Mp to each of theN marginal streams
�
m(n); v(n)

�
, n = 0; : : : ; N � 1. Al-

though a great many numerical formulae have been proposed forthis purpose,

in this chapter, Mp is apportioned in proportion to v(n)=V. In particular,

the portion of Mp owing to marginal stream
�
m(n); v(n)

�
is Mpv(n)=V. Ac-

cording to this apportionment, the blocking probability perceived byn-calls

is given by

bn =
Mpv(n)
a(n)V

; n = 0; : : : ; N � 1: (10.14)

Equations (10.11), (10.12), (10.13) and (10.14) de�ne a set of �xed-point

equations. Assuming that a unique �xed-pointb0; : : : ; bN � 1 exists and can

be found, the estimate of blocking probability is given by

P = P(c = N -call) = b0 � � � bN � 1: (10.15)

There is a wealth of other higher-moment approximations that have been

proposed to strengthen EFPA. We numerically test the accuracy oftwo others

as well as the two-moment approximation we have described above.

The �rst is a three-moment approximation proposed in [94] in which a

server is approximated as anIPP=M=1=1 queue that is o�ered a combined

stream characterised by its �rst three moments. It is assumed that call inter-

arrival times of this combined stream are independent and adequately char-

acterised with an interrupted Poisson process (IPP). The �rst three moments
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Table 10.1: Formulations of EFPA
EFPA One-moment formulation

EFPA 2M Two-moment formulation (Hayward's method) [54]

EFPA BPP EFPA strengthened with the

Bernoulli-Poisson-Pascal (BPP) approximation [39]

EFPA IPP EFPA strengthened with the

Interrupted Poisson Process (IPP) approximation [94]

of the combined stream are matched to an IPP and then explicit formulae

are used to calculate the �rst three moments of the over
ow stream of an

IPP=M=1=1 queue. The over
ow stream is then apportioned to each of the

N marginal streams according to a heuristic formula. We refer tothis as the

IPP approximation.

The second is a two-moment approximation proposed in [39] in which each

of the N streams formed byn-calls, n = 0; : : : ; N � 1, is characterised with

a Pascal distribution. The intention of this approximation is to preserve

the characteristics of each of theN marginal streams o�ered to a server

by treating them individually rather that pooling them together to form

a combined stream. Therefore, avoiding the need for the ambitious task

of apportionment. We refer to this as the Bernoulli-Poisson-Pascal (BPP)

approximation. We implement the BPP approximation exactlyas proposed

in Section 4 in [39].

To summarise, we wish to gauge the error in estimating blocking proba-

bility with the three strengthened formulations that are listed in Table 10.1.

To this end, we varied the intensity over the range [0:2; 1] to each of 10

servers. The error in estimating blocking probability relative to the bench-

mark provided by the Erlang B formula P = E(Na; N ) is plotted in Fig.

10.1. Relative error is de�ned in the usual way as the ratio (~x � x)=x, where

~x is an estimate ofx.

It was found that the numerical stability of EFPA IPP was poor and often

several re-initialisations were required to ensure convergence of the sequence
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Figure 10.1: Gauging the relative error in estimating blocking probability
with EFPA and its strengthened formulations forN = 10
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generated by iterating, especially for low intensities. Estimates provided

by EFPA IPP for a < 0:3 do not feature in Fig. 10.1 for this reason. Poor

numerical stability of EFPA IPP is probably attributable to t he fact that the

underlying set of �xed-point equations contain an additional N free variables,

which correspond to the third moment of each of theN streams o�ered to a

server The other formulations were found to be numerically stable.

Fig. 10.1 indicates that EFPA may yield an estimate of blocking proba-

bility that is in error by several orders of magnitude. Although strengthening

EFPA with higher-moment approximations may o�er a marginalreduction in

error, this reduction is hardly justi�ed in consideration of the computational

burden in dealing with additional moments.

10.2 The New Approximation

The distributed-server model developed in the previous section is called the

true model (TM) in this section for reasons that will become apparent soon.

The purpose of this section is to introduce our new approximation and discuss

the intuition that we believe underpins its success.

In short, the new approximation is based on transforming the TM to a new

model that we call the �ctitious model (FM). Given an over
ow network for

which an estimate of blocking probability is sought, we consider estimating

blocking probability in the FM using EFPA. This estimate is usually more

accurate for the TM than if we directly use EFPA to estimate blocking

probability in the TM.

In this section, we consider our new approximation in the context of the

distributed-server network. In other words, the TM is equal to the model

of the distributed-server network developed in the previous section. We �rst

address the question of how to construct the FM from the TM.

The FM is constructed by imposing preemptive priorities in theTM. The

preemptive priorities are such that each stream is classi�ed according to the

number of servers which it has sought to engage but found busy; that is, the

number of times it has over
owed. A stream that has over
owedn times is

given strict preemptive priority over a stream that has over
owed m times,
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Figure 10.2: A conceptual depiction of the TM and FM convention

n < m , given that both streams compete for a common server.

An n-call that arrives at a server engaged by anm-call, n < m , is given

the right to preempt the m-call and seize the server for itself. The preempted

m-call must then seek to engage a server that it has not yet visited.Given

that an idle server is found, the service period begins anew irrespective of

the service time accumulated at prior servers at which it was preempted.

A call is blocked if it has sought to engage allN servers exactly once, but

has been unable to engage a server for its entire service period. Owing

to the fact that each stream is classi�ed according to the numberof times

it has over
owed, we call this preemptive priority regime over
ow priority

classi�cation (OPC). A depiction of the TM and FM convention is shown in

Fig. 10.2. A description of our new approximation is as follows:

Given an instance of the TM, impose on it the OPC preemp-

tive priority regime to yield the corresponding FM. Estimate

blocking probability in the FM using EFPA.

The two-step process of constructing the FM from the TM and applying

EFPA to the FM is called the OPC approximation (OPCA). OPCA is in

contrast to EFPA proper in which EFPA or one of its strengthenedformu-

lations is applied directly to the TM.

We therefore have a TM and FM estimate of blocking probability, which

we denote as ~PM T and ~PM F , respectively. The TM estimate of blocking

probability ~PM T is calculated as given by (10.10), while the FM estimate is

derived soon. We have used the subscriptsMT and MF to set apart notation

common to both models. Furthermore, a tilde is used to denote anestimate

of blocking probability as opposed to its true value. Table 10.2 gives an

example of this convention.
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Table 10.2: Example of notational convention

PM T Exact blocking probability in the TM

PM F Exact blocking probability in the FM
~PM T Estimate of blocking probability in the TM as per EFPA
~PM F Estimate of blocking probability in the FM as per applying EFPA to the FM

We continue by discussing the intuition we believe underlies our new

approximation. Extensive numerical testing and the explanations that follow

provide support for the following sequence of inequalities

~PM T � ~PM F � PM T � PM F : (10.16)

Our goal is to estimatePM T . Since ~PM F lies between ~PM T and PM T ,

obviously ~PM F is a more accurate estimate ofPM T compared to ~PM T .

We prove the �rst inequality in (10.16) in Proposition 10.2 andwe provide

strong numerical evidence supporting the second, though a proof is not given.

The last inequality in (10.16) is not critical because the �rst two inequalities

are su�cient to claim that ~PM F is a more accurate estimate ofPM T compared

to ~PM T . In particular, we only need ~PM T � ~PM F � PM T . Nonetheless, we

provide numerical evidence and intuition suggesting that thelast inequality

in (10.16) is tight and therefore, in terms of blocking probability, our FM

behaves similarly to its corresponding TM. This justi�es using the FM as a

surrogate for the TM.

In short, we claim that ~PM F and PM F are close to each other making~PM F

a good approximation forPM T , which is sandwiched between them. This is

illustrated conceptually in Fig. 10.3, where all three are close together and
~PM T is somewhat lower.

In Fig. 10.3, the starting point is the TM, for which we seek to estimate

blocking probability. Our new approximation is contained within the shaded

region in Fig. 10.3. The �rst step of our new approximation involves con-

structing the FM from the TM by imposing the OPC priority regime on the
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Figure 10.3: Conceptual depiction of our new approximation

TM. The second step involves applying EFPA to the FM.

The remainder of this section is organised as follows. We presentour

intuitive discussions in Subsections 10.2.1 and 10.2.2 and thenpresent some

rigorous results in Subsections 10.2.3 and 10.2.4.

10.2.1 Intuition Supporting PM T � PM F

Consider a particular server engaged with ann-call, n > 0, and suppose a

new call arrives at this server while then-call is in service. The new call is

considered a 0-call at the instant it arrives. What happens nextdepends on

whether we are in the FM or the TM.

In the FM, the new call preempts then-call causing it to over
ow to an

alternative server at which it has not visited before. There isexactly N � n� 1

such servers. But we can view the preemption of then-call in a di�erent way.

In particular, the n-call's remaining service time at the time the new call

arrives is equal to the service time of the new call. This is because service

periods are independent, identical and exponentially distributed. Therefore,

instead of preempting then-call, we can force the new call to over
ow to any

of the N � n� 1 servers that then-call has not visited. From the point of view

of the blocking probability PM F , there is no di�erence between preempting
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the n-call and forcing the new call to over
ow.

In this way, the new call is instantly transformed into ann-call, even

though it has just arrived and has not over
owed from any server. But what

is the purpose of instantly transforming a new call to ann-call? The purpose

is that it limits the number of servers that a new call can visit.In particular,

a new call that arrives at a server engaged with ann-call, n > 0, perceives a

limited availability systemcomprising onlyN � n � 1 servers.

In contrast, in the TM, a new call perceives afull availability system

comprising N servers, irrespective of whether or not it arrives at a server

engaged with ann-call, n > 0. In particular, in the TM, a new call that

arrives at a server already engaged with a call must over
ow from all N

servers before it is blocked.

Because a new call in the FM perceives a limited availability system but

a new call in the TM perceives a full availability system, it is apparent that

PM T � PM F .

To show that this inequality is tight, we revisit our example inwhich a

new call arrives at a server engaged with ann-call, n > 0. Although in the

FM the new call sees a limited availability system comprisingN � n � 1

servers, we argue that there would be little bene�t in the new call visiting

the other n servers. In particular, it is likely these othern servers are still

engaged with calls because we know ourn-call visited each of thesen servers

not too long ago and found each of them engaged with a call. There is a

relatively small probability that one of thesen servers becomes idle in the

period beginning from when ourn-call visited them and found them busy,

and ending at the arrival time of the new call. The duration ofthis period

is less than ourn-call's particular service time. Therefore, we argue that

PM T � PM F . We numerically verify this claim in Subsection 10.2.4.

10.2.2 Intuition Supporting jPM F � ~PM F j � j PM T � ~PM T j

Relative to EFPA, OPCA increases the proportion of the total intensity

o�ered to a server that is owing to the stream formed by 0-calls. We prove

this result in Corollary 10.1, which is presented in Subsection10.2.4. To
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counterbalance this increase, the proportion of the total intensity o�ered to

a server that is owing to the streams formed byn-calls, n > 0, is decreased.

We argue that this `re-proportioning' of the total intensity o�ered to a server

is e�ective in combating the independence error and the Poisson error.

We discussed in Subsection 10.2.1 that in the FM, a new call arriving

at a server engaged with ann-call, n > 0, perceives a limited availability

system. Therefore, the maximum number of servers from which thenew call

can over
ow is less than if it were in the TM, which is a full availability

system. This is the reason why the proportion of the total intensity o�ered

to a server that is owing to the streams formed byn-calls, n > 0, is smaller

in the FM.

As we discuss next, the bene�t of reducing the proportion of calls that

have over
owed and increasing the proportion of calls that have not is to

reduce the magnitude of the independence error and the Poissonerror.

Combatting the Independence Error

Let i 1 and i 2, i 1 6= i 2, denote two servers in the FM. The independence er-

ror arises from treating the random variablesX i 1 and X i 2 as if they were

independent. The dependence between the random variablesX i 1 and X i 2

is decreased in the FM because the combined stream o�ered to server i 1

comprises a larger proportion of 0-calls, which are by de�nition independent

of the random variableX i 2 ; and vice-versa, the combined stream o�ered to

server i 2 comprises a larger portion of 0-calls, which are by de�nition inde-

pendent of the random variableX i 1 . Therefore, by increasing the proportion

of the total intensity o�ered to a server owing to the stream formed by 0-calls,

the magnitude of the independence error is reduced.

Combatting the Poisson Error

The peakedness of the combined stream o�ered to a server is reduced in the

FM because it comprises a larger proportion of 0-calls, which byde�nition

form a Poisson stream. Therefore, the magnitude of the error attributable

to treating the combined stream o�ered to a server as if it were aPoisson
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stream is reduced.

To end this section, we argue that OPCA has the ability to utilise con-

gestion information imbedded in a call that has over
owed. Todemonstrate,

suppose a new call arrives at a server engaged with an (N � 1)-call. The

presence of an (N � 1)-call indicates the likelihood of a highly congested sys-

tem. Therefore, it is likely that the new call is blocked. Butwhat actually

happens to the new call in the FM and TM?

In the FM, we can instantly transform the new call to an (N � 1)-call at

the instant it arrives. We discussed why this is possible in Subsection 10.2.1.

Therefore, the new call is blocked without ever over
owing from a server.

We argue that there may not have been much bene�t in allowing the new

call to over
ow in the hope of �nding an idle server. This is because not

too long before the arrival of the new call, the original (N � 1)-call visited

all the N � 1 servers and found each of them engaged with a call. There

is a relatively small probability that one of theseN � 1 servers became idle

in the period beginning from when our (N � 1)-call visited them and found

them busy, and ending at the arrival time of the new call. It is as if our

original (N � 1)-call tells the new call: \Don't even bother trying to �nd an

idle server because I've just visited each of them and found each of them to

be engaged." The new call accepts this advice and leaves the system without

over
owing. From the perspective of our approximation, thisis a desirable

feature because it reduces the number of calls that over
ow.

Contrastingly, in the TM, the new call must visit all N � 1 servers before

it is blocked, which is a likely outcome given that the new call arrives to a

server engaged with an (N � 1)-call. Unlike in the FM, the presence of the

(N � 1)-call conveys no information to the new call.

10.2.3 Analysis of the Fictitious Model

Let X i = n if server i is busy with a (0; 1; 2; : : : ; n)-call and X i = � 1 if server

i is idle. Let X = ( X 1; : : : ; XN ) 2 f� 1; 0; : : : ; N � 1gN and rewrite (10.2)

such that

bi (x) = P(X i = x); x 2 f� 1; 0; : : : ; N � 1g:
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As before, the random variablesX 1; : : : ; XN are treated as if they were in-

dependent and thus (10.3) holds except the state-space must be enlarged to

x 2 f� 1; 0; : : : ; N � 1gN . Owing to the same rationale described in Sub-

section 10.1.1, allN servers are statistically equivalent and thus it can be

written that b(n) = bi (n).

Parallel to the reasoning leading to (10.4),n-calls arriving at a server

o�er an intensity of

a(n) =

(
a; n = 0;

a
�
b(0) � � � b(n � 1)

�
; n = 1; : : : ; N � 1:

(10.17)

The stream formed byn-calls, n > 0, arriving at a server is characterised

as if it were a Poisson stream of intensitya(n). Therefore, the blocking

probability perceived by ann-call seeking to engage a server isb(n).

The preemptive priority regime de�ned by OPC awards highest priority

to 0-calls. A 0-call is therefore oblivious to the existence ofn-calls, n > 0,

and only perceives the existence of other 0-calls. It follows that

b(0) = E1
�
a(0)

�
: (10.18)

A 1-call is oblivious to the existence ofn-calls, n > 1; however it may be

preempted by a 0-call that competes for a common server. The blocking

probability perceived by a 1-call is equal to the ratio givenby the intensity

of the stream formed by 2-calls to the intensity of the stream formed by

1-calls. Taking this ratio gives

b(1) =
a(2)
a(1)

=
E1

�
a(0) + a(1)

��
a(0) + a(1)

�
� a(1)

a(1)
:

And in general,

b(n) =
a(n + 1)

a(n)

=
E1

� P n
i =0 a(i )

� P n
i =0 a(i ) �

P n
i =1 a(i )

a(n)
; (10.19)
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for all n = 0; : : : ; N � 1, wherea(N ) is de�ned as the intensity of the stream

formed by calls that are blocked and cleared.

A desirable property of OPCA is that the blocking probabilitiesb(0); : : : ; b(N �

1) can be computed recursively inO(N ). This recursion is more desirable

than solving the �xed-point equation given by (10.6) and thendealing with

concerns regarding the existence and uniqueness of a �xed-point as well as

convergence of iteration.

Proposition 10.1 Given a > 0, the blocking probability perceived by ann-

call can be computed inO(n) via the recursion

An =

(
a; n = 0;

An� 1 + a � A n � 1

1+ A n � 1
; n > 0;

(10.20)

and then

b(n) =
An+1 � An

An � An� 1
; n > 0: (10.21)

Proof: The proof is presented in Appendix 10.5.2.

We remark that numerical computation of this recursion may beawkward

for large a because then the denominator and numerator of (10.21) are both

large. Based on the asymptotic relation

An � (n + 1) a � n; a > 1; (10.22)

it is interesting to note that lim n!1 b(n) = 1, which follows upon substitution

of (10.22) into (10.21). An important interpretation of this limit is that the

probability that a call engages a server for its entire serviceduration tends

to zero as the number of times it over
ows tends to in�nity. In contrast, if

EFPA is applied directly to the TM, the probability that a cal l engages a

server for its entire service duration is irrespective of the number of times it

has over
owed, as given by (10.5).
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Analogous to (10.9), the density function ofn-calls can be written as

h(n) = P(c = n-call) (10.23)

=

8
>>>>>><

>>>>>>:

1 � b(0); n = 0;
�
b(0) � � � b(n � 1)

�

�
�
1 � b(n)

�
; n = 1; : : : ; N � 1;

�
b(0) � � � b(N � 1)

�
; n = N;

0; n 6= 0; : : : ; N;

And analogous to (10.10), the OPCA estimate of blocking probability is given

by
~PM F = P(c = N -call) = b(0) � � � b(N � 1): (10.24)

10.2.4 Some Rigorous Results

We claim that for all a � 0 and N 2 N,

~PM T (a; N) � ~PM F (a; N) � PM T (a; N): (10.25)

We prove the �rst inequality in (10.25) and we demonstrate the second

one numerically.

The sequence of inequalities in (10.25) falls short of quantifying the re-

duction in error that is achieved in estimatingP(a; N) with ~PM F (a; N) rather

than with ~PM T (a; N). To gauge this reduction in error it seems there is no

choice but to settle for an experiment. To this end, we varied the intensity

over the range [0:2; 1] to each of 10 servers. The error in estimating block-

ing probability with ~PM F (a; N) and ~PM T (a; N) relative to the benchmark

provided by the Erlang B formulaP = EN (Na) is plotted in Fig. 10.4.

Based on Fig. 10.4, there can be no doubt that~PM F (a; N) is remark-

ably more accurate in contrast to ~PM T (a; N). And in view of the fact that
~PM F (a; N) can be computed recursively, it seems that OPCA facilitates a

better approximation both in terms of accuracy and numerical robustness.

We have performed extensive numerical tests over a wide range of param-

eters and could not �nd a case where the second inequality in (10.25) does



10.2. THE NEW APPROXIMATION 333

0.2 0.4 0.6 0.8 1
10

-10

10
-8

10
-6

10
-4

10
-2

10
0

Erlangs per server, a

B
lo

ck
in

g 
pr

ob
ab

ili
ty

, P

E(Na,N)
TM
FM

0.2 0.4 0.6 0.8 1
-1

-0.9

-0.8

-0.7

-0.6

-0.5

-0.4

-0.3

-0.2

-0.1

0

Erlangs per server, a 

R
el

at
iv

e 
er

ro
r

TM
FM

Figure 10.4: Gauging the relative error in estimating blocking probability via
the TM and FM estimate for N = 10



334 CHAPTER 10. AN ADVANCED ANALYSIS TECHNIQUE

not hold.

Our task now is to prove the �rst inequality in (10.25), namely, ~PM T (a; N) �
~PM F (a; N). Let

� M (n) =
nX

i =0

aM (i ); M 2 f MT ; MF g; (10.26)

which is the sum of the intensities o�ered by (0; : : : ; n)-calls.

To prove ~PM T (a; N) � ~PM F (a; N), we �rst express ~PM T (a; N) and ~PM F (a; N)

in terms of the common function given in Lemma 10.3, which then allows for

the main result stated in Proposition 10.2.

Lemma 10.3 For M 2 f MT ; MF g,

~PM (a; N) = 1 �
� M (N � 1)

�
1 � E1(� M (N � 1))

�

a
: (10.27)

Proof: The proof is presented in Appendix 10.5.3.

Proposition 10.2 For all a � 0 and N 2 N,

~PM T (a; N) � ~PM F (a; N):

Proof: The proof is presented in Appendix 10.5.4.

Finally, we prove the following corollary of Proposition 10.2, which is

pertinent to the discussion we gave in Section 10.2.2.

Corollary 10.1 The proportion of the total intensity o�ered to a server that

is owing to the stream formed by0-calls, is larger in the FM than the TM.

In particular,
~aM T (0)

P N � 1
j =0 ~aM T (j )

�
~aM F (0)

P N � 1
j =0 ~aM F (j )

:

Proof: According to the proof of Proposition 10.2,� M F (N � 1) � � M T (N � 1),

N � 1, where the inequality is strict forN = 1. Since ~aM T (0) = ~aM F (0) = a,

it su�ces to show that
P N � 1

j =0 ~aM F (j ) �
P N � 1

j =0 ~aM T (j ), which follows from

the fact that
P N � 1

j =0 ~aM F (j ) = � M F (N � 1) � � M T (N � 1) =
P N � 1

j =0 ~aM T (j ). �
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10.3 Circuit-Switched Networks using

Alternative Routing

This section will demonstrate the versatility of OPCA by using itto estimate

blocking probability in a variety of circuit-switched networks using alterna-

tive routing.

10.3.1 A Symmetric Fully-Meshed Circuit-Switched

Network

We adopt the usual model of a circuit-switched network that hasbeen used

in [86, 87, 177]. The network comprisesN switching o�ces. Each pair of

switching o�ces is interconnected via a trunk group comprising K coopera-

tive servers. Therefore, there exists a one-hop route as well asN � 2 two-hop

alternative routes between each pair of switching o�ces, as shown in Fig.

10.5.

Calls arrive at each switching o�ce pair according to independent and

Poisson processes of intensitya. A call foremost seeks to engage the one-hop

route between the pair of switching o�ces at which it arrives. A call that

�nds all K trunks on this one-hop route busy over
ows to one of theN � 2

two-hop alternative routes with equal probability and without delay. A call

continues to over
ow as such until either: it encounters a two-hop alternative

route possessing an idle trunk onboth of its constituent links, in which case

the call engages both of these idle trunks for its entire holding time; or, it

has sought to engage allN � 2 two-hop alternative routes, in which case it is

blocked and cleared. According to the TM and FM convention, this model

serves as the TM.

Let b be the probability that all K servers are busy on an arbitrary trunk

group. It su�ces to consider an arbitrary trunk group as a consequence of

symmetry. It can be veri�ed that applying EFPA to the TM gives

b = EK

 

a + 2ab(1 � b)
N � 3X

j =0

�
1 � (1 � b)2

� j

!

(10.28)
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Figure 10.5: Switching o�ce pair (i; j ) of a fully-meshed circuit-switched
network using alternative routing

and that call blocking probability is estimated by

~PM T = b
�
1 � (1 � b)2

� N � 2
: (10.29)

Equation (10.28) will be justi�ed on a term-by-term basis. The factor of

two multiplying the summation arises after enumerating all permutations in

which a call can be o�ered to an arbitrary trunk group. The term
�
1 �

(1 � b)2
� j

is the probability that a call over
ows from j two-hop alternative

routes, while the term 1� b is the factor by which intensity must be reduced

to ensure that the intensities carried by both links of a two-hop alternative

route are equal.

For example, suppose a two-hop alternative route is o�ered a Poisson

stream of intensitya. The portion of a that is o�ered to each of the two links

constituting this two-hop alternative route is calculated as a(1 � b) to ensure

that the intensities carried by both links are equal and givenby a(1 � b)2.

Equation (10.29) states that a call is blocked in the event that it over
ows

from its one-hop route, which occurs with probabilityb, and then over
ows

from each of itsN � 2 two-hop alternative routes, which occurs with proba-

bility
�
1 � (1 � b)2

� N � 2
.

It is di�cult to ascertain properties regarding existence anduniqueness

of solution for (10.28). Of further concern is that it cannot be said if the

sequencef bi g1
i =0 generated according to the usual �xed-point mappingbi +1 =

EK
�
a + 2abi (1 � bi )

P N � 3
j =0

�
1 � (1 � bi )2

� j �
converges.

The FM is de�ned in a completely analogous manner as in Section 10.2.
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In particular, an n-call is given strict preemptive priority over an m-call,

n < m , given that both calls compete for a common trunk group. The

de�nition of a n-call must be adjusted to a call that over
ows fromn routes

before engaging the (n + 1)th route.

Let b(n) be the blocking probability perceived by ann-call, n = 0; : : : ; N �

2, seeking to engage an arbitrary trunk group. It can be veri�ed that for the

FM,

b(n) =

8
><

>:

EK (a); n = 0;

B n E K (B n )� B n � 1E K (B n � 1 )
B n � B n � 1

; n > 0;

(10.30)

whereBn =
P n

j =0 aj and

an = 2ab(0)
�
1 � b(n)

� n� 1Y

j =1

�
1 � (1 � b(j ))2

�
; n > 0; (10.31)

is the total intensity o�ered by n-calls to an arbitrary trunk group. Hence,

a0 = a. Call blocking probability is then estimated as

~PM F = b(0)
N � 2Y

j =1

�
1 � (1 � b(j ))2

�
: (10.32)

Equation (10.30) follows the same justi�cation provided for (10.19).

The term 1� b(n) in (10.31) precludes the use of a recursion to compute

the blocking probabilities b(1); : : : ; b(N � 2), and thus an appropriate �xed-

point mapping must be used. In particular, we use a successive substitution

algorithm of the same kind used in Chapters 4 and 5. Our successive substi-

tution algorithm is speci�ed in Algorithm 7, bk(n) denotes the value ofb(n)

at iteration k.

Although convergence of Algorithm 7 is not a certainty, we havefound

divergence is rare in practice and can often be overcome by periodically

re-initialising with a convex combination of the most recent iterations. In

particular, to improve convergence, instead of computing the new iterate
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Algorithm 7 Calculate b(1); : : : ; b(N � 2)
Require: N , � , a // Number of trunks, error criterion and o�ered load

1: b1(n); b0(n) � Uniform (0; 1) 8n = 1; : : : ; N � 2 // Initialisation
2: k = 1
3: while 9 jbk(n) � bk� 1(n)j > � for any n = 1; : : : ; N � 2 do
4: for n = 1; : : : ; N � 2 do
5: an = 2abk(0)

�
1 � bk(n)

� Q n� 1
j =1

�
1 � (1 � bk(j ))2

�

6: Bn =
P n

j =0 aj

7: bk+1 (n) =

8
<

:

EK (a); n = 0

B n E K (B n )� B n � 1E K (B n � 1 )
B n � B n � 1

; n > 0
8: end for
9: k = k + 1

10: end while
11: ~PM F = bk(0)

Q N � 2
j =1

�
1 � (1 � bk(j ))2

�
// Return

bk+1 (n), n > 0, with (10.30), we use

bk+1 (n) = c1
BnEK (Bn ) � Bn� 1EK (Bn� 1)

Bn � Bn� 1
+ c2bk(n) + c3bk� 1(n) + � � � ;

wherec1 + c2 + c3 + � � � = 1. This tempers the rate of convergence but may

prevent cycling.

OPCA can be generalised to the case of circuit-switched networks pro-

tected with trunk reservation. With trunk reservation in place, ann-call can

be preempted from a two-hop alternative route by anm-call, m < n , in the

usual preemptive priority regime de�ned by OPC. However, ann-call, where

n > 0, canalsobe barred from engaging a two-hop alternative route possess-

ing an idle trunk on both of its constituent links if the total number of busy

trunks that are engaged with 0-calls on either of the links isgreater than or

equal to a prede�ned threshold. Let that threshold be denoted by M . If the

total number of busy trunks that are engaged with 0-calls on either of the

links exceeds or equalsM , the n-call must seek another alternative route;

or, if it has sought to engage all two-hop alternative routes, it is blocked and

cleared. See [82, 93] for some rules of thumb governing the choice of M .

To generalise OPCA to the case of circuit-switched networks with trunk
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reservation, (10.30) is replaced with

b(n) =

8
>><

>>:

E(a; K ); n = 0;

aQ (n)+ R (n)
P n

j =1 aj �
P n � 1

j =0 aj b(j )

an
; n > 0;

(10.33)

where Q(n) and R(n) are functions of the steady-state probabilities of a

one-dimensional birth-and-death process characterising a trunk group. In

particular, Q(n) = � K (n) and R(n) = � M (n) + � M +1 (n) + � � � + � K (n),

where for a givenn, the steady-state probabilitiesf � j (n)gK
j =0 are computed

via the recursion

� j (n) =

8
>><

>>:

(a0+ a1+ ��� + an ) j � 0 (n)
j ! ; j = 1; : : : ; M;

aj � M
0 (a0+ a1+ ��� + an )M � 0 (n)

j ! ; j = M + 1; : : : ; K:

For eachn, the normalisation constant� 0(n) is determined by solving
P K

j =0 � j (n) =

1. Equation (10.31) does not require any modi�cation for thecase of trunk

reservation. Trunk reservation will not be considered in the remainder of this

chapter.

We considered estimating blocking probability in a network comprising

four switching o�ces with ten trunks per trunk group. The error in esti-

mating blocking probability with EFPA and OPCA was gauged against a

simulation and is plotted in Fig. 10.6.

Based on the outcome of this experiment, although EFPA yieldsa better

estimate of blocking probabilities that are greater than about 0.02, OPCA is

preferred for the range of blocking probabilities less than this value.

10.3.2 Other Circuit-Switched Networks

In this section, the error in estimating blocking probability with OPCA is

gauged for three other general circuit-switched networks and compared to

EFPA as well as a simulation. To conclude, a somewhat arti�cialexample is

constructed in which OPCA yields a poorer estimate of blockingprobability
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switched network using alternative routing,N = 4, K = 10
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than EFPA. This example serves as a warning against using OPCA carelessly.

The three circuit-switched networks we consider are shown in Fig. 10.10,

where each double-arrowed line represents two trunk groups aligned in op-

posing directions, each comprisingK trunks.

Routing is implemented in a sequential manner in all three networks as

follows. For each switching o�ce pair, the maximum number of alternative

routes that are disjoint with respect to trunk groups are enumerated and

stored in a routing table. We insist that alternative routes foreach o�ce pair

are disjoint to avoid the additional complexity of dealing with the conditional

blocking probabilities that would require consideration ifthis was not the

case. The approach taken in [23] can be used in both OPCA and EFPAto

cope with alternative routes that are not disjoint. The routing table is then

ordered such that the shortest hop route is listed �rst and the longest hop

route is listed last.

Calls arrive at each o�ce pair according to independent Poisson processes

of intensity a and they sequentially traverse (without delay) the sorted rout-

ing table for an idle route. An idle route is a route that contains at least one

idle trunk on each of its trunk groups at the time of a call arrival. A call is

blocked and cleared if it cannot engage a route for its entireservice period.

This routing strategy is often referred to as originating o�ce control with

sequential over
ow.

For the networks shown in Fig. 10.10, the blocking probability perceived

by a call may vary according to which switching o�ce pair it is assigned,

even though the ring and wheel topology are symmetric. For example, a

call o�ered to switching o�ce pair (1 ; 5) of the wheel network shown in Fig.

10.10(b) perceives a higher blocking probability than a call o�ered to switch-

ing o�ce pair (1 ; 9) because the average hop length of the three alternative

routes for the former is higher (10=3 hops) than the latter (5=3 hops). In this

section, we understand blocking probability to mean the blocking probability

averaged over all switching o�ce pairs.

Although more laborious, deriving OPCA for the case of general circuit-

switched networks follows the same principles used in the previous section.

The main di�erence is that each trunk group as well as each switching o�ce
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Table 10.3: Guide to Numerical Results
Network Topology Blocking

Probability

Eight Node Ring Fig. 10.10(a) Fig. 10.7

Nine Node Wheel Fig. 10.10(b) Fig. 10.8

NSF (T1) Fig. 10.10(c) Fig. 10.9

pair must be treated separately due to asymmetry.

We gauged the error in estimating blocking probability with OPCA and

EFPA for all three circuit-switched networks for the caseK = 10. A guide

to our numerical results is shown in Table 10.3. The intensity o�ered to each

switching o�ce pair was varied over a range that resulted in blocking proba-

bilities that spanned the range [10� 5; 10� 1]. The set of �xed-point equations

inherent to OPCA and EFPA were solved by iterating as describedearlier.

Based on the numerical results presented in Figs. 10.7, 10.8 and 10.9, it

is evident that OPCA provides a more accurate estimate of blocking proba-

bility for all three circuit-switched networks. Since minimal additional com-

putational e�ort is required to calculate an estimate with OPCA relative to

EFPA, it seems that OPCA is the preferred approximation. The additional

computational e�ort in calculating an estimate with OPCA is a consequence

of the need to calculate the intensity o�ered and blocking probability per-

ceived foreachof (0; 1: : :)-calls o�ered to a trunk group, whereas EFPA only

requires calculation of these two parameters for thesinglecombined stream

formed by pooling together the marginal streams formed by (0; 1; : : :)-calls.

To end this section, we construct an arti�cial example in whichOPCA

yields a poorer estimate of blocking probability than EFPA. Inparticular,

we reconsider the model of the distributed-server network but now suppose

it is only those calls that arrive at one particular server thatare permitted

to over
ow in the usual manner dictated by the random hunt. These calls

are referred to as premium calls and arrive according to a Poisson process of

intensity a� to this one particular server. Calls arriving at all other servers
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Figure 10.7: Eight node ring network
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are barred from over
owing and thus either: engage the �rst server at which

they arrive, in the case that this server is idle; or, are blocked and cleared, in

the case that this server is busy. These calls are referred to as standard calls

and arrive at all the other servers according to independent Poisson processes

of intensity a.

The blocking probability perceived by premium calls and standard calls

as well as the average perceived blocking probability was estimated for a

network comprising four servers (of which one of these four servers is o�ered

only premium calls) with OPCA and EFPA. We set, a = 0:5 and varied

a� within the range [0:3; 1:8]. A simulation was also implemented to gauge

errors. The results are shown in Fig. 10.11.

Fig. 10.11 shows that EFPA provides a better estimate of the blocking

probability perceived by premium calls and standard calls. An interesting
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point is that the estimate of blocking probability perceivedby standard calls

is independent ofa� for OPCA, which is not the case in practice. This is be-

cause for the FM of this network, standard calls are oblivious to the existence

of premium calls since a standard call is always given the rightto preempt a

premium call in the FM. Therefore, the result is that OPCA overestimates

the blocking probability perceived by premium calls and underestimates the

blocking probability perceived by standard calls, especiallyfor high intensi-

ties.

Since the blocking probability perceived by a standard call is independent

of a� in the FM but clearly increases with a� in the TM, the inequality

PM T � PM F is not tight for this network. This examples serves as a warning

against regarding OPCA to be a universally superior estimate of blocking

probability. We are unable to determine a priori whether or not OPCA is

favourable for a given problem instance.

10.4 Chapter Summary

In this chapter, we saw examples of over
ow loss networks for which Erlang's

�xed-point approximation (EFPA) underestimates blocking probabilities by

several orders of magnitude. We explained that this inaccuracy is due to the

Poisson and independence errors inherent to EFPA. Furthermore, we saw

that strengthened forms of EFPA in which over
ow tra�c is char acterised

not only in terms of its mean but also its variance as well as possibly other

higher moments may o�er a marginal reduction in error compared to the basic

analysis-of-means form of EFPA. However, we argued that this reduction is

hardly justi�ed in consideration of the computational burdenin dealing with

additional moments.

The main contribution of this chapter was a new approximation for esti-

mating blocking probabilities in over
ow loss networks. We referred to our

approximation as the over
ow priority classi�cation approximation (OPCA).

OPCA relies on the most basic form of EFPA and hence remains simple and

e�cient but through a system transformation implicitly utilise s the conges-

tion information imbedded in over
ow tra�c to combat the Poi sson and
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independence errors inherent to EFPA. OPCA was shown to outperform the

conventional EFPA approach for the case of a distributed-server network as

well as several cases of circuit-switched networks using alternative routing.

Given a system for which an estimate of blocking probability is sought,

we �rst constructed a second system to act as a surrogate for the original

system. The original system was called the true model (TM), whilethe

second system was called the �ctitious model (FM). We obtained the FM

from the TM simply by imposing preemptive priorities on the TM.For many

examples, we saw that estimating blocking probability in the FMwith EFPA

provided a better estimate for blocking probability in the TM (the system of

interest to us) than if we were to use the conventional approach of directly

using EFPA in the TM. This is the basic idea underlying OPCA.

On the downside, we saw an example in which OPCA performs poorly.

Moreover, we were unable to determine a priori whether or notOPCA yields

a better estimate of blocking probability than EFPA for a given network.

10.5 Chapter Appendices

10.5.1 Some Background on the Analysis of Over
ow

Networks

An age-old problem synonymous with the study of over
ow networks is that

of calculating the steady-state blocking probability perceived by each of sev-

eral heterogeneous over
ow streams which are pooled together and o�ered

without delay to a �nite secondary trunk group. The history of this problem

can be traced back to the work of Kosten [90] in 1937. It was well-known at

this time that the number of busy servers on an in�nite primary trunk group

that is o�ered a Poisson stream of intensitya is Poisson distributed with

parametera, assuming service times are of unit mean and exponentially dis-

tributed. Kosten derived the distribution of the number of busyservers on an

in�nite secondary trunk group that is o�ered the over
ow stream that would

result if this primary trunk group is no longer in�nite but rat her comprises
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N servers. Of particular interest is the mean

M = aEN (a) (10.34)

and the variance

V = M
�

1 � M +
a

N + 1 � a � M

�
: (10.35)

The derivation of (10.34) and (10.35) is given in [62, 160].

Ten years later, Brockmeyer [20] advanced one step further byderiving

the distribution of the number of busy servers on an in�nite ternary trunk

group that is o�ered the over
ow stream that would result if the secondary

trunk group now comprisesK servers. As well as deriving this distribution,

Brockmeyer con�rmed the intuitively pleasing fact that the blocking prob-

ability perceived by the over
ow stream o�ered to the now �nit e secondary

trunk group is given by the ratio EN + K (a)=EN (a).

The approach followed by Kosten and Brockmeyer involved analytically

solving the steady-state distribution of the underlying Markovprocess. At-

tempting to generalise this brute-force approach to a cascadecomprising an

arbitrary number of trunk groups does however lead to a state-space of un-

manageable size.

A seemingly tractable approach of analysing a cascade comprising an ar-

bitrary number of trunk groups soon arose when it was recognisedthat the

over
ow stream of each trunk group is of renewal-type, provided that the

stream o�ered to the primary trunk group is also of renewal-type. There-

fore, theory of the GI=M=N=N queue can in principle be used to analyse

any arbitrary trunk group of such a cascade. In particular, explicit for-

mulae to compute the factorial moments of the distribution ofthe number

of busy servers on an in�nite trunk group o�ered the over
ow stream of a

GI=M=N=N queue are provided in [130, 132]. Although in principle this dis-

tribution can be characterised exactly, in practice, numerical methods must

resort to matching its �rst few moments to a speci�c renewal process. A

popular approach is to match the �rst three moments of this distribution
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to the �rst three moments of an interrupted Poisson process, as was�rst

considered in [94] in 1973.

Simpler moment-matching approximations of a di�erent guisewere ac-

tually proposed much earlier. They arose after it became apparent that

characterising an over
ow stream solely in terms of its mean failed to cap-

ture the stream's larger variance and thus its higher blocking probability. In

[173], Wilkinson introduced the concept of peakedness to givea truer char-

acterisation. A stream's peakedness is de�ned as the variance-to-mean ratio

of the distribution of the number of busy servers on an in�nite server group

to which the stream is o�ered. Peakedness is usually denoted asZ = V=M.

It can be shown that the peakedness of a Poisson stream is unity, while

taking the ratio of (10.35) and (10.34) reveals that the peakedness of an over-


ow stream is always greater than unity. To estimate the blocking probability

perceived by a stream characterised by (M; Z ) that is o�ered to a trunk group

comprisingN servers, Wilkinson suggested to consider this stream to be the

over
ow stream of a �ctitious trunk group comprising x servers that is of-

fered a Poisson stream of intensitya. Then, upon calculating the so-called

equivalent random parametersa and x using the formulae in [78], the block-

ing probability perceived by the stream characterised by (M; Z ) is estimated

by Ex+ N (a)=Ex (a). This is referred to as the equivalent random method or

Wilkinson's method.

As an alternative to Wilkinson's method, Hayward [54] later suggested

EN=Z (M=Z ) as an even simpler estimate of the blocking probability perceived

by a stream characterised by (M; Z ) that is o�ered to a trunk group com-

prising N servers. It is hard to say which of the two methods is best for a

given model.

More pertinent to the study of over
ow networks is the more complicated

problem of calculating the steady-state blocking probability perceived by

each ofseveralheterogeneous over
ow streams which are pooled together and

o�ered to a �nite trunk group. We call this the heterogenous case, which is

the case that is most relevant to this chapter. In [95], the superposition of

a Poisson stream and a general stream of renewal-type is solved. However,

the heterogenous case in its most general form has evaded solution mainly
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as a consequence of the fact that the superposition of several independent

streams of renewal-type in general is not itself of renewal-type.

Approximations for the heterogenous case are rather ambitious in their

nature and rely on moment-matching. A combined stream (M; Z ) of mean

M =
P

i mi , varianceV =
P

i vi and peakednessZ = V=M is used to char-

acterise the presence of each over
ow stream (mi ; vi ) o�ered to a �nite trunk

group. The steady-state blocking probability perceived by the combined

stream, sayp, is estimated by Wilkinson's method or Hayward's method,

though approximations of greater intricacy are possible and entail matching

(M; Z ) to a speci�c renewal process. Therefore, the mean of the distribu-

tion of the number of busy servers on an in�nite trunk group o�ered the

over
ow of this combined stream isMp. Accurately apportioning Mp to

eachmarginal stream (mi ; vi ) is a formidable problem plaguing all of these

approximations. Usually one of many empirical formulas is used such as

the simple formula suggested in [96] in which the portion ofMp owing to

stream (mi ; vi ) is estimated by Mpvi =V. Hence, the steady-state blocking

probability perceived by each stream (mi ; vi ) is estimated by

bi =
Mpvi

mi V
: (10.36)

10.5.2 Proof of Proposition 10.1

Let

An ,
nX

i =0

a(i );

where a(i ) is given by (10.17). Then according to (10.17), forn > 0 and

a > 0, it follows that

b(n) =
An+1 � An

An � An� 1
:
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Using (10.19), this can be rewritten as

An+1 � An

An � An� 1
=

E1
� P n

i =0 a(i )
� P n

i =0 a(i ) �
P n

i =1 a(i )
a(n)

=
1

a(n)

�
A2

n

(1 + An )
+ a � An

�

=
1

(An � An� 1)

�
a �

An

1 + An

�

Hence, resulting in the required recursion

An+1 = An + a �
An

1 + An
; n � 0;

whereA0 = a. �

10.5.3 Proof of Lemma 10.3

For M = MT , according to (10.5) and (10.10),

~PM T = E
�
� M T (N � 1); 1

� N
: (10.37)

Using (10.6) in (10.37) gives

~PM T =
a � E1

�
� M T (N � 1)

�

a

=
a � � M T (N � 1)

�
1 �

� M T (N � 1)
1+ � M T (N � 1)

�

a
;

after which the required result follows from the fact thatE(�; 1) = �= (1+ � ),

� � 0.

For M = MF , according to (10.19),

~PM F =
aM F (1) � � � aM F (N )

aM F (0) � � � aM F (N � 1)
=

aM F (N )
a

=
� M F (N ) � � M F (N � 1)

a
: (10.38)
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Let � (� ) = � E1(� ). Note that for n > 0,

aM F (n) = � M F (n) � � M F (n � 1)

= �
�
� M F (n � 1)

�
� �

�
� M F (n � 2)

�
; (10.39)

where � M F (� 1) = 0. Substituting (10.39) into (10.26) gives rise to a tele-

scoping sum that results in the recursion

� M F (n) = a + �
�
� M F (n � 1)

�
; n > 0: (10.40)

To arrive at the required result, (10.40) is used in (10.38) giving

~PM F =
a + �

�
� M F (N � 1)

�
� � M F (N � 1)

a

= 1 �
� M F (N � 1)

�
1 � E1(� M F (N � 1))

�

a
:

�

10.5.4 Proof of Proposition 10.2

A simple rearrangement of Lemma 10.3 gives

~PM (a; N) = 1 �
� M (N � 1)

a
�
1 + � M (N � 1)

� ; M 2 f MT ; MF g:

Hence, it su�ces to show that � M F (N � 1) � � M T (N � 1). Induction will be

used to show

� M F (n) � � M T (N � 1); n = 1; : : : ; N � 1:

According to (10.4),

� M T (N � 1) = a
N � 1X

i =0

E
�
� M T (N � 1); 1

� i
(10.41)
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and explicitly writing out the �rst few terms of (10.40) gives

� M F (n) = a + �
�
� M F (n � 1)

�

= a + E1
�
� M F (n � 1)

��
a + �

�
� M F (n � 2)

��

= a
nX

i =0

iY

j =1

E1
�
� M F (i � j )

�
; (10.42)

where a null product is unity. For the base casen = 1, an immediate conse-

quence of (10.41) and (10.42) is

� M F (1) = a + aE1(a)

� a + aE1
�
� M T (N � 1)

�
� � M T (N � 1):

The inductive hypothesis is that � M F (k) � � M T (N � 1) for all k < n �

N � 1. Using the inductive hypothesis and becauseE1(� ) is monotonically

increasing, it follows that

� M F (n) = a
nX

i =0

iY

j =1

E1
�
� M F (i � j )

�

= a + aE1(a) + aE1(a)E1
�
� M F (1)

�
+ � � �

� a + aE1
�
� M T (N � 1)

�
+ aE1

�
� M T (N � 1)

� 2
+ � � �

= a
nX

i =0

E1
�
� M T (N � 1)

� i
� � M T (N � 1)

Since the base case is true and the inductive step is true,� M F (n) � � M T (N �

1) is true for all n � N � 1. It is noted that the case ofn = 0 follows trivially

since� M T (0) = � M F (0) = a. �
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10.5.5 Summary of Notation used in Chapter 10

Table 10.4: Summary of Notation

n-call A call that has over
owed fromn servers or trunk groups

(0; : : : ; n)-call Used to reference either a 0-call or a 1-call, . . . , or an
n-call

a(0) or a Exogenous load o�ered to a server or source and desti-
nation pair

a(n) Load o�ered to a server or trunk group by calls that
have over
owedn times

bi (n) Steady-state blocking probability perceived for a call
that after over
owing n times seeks to engage server
or trunk group i

b(n) Used as a shorthand forbi (n) if all servers or trunk
groups are statistically equivalent

b Used only in the context of applying EFPA to the TM;
denotes the probability that a server or trunk group is
fully occupied

EN (a) Erlang B formula for a trunk group comprisingN servers
that is o�ered an intensity a

K Number of trunks per trunk group

M Trunk reservation threshold for circuit-switched net-
works; M < K

MT and MF True model and �ctitious model, respectively

P and ~P Exact and estimated system blocking probability, re-
spectively, perceived by a call; see Table 10.2



Chapter 11

Thesis Summary

Table 11.1 serves to summarise this thesis by chapter. This tableconsists

of four columns. The �rst column identi�es each of the chaptersbeyond

Chapter 2. Chapter 1 was an introductory chapter, while Chapter 2 outlined

the contributions of this thesis. The second column identi�es the particu-

lar approach to optical switching we considered in each chapter. We have

considered approaches that are popular in the literature suchas OBS with

limited wavelength conversion (Chapter 4) and OBS with de
ection routing

(Chapter 5). We have also proposed entirely new approaches suchas OCS

with dynamic burst length (Chapter 6). The third column describes the type

of model we have developed in each chapter. All the models developed in this

thesis have been open loop loss or delay models for a core network or stand-

alone link. Our core network model consists of edge bu�ers at which packets

are enqueued before transmission to their destination over a core network

of optical cross-connects. The third column also speci�es the tra�c arrival

process we assumed. The �nal column in Table 11.1 indicates the teletra�c

performance measures for which we derived exact results or approximations.
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Figure 11.1: Summary by chapter

Chapter Switching Model Performance

Technique Description Metric

3 Wavelength-routing Core network (integer program
formulation)

Minimisation of congestion

4 OBS with full and limited wave-
length conversion

Core network & stand-alone link
sub-model; Poisson burst arrivals

End-to-end blocking probability

5 OBS with de
ection routing Core network; Poisson burst ar-
rivals

End-to-end blocking probability

6, Sec. 6.2 OCS with dynamic burst length Finite-source stand-alone link
with packet queueing at edge
bu�ers, synchronisation between
sources & slotted time; Poisson
packet arrivals

Packet delay distribution

6, Sec. 6.4 Conventional form of dynamic
OCS proposed in [44, 45]

Finite-source stand-alone link;
on/o� arrival process

Mean packet delay & blocking
probability

7 Centrally controlled and time-
slotted dynamic OCS

Core network with packet queu-
ing at edge bu�ers; 
uid packet
arrival process

Packet delay distribution

8 Conventional OBS & centrally
controlled dynamic OCS (com-
parison of the two)

Core network with packet queue-
ing at edge bu�ers & stand-
alone OBS route with cross-
tra�c; Poisson packet arrivals

End-to-end blocking probability,
mean packet delay & capacity
utilisation

9 Optical hybrid switching Finite-source stand-alone link,
augmented Engset-like model
with frozen states for OBS;
on/o� arrival process

Blocking probability

10 Arbitrary Arbitrary over
ow loss network
with Poisson arrival process

Blocking probability
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